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SECTION 1: INTRODUCTION 

The Soft Micro family is a line of 8051 compatible micro- 
controllers that are based on nonvolatile RAM rather 
than ROM. Using NVRAM in a micro provides several 
features that system designers need, but that have nev- 
er been available in an off-the-shelf microcontroller. 
The line is divided between chips and modules. The 
chips are monolithic microcontrollers that connect to 
standard SRAM and a lithium battery. Modules combine 
the chips with the RAM and lithium cell. All parts in the 
Soft Micro line provide the following basic attributes: 

• Fully code and resource compatible with the 8051 

• Memory access on a separate bus, preserving I/O 
ports 

• Control (chip) or incorporate (module) a large nonvol- 
atile memory 

• 1 0-year data retention 

• In-system program loading via serial port 

• Crashproof Operation 

- Power-Fail Reset 

- Early Warning Power Fail Interrupt 

- Watchdog Timer 

SEPARATE ADDRESS/DATA BUS 

Soft Micro chips provide a non-multiplexed address/ 
data bus that interfaces to memory without interfering 
with I/O ports. This Byte-wide bus connects directly to 
standard CMOS SRAM in 8K x 8, 32K x 8, or 1 28K x 8 
densities with no glue logic. Note thatthis is in addition to 
the standard 8051 port and 2 multiplexed bus. In mod- 
ule form, the Byte-wide bus is already connected direct- 
ly to on-board SRAM, so the memory access becomes 
transparent and the I/O ports free for application use. 
The extra memory bus also allows for a time-of-day 
function to be included, and all Soft Micro modules are 
available with built in real-time clocks. The same clock 
devices are individually available when building a sys- 
tem from chips. Battery backup and decoding are auto- 
matically handled by the microcontroller. 

LARGE NONVOLATILE MEMORY 

Soft Micro chips provide nonvolatile memory control for 
standard CMOS SRAM. Modules combine the micro 
chip with memory and lithium backup. This includes 
conditionally write protected chip enables and a power 
supply output that switches between +5V and battery 



backup. The chip enables are decoded based on user 
selections. The micro decodes chip enables based on 
user selections of memory size and partitioning. Parti- 
tioning defines the portion of memory used for program 
and data segments. Areas that are designated program 
are always write protected and are treated as ROM. 
Data areas are write protected only when power is out of 
tolerance. Users select the desired partition and the mi- 
crocontroller handles the memory decoding automati- 
cally. A large nonvolatile memory is useful for data log- 
ging and as flexible program storage. Memory will be 
retained for over 10 years in the absence of power by 
ultra low-leakage lithium backed circuits. 

IN-SYSTEM LOADING 

Combining the NVRAM with the in-system program- 
ming capability lets the user update program code at 
any time. This program loading is supervised by a built- 
in ROM-based bootstrap loader. The ROM loader be- 
comes transparent once program loading is complete. 
All Soft Micro devices allow program loading via the mi- 
cro serial port. Data memory can also be retrieved using 
this loader function. Selected versions provide other 
parallel loading protocols as well. In-system loading al- 
lows a system to be configured during final system test. 
A user can load custom software, diagnostic routines, or 
calibration constants. If something changes or new fea- 
tures arise, the system can then be reprogrammed 
while in the field. 

CRASHPROOF OPERATION 

Soft Micro devices are designed for unsupervised op- 
eration in remote locations. The crashproof features 
prevent a micro from running out of control during tran- 
sient events. Features that contribute to crashproof op- 
eration include a reset when power is out of tolerance; 
an early warning poweMail interrupt that allows soft- 
ware to save critical data; and a watchdog to reset the 
micro if it gets lost. Also, nonvolatile memory allows soft- 
ware to save the operating state so a task can be re- 
sumed when power returns to normal. 

SOFTWARE SECURITY 

An important feature on Soft Micro family devices is 
firmware or memory security. The original DS5000 pro- 
vides extensive means to secure the memory contents. 
This prevents unauthorized copying of firmware and 
prevents access to critical data values. Also, RAM is in- 
herently more secure than ROM since it can be repro- 
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grammed or destroyed if necessary. The DS5002 is a 
second generation with even more security features. 
The DS5000 provides optional security. That is, a user 
must enable the function. The DS5002 provides securi- 
ty all the time. Security features include real-time high 
speed memory encryption, false generation of dummy 
addresses on the bus, and a self-destruct input for tam- 
per protection. 

The Soft Microcontroller family consists of three chips 
and their associated modules. Each chip provides most 



of the Soft Micro features discussed below. Differences 
stem from I/O, memory access, and security features. 
The DS5000FP is used in DS2250(T) and DS5000(T) 
modules. The DS5001 FP is used in the DS2251 (T), and 
the DS5002FP is used in the DS2252(T). A full selector 
guide with all memory and speed permutations is pro- 
vided in the next section. A short description of each ver- 
sion is given below. 



BYTE-WIDE BUS 

CHIP DESCRIPTION MEMORY ACCESS SECURITY PACKAGE 



DS5000FP Soft Micro Chip 8, 32, 64K bytes* Optional 80-pin QFP 



DS5001 FP 1 28K Micro Chip 32, 64, 1 28K bytes None 80-pin QFP 



DS5002FP Secure Micro Chip 32, 64, 1 28K bytes Maximum 80-pin QFP 



MODULE 


DESCRIPTION 


ON-BOARD MEMORY 


PACKAGE 


DS2250(T) 


DS5000FP on SIMM 


8, 32, 64K bytes* 


40-pin SIMM 


DS5000(T) 


DS5000FP in DIP Module 


8, 32K bytes 


40-pin DIP 


DS2251 (T) 


DS5001 FP on SIMM 


32, 64, 128K bytes 


72-pin SIMM 


DS2252(T) 


DS5002FP on SIMM 


32, 64, 128K bytes 





*32K partitionable, 32K restricted to data memory only. 
NOTES: 

T* specifies optional on-board real-time clock. 

1 28K byte versions provide 64K program, 64K data. Other versions are partitionable 



PRODUCT DESCRIPTION 

All devices listed below have the standard 8051 family 
feature set listed once here for convenience, but not re- 
peated for each device. 

• 8051-compatible instruction set 

• Addresses 64K program and 64K data memory 

• 4 8-bft pseudc— bidirectional I/O ports 

• 128 bytes scratchpad RAM 

• 2 16-bit timer/counters 

• 1 UART 

• 5 Interrupts with 2 external 



DS50O0FP Soft Micro Chip 

The DS5000FP is the original Soft Micro chip. It adds 
the following features to the 8051 set : 

• Non-multiplexed Byte-wide address/data bus for 
memory access. 

• Nonvolatile Control for 8K x 8 or 32K x 8 SRAMs 

• Partitions one SRAM into program and data areas, 
and write protects the program segment 

• Decodes memory for up to two 32K x 8 SRAMs (# 2 
is data memory only) 

• Power-fail Reset, and Interrupt 

• Precision Watchdog Timer 
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• ROM based Serial Bootstrap Loader 

• Optional security features 

- Memory encryption in real-time 

- 48-bit user selected encryption key 

- Security lock destroys memory if unlocked 

- Vector RAM hides 48 bytes on-chip 

- Dummy operations on the memory bus 

DS5000(T) Soft Micro 

The DS5000 incorporates the DS5000FP chip in a 
40-pin module with an 8051 footprint and pinout. 

• Familiar 40-pin DIP package 

• Built-in NVRAM of 8K x 8 or 32K x 8 

• I/O ports not disturbed by on-board memory access 

• 1 0-year data retention in the absence of power 

• Partitions memory into program and data areas, write 
protects the program segment 

• Power-fail Reset and Interrupt 

• Precision Watchdog Timer 

• ROM based Serial Bootstrap Loader 

• Optional memory security 

• Optional built-in real-time clock 

DS2250(T) Soft Micro Stik 

The DS2250 incorporates the DS5000FP chip on a 
40-pin SIMM module. It has the identical feature set as 
the DS5000, but is in a different form-factor. This pack- 
age change allows up to 64K bytes NVRAM instead of 
32K bytes. Note that as mentioned above, the second 
32K is restricted to data memory. Lfce the DS5000, this 
module guarantees better than 1 0-year data retention 
at room temperature. 

DS5001FP 128K Micro Chip 

The DS5001 provides the base feature set of the 
DS5000FP with the following extras: 



• Accesses up to 128K bytes on the Byte-wide bus. 

• Decodes memory for 32K x 8 or 1 28K x 8 SRAMs. 

• 4 additional decoded peripheral chip enables 

• CRC hardware for checking memory validity 

• Optionally emulates an 8042 style slave interface 

• Bandgap reference for more accurate power monitor 

Note: The DS5001 FP has no memory encryption fea- 



DS2251(T) 128K Micro Stik 

The DS2251 is a SIMM based on the DS5001 . It pro- 
vides up to 1 28K bytes of on-board NVRAM and has the 
Byte-wide bus available at the connector. This is used 
with the decoded peripheral enables for memory 
mapped peripherals such as a UART or A/D converter. 
The real-time clock option is a parallel access type with 
interrupt capability. Like the older versions, the DS2251 
provides 10-year data retention, even in the largest 
memory configuration. 

DS5002FP Secure Micro Chip 

The DS5002FP is a highly secure version of the 
DS5001FP. It provides the operating features of the 
DS5001, with the following enhancements to the 
DS5000 security features. 

• Security is active at all times 

• Improved memory encryption using a 64-bit encryp- 
tion key 

• Automatic random generation of encryption keys 

• Self-destruct input for tamper protection 

• Die top-coating prevents micro probe 

DS2252(T) Secure Micro Stik 

The DS2252 incorporates the DS5002FP on a 40-pin 
SIMM. This includes from 32K bytes to 128K bytes of 
secure memory with an optional real-time clock. The 
memory is highly secure from tampering and from com- 
petitors. Like other products in the family, the D2252 has 
a data retention period of over 1 0-years. 
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SECTION 2: SELECTION GUIDE type. Other combinations are available but may notbe in 

The following configurations are available. Standard stock at all times. Speeds are rated maximums, but the 
versions that are commonly in stock are shown in bold micros are fully static and can be run as slow as desired. 



CHIP 


DESCRIPTION 


MAXIMUM SPEED OPTIONS 


PART NUMBER 


DS5OO0FP 


Soft Micro Chip 


8 MHz 


DS50OOFP-8 


DS5000FP 


Soft Micro Chip 


12 MHz 


DS500OFP-12 


DSSOOOFP 


Soft Micro Chip 




16 MHz 


DSSOOOFP- 16 


DS5001FP 


128K Micro Chip 


12 MHz 


DS5001FP-12 


DS5001FP 


128K Micro Chip 


16 MHz 


DS50O1 FP-16 


DS5002FP 


Secure Micro Chip 


12 MHz 


DS5002FP-12 


DS5002FP 


Secure Micro Chip 


16 MHz 


DS5002FP-16 



MODULE 


DESCRIPTION 


MEMORY 


SPEED 


CLOCK 


PART NUMBER 


DS5000 


Soft Micro 


8K bytes 


8 MHz 


no 


DS5000-08-08 


DS5000 


Soft Micro 


8K bytes 


12 MHz 


no 


DS5000-08-12 


DS5000 


Soft Micro 


8K bytes 


16 MHz 


no 


DS5000-08-16 


DS5000 


Soft Micro 




8 MHz 




DS5000-32-08 


DS5OO0 


Soft Micro 


32K bytes 


12 MHz 


no 


DS5000-32-12 


DSSOOO 


Soft Micro 


32K bytes 


16 MHz 


no 


DS5000-32-16 


DS5000T 


Soft Micro 


8K bytes 


8 MHz 


yes 


DS5000T-08-08 


DS5000T 


Soft Micro 


8K bytes 


12 MHz 


yes 


DS5000T-08-12 


DS5000T 


Soft Micro 


8K bytes 


16 MHz 


yes 


DS5000T-08-16 


DS5OO0T 


Soft Micro 


32K bytes 


8 MHz 


yes 


DS5000T-32-08 


DS5000T 


Soft Micro 


32K bytes 


12 MHz 


yes 


□S5000T-32-12 


DS5O00T 


Soft Micro 


32K bytes 


16 MHz 


yes 


DS5000T-32-16 


DS2250 


Soft Micro Stik 


8K bytes 


8 MHz 


no 


DS2250-08-08 


DS2250 


Soft Micro Stik 


8K bytes 


12 MHz 


no 


DS22 50-08-1 2 


DS2250 


Soft Micro Stik 


8K bytes 


16 MHz 


no 


DS22 50-08-1 6 


DS2250 


Soft Micro Stik 


32K bytes 


8 MHz 


no 


DS2250-32-08 


DS2250 


Soft Micro Stik 


32K bytes 


12 MHz 


no 


DS22SO-32-12 


DS2250 


Soft Micro Stik 


32K bytes 


16 MHz 


no 


DS2250-32-16 


DS2250 


Soft Micro Stik 


64K bytes 


8 MHz 


no 


DS2250-64-08 


DS2250 


Soft Micro Stik 


64K bytes 


12 MHz 


no 


DS2250-64-12 


DS2250 


Soft Micro Stik 


64K bytes 


16 MHz 


no 


DS2250-64-16 


DS2250T 


Soft Micro Stik 


8K bytes 


8 MHz 


yes 


DS2250T-08-08 
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061093 5/175 

5 



USER'S GUIDE 



SECTION 3: SOFT MICROCONTROLLER 
ARCHITECTURE 

Introduction 

The Soft Microcontroller family is based on an 8051 
compatible core with a memory interface and I/O logic 
build around it. Many functions of the Soft Micro are 
identical to standard 8051s and are documented here 
for completeness. In general, most architecture fea- 
tures apply to all Soft Micro devices. When there is a dif- 
ference between versions, this will be mentioned. A 
block diagram of the microcontroller core is shown in 
Figure 3-1 below. 

Bus Organization 

There are four major busses implemented within the 
Soft Micro that are relevant in developing an under- 
standing of the operation of the device. These are the 
Internal Data Bus, the Internal Address Bus, the Byte- 
wide Memory Bus, and the Expanded Bus. All address- 
es and data which are transferred during program 
execution are passed on the Internal Address and Data 
Busses. User Program and Data Memory is always ac- 
cessed from either the byte-wide Program/Data RAM 
or from external memory located on the Expanded Bus. 

The Soft Microcontroller uses the Byte-wide Memory 
Bus for access to Program/Data RAM in the same fash- 
ion as an 8051 Family device would access internal 
ROM or EPROM memory. This bus is physically sepa- 
rate from the Expanded Bus which, if used, replaces 
Port 2 and Port pins. 

CPU Registers 

All of the CPU registers are mapped as Special Function 
Registers (SFR's) and are identical in number and func- 
tion to those present within the 8051 . These registers 
are described briefly below: 

Accumulator 

The Accumulator (A) is used as either a source or des- 
tination register in all arithmetic instructions. It may also 
be used in most other types of instructions. 

Stack ppinter 

The Stack Pointer (SP) is an 8-bit register which is used 
to mark the location of the last byte of data stored in the 
stack. The stack itself may be located anywhere in the 
on-chip 1 28-byte Scratchpad register area. The Stack 
Pointer pre increments during a stack push and post- 
decrements during a stack pop. 



B Register 

The major function of the B register is as a source and 
destination register during multiply and divide instruc- 
tions. It may also be used as a scratchpad register. 

Program Status Word 

The Program Status Word (PSW) contains status flags 
that are set according to the results of a previously 
executed instruction. In addition, the PSW contains reg- 
ister bank select bits. 

Data Pointer 

The Data Pointer (DPTR) is used to access Data 
Memory that may be mapped into Byte-wide Data RAM 
or onto external memory devices on the Expanded Bus. 
It is accessed by the user's program as either two 8-bit 
Special Function registers or as a 1 6-bit register with 
certain instructions. 

Scratchpad Registers 

Scratchpad registers are 1 28 registers where data may 
be stored directly. They are addressed from 00H to 7FH 
and may be accessed by a MOV instruction. Included in 
the scratchpad area are four 8-byte banks of working 
registers. These registers are not part of the data 
memory map. 

Serial I/O 

The on-chip serial I/O port is comprised of a receive data 
buffer, a transmit data buffer, and a control register. Both 
the receive data buffer and the transmit data buffer are 
accessed in a single location (SBUF) in the Special 
Function Register map. The control register (SCON) is 
accessed in an separate location. When the serial I/O 
function is enabled, two external I/O pins (P3.0, P3.1) 
are re-assigned in hardware to serve the transmit and 
receive data functions. 

Programmable Timers 

Two 16-bit programmable timers are included that can 
perform various timing and counting functions. A total of 
four registers (TH1 , TL1 , THO, and TLO) access the up- 
per and lower halves of each of the two timer/counters. 
A single control register (TCON) is used to select the 
various operating modes of the two timers. Two external 
I/O pins (P3.4, P3.5) may be programmed to serve as 
external counter inputs, one pin for each of the two tim- 
er/counters. 
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Parallel I/O 

Four SFR's provide access for the four parallel I/O port 
latches. These I/O ports are denoted as PO, P1 , P2, and 
P3. A total of 32 bits of parallel I/O is available through 
these I/O ports. However, up to 16 bits are sacrificed 
when the Expanded Bus mode is used to interface to ex- 
ternal memory and up to six bits may be sacrificed if any 
external interrupt inputs, timer counter inputs, or serial 
I/O functions are used. When using the Byte-wide bus, 
ports are not affected. 

Program/Data RAM Interface 

Soft Microcontrollers provide a non-multiplexed Byte- 
wide bus that connects to external SRAM. They also 
make this RAM nonvolatile, decode memory access for 
it, and write-protect portions designated as program 
memory. The Byte-wide bus consists of up to 16 ad- 
dress lines (depending on the version), 8 data lines, 
read/write control, and decoded chip enables. When a 
Soft Micro is accessing the SRAM via its Byte-wide bus, 
there is no activity on the ports. Thus if memory access 
is restricted to this bus, all ports are free for use by the 
application. In module form, the Soft Micro is already 
connected to SRAM via the Byte-wide bus making pro- 
gram and data memory access appear internal. 

Soft Micros can also access memory using the multi- 
plexed Expanded Bus consisting of Port and 2, WR 
(P3.6) and RD (P3.7). This is usually undesirable since 
it consumes port pins that can be used for other activity. 
If Expanded bus access is desired, the Soft Micro can 
access up to 64K ROM and 64K RAM in the same man- 
ner as a traditional 8051 . Each version of Soft Micro has 
different provisions for using the Expanded bus, de- 
pending on memory map and user's configuration. 
These issues are discussed under the Programmer's 
Guide. 

Crashproof Circuitry 

This feature provides the crashproof operation of the mi- 
cro and maintains the contents of the Program/Data 
RAM in the absence of V C c using a self-contained lithi- 
um energy source. The logicprovided includesthe Pow- 
er Fail Warning Interrupt, Automatic Power Down and 
Power On Reset. As a result, the Program/Data RAM 
may be modified whenever necessary during execution 
of the user's software but will remain unchanged when 
V C c is absent. The circuitry also maintains the Internal 



Scratchpad RAM and certain Special Function registers 
during a power down condition. 

Software Encryption Logic 

DS5000 and DS5002 series parts provide software se- 
curity circuits that include the Address Encryptor, Data 
Encryptor, and the Encryption Key Word. When the de- 
vice is operating in the Encryption mode and using the 
Program/Data RAM, the Address Encryptor is used to 
transform "logical" addresses on the Internal Address 
Bus into encrypted addresses which appear on the 
Byte-wide Memory Bus to the RAM. Similarly, the Data 
Encryptor transforms data on the Internal Data bus into 
encrypted data during write operations on the Byte- 
wide Memory bus. When data is read back, the Data En- 
cryptor restores it to its true value. Although each en- 
cryptor uses its own algorithm for encrypting data, both 
depend on the Encryption Key Word stored on-chip. 

Security Lock Logic 

The Security Lock logic prevents a read or write to any 
Program/Data RAM location using the bootstrap loader. 
In addition, ft inhibits the device from fetching code in the 
Expanded Bus Mode. By disabling access to key inter- 
nal resources, this feature precludes unauthorized dis- 
assembly of application software contained in Program/ 
Data RAM. In contrast with an EPROM security bit, 
clearing the Security Lock wipes the entire RAM area. 

Vector RAM 

The Vector RAM is used to contain the reset and inter- 
rupt vector code when the Soft Microcontroller is operat- 
ing in the Encryption mode. This feature is included to 
insure the security of the application software. The op- 
eration of the Vector RAM as well as the reason for its 
inclusion in the architecture are discussed in the 
Software Security section. 

Timed Access Logic 

The Timed Access logic is used to protect against inad- 
vertent changes to configuration and to the Program 
RAM in the event of a loss of software control. The pro- 
tected configuration parameters include the Partition 
Address bits in the MCON register, as well as the En- 
able Watchdog Timer bit, Stop Mode bit, and Power On 
Reset bit in the PCON register. 
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Watchdog Timer 

When the user's software is being executed, the Watch- 
dog Timer can be used to automatically restart the pro- 
cessor in the event that software control is lost. It is also 
used to generate a delay during an oscillator start-up 
condition which allows the clock frequency to stabilize. 
This occurs during reset cycles that follow a time in 
which the oscillator has been stopped (Stop Mode Re- 
set and Power On Reset). 



Resident Loader ROM 

The Resident Loader ROM contains firmware that con- 
trols the initial loading of the nonvolatile Program/Data 
RAM. The firmware provides Serial Bootstrap Load op- 
eration via the on-chip serial port. The internal ROM is 
not accessible by the user and performs the loading 
function only when the device is strapped for operation 
in the Program mode. The ROM becomes transparent 
to the user once loading is done and has no effect on the 
memory map. 
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SECTION 4: PROGRAMMER'S GUIDE 

The Soft Micro uses nonvolatile RAM technology for 
both Program and Data memory. It uses NVSRAM in 
place of ROM by write protecting and decoding memory 
segments that a user designates as Program memory. 
The remaining RAM area is used as nonvolatile data 
storage. One of the advantages of breaking a common 
RAM into two segments is that a smaller number of 
memory chips is needed. For example, if a system re- 
quires 24K bytes of program memory and 4K bytes of 
data memory, this all fits within one 32K x 8 SRAM. The 
Soft Micro can break this RAM into program and data 
segments, unconditionally write protecting the program 
area. The process of dividing the common memory 
space into ROM and RAM is called partitioning. All Soft 
Micros are capable of doing this. However, there are dif- 
ferences between original DS5000 series [includes 
DS5000FP, DS5000(T), and DS2250(T)] and newer 
DS5001 series [includes DS5001FP, DS2251(T), 
DS5002FP, DS2252(T)]. The original DS5000 series 



could partition one SRAM of up to 32K bytes. It could 
access a second RAM, but this was restricted to data 
memory only. The DS5001 series can partition two 32K 
byte SRAMs, or even one 128K x 8 SRAM. Common 
elements of the programming model are given below, 
with individual differences highlighted. 

Soft Micro Memory Organization 

All Soft Micros follow the standard 8051 convention of 
three memory areas. These include Internal registers, 
Program memory and Data memory. These memory 
areas are not contiguous and are accessed in different 
ways. The Soft Micro duplicates all standard 8051 regis- 
ters and adds several new ones. Soft Micros have a 64K 
byte program and 64K byte data space. However, the 
Soft Micros provide several ways to access these 
areas, and these features are what make the family 
unique. Figure 4-1 shows the memory map of Soft Mi- 
cros in general terms. The specific details and access to 
the memory areas are discussed below. 



SOFT MICRO MEMORY MAP Figure 4-1 
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Internal Registers 

The internal register space is divided into two parts. 
These are Scratchpad Registers and Special Function 
Registers (SFRs). There are a total of 128 Scratchpad 
registers, commonly referred to as on-chip RAM. The 
128 bytes include four 8-byte banks of working regis- 
ters (R0-R7). The Scratchpad Registers are located at 
register addresses 00-7Fh. This area is not located in 
the Program or Data Memory area and is accessed by 



different instructions. The Special Function Registers 
(SFR) are located in the locations between 80h and 
FFh. SFRs control the on-chip peripherals and memory 
configurations. Direct addressing should be used to ac- 
cess the SFR locations. If Register-Indirect addressing 
is used, indeterminate data will be returned. Scratchpad 
Registers are discussed immediately below, with SFR 
descriptions following later in this section. 
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The Scratchpad Registers are general purpose data 
storage RAM. They are commonly used for temporary 
storage of a small number of variables when high- 
speed access is needed. Off-chip RAM (MOVX) is 
used when the quantity of data is larger than can be 
stored in 1 28 bytes. The Soft Micro will lithium back the 
Scratchpad area. 

The Scratchpad area has two additional functions. First, 
1 6 bytes of the Scratchpad area are bit addressable. 
That is, while each byte has an address of its own, these 
bits also have individual bit addresses. Certain micro 
instructions operate on bits instead of bytes. Although 
the addresses appear the same, the micro can distin- 
guish a bit address from a byte address by the instruc- 
tion used. A large number of individual software flags 
and conditions can be represented using 1 28 (1 6*8) in- 
dividually addressable bits. 

SCRATCHPAD REGISTER MAP Figure 4-2 

7FH . 



A second use of the Scratchpad area is for the program- 
mer's stack. Like the 8051 , the Soft Micro uses a Stack 
Pointer (SP - 81 h) SFR to direct stack access into the 
internal registers. The SP has a default value of 07h. 
This means that stack storage will begin at location 08h . 
Each PUSH or CALL instruction will increment the SP. 
Note that while the SP is located in the SFR area, the 
stack itself is stored in the Scratchpad area. The 
Scratchpad Register Memory map is shown in Figure 
4-2. Programmer's note : with the use of 'C compilers 
becoming more frequent, the large memory model 
should be examined. This compiler model places the 
stack in off-chip SRAM. Soft Micro based systems usu- 
ally have an abundance of such SRAM compared to 
ROM based systems. While off-chip stack results in 
slower execution time, the stack size becomes virtually 
unlimited. 
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The 8051 instruction set allows efficient (single cycle) 
access to variables when using the Working Registers. 
These are a group of four 8-byte banks of Scratchpad 
RAM. The active Working Registers are referred to as 
R0-R7. They reside between location OOh and 1 Fh, de- 
pending on which bank is currently selected. Two bits in 
the Special Function Register PSW called R1 (PSW.4) 

PSW.4-3 ; R1-R0 

Register Bank Select Used to select an 8-byte 



R1 


RO 











1 


1 





1 


1 



Program and Data Memory 

The Soft Micro divides its main memory between Pro- 
gram and Data segments. Each map consists of a 64K 
byte area from OOOOh to FFFFh. Program memory is in- 
herently read only, since there are no 8051 instructions 
that write to this segment. Data memory is read and 
write accessible without restrictions. The CPU automat- 
ically routes program fetches to the program area and 
MOVX instructions to the data memory area. All of these 
elements are in common with the standard 8051 . Soft 
Micro differences lie in the memory interface, memory 
map control, and flexibility of the memory resources. 

Soft Micros provide two separate buses for memory ac- 
cess. First is a Byte-wide address/data bus which is 
new to the 8051 architecture. This bus also provides a 
switched supply output that make standard SRAM into 
nonvolatile memory, decoded chip enables, and a R/W 
strobe. Furthermore, the Byte-wide bus allows non- 
volatile RAM memory to be divided between Program 
and Data segments. When using a segment of the RAM 
as Program Memory, this area can be loaded using the 
Bootstrap Loader function described later in this book. 

Second is an Expanded bus constituted by Ports and 
2. This is the standard 8051 compatible memory bus 
which is available as an option, but is not needed in 
most cases. Program memory on the Expanded bus 
must be ROM/EPROM and data memory must be vola- 



and R0 (PSW.3) are used to determine which is the ac- 
tive bank. Once selected, all instructions involving 
R0-R7 will be directed to the selected group of 8 bytes. 
This scheme also allows for a fast context switch by 
simply changing banks. The following Table shows the 
operation of the Register Bank selection. 

nk of registers to be assigned as R0-R7. 
BANK STARTING ADDRESS (R0) 
OOh 
08h 
10h 
18h 

tile SRAM. If NVRAM is needed on the Expanded bus, 
then it must be externally backed up and write pro- 
tected. The Soft Micro makes no special provisions for 
NVRAM on the Expanded bus. 

When discussing memory addressing of Soft Micros, 
there are two important terms that are used frequently. 
These are Partition and Range. The Partition is the user 
selectable address that divides the program segment 
from the data segment in a common RAM area on the 
Byte-wide bus. The Partition is a user adjustable 
boundary that can be selected during Bootstrap Load- 
ing or on the fly by the application software. The Range 
is the total amount of memory connected to the Byte- 
wide bus. This is set once during initial programming. 

The DS5000 series devices can access between 8K 
and 64K bytes of NVRAM on the Byte-wide bus. Up to 
the first 32K bytes are Partitionable into Program and 
Data segments as described above. The DS5001 se- 
ries can access between 8K and 128K bytes on its 
Byte-wide bus with better Partition control. The 
Memory map control resides in the MCON (address 
C6h) Special Function Register on DS5000 devices. On 
DS5001 devices, the MCON (address C6h) and RPCTL 
(address D8h) registers are used. Since the memory 
maps and control have significant differences between 
these versions, they are described below in separate 
sections. 
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DS5000 Series Memory Organization 

As mentioned above, the DS5000 series consists of the 
DS5000FP chip and the DS5000(T) and DS2250(T) 
modules. The programming model discussed in this 
section applies to all of these parts. The DS5000 series 
Byte-wide bus has 1 4 address lines, 8 data lines, a 
R/W strobe, and two chip enables to access nonvolatile 
RAM. In the case of a module, these are already con- 
nected and may be thought of as internal or embedded 
memory. The DS5000 series can use either 8K x 8 or 
32K x 8 SRAMs. The user must inform the micro of the 
selected RAM size using the Range function. The 
Range bit resides in the MCON SFR at MCON.3 and 
has a value of when 8K SRAM is used and 1 when a 
32K byte SRAM is used. Range is selected during Boot- 
strap Loading and can not be varied by the application 
software. The DS5000 device accesses memory on its 
Byte-wide bus using two chip enables. The first, CE1, is 
Partitionable. That is, the RAM connected to CE1, 
whether 8K or 32K, can be divided between program 
and data segments. The Partition is user selected and 
can be set during Bootstrap Loading and by software. 
Partitions are generally available on 2K byte bound- 
aries in the DS5000 except for the last which is 4K. The 
Partition is selected using the MCON SFR described 
below. CE2 is restricted to data memory only. The RAM 
on CE2 should be of the same size as CE1 . Access to 
CE2 is manual, and functions like a bank switch. Bit 2 
(ECE2) of the MCON SFR controls access to CE2 and 
is described below. 

Figure 4-3 illustrates the functional memory map of a 
DS5000 series device. The Partition, Range, ECE2, 
and the logical address combine to determine whether 
the DS5000 uses its Byte-wide bus or the Expanded 



Bus. Nonvolatile RAM access will occur when the log- 
ical address lies in one of the shaded regions. These are 
program addresses below the Partition address, data 
addresses above the Partition and below the Range ad- 
dress, or data addresses between and the Range 
when ECE2 is set to a logic 1 . Note that when using 
ECE2 to force data access, the CE2 RAM will be se- 
lected instead of the CE1 RAM. This means that on a 
DS5000 module or a DS2250 with less than 64K RAM, 
no data memory exists under CE2. The ECE2 has no 
affect on program memory, which continues from the 
CE1 RAM or the Expanded bus normally. 

Note that the Partition and Range settings are not auto- 
matically linked. This means a user should take care not 
to select a Partition that is larger than the Range. Natu- 
rally when the Range is 32K, the Partition address can 
be as high as 32K. When a Range of 8K is used. Parti- 
tion addresses below 8K should be used. Any address 
that does not map onto the Byte-wide bus will be auto- 
matically be routed to the Expanded Bus of Ports and 
2. For module users, this means that any address not 
routed to internal memory will got to the ports. The fol- 
lowing examples help illustrate the decoding. 

When the Partition is at 3000h, and the Range at 32K, 
program memory below 3000h is accessed on the 
Byte-wide bus. Program memory at or above 3000h is 
directed to the Expanded bus or Ports and 2. When the 
Partition is at 5800h and the Range at 32K, data 
memory at OOOOh is accessed on Ports and 2. Data 
memory at 6000h is located in NVRAM on the Byte- 
wide bus. When the Partition is at 1 0OOh and the Range 
at 8K, all memory access above 1 FFFh is on the Ex- 
panded bus. Below 8K, the Partition rules apply. 
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DS5000 SERIES MEMORY MAP Figure 4-3 
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The above memory map covers the standard operating 
case. There are two conditions that can modify this 
memory map. The first is the EA pin. The second is the 
Security Lock. When the EA pin is grounded, the 
DS5000 will force all memory access to the Expanded 
bus. This causes the DS5000 to behave like an 8031 re- 
gardless of the Partition, Range, or ECE2. The EA 
should be pulled to +5V for normal operation. The se- 
cond modifier is the Security Lock. When set, the Secu- 
rity Lock prevents using the Bootstrap Loader to read 
the contents of the NVRAM. For security purposes, ft 
also prohibits program memory access on the Expand- 
ed Bus. Thus all program fetches must be restricted to 
the Byte-wide bus when locked. The Security Lock 
overrides the condition of the EA pin as well. 



The selection of memory map controls provide unprec- 
edented flexibility to configure a system. However, it is 
possible to select contradictory settings. The micro will 
compensate for these as follows. The Partitioning func- 
tion allows a user to select the quantity of program and 
data memory. It is possible to select all data and no pro- 
gram in NVRAM by choosing a Partition of OOOOh. This 
is a valid selection. However, using this setting and the 
Security Lock is a conflict. This condition asks the micro 
to use all program memory on the Expanded bus, but 
also to prohibit the use of program memory on the Ex- 
panded bus. In this event, special circuits will automati- 
cally force the Partition to a location of 7FFFh. This 
means all 32K memory on the Byte-wide bus is desig- 
nated program memory. The second contradictory 
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case is to select a Range of 8K, and to choose a Parti- 
tion of greater than 8K. This will result in the Range as 
the limiting factor. Addresses above the Range will auto- 
matically be deflected to the Expanded bus. No data 
memory will be allocated in NVRAM for this configura- 
tion. 



tion, the Partition can be selected or modified by the ap- 
plication software and CE2 is normally software con- 
trolled. However, in either case, the MCON SFR is used 
to choose these settings. The MCON is summarized in 
the SFR section below, but appears here also. 



DS5000 Memory Map Control 

The Partition and Range can be selected using the 
Bootstrap Loader discussed in a later section. In addi- 



DS5000 SERIES MCON REGISTER Figure 4-4 
Bit Description: 

MCON.7-4: PA3-0 

"Partition Address": 
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Initialization: 



Read Access: 
Write Access: 



*A 4 Kbyte increment (not 2 Kbytes) in the Partition Address take 
place between bit field values 1 1 1 0B and 1 1 1 1 B. 

Set to all 1'sona No Vli Power On Reset or when the Security Lock bit is 
cleared to a from a previous 1 state. These bits are also set to all 1 's when 
any attempt is made to have them cleared to all O's with the SL bit set to a 1 
(illegal condition). 

May be read anytime. 

PAA bit must = 1 in order to write PA3-0. Timed Access is not required to 
write to PA3-0 once PAA = 1 . 
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MCON.3: 

"Range Address": 

Initialization: 

Read Access: 
Write Access: 

MCON.2: 

"Enable Chip Enable 2": 

Initialization: 
Read Access: 
Write Access: 
MCON.1: 

"Partition Address Access": 

Initialization: 
Read Access: 
Write Access: 



RA32/8 

Sets the maximum usable address on the Byte-wide bus. 
RA32/8 = sets Range Address = 1 FFFH (8K); RA32/8 = 1 sets Range Ad- 
dress = 7FFFH (32K) 

Settoal ona NoVL|PowerOnResetandwhentheSecurityLockbit(SL)is 
cleared to a from a previous 1 state. Remains unchanged on all other types 
of resets. 

May be read normally anytime. 

Cannot be modified by the application software; can only be written during 
Program Load mode. 

ECE2 

Used to enable or disable the CE2 signal to additional RAM Data Memory 
space. This bit should always be cleared to in the DS5000-8, DS5000-32, 
DS2250-8, and DS2250-32 versions. 

Cleared to only during a No Vli Power On Reset. 

Read normally anytime. 

Can be written normally anytime. 

PAA 

Used to protect the programming of the Partition Address select bits. PA3-0 
cannot be written when PAA=0. PAA can be written only via the Timed Ac- 

; re 



PAA is cleared on a reset. 
PAA may be read anytime. 

The Timed Access register must be used to perform any type of write opera- 
tion on the PAA bit. 



DS5001 Series Memory Organization 

As mentioned above, the DS5001 series consists of the 
DS5001 FP chip, the DS2251 (T) module, the DS5002FP 
chp, and the DS2252(T) module. Note that the 
DS5002FP is a high security version of the DS5001 FP, 
but has the same memory map and I/O. The program- 
ming model discussed in this section applies to all of 
these parts and any reference to the DS5001 applies to 
all of them. The DS5001 series Byte-wide bus has 15 
address lines, 8 data lines, a R/W strobe, and a total of 
eight chip enables to access nonvolatile RAM and pe- 
ripherals. Chip enables include CE1 - CE4 and PET - 
PE4. The four chip enables (CE1-4) are for nonvolatile 
RAM access. How they are connected depends on the 
memory mode and the selection of SRAMs. The PE sig- 
nals are generally for memory mapped peripherals, but 
can be used for more RAM if desired. PET and PE2 are 



lithium-backed, PE3 and PE4 are not. In the case of a 
module, PE1 may be connected to a real-time clock. 
Memory map control resides in the MCON (C6h) and 
RPCTL (D8h) registers. The MCON register has se- 
lected differences from its DS5000 counterpart. These 
are documented below. The RPCTL is not present in the 
original DS5000. Also, not all of the bits in this register 
pertain to memory map control. This section describes 
the relevant bits and the SFR section below docu- 
ments the entire register. 

The DS5001 series can use multiple 8K x 8 or 32K x 8 
SRAMs or a single 1 28Kx 8 SRAM. These parts can op- 
erate in either a Partitionable (like DS5000) or non- 
partitionable mode. The mode is selected via the 
MCON register by the PM (MCON.1) bit. Note, the 
DS5001 MCON provides different functions than the 
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DS5000. In a Partitionable mode (PM=0), the DS5001 
can use up to 64K x 8 S RAM tor program and data on its 
Byte-wide bus. It can Partition this area into program 
and data segments on 4K boundaries. The 64K 
memory space would consist of two 32K x 8 SRAMs. 
Each is accessed by a separate chip enable (CE1 and 
CE2), but the micro automatically decodes which is 
needed. While the DS5001 can use between one 8K x 
8 SRAM and 432Kx 8 SRAMs, it does notautomatical- 
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The total RAM space is Partitionable, regardless of 
which Range is selected. This contrasts with the 
DS5000 that allowed Partitioning of CET only. The 
Partition table is shown below. PA3-0 are the four MS Bs 
of the MCON register (MCON.7-4). Note that the Parti- 
tion values do not scale depending on Range. That is, if 
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Figure 4-5 illustrates the functional memory map of a 
DS5001 series device in Partitionable mode. Note that 
like the DS5000, any access that does not correspond 



ly know which configuration is used. The Range func- 
tion determines how much total memory is connected 
to the Byte-wide bus. The user must identify the total 
RAM size using the Range bits RG1 and RGO. RG1 is 
located at MCON.3 and RGO is located at RPCTL.0. 
These Range bits are selected during the Bootstrap 
Loading process and can not be modified by the ap- 
plication software. The Table below shows the Range 
values that can be selected when PM=0 (Partitionable). 

CE2 ACCESS 

8000-FFFFh 
NA 

2000h-3FFFh 
NA 

a Range of less than 64K is selected , then the Partitions 
above the Range should be unused. The micro auto- 
matically decodes which RAM to enable, and uses the 
Partition to decide if this is program memory or data 
memory. 

BYTE-WIDE BUS MEMORY MAP 

OK PROGRAM, DATA = RANGE 
4K PROGRAM, DATA = RANGE - 4K 
8K PROGRAM, DATA = RANGE - 8K 
12K PROGRAM, DATA = RANGE - 12K 
16K PROGRAM, DATA = RANGE — 16K 
20K PROGRAM, DATA = RANGE - 20K 
24K PROGRAM, DATA = RANGE - 24K 
28K PROGRAM, DATA = RANGE - 28K 
32K PROGRAM, DATA = RANGE - 32K 
36K PROGRAM, 28K DATA 
40K PROGRAM, 24K DATA 
44K PROGRAM, 20K DATA 
48K PROGRAM,, 16K DATA 
52K PROGRAM, 12K DATA 
56K PROGRAM, 8K DATA 
64K PROGRAM, OK DATA 

to a Byte-wide bus location is routed to the Expanded 
bus Ports and 2. 



PARTITION 

OOOOh 
1000h 
2000h 
3000h 
4000h 
5000h 
6000h 
7000h 
8000h 
9000h 
AOOOh 
BOOOh 
COOOh 
DOOOh 
EOOOh 
FFFFh 
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PARTITIONABLE MEMORY MAP FOR DS5001 SERIES Figure 4-5 



PES-0 



FFFFh — 



PARTITION 
ADDR. 



0000 — 



BUS ACCESS 



' BYTE-Wide 
bus access 



I 



mi 



mmm 



64K 



RANGE 
ADDRESS 



PROGRAM 
MEMORY 



DATA 
MEMORY 



LEGEND: 



□ 



BYTE-WIDE ACCESS 
(NONVOLATILE RAM) 



- EXPANDED BUS ACCESS ON PORTS AND 2 



The non-partitionable mode allows the maximum 
amount of memory to be used on the Byte-wide bus. A 
non-partitionable mode would be used because the 
8051 architecture is restricted to a total of 64K program 
and 64K data (without bank switching). This means that 
if the maximum amount of either program or data (or 
both) is needed, partitioning can not be done. The 
DS5001 series accommodates these situations with 



MSEL 


RG1 


RG0 


PROGRAM 


DATA 


1 








32K 


64K 


1 





1 


64K 


32K 


1 


1 





64K 


64K 





1 


1 


64K 


64K 



four selections of non-partitionable (PM=1) memory 
control shown below. These are selected using the 
Range bits when PM=1 . Also note the MSEL signal. 
This is a pin on DS500 1 series devices that tells the pro- 
cessor whether multiple 32K RAMs or a 128K RAM is 
being used. The four selections are as follows. The 
non-partitionable memory map is shown in Figure 4-6. 
Byte-wide bus segments begin at OOOOh. 



PROGRAM ACCESS 

1 @ 32K, CET 

2@32K,CETandCE2 

2@32K,CETandCE2 



DATA ACCESS 

2@32K,CE3andCE4 
1 @ 32K, CE3 
2@32K,CE3and€E4 



1 @ 1 28K X 8, for both program and data 
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Any address that does not fall into the Byte-wide bus 
area is routed to the Expanded bus of Ports and 2. This 
could only occur for the first two settings. Note that the 
last selection is the most efficient in board space and 
most likely in cost terms. In this case, all memory ad- 
dressable by the DS5001 is stored in a nonvolatile 



128K x 8 SRAM. In the 1 28K mode, the DS5001 uses 
CE1 as the chip enable, CE2 is A1 6, CE3 is A1 5, and 
CE4 is unused. The micro manipulates these signals 
automatically when this configuration is selected. This 
is primarily the reason for the MS EL signal. 



NON-PARTITIONABLE MEMORY MAP FOR DS5001 SERIES Figure 4-6 

PES-0 



PROGRAM 
RANGE 



FFFFh 



7FFFh — 



0000 — 



BYTE— WIDE 
BUS ACCESS 



BYTE-WIDE 
BUS ACCESS 



64K 



~ 32K 



DATA 
RANGE 



PROGRAM 
MEMORY 



DATA 
MEMORY 



LEGEND: 



□ 



BYTE-WIDE ACCESS 
(NONVOLATILE RAM) 



EXPANDED BUS ACCESS ON PORTS AND 2 



DS5001 Series Memory Mapped Peripherals 

The DS500 1 series provides four decoded chip enables 
that can be used for peripheral access or extra RAM on 
the Byte-wide bus. The four PE signals are decoded on 
1 6K boundaries and an internal bank switch is used to 
access these. A user's application code enables the 
bank switch to gain access to the Peripheral Selects. 
While they are enabled, they completely use the data 
memory map and normal data memory is not available 
on either the Byte-wide or Expanded bus. The PES bit 
(MCON.2) is set to a logic 1 to access the peripheral 
space. When PES=1 , the appropriate PE signal will be 
activated based on the logical address. Figure 4-7 



shows the data memory map while PES=1 . PES has an 
identical effect for either Partitionable or Non-partition- 
able modes. It has no effect on the program area. Note 
that the first two Peripheral Enables, PE1 and PE2 are 
lithium backed by the DS5001 . This means that when 
V C c is removed, the micro will maintain these chip en- 
ables in a logic high, inactive state. PE3 and PE4 are not 
lithium backed making them suitable for UARTs, A/Ds, 
etc. Lithium backed chip enables are used to access 
lithium backed memory or peripherals. This could in- 
clude a DS1283 real-time clock which is used in the 
DS2251TandDS2252T. 
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On occasion, a memory mapped peripheral is needed 
that interfaces directly to an 8051 multiplexed bus. 
When this occurs, MOVX instructions can be forced to 
use the Expanded bus in any mode with the EXBS bit 
(RPCTL.5). Setting this bit to a logic one forces all 



MOVX instructions to the Expanded bus. While 
EXBS=1 , the entire 64K data memory map is accessed 
in this way. Clearing EXBS will cause the micro to revert 
to its selected configuration. In most systems, the EXBS 
bit will not be used. 



PERIPHERAL ENABLES IN THE DATA MEMORY MAP Figure 4-7 



PES.1 



64K - 




FFFFh 



BFFFh 



— 7FFFh 



3FFFh 



DATA 
MEMORY 



DS5001 Memory Map Control 

Like the DS5000, the DS5001 uses Special Function 
Registers to control the memory map. The memory con- 
trol functions include the Partition, Range, Partition 
Mode (PM), Expanded Bus Select (EXBS), Peripheral 
Enable Select (PES) and Access Enable (AE - dis- 
cussed below) . The Partition and Range can be se- 
lected using the Bootstrap Loader discussed in a later 
section. In addition, the Partition can be selected or mo- 
dified by the application software by writing to the 



MCON register. PES is normally used by software and is 
also controlled by the MCON register. The MCON is 
documented in the SFR summary, but also appears 
here for convenience. The Range is controlled by a 
combination of MCON and RPCTL bits. In addition, the 
EXBS and AE are controlled using the RTPCL register. 
As not all of the RPCTL bits pertain to memory control, 
the relevant bits are described below. RPCTL is fully 
documented in the SFR summary. 
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DS5001 SERIES MCON REGISTER Figure 4-8 



PA3 



PA2 



PA1 



PAO 



RG1 



PES 



PM 



Bit Description: 
MCON.7-4: 

Initialization: 

Read Access: 
Write Access: 



MCON.3: 

Initialization: 

Read Access: 
Write Access: 

MCON.2: 

Initialization: 
Read Access: 
Write Access: 
MCON.1: 

initialization: 

Read Access: 
Write Access: 



PA3-0 

Partition Address. When PM=0, this address specifies the boundary 
between program and data memory in a continuous space. 

Unaffected by watchdog, external, or power-up resets. Set to 1111 B on a 
No V|_i reset. 

Can be read normally at any time. 

Timed Access Protected. Also, cannot be written by the application soft- 
ware if set to 0000B by the serial loader. If a 0000B is written via the serial 
loader and the security lock is set, the Partition will become 1111B. The 
same will occur if write access is available and application software writes a 
0000B. In addition, these bits will be set to 1 1 1 1 B if security lock is cleared. 

RG1 

One of two bits that determine the range of program space. RGO is located 
in the RPCTL register. 

Unaffected by watchdog, external, or power-up resets. Settol onaNoV L | 
reset or a clearing of the security lock. 

Can be read at any time. 

Cannot be modified by the application software. Can only be written during 
program load. 

PES 

Pe riphe ra l Ena ble Select. When this bit is set, the data space is controlled 
by PE1 - PE4. Peripherals are memory-mapped in 16K blocks, and are 
accessed by MOVX instructions. 

Cleared by all resets. 
Can be read at any time. 
Can be written at any time. 
PM 

Partition Mode. When PM=0, a partitionable, continuous memory map is 
invoked. When PM=1 , one of four fixed allocations is used. 

Unaffected by watchdog, external, or power-up reset. Cleared on a No V|_i 
reset. 

Can be read at any time. 

Cannot be written by the application software. Can only be modified during 
program load. 
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DS5001 SERIES RPCTL REGISTER BITS AFFECTING MEMORY Figure 4-9 


RNR 


- EXBS 


AE IBI 


DMA RPCON RGO 



Bit Description: 
RPCTL.5: 

Initialization: 
Read Access: 
Write Access: 
RPCTL.4: 



Initialization: 
Read Access: 
Write Access: 
RPCTL.O: 

Initialization: 

Read Access: 
Write / 



EXBS 

The Expanded Bus Select routes data memory access (MOVX) to the 
Expanded bus formed by ports and 2 when set. 

Cleared after all resets. 
Can be read at any time. 
Can be written at any time. 
AE 

Access Enable is used when a software reload is desired without using 
Program Load mode. When set, the DS5001 will be temporarily configured 
in a Partitionable configuration with the partition at 4K. This will occur even 
if the PM=1 . When cleared, the prior memory configuration is resumed. 

Cleared after all resets. 
Can be read at any time. 

Can be written at any time, timed access protected. 
RGO 

This is a Range bit which is used to determine the size of the program 
memory space. Its usage is shown above. 

Unaffected by watchdog, external, or power-up resets. Cleared on a No Vli 
reset or clearing of the security lock. 

Can be read at any time. 

Cannot be modified by the application software. Can only be written during 
Program Load. 



Loading and Reloading Program Memory 

Soft Microcontrollers are programmed through a built- 
in Bootstrap Loader function. This loader is also used to 
configure the desired options for memory map control. 
The Soft Micro uses its low power lithium backed circuits 
to maintain critical settings in the absence of power. For 
this reason, it is not necessary to set the Partition, 
Range, etc. after every power-up or reset. Once set, 
they will remain unless deliberately modified. Bootstrap 
Loading is discussed in a later section. One of the major 
advantages of a Soft Micro is the ability to change these 
settings, and even reload the entire program memory 
while the device is installed in system. To completely 
re-program and re-configure a device, the Bootstrap 



Loader must be invoked. However, the Soft Micro is de- 
signed to allow a partial reload of memory without in- 
voking the Bootstrap Loader. 

The major advantage of this technique is that it requires 
no hardware or external switches. Most of the memory 
can be reprogrammed under application software con- 
trol. It would commonly be used when the target system 
connects to a PC through a serial port as part of an ap- 
plication. For example, a data logger that must dump 
memory periodically. While connected to the PC, it is 
extremely easy to reload portions of memory using the 
"Soft Reload". 
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Application software always has unrestricted read/write 
access to the nonvolatile RAM designated as data 
memory. This is the memory that lies above the Partition 
address and below the Range address (the non-parti- 
tionable configuration of the DS5001 will be addressed 
separately). Data memory is read or written using the 
MOVX instruction. Only the area designated as pro- 
gram memory can not be altered. The key to doing a 
"Soft Reload" of the Soft Micro is to temporarily change 
the program memory RAM into data memory. Using an 
SFR, the application software can authorize the Soft Mi- 
cro to temporarily redefine a portion of the program 
memory area as data memory. Once this is done, the 
new code can be received through a serial port (or other 
means) and written in to data memory. When the pro- 
cess is complete and the new memory is verified as cor- 
rect, software converts the RAM back into writ ©-pro- 
tect ed program memory for the duration. As with the 
memory map control, there are minor differences be- 
tween the DS5000 series and DS5001 series devices in 
how this is accomplished. Each is described below. 

SOFT RELOAD OF A DS5000 
When application software decides that it should repro- 
gram a portion of memory, the software must convert 
the target area into data memory. The DS5000 will do 
this when software sets the PAA bit (MCON.1 ) to a logic 
1 . PAA is the Partition Access Enable. Setting PAA has 
two effects. The micro will automatically move the Parti- 
tion to 0800h and allow write access to the Partition con- 
trol bits PA3-0 (MCON.7-4). At this time, the software 
can adjust the Partition, but the new value will not be 
used until after PAA is cleared. The Partition remains at 
0800h as long as PAA=1 , regardless of the Partition 
control bits. This leaves a 2K block of NVRAM (from 
0000-0800h) assigned as program memory. Apart 
from this, no other changes take place and software 
continues to operate normally. Caution, make certain 
that the code that controls the PAA resides in this first 
2K. When PAA=1 , all addresses on the Byte-wide bus 
greater than 0800h will be viewed as data memory by 
the micro and can not be executed even if they were pro- 
gram memory originally. This gives the software read/ 
write access to the remaining 6K bytes (Range=8K) or 
30K bytes (Range=32K) of NVRAM on the Byte-wide 
bus. 

At this time, software can begin reloading the target 
area of memory. There are two minor variations of this 
procedure. First, a user's loader routine that resides 
below 0800h (2K) can reprogram the remainder of 



memory as needed. This is done be receiving the new 
code through a serial port or other mechanism and writ- 
ing it to the RAM at the addresses where it will be 
executed. Since the RAM is data memory, the write op- 
eration is done using MOVX instructions. 

The second option is that the user's code below 2K can 
simply move the Partition to a new value. This is done by 
writing a new value for PA3-0 in MCON (MCON.7-4) 
while PAA is still set to a 1 , then clearing PAA. The pur- 
pose of this would be that the loader routine mentioned 
in option 1 resides in memory above 2K, but below the 
target memory area. To gain access, the Partition must 
be moved to a location that includes this loader routine. 
Once the Partition is moved to this temporary location, 
the software loader can reprogram new code as before. 

When loading is complete, the Partition must be either 
restored or set to a new value that is appropriate for the 
new software. If the PA3-0 bits were not modified, then 
the PAA bit can simply be cleared. This will cause the old 
Partition to be restored. If the PAA3-0 were modified 
during loading or software has grown significantly, then 
a new Partition is needed. The PA3-0 bits must be writ- 
ten while PAA is set to a 1 . 

The DS5000 protects the PAA bit from accidental modi- 
fication by requiring software to use a Timed Access 
procedure. Timed Access is designed to prevent an 
out-of-control program from modifying the PAA bit, 
causing a crash. Timed Access is discussed in a later 
section. To summarize the "Soft Reload", the procedure 
goes as follows: 

1 . Set the Partition Address Access (PAA) bit using a 
Timed Access Procedure. 

2. Load new contents into program memory at ad- 
dresses above 0800h using MOVX instructions. 

3. Define a new Partition address if necessary and 
write the appropriate bits into PA3-0 in the MCON 
SFR. 

4. Restore the current Partition by clearing the PAA bit 
with a Timed Access procedure. 

5. Resume operation. 

The following illustrates an example where a Soft Re- 
load is performed. The original program requires a 
partition of 4000h (1 6K bytes). The new program is larg- 
er, requiring a Partition of 6000h (24K bytes). The code 
that performs these steps is shown below. Note that the 
Timed Access procedure is performed, but is described 
in a later section. 
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MOV TA, #OAAh 

MOV TA, #55h 

MOV MCON, #10001010b 

| 

I 
I 



TIMED ACCESS 
TIMED ACCESS 2 
SET PAA BIT 
USER'S CODE TO LOAD 
RAM USING MOVX 



MOV TA, #OAAh 

MOV TA, #55h 

MOV MCON, #11 001 000b 



TIMED ACCESS 
TIMED ACCESS 2 

LOAD NEW PARTITION AND CLEAR PAA BIT 



RELOADING PORTIONS OF A DS5000 SERIES DEVICE Figure 4-10 



7FFFh — 



6000h — 



4000h — 



0800h — 



OOOOh — 



DATA 
MEMORY 
SPACE 



PROGRAM 
MEMORY 
SPACE 



BEFORE LOADING 
PAA-0 

PA3-0-1000b 



DATA 
MEMORY 
SPACE 



PROGRAM 
MEMORY 
SPACE 



DURING LOADING 
PAA-1 

PA3-0-XXXXb 



DATA 
MEMORY 
SPACE 



PROGRAM 
MEMORY 
SPACE 



AFTER LOADING 
PAA-0 

PA3-0-1100b 



RANGE (32K) 



— NEW PARTITION (24K) 

— OLD PARTITION (16K) 

— TEMP PARTITION <2K) 

— OK 



LEGEND: 



NONVOLATILE RAM PROGRAM MEMORY 



NONVOLATILE RAM DATA MEMORY 
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SOFT RELOAD OF A DS5001 
When application software decides that it should repro- 
gram a portion of memory, the software must convert 
the target area into data memory. However, a Soft Re- 
load of a DS5001 series device has minor variations 
from the DS5000 version. First, there is no PAA bit in the 
DS5001 . If the DS5001 is in a Partitionable mode then 
the user's program must manipulate the Partition con- 
trol bits PA3-0, placing the Partition to a value that per- 
mits the target area to be loaded. Moving the Partition to 
a new value should convert the target area to data 
memory allowing read/write access. The user's loader 
routine then uses MOVX instructions to load the new 
program contents into memory. This program can be re- 
ceived from a serial port or other mechanism. When the 
loading procedure is complete, a new Partition (or the 
old one) must be loaded. Note that the loader routine 
must reside below the Partition at all times. 

In the DS5000, the PAA bit was protected by a Timed 
Access procedure. In the DS5001, the PA3-0 bits are 
protected directly. The user's program must use a 
Timed Access procedure to alter these bits. The micro 
further protects the application by not permitting soft- 
ware to write a 0000b into PA3-0. This would cause a 
program memory area of OK. Timed Access is dis- 
cussed in a later section. 

If the DS5001 is in a non-partitionable configuration, 
then an extra step is required. To perform a Soft Reload 
of the program contents in a non-partitionable mode, 
the software must convert the micro to a Partitionable 
mode temporarily. The Access Enable bit (RPCTL.4) 
will accomplish this. Setting the AE bit to a logic 1 con- 
verts the DS5001 into a Partitionable mode for as long 
as it is set. This means that regardless of the original 
setting, once AE=1 , the memory map is a 64K partition- 
able mode. The Partition is set to 1000h (4K) when 
AE=1 , so the loader routine must reside in this area. The 
user can then perform the Soft Reload as discussed 
above. When loading is complete, the software should 
clear the AE bit. Note that AE requires software to use a 



Timed Access procedure to alter it. This method allows 
a user to alter program memory in a non-partitionable 
mode. Data memory can be initialized by application 
software at any time. Since full read/write access is 
available, no special provisions are needed. 

To summarize the "Soft Reload" for a DS5001 , the pro- 
cedure goes as follows: 

Partitionable mode 

1 . Write a value to PA3-0 using a Timed Access that 
gives access to the target area of memory. 

2. Load new contents into program memory at ad- 
dresses above the Partition using MOVX instruc- 
tions. 

3. Define a new Partition address if necessary and 
write the appropriate bits into PA3-0 in the MCON 
SFR using a Timed Access. 

4. Resume operation. 
Non-Partitionable mode 

1 . Set the AE bit to a 1 using a Timed Access proce- 
dure. 

2. Modify the Partition (using TA) if necessary to gain 
access to a loader routine. 

3. Load new contents into program memory at ad- 
dresses above the Partition (4K) using MOVX 
instructions. 

4. Clear the AE bit using a Timed Access procedure. 

5. Resume operation. 

The following illustrates an example where a Soft Re- 
load is performed for a Partitionable mode. The original 
program requires a partition of 4000h (16K bytes). The 
new program is larger, requiring a Partition of AOOOh 
(40K bytes). A loader routine resides below address 
1 0OOh. The code that performs these steps is shown be- 
low. Note that the Timed Access procedure is per- 
formed, but is described in a later section. 
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MOV TA, #OAAh 

MOV TA, #55h 

MOV MCON, #0001 1000b 



TIMED ACCESS 
TIMED ACCESS 2 
SET PARTITION TO 1000h 
USER'S CODE TO LOAD 
RAM USING MOVX 



MOV TA, #0AAh 

MOV TA, #55h 

MOV MCON, #101 01 000b 



TIMED ACCESS 

TIMED ACCESS 2 

LOAD NEW PARTITION OF AOOOh 



RELOADING A DS5001 SERIES DEVICE Figure 4-11 
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BEFORE LOADING 
PA3-0.0100b 




DURING LOADING 
PA3-0-0001b 


AFTER LOADING 
PA3-0.1010b 



RANGE (64K) 



NEW PARTITION (40K) 

OLD PARTITION (16K) 
TEMP PARTITION (4K) 

OK 



LEGEND: 



u 



NONVOLATILE RAM PROGRAM MEMORY 



- NONVOLATILE RAM DATA MEMORY 
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Special Function Registers 

The Soft Micro uses Special Function Registers (SFRs) 
to control most functions. In many cases, an SFR will 
contain 8 bits, each of which control a function or report 
status on a function. The SFRs reside in register loca- 
tions 80-FFh. They can be accessed using MOV 
instructions with direct addressing. In addition, some of 
the SFRs are bit addressable. This can be particularly 
useful when enabling a function without modifying oth- 
ers in the register since an SFR can contain 8 unrelated 
control and status functions. . 

With a few minor exceptions documented below, the 
Soft Micro provides identical SFRs to a standard 8051 , 
plus extra locations to control unique functions. Modifi- 
cations to the standard 8051 SFR map are as follows. 
The PCON register GF1 (PCON.3) and GFO (PCON.2) 
have been replaced by the Enable Power Fail Interrupt 



and the Enable Watchdog Timer bits respectively. In 
addition, the Soft Micro requires a Timed Access proce- 
dure before allowing software to modify the STOP mode 
bit (PCON.1). This is to prevent errant software from 
creating a situation that the Watchdog Timer can not re- 
cover from. The remaining SFRs are either identical to 
the 8051 or new to the architecture. 

As with the memory map, there are some differences 
between the DS5000 series and the DS5001 series 
SFRs. Figures 4-1 2 and 4-1 3 show an overview of their 
respective SFR maps. Following these figures are de- 
tailed descriptions. In the case where a particular SFR 
has differences between the DS5000 and DS5001, 
those differences will be pointed out underthe particular 
register. In some cases, the DS5001 has registers that 
do not appear in the DS5000. This is also highlighted 
under the particular register. 
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DS5000 SERIES SPECIAL FUNCTION REGISTER MAP Figure 4-12 

DIRECT BYTE 
ADDRESS 



SDH 
8CH 
8BH 



8BH 
88H 

87H 

83H 
82H 
81 H 
80H 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



SPECIAL FUNCTION 
REGISTER SYMBOL 





(MSB) 








BIT ADDRESS 






(USB) 




OFOH 


F7 


F6 


FS 


F4 


F3 


F2 


F1 


FO 


B 
























OEOH 


E7 


E6 


E5 


E4 


E3 


E2 


E1 


EO 


ACC 




C 


AC 


FO 




RS1 


RSO 


OV 




P 




ODOH 


D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 


PSW 
























0C7H 


NOT BIT ADDRESSABLE 


TA 




PA3 


PA2 


PA1 




PAO 


HA32/8 


ECE2 


PAA 


SL 




0C6H 


NOT BIT ADDRESSABLE 


MCON 




RWT 








PS 


PT1 


PX1 


PTO 


PXO 




0B8H 


BF 






BC 


BB 


BA 


B9 


B8 


IP 
























OBOH 


B7 


B6 


B5 


B4 


B3 


B2 


B1 


BO 


P3 




EA 








ES 


ET1 


EX1 


ETO 


EXO 




0A8H 


AF 








AC 


AB 


AA 


A9 


AS 


IE 
























OAOH 


A7 


A6 


A5 


A4 


A3 


A2 


A1 


AO 


P2 
























MM 


NOT BIT ADDRESSABLE 


SBUF 




SMO 


SM1 


SM2 




REN 


TB8 


RB8 


Tl 


Rl 




am 


9F 


9E 


9D 


9C 


9B 


9A 


99 


98 


SCON 
























90H 


97 


96 


95 


94 


93 


02 


91 


SO 


P1 





C/T 
















GATE 


M1 




MO 


GATE 


C/T 


M1 


MO 


NOT BIT ADDRESSABLE 


TF1 


TR1 


TFO 




TRO 


IE1 


IT1 


IE0 


ITO 


8F 


83 


8D 


8C 


SB 


8A 


89 


88 


SMOD 


POR 


PFW 




WTR 


EPFW 


ewt 


STOP 


IDL 



NOT BIT ADDRESSABLE 



87 



82 



81 



TH1 
THO 
TL1 
TLO 

TMOD 
TCON 

PCON 

DPH 
DPL 
SP 
PO 



• BITS IN ITALICS ARE NONVOLATILE 
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DS5001 SERIES SPECIAL FUNCTION REGISTER MAP Figure 4-13 

DIRECT BYTE 
ADDRESS 

(MSB) BIT ADDRESS 



(LSB) 



SPECIAL FUNCTION 
REGISTER SYMBOL 



OFOH 


» I 


F6 


F5 


I « 


F3 | 


F2 


F1 


I « 


B 






















OEOH 


* I 


E 6 




I * 


E3 I 


E 2 


E1 


I B, 


ACC 




ST7 


ST6 


ST5 


ST4 


IA0 


FO 


IBF 


OBF 




ODAH 








NOT BIT ADDRESSABLE 








STATUS 




RNR 




EXBS 


AE 


IBI 


DMA 


RPC 


RGO 




0D8H 


DF I 


DE 


DD 


I DC 


DB I 


DA 


D9 


| D8 


RPCTL 




C 


AC 


FO 


RS1 


RSO 


OV 






ODOH 


D7 


D6 


D5 


| D4 


D3 | 


D2 


D1 


| DO 


PSW 



OCFH 
0C7H 

0C6H 
0C3H 
0C2H 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



PA3 



PA2 



PA1 



PAO 



RG1 



PES 



PU 



SL 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



OC1H [ 



RNGE3 



RNGE2 



RNGE1 



RNGEO 



MDM 



CRC 



NOT BIT ADDRESSABLE 



OBOH 
0A8H 
OAOH 
09 H 



A7 



A6 



AS 



A4 



A3 



A2 



A1 



AO 



NOT BIT ADDRESSABLE 



87H 

83H 
82H 
81 H 

eoH 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



NOT BIT ADDRESSABLE 



D7 



D6 



D5 



D4 



D3 



D2 



D1 



82 



I 1 1 



DO 



BO 



RNR 
TA 

MCON 
CRC HIGH 
CRC LOW 

CRC 



RWT 






PS 


PT1 


PX1 


PTO 


PXO 




1 BF | 


- 1 


- 1 


BC 


BB 


BA 


B9 


BB 






1 B7 | 


B6 


B5 


B4 


B3 


B2 


B1 


BO 


I ™ 


EA 






ES 


ET1 


EX1 


ETO 


EXO 




1 AF | 


- 


- 1 


AC 


AB 


AA 


A* 


AB 


I ■ 



] - 

SBUF 





SMO 


SM1 


SM2 


REN 


TB8 


RB8 


TL 


Rl 




98H | 


9F 


I « 


9D 


9C 


9B 


9A 


| 99 


98 


| SCON 






















90H | 


97 


I 96 


95 


94 


93 


92 


| 91 


90 


1 « 



SDH 


NOT BIT ADDRESSABLE 


TH1 


8CH 


NOT BIT ADDRESSABLE 


THO 


8BH 


NOT BIT ADDRESS ABLE 


TL1 


SAH 


NOT BIT ADDRESSABLE 


TLO 




GATE 


cn 


M1 


MO GATE 


C/T 


M1 


MO 




89H 








NOT BIT ADDRESSABLE 








TMOD 




TF1 


TR1 


TFO 


TRO IE1 


IT1 


IE0 


ITO 




88H 


BF | 


8E 


8D 


BC BB 


8A 


89 | 


BB 


TCON 




SMOD 


POR 


PFW 


IVTR EPFW 


EWT 


STOP 


IDL 





PCON 

DPH 
DPL 
SP 



• BITS IN ITALICS ARE NONVOLATILE 
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POWER CONTROL REGISTER 
Label: PCON 

D7 D6 D5 



D4 



D3 



Register Address: 087H 

D2 D1 DO 



SMOD 



POR 



PFW 



WTR 



EPFW 



EWT 



STOP 



IDL 



Bit Description: 
PCON.7 

"Double Baud Rate": 

Initialization: 
Read Access: 
Write Access: 
PCON.6 

"Power On Reset": 
Initialization: 

Read Access: 
Write Access: 
PCON.5: 

"Power Fail Warning" 



Initialization: 
Read Access: 
Write Access: 
PCON.4: 

"Watchdog Timer Reset": 

Initialization: 

Read Access: 
Write Access: 



SMOD 

When set to a 1 , the baud rate is doubled when the serial port is being 
in modes 1 , 2, or 3. 

Cleared to a on any reset. 

Can be read normally at any time. 

Can be written normally at any time. 

POR 

Indicates that the previous reset was initiated during a Power On sequence. 

Cleared to a when Power On Reset occurs. Remains at until it is set to a 1 
by software. 

Can be read normally at any time. 

Can be written only by using the Timed Access Register. 

PFW 

Indicates that a potential power failure is in progress. Set to 1 whenever V cc 
voltage is below the V PF w threshold. Cleared to a immediately following a 
read operation of the PCON register. Once set, it will remain set until the 
read operation occurs regardless of activity on V C c- After PFW is cleared by 
a read, it will return to a 1 if Vcc < Vpfw- 

Cleared to a during a Power On Reset. 

Can be read normally anytime. 

Not writable. 

WTR 

Set to a 1 following a Watchdog Timer timeout. If Watchdog Timer Reset is 
enabled, this will indicate the cause of the reset. Cleared to immediately 
following a read of the PCON register. 

Set to a 1 after a Watchdog Timeout Reset. Cleared to a on a Power On 
Reset. Remains unchanged during other types of resets. 

May be read normally anytime. 

Cannot by written. 
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PCON.3: 

"Enable Power Fail Interrupt": 
Initialization: 



Write Access: 
PCON.2: 

"Enable Watchdog Timer": 



Initialization: 

Read Access: 
Write Access: 

PCON.1: 

"Stop": 

Initialization: 
Read Access: 
Write Access: 

PCON.0: 

"Idle- 
Initialization: 



Write 



EPFW 

Used to enable or disable the Power Fail Interrupt. When EPFW is set to a 1 , 
it will be enabled; it will be disabled when EPFW is cleared to a 0. 

Cleared to a on any type of reset. 

Can be read normally 

Can be written normally anytime. 

EWT 

Used to enabled or disable the Watchdog Timeout Reset. The Watchdog 
Timer is enabled if EWT is set to a 1 and will be disabled if EWT is cleared to a 
0. 

Cleared to a on a No-V L | Power on Reset. Remains unchanged during oth- 
er types of reset. 

May be read normally anytime. 

Can be written only by using the Timed Access register. 
STOP 

Used to invoke the Stop mode. When set to a 1 , program execution will ter- 
minate immediately and Stop mode operation will commence. Cleared to a 
when program execution resumes following a hardware reset. 

Cleared to a on any type of reset. 

Can be read anytime. 

Can be written only by using the Timed Access register. 
IDL 

Used to invoke the Idle mode. When set to a 1 , program execution will be 
halted and will resume when the idle bit is cleared to following an interrupt 
or a hardware reset. 

Cleared to on any type of reset or interrupt. 
Can be read normally anytime. 
Can be written normally anytime. 
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TIMER CONTROL REGISTER 
Label: TCON 

D7 D6 D5 



D4 



D3 



Register Address 088H 

D2 D1 DO 



TR1 TFO TRO IE1 IT1 IE0 
J 1 1 1 1 1 L 



TF1 



rro 



Bit Description: 
TCON.7: 

Timer 1 Overflow Flag": 

Initialization: 
TCON.6: 

Timer 1 Run Control": 

Initialization: 
TCON.5: 

Timer Overflow": 

Initialization: 
TCON.4: 

Timer Run Control": 

Initialization: 
TCON.3: 

"Interrupt 1 Edge Detect": 

Initialization: 
TCON.2: 

"Interrupt 1 Type Select": 

Initialization: 
TCON.1: 

"Interrupt Edge Detect": 



TF1 



Status bit set to 1 when Timer 1 overflows from a previous count value of all 
1's. Cleared to when CPU vectors to Timer 1 interrupt service routine. 

Cleared to on any type of reset. 
TR1 

When set to a 1 by software, Timer 1 operation will be enabled. 
Timer 1 is disabled when cleared to 0. 

Cleared to on any type of reset. 
TFO 

Status bit set to 1 when Timer overflows from a previous count value of all 
Vs. Cleared to when CPU vectors to Timer interrupt service routine. 

Cleared to on any type of reset. 
TRO 

When set to a 1 by software, Timer operation is enabled. Timer is dis- 
abled when cleared to 0. 

Cleared to on any type of reset. 
IE1 

Set to 1 to signal when a 1-to-0 transition (IT=1) or a low level (IT=o) has 
been detected on the INT1 pin. Cleared to a by hardware when interrupt 
processed only if IT1=1 . 



Cleared to on any type of reset. 
Iff 



When set to 1 , 1-to-0 transitions on INT1 will be used to generate interrupt 
requests from this pin. When cleared to 0, INT1 is level-activated. 

Cleared to a on any type of reset. 
IE0 

Set to a 1 to signal when a 1 -to-0 transition (IT0=1 ) or a low level (IT0=0) has 
been detected on the INTO pin. Cleared to a by hardware when interrupt 
processed only if IT0=1 . 



Initialization: 



Cleared to a on any type of reset. 
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TCON.0: rro 

"Interrupt Type Select": When set to 1 , 1-to-0 transitions on INTO will be used to generate interrupt 



Initialization: 



requests from this pin. When cleared to 0, INTO is level-activated. 
Cleared to a on any type of reset. 



TIMER MODE REGISTER 
Label: TMOD 

D7 D6 D5 



D4 



D3 



Register Address: 089H 

D2 D1 DO 



GATE 



M1 



MO 



GATE 



C/T 



M1 



MO 



Bit Description: 

TMOD.7 (Timer 1); 
TMOD.3 (Timer 0): 

Control": 



GATE 

When set to 1 with TRn=1 , timer/counter's input count pulses will only be 
delivered while a 1 is present on the TNT pin. When cleared to 0, count 
pulses will always be received by the timer/counter a long as TRn=1 .. 



Initialization: 

TMOD.6 (Timer 1); 
TMOD.2 (Timer 0) 

"Counter/Timer Select": 



Initialization: 



Cleared to on any reset. 



C/T 



When set to 1 , the counter function is selected for the associated program- 
mable timer; when cleared to 0, the timer function is selected. 

Cleared to on any reset. 



TMOD.5, TMOD.4 (Timer 1); 
TMOD.1, TMOD.O (Timer 0): M1,M0 



"Mode Select": 



These bits select the operating mode of the associated timer/counter as f ol- 



lows: 






M1 


M0 










Mode 0: 8 bits with 5-bit prescale 





1 


Mode 1:16 bits with no prescale 


1 





Mode 2: 8 bits with auto-reload 


1 


1 


Mode 3: Timer - Two 8-bit timers 






Timer 1 - Stopped 



Initialization: 



Cleared to on any reset. 
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SERIAL CONTROL REGISTER 

Label: SCON Register Address: 098H 



D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 


| SMO 


SM 


SM2 


REN 


TB8 


RB8 


Tl 


Rl 



Bit Description: 

SCON.7, SCON.6: SMO, SM1 

"Mode Select": Used to select the operational mode of the serial I/O port as follows: 



SMO 


SM1 


MODE 


WORD FUNCTION 


BAUD LENGTH 


CLOCK PERIOD 








ModeO 


SYNC 


8 bits 


12tcLK 





1 


Mode 1 


ASYNC 


10 bits 


Timer 1 Overflow 


1 





Mode 2 


ASYNC 


11 bits 


64tcLKor32tcLK 


1 


1 


Mode 3 


ASYNC 


11 bits 


Timer 1 Overflow 



Initialization: Cleared to on any type of reset. 

SCON.5: SM2 

"Multiple MCU Comm": Used to enable the multiple microcontroller communications feature for 
modes 2 and 3. When SM2=1 , Rl will be activated only when serial words 
are received which cause RB8 to be set to a 1 . 

Initialization: Cleared to a on any type of reset. 

SCON.4: REN 

"Receive Enable": When set to 1 , the receive shift register will be enabled. Disabled when 

cleared to 0. 

Cleared to a on any type of reset. 
TBS 

Can be set or cleared to defi ne the state of the 9th data bit in modes 2 and 3 of 
a serial data word. 

Cleared to a on any type of reset. 
RB8 

Indicates the state of the 9th data bit received while in modes, 2 or 3. If mode 
1 is selected with SM2=0, RB8 is the state of the stop bit whichwas received. 
RB8 is not used in mode 0. 

Cleared to a on any type of reset. 
Tl 

Status bit used to signal that a data word has been completely shifted out. In 
mode 0, it is set at the end of the 8th data bit. Set when the stop bit is trans- 
mitted in all other modes. 



Initialization: 

SCON.3: 

"Xmit Bit 8": 

Initialization: 

SCON.2: 

"Rec. Bit 8": 

Initialization: 

SCON.1: 

"Xmit Interrupt": 
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Initialization: Cleared to a on any type of reset. 

SCON.0: Rl 

"Receive Interrupt": Status bit used to signal that a serial data word has been received and 

loaded into the receive buffer register. In mode 0, it is set at the end of the 8th 
bit time. It is set at the mid-bit time of the incoming stop bit in all other modes 
of a valid received word according to the state of SM2. 

INTERRUPT ENABLE REGISTER 

Label: IE Register Address: 0A8H 



D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 


EA 


- 


- 


ES 


ET1 


EX1 


ETO 


EXO 



Bit Description: 
IE.7: 

"Enable All Interrupts": 



IE.4: 

"Enable Serial Interrupt": 
IE.3: 

"Enable Timer 1 Interrupt": 



iE.2: 



EA 

When set to 1 , each interrupt except for PFW may be individually enabled or 
disabled by setting or clearing the associated lE.x bit. When cleared to 0, 
interrupts are globally disabled and no pending interrupt request will be ac- 
knowledged except for PFW. 

ES 

When set to 1 , an interrupt request from either the serial port's Tl or Rl flags 
can be acknowledged. Serial I/O interrupts are disabled when cleared to 0. 

ET1 

When set to 1 , an interrupt request from Timer 1 's TF1 flag can be acknowl- 
edged. Interrupts are disabled from this source when cleared to 0. 

EX1 



"Enable External Interrupt 1": When set to 1 , an interrupt request from the IE1 flag can be acknowledged. 

Interrupts are disabled from this source when cleared to 0. 



IE.1: 

"Enable Timer Interrupt": 



IE.0: 

"Enable External Interrupt 0": 



ETO 

When set to 1 , an interrupt request from Timer 0's TF0 flag can be acknowl- 
edged. Interrupts are disabled from this source when cleared to 0. 

EXO 

When set to 1 , an interrupt from the IE0 flag can be acknowledged. Inter- 
rupts are disabled from this source when cleared to 0. 
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INTERRUPT PRIORITY REGISTER 
Label: IP 

D7 D6 D5 



D4 



D3 



Register Address: 0B8H 

D2 D1 DO 



RWT 



PS 



PT1 



PX1 



PTO 



PXO 



Bit Description: 

IP.7: RWT 

"Reset Watchdog Timer": When set to a 1 , the Watchdog Timer count will be reset and counting will 
begin again. The RWT bit will then automatically be cleared again to 0. Writ- 
ing a into this bit has no effect. 



Initialization: Cleared to a on any reset. 

Read Access: Cannot be read. 

Write Access: Can be written only by using the Timed Access register. 

All of the following bits are read/write at any time and are cleared to following any hardware reset. 



IP.4: 

"Serial Port Priority': 
IR3: 

"Timer 1 Priority": 
IP.2: 

"Ext. Int. 1 Priority": 
IP.1: 

Timer Priority": 
IP.0: 

"Ext. Int. Priority- 



PS 

Programs Serial Port interrupts for high priority when set to 1 . Low priority is 
selected when cleared to 0. 

PT1 

Programs Timer 1 interrupt for high priority when set to 1 . Low priority is se- 
lected when cleared to 0. 

PX1 

Programs External Interrupt 1 for high priority when set to 1 . Low priority is 
selected when cleared to 0. 

PTO 

Programs Timer Interrupt for high priority when set to 1 . Low priority is se- 
lected when cleared to 0. 

PXO 

Programs External Interrupt for high priority when set to 1 . Low priority is 
selected when cleared to 0. 
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DS5001 CRC REGISTER 












Label: CRC 








Register Address: 0C1H 


RNGE3 | RNGE2 


RNGE1 


RNGEO 






MDM 


CRC 


Bit Description: 














CRC.7-4 


RNGE3-0 













Initialization: 
Read Access: 
Write Access: 

CRC.1 

Initialization: 
Read Access: 
Write I 



CRC.O 

Initialization: 
Read Access: 
Write Access: 



Determines the range over which a power-up CRC will be performed. 
Addresses are specified on 4K boundaries. 



t to on a No Vy reset. 
Can be read at any time. 

Cannot be written by the application software. Can only be written via the 
Bootstrap Loader. 

MDM 

Whe n set to 1 , the bootstrap loader will attempt to use a modem (UART) on 
PE4 if CRC is incorrect. 

Reset to on a No V L | reset. 
Can be read at any time. 

Cannot be written by the application software. Can only be written during 
Program Load mode. 

CRC 

When set to 1 , a CRC check will be performed on power-up or watchdog 
timeout. CRCwillbecheckedtostoredvalues. Anerrorwill initiate Program 
Load mode. 



Reset to on a No V L | reset. 
Can be read at any time. 



Cannot be written by the application software. Can only be written during 
Program Load mode. 
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DS5000 MEMORY CONTROL REGISTER 
Label: MCON 



Register Address: 0C6H 



D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 


PA3 


PA2 


PA1 


PAO 


RA32/8 


ECE2 


PAA 


I a- 



Bit Description: 

MCON.7-4: 

"Partition Address": 



PA3-0 



Used to select the starting address of Data Memory on the Byte-wide bus. 
Program space lies below the partition address. 



PAS 


PA2 


PA1 


PAO 


Partition Address 














0000H 











1 


0800H 








1 





1000H 








1 


1 


1800H 





1 








2000H 





1 





1 


2800H 





1 


1 





3000H 





1 


1 


1 


3800H 


1 











4000H 


1 








1 


4800H 


1 





« 

i 





5000H 


1 





1 


1 


5800H 


1 


1 








6000H 


1 


1 


o 


1 


6800H 


1 


1 


1 





7000H* 


1 


1 


1 


1 


8000H* 



*A 4 Kbyte increment (not 2 Kbytes) in the Partition Address takes place between bitfield values 1 1 1 0B and 



Initialization: 



Read Access: 
Write Access: 

MCON.3: 

"Range Address": 

Initialization: 



111B. 

Set to all 1 's on a No V L! Power On Reset or when the Security Lock bit is 
cleared to a from previous 1 state. These bits are also set to all 1 's when 
any attempt is made to have them cleared to all O's with the SL bit set to 1 
(illegal condition). 

May be read anytime. 

PAA bit must = 1 in order to write PA3-0. Timed Access is not required to 
write to PA3-0 once PAA=1. 

RA32/8 

Set the maximum usable address in on the Byte-wide bus. RA32/8=0 sets 

Range Address = 1 FFFH (8K) 

RA32/8 = 1 sets Range Address = 7FFFH (32K) 

Set to a 1 during a No V u Power On Reset and when the Security Lock bit 
(SL) is cleared to a from a previous 1 state. Remains unchanged on all oth- 
er types of resets. 
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Read Access: 
Write Access: 

MCON.2: 

"Enable Chip Enable 2": 

Initialization: 
Read Access: 
Write Access: 

MCON.1: 



May be read normally anytime. 

Cannot be modified by the application software; can only be written via the 
Bootstrap Loader. 

ECE2 

Used to enable or disable the CE2 signal for the Byte-wide bus data 
memory. This bit should always be cleared to in the DS5000, DS5000-32, 
DS2250-8 and DS2250-32 versions. 

Cleared to only during a No Vy Power On Reset. 

Read normally anytime. 

Can be written normally at any time. 

PAA 



"Partition Address Access": Used to protect the programming of the Partition Address select bits. PA3-0 
cannot be written when PAA=0. PAA can be written only via the Timed Ac- 
cess register. 



Initialization: 
Read Access: 
Write; 



MCON.O: 

"Security Lock": 
Initialization: 
Read Access: 
Write Access: 



PAA is cleared on any reset. 
PAA may be read anytime. 

The Timed Access register must be used to perform any type of write opera- 
tion on the PAA bit. 

SL 

Indicates that the security lock is set when SL=1 . 
Cleared to a on a no Vy power on reset. 
Read normally any time. 
Can only be written by the Bootstrap loader. 



DS5001 MCON REGISTER 
Label: MCON 



Register Address: 0C6H 



PA3 


PA2 


PA1 


PAO 


RG1 


PES 


PM 


SL 



Bit Description: 
MCON.7-4: 

initialization: 

Read Access: 
Write Access: 



PA3-0 

Partition Address. When PM=0, this address specifies the boundary 
between program and data memory in a continuous space. 

Unaffected by watchdog, external, or power-up resets. Set to 1 1 1 1 B on a 
No V u reset. 

Can be read normally at any time. 

Timed Access Protected. Cannot be written by the application software if 
set to 0000B by the serial loader. If a 0000B is written via the serial loader 
and the security lock is set, the Partition will become 1 1 1 1 B. The same will 
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MCON.3: 

Initialization: 

Read Access: 
Write Access: 

MCON.2: 

Initialization: 
Read Access: 
Write Access: 

MCON.1: 

Initialization: 

Read Access: 
Write Access: 

MCON.0: 

"Security Lock": 

Initialization: 
Read Access: 
Write Access: 



occur if write access is available and application software writes a 0000B . In 
addition, these bits will be set to 1111 B if security lock is cleared. 

RG1 

One of two bits that determine the range of program space. RGO is located 
in the RPCTL register. 

Unaffected by watchdog, external, or power-up resets. Set to 1 on a No Vu 
reset or a clearing of the security lock. 

Can be read at any time. 

Cannot be modified by the application software. Can only be written via the 
Bootstrap Loader. 

PES 

Pe riphe r al En able Select. When this bit is set, the data space is controlled 
by PE1-PE4. Peripherals are memory-mapped in 16K blocks, and are 
accessed by MOVX instructions on the Byte-wide bus- 
Cleared by all resets. 

Can be read at any time. 

Can be written at any time. 

PM 

Partition Mode. When PM=0, a partitionable, continuous memory map is 
invoked. When PM=1 , one of four fixed allocations is used. 

Unaffected by watchdog, external, or power-up resets. Cleared on a No Vm 
reset. 

Can be read at any time. 

Cannot be modified by the application software. Can only be modified via 
the Boostrap Loader. 



Indicates that the security lock is set when SL=1 . 
Cleared to a on a no V u power on reset. 
Read normally any time. 
Can only be written by the Bootstrap loader. 
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PROGRAM STATUS WORD REGISTER 
Label: PSW 



Register Address: ODOH 



D7 


D6 


D5 


D4 


D3 


D2 


D1 


DO 


C 


AC 


FO 


RS1 


RSO 


OV 




P 



All of the bits in PSW are read/write and are cleared to on any type of reset. 
Bit Description: 



PSW.7: 

"Carry": 

PSW.6: 

"Auxiliary-Carry": 

PSW.5: 

"User Flag 0": 

PSW.4-3: 

"Register Bank Select": 



Set when the previous operation resulted in a carry (during addition) or a 
borrow (during subtraction). Otherwise cleared. 

AC 

Set when the previous operation resulted in a carry (during addition) or a 
borrow (during subtraction) from the high-order nibble. Otherwise cleared. 

FO 

General-purpose flag bit which can be set or cleared as needed. 
R1-R0 

Used to select an 8-byte bank of registers within the Data Register space to 
be assigned as R0-R8 in subsequent instructions. The 8-byte bank starting 
address selection is as follows: 



PSW.2: 

"Overflow": 



PSW.0: 

"Parity": 



R1 R0 Data Register Address (R0) 

00H 

08H 

1 10H 
1 1 18H 

OV 

Set when a carry was generated into the high-order bit but not a carry out of 
the high-order bit as a result of the previous operation, and visa-versa. OV is 
normally used in 2's complement arithmetic. 

P 

Set if the modulo-2 sum of the eight bits of the accumulator is 1 (odd parity); 
cleared on even parity. 
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DS5001 RPC CONTROL REGISTER 
Label: RPCTL 



Register Address: 0D8H 



RNR 




EXBS 


AE 


IBI 


DMA 


RPCON 


RGO 



Bit Description: 
RPCTL.7 



Initialization: 
Read Access: 
Write Access: 
RPCTL.5 

Initialization: 
Read Access: 
Write Access: 
RPCTL.4 



Initialization: 
Read Access: 
Write i 
RPCTL.3 



Initialization: 
Read Access: 
Write Access: 
RPCTL.2 

Initialization: 



RNR 

The random number generator of the DS5001 FP is available to the user. 
When a random number is required, the RNR bit signifies that one is 
available. This bit is cleared when the random number is read, and 
approximately 1 60 usee are required to generate the next number. 

Cleared after all resets. Bit will be set approximately 1 60 usee after a r 
Can be read at any time. 
Cannot be written. 



(MOVX) to the 



EXBS 

The Expanded Bus Select routes data memory 
expanded bus formed by ports and 2 when set. 

Cleared after all resets. 
Can be read at any time. 
Can be written at any time. 



AE 

Access Enable is used when a software reload is desired without using the 
Bootstrap Loader. When set, the DS5001 will be temporarily configured in 
a Partitionable configuration with the Partition at 4K. This will occur even if 
the PM=1 . When cleared, the prior memory configuration is resumed. 

Cleared after all resets. 
Can be read at any time. 

Can be written at any time, Timed Access protected. 
IBI 

When using the RPC mode, an interrupt may be required for the Input 
Buffer Flag. This interrupt is enabled by setting the Input Buffer Interrupt 
(IBI) bit. At this time, the timer 1 interrupt is disabled, and this RPC mode 
interrupt is used in its place (vector location 1 BH). This bit can be set only 
when the RPCON bit is set. 

Cleared on all resets, and when the RPCON bit is cleared. 
Can be read at any time. 

Can be written when the RPC mode is enabled (RPCON=1). 
DMA 

This bit is set to enable DMA transfers when RPC mode is invoked. It can 
only be set when RPCON=1 . 

Cleared on all resets, and when RPC is cleared. 
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Read Access: 
Write Access: 

RPCTL.1 

Initialization: 
Read Access: 
Write Access: 
RPCTL.0 

Initialization: 

Read Access: 
Write Access: 



Can be read anytime. 

Can be written when the RPC mode is enabled (RPCON=1). 
RPCON 

Enable the RPC 8042 I/O protocol. When set, port becomes the data bus, 
and port 2 becomes the control signals. 

Cleared on all resets. 
Can be read at any time. 
Can be written at any time. 
RGO 

This is a Range bit which is used to determine the size of the program 
memory space. Its usage is shown above. 

Unaffected by watchdog, external, or power-up resets. Cleared on a No Vy 
reset or clearing of the security lock. 

Can be read at any time. 

Cannot be modified by the application software. Can only be written during 
Program Load. 



DS5001 RPC STATUS REGISTER 
Label: RPS 



Register Address: ODAH 



ST7 


ST6 


ST5 


ST4 


IA0 


F0 


IBF 


OBF 



Bit Description: 
RPS.7-4: 

Initialization: 
Read Access: 
Write Access: 
RPS.3: 

Initialization: 
Read Access: 
Write Access: 

RPS.2: 

Initialization: 
Read Access: 



General purpose status bits that can be written by the DS5001 FP and can 
be read by the external host. 

Cleared when RPCON=0. 

Can be read by DS5001 and host CPU when RPC mode is invoked. 

Can be written by the DS5001 when RPC mode is invoked. 

IA0 

Stores the value of the external system AO for the last DBBIN Write when 
a valid write occurs (as determined by the IBF flag). 

Cleared when RPC=0. 

Can be read by DS5001 and host CPU when in RPC mode. 

Automatically written when a valid DBBIN Write occurs. Cannot be written 
otherwise. 

F0 

General purpose flag written by the DS5001 and read by the external host. 
Cleared when RPC=0. 

Can be read by DS5001 and host CPU when in RPC mode. 
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Write Access: 
RPS.1 : 

Initialization: 
Read Access: 
Write Access: 

RPS.O: 

Initialization: 
Read Access: 
Write Access: 



Can be written by the DS5001 when in RPC mode. 
IBF 

Input Buffer Full Flag is set following a write by the external host, and is 
cleared following a read of the DBBIN by the DS5001 . 

Cleared when RPC=0. 

Can be read by DS5001 and host CPU when in RPC mode. 

Written automatically as part of the RPC communication. Cannot be set by 
the application software. 

OBF 

Output Buffer Full Flag is set following a write of the DBBOUT by the 
DS5001 , and is cleared following a read of the DBBOUT by the external 
host. 

Cleared when RPC=0. 

Can be read by DS5001 and host CPU when in RPC mode. 

Written automatically as part of the RPC communication. Cannot be set by 
the application software. 
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INSTRUCTION SET 
Introduction 

The Soft Micro executes an instruction set which is ob- 
ject code compatible with the industry standard 8051 
microcontroller. As a result, software development 
packages which have been written for the 8051 are 
compatible with the Soft Micro including cross-assem- 
blers, high-level language compilers, and debugging 
tools. 

There are a total of 42 instruction types recognized by 
the Soft Micro. When the instruction uses both source 
and destination operands, they are specified in the or- 
der of "destination, source". 

Addressing Modes 

There are eight addressing modes implemented in the 
instruction set executed by the Soft Micro. Five of these 
are used to address operands. The other three are 
used in instructions which transfer execution of the pro- 
gram to another address (e.g., Branch, Jump, Call). 

The modes which address source operands, include 
Register Addressing, Direct Addressing, Register-Indi- 
rect Addressing, Immediate Addressing and Register- 
Indirect with Displacement. The first three of these can 
also be used to address a destination operand. Most 
instructions use operands that are located in the Internal 
Data Registers. 

The addressing modes used for the Control Transfer 
instructions include Relative Addressing, Page Addres- 
sing, and Extended Addressing. 

The operation of these addressing modes is summa- 
rized below. 

Register Addressing 

Register Addressing is used on operands contained in 
one of the eight registers (R7-R0) of the currently se- 
lected Working Register Bank. A register bank is se- 
lected by programming a 2-bit field in the PSW Special 
Function register. All of the Working registers may also 
be accessed through either Direct Addressing or Regis- 
ter-Indirect Addressing as well. This is due to the fact 
that the Working registers are mapped into the lower 32 
bytes of Internal Data RAM as discussed above. An ex- 
ample of an instruction which employs register addres- 
sing is: 



ADD A,R4 ; Add Accumulator to Working 
; register R4 

Direct Addressing 

Direct Addressing is the only mode available for use on 
operands within the Special Function registers. Ad- 
dressing of bytes may also be used to access the 1 28 
Internal Data registers. An example of an instruction 
which utilizes Direct Register Addressing is: 

MOV 072H.074H ; Load direct register (addr. 072H) 
; with direct register (074H) 

Direct addressing of bits is available on 1 28 bits located 
in the Internal Data registers in byte addresses of 20H - 
2FH inclusive. Direct bit addressing is also available in 
Special Function registers located at addresses on 
8-byte boundaries starting at 80H (i.e., 80H, 88H, 90H, 
98H, ...0F0H, 0F8H). An examples of an instruction 
which uses direct bit addressing is: 

SETB 00H ; Set addressable bit 00H (DO in 

; Internal Data Reg. 20H) 

Register Indirect Addressing 

Some instructions use Register-Indirect Addressing for 
accessing operands in other Internal Data registers. 
This is done by using the contents of Working register 
R1 or R0 as a pointer to other Internal Data registers. An 
example of this is: 

ANL A,@R0 ; Logical AND of Accumulator with 
; Internal Data register; pointed to 
; by contents of R0 

In addition, this addressing is used via the Stack Pointer 
register (SP) for manipulation of the stack. The stack 
area is contained in the Internal Data Register area. The 
PUSH and POP instructions are the only ones which 
use SP for this addressing mode. As an example: 

PUSH P0 ; Save the contents of the Port 

; SFR latch on the stack 

The R0, R1 , and the DPTR registers are used with Reg- 
ister-Indirect Addressing for accessing Data Memory. 
R1 or R0 in the selected Working Register bank may be 
used for accessing location within a 256-byte block 
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pointed to by the current contents of the P2 SFR latch 
(address high byte). For example: 

MOVX A,@R1 ; Load the Accumulator with the 
; contents of Data Memory 
; addressed by the 8-bit contents 
;of R1 

The 1 6-bit DPTR register may be used to access any 
Data Memory location within the total available 64 Kbyte 
space. 

MOVX @DPTR,A ; Load the Data Memory location 
; pointed to by the contents of the 
; DPTR register with the contents 
; of the Accumulator. 

Immediate Addressing 

Immediate Addressing is used to access constants for 
use as operands which are contained in the current 
instruction in Program Memory. For example: 

ORL A,#040H ; Logical OR of the Accumulator 
; with the constant value of 040H 

Register- Indirect with Displacement 
Register- Indirect with Displacement Addressing is 
used to access data in look-up tables in Program 
Memory space. The location accessed is pointed to by 
the contents of either the DPTR or the PC registers, 
which are used as a base register added together with 
the contents of the Accumulator (A) , which is used as an 
index register. As an example: 

MOVC A,@DPTR+A ; Load the Accumulator with 
; the contents of the Program 
; Memory location pointed to 
; by the value of the DPTR 
; register plus the value 
; contained in the Accumulator 

Relative Addressing 

Relative Addressing is used in the determination of a 
destination address for the Conditional Branch instruc- 



tions. Each of these instructions includes an 8-bit byte 
which contains a 2's complement address offset (-127 
to +1 28) which is added to the PC to determine the des- 
tination address which will be branched to when the 
tested condition is found to be true. The PC points to the 
Program Memory location immediately after the Branch 
instruction when the offset is added. If the condition is 
found to be not true, then program execution continues 
from the address of the following instruction. As an ex- 
ample: 

JZ -20 ;Branchtothe location (PC+2) -20 

; if the contents of the Accumulator 

; = o 

Page Addressing 

Page Addressing is used the Control Transfer instruc- 
tions to specify a destination address within the 2 Kbyte 
block in which the next contiguous instruction resides. 
The full 1 6-bit address is calculated by taking the high- 
est-order five bits for the next contiguous instruction 
(PC+2) and concatenating them with the lowest-order 
11 -bit filed contained in the current instruction. 11 -bit 
field provides an efficient instruction encoding of a des- 
tination address for these instructions. For example: 

0830 ACALL 100H ; Call to the subroutine at 
; address 1 00H + current 
; page address 

In this case the destination address would be 800H + 
100H or 900H. 

Extended Addressing 

Extended Addressing is used in the Control Transfer 
Instructions to specify a 16-bit destination address 
within the entire 64 Kbyte addressable range of the Soft 
Micro. For example: 

UMP 0FF80H ; Jump to address 0FF80H 
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Program Status Flags 

All of the Program Status flags are contained in the PSW 
register. An operational summary of the relevant bits is 



given below. Instructions which affect the states of the 
flags are also summarized below. 



PROGRAM STATUS 
Bit Description: 

PSW.7: 

"Carry": 

Read/Write: 
Initialization: 
PSW.6: 

"Auxiliary-Carry": 



Read/Write: 
Initialization: 

PSW.2: 

•Overflow": 



Read/Write: 
Initialization: 

PSW.O: 

■Parity": 

Read/Write: 
Initialization: 



FLAGS 



Set when the previous operation resulted in a carry (during addition) or a 
borrow (during subtraction). Otherwise cleared. 

May be read or written at anytime. 

Cleared to a on any type of reset. 

AC 

Set when the previous operation resulted in a carry (during addition) or a 
borrow (during subtraction) from the high-order nibble. Otherwise cleared. 

May be read or written at any time. 

Cleared to a on any type of reset. 

OV 

Set when a carry was generated into the high-order bit but not a carry out of 
the high-order bit as a result of the previous operation , and vice-versa. OV is 
normally used in 2's complement arithmetic. 

May be read or written at any time. 

Cleared to a on any type of reset. 

P 

Set if the module-2 sum of the eight bits of the Accumulator is 1 (odd parity); 
cleared on even parity. 

May be read at anytime, but is not writable. 

Cleared to a on any type of reset. 
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INSTRUCTIONS THAT AFFECT FLAG SETTINGS 

FLAGS 



STRUCTION 


c 


ov 


AC 


INSTRUCTION 


ADD 


* 


* 


♦ 


CLRC 


ADDC 


♦ 


* 


♦ 


CPL C 


CI IDD 

oUbb 


■ 

i 


1 


I 


AINL U, Drt 


MUL 





i 




ANL C, bit 


DIV 





t 




ORL C, bit 


DA 


t 






ORLC.bfi 


RRC 


t 






MOV C, bit 


RLC 


I 






CJNE 


SETBC 


1 









FLAGS 
C OV AC 





LEGEND: 

= Cleared to 

1 = Set to a 1 

t = Modified according to the result of the operation. 
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SECTION 5: MEMORY INTERCONNECT 

The Soft Micro line is divided between chips and mod- 
ules. This sections illustrates the memory interconnect 
for the various chips and shows block diagrams of se- 
lected modules. The Soft Micro chips are 80-pin QFP 
packages that connect to low power CMOS SRAM. The 
SRAM connection is made through the Byte-wide bus. 
When using a chip, the user must connect this Byte- 



wide bus to the RAM as shown in this section. In module 
form, the bus is connected inside the package. Table 
5-1 shows some of the preferred RAM choices. Note 
that any standard SRAM will work, but data retention 
lifetime is dependent on RAM data retention current and 
battery capacity. Lower currents naturally allow the use 
of smaller batteries. This is covered in detail in Section 6. 



RECOMMENDED SRAMs FOR USE WITH SOFT MICROCONTROLLERS Table 5-1 



RAM SIZE 


VENDOR 


DART 
rMn 1 

NUMBER 


DATA RETEN- 
TION CURRENT 


DATA RETEN- 
TION CURRENT 


data reten- 
tion CURRENT 


25°C 


40°C 


70°C 


8Kx8 


Dallas 


DS2064 


0.05 uA 


- 


- 


8Kx8 


Mitsubishi 


M5M5165P-LL 


1 uA 




10 uA 


8Kx8 


Sharp 


LH5156D 






0.6 uA 


32Kx8 


Dallas 


DS2257 


0.4 uA 






32Kx8 


Hitachi 


HM62256LP-SL 




3uA 


10uA 


32Kx8 


Mitsubishi 


M5M5256BP-LL 


1 uA 




10uA 


32Kx8 


Sony 


CXK58257AP-LX 


1 uA 


2uA 


10uA 


32Kx 8 


Sony 


CXK58527AP-LLX 


0.3 uA 


0.6 uA 


3uA 


128Kx8 


HM628128LP-SL 


Hitachi 


1 uA 




10uA 


128Kx8 


M5M51008P-LL 


Mitsubishi 


1 uA 




10uA 


128Kx8 


CXK581000P-LL 


Sony 


1.2 uA 


2.4 uA 


12uA 



Recommended RAMs are given with the manufactur- 
ers specified data retention current at 3V. Missing num- 
bers are conditions unspecified by the manufacturer. 

In the case of the DS5000FP, the micro can connect to 
either one or two SRAMs. They can be 8K bytes or 32K 
bytes, though the case of two 8K RAMs is unlikely from a 
cost perspective. Figure 5-1 illustrates the memory 
connection of a DS5000FP connected to one 32K x 8. 
CE1 provides the chip select, and R/W supplies the WE 
signal. A second RAM could be added by simply using 
CE2 as the chip enable with a common connection for 
the other signals. 



In the case of DS5000 based modules including 
DS5000(T) and DS2250(T), the SRAM is connected as 
described above. Connections running between the mi- 
cro chip and RAM are not available at the pins. The 
DS2250-64 has a second SRAM on CE2. The time- 
keeping versions also have the real-time clock con- 
nected toCE2. A block diagram in Figure 5-2 shows the 
module configuration with 32K RAM and a real-time 
clock. This identical for DS2250 or DS5000 modules. 
These are functionally identical and only differ in form 
factor. 
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MEMORY INTERCONNECT OF THE DS5000FP Figure 5-1 

DS5000FP 



+3v 



52 







v cc 


*cco 


Vli 


R/W 




ceT 


PORTO 


BA14-BA0 


PORT1 


BD7-8D0 


PORT2 






EA 


PORT3 






CE2 


GND 





4 



73 



78 



+5v 



HM62256 



12 


26 


10 


27 


74 


20 



► 



vcc 




32Kx 8 
SRAM 


WE 






cs 




OE 


A14- 


AO 




D7-I 


)0 




GND 







DS5000 SERIES MODULE BLOCK DIAGRAM Figure 5-2 

DS5000(T), DS2250(T) 



40-PINS 



r 



DS5000FP 



(8) [ 




Vcc 


Vcco 
ADDR 


PORTO 


DATA 


PORT1 


CET 


PORT2 . 




PORT3 




ALE 




PSEN ' 




EA 




RST 


CE2 


XTAL1 




XTAL2 
GND 


Vli 



32K X 8 SRAM 
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The DS5001 FP has several memory options. It can be 
connected to between one 8K byte SRAM and four 32K 
byte SRAMs. It will also support one 1 28K byte SRAM. 
In most cases the DS5001 FP is used for its greater 
memory access so it will not be used with 8K RAMs. In 
the Partitionable mode (see Section 4), the DS5001 FP 
can be connected to one or two SRAMs. Figure 5-3 il- 
lustrates the connection of two 32K x 8 SRAMs. Each 
RAM has its own chip enable, with a common WE gen- 
erated by the DS5001 FP R/W signal. When using the 
DS5001 FP with only one RAM, the second chip enable 
will simply remain unconnected. This solution provides 
a total of 64K bytes of memory which the user can parti- 
tions into program and data segments. The Partition set- 
ting has no impact on the interconnect. Using the Partition, 
the micro determines which memory blocks are program 
and write protects the appropriate addresses. 



In the non-partitionable case, the DS5001 FP can be 
connected to three or four 32K x 8 SRAMs. The four 
RAM case is shown in Figure 5—4. Each RAM has its 
own chip enable. To use three RAMs, simply omit the 
unused chip enable (CE2 or 4) as described in Section 
4. In other ways, this hardware configuration is similarto 
the Partitionable mode discussed above. While this 
provides the full 1 28K bytes of memory, it requires more 
space and cost than the version shown in Figure 5-5. 
This uses the 128K byte SRAM. All program and data 
memory is contained within the single chip. The DS500 1 
manages the addressing and decoding. Note the 
DS5001 FP MSEL signal is connected to ground to initi- 
ate this mode. The PM bit and Range must still be con- 
figured by the user during program loading. 



MEMORY INTERCONNECT OF THE PARTITIONABLE DS5001FP Figure 5-3 
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MEMORY INTERCONNECT OF THE NON-PARTITIONABLE DS5001FP Figure 5-4 
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MEMORY INTERCONNECT USING THE 128K SRAM Figure 5-5 



DS5001 FP 




BA14-BA0 MM^tMmummmmmttmmmtmmf^ A14-A0 



In the 128K x 8 configuration, the micro converts the 
CE3 into A15 and CE2 into A16. Grounding MS EL 
causes this configuration. The physical location of pro- 
gram memory will be between addresses 00000 to 
OFFFFh. Data memory will be located between 1 0OOOh 
and 1 FFFFh. These physical locations are transparent 
to the user. From a software perspective, both program 
and data are located between 0000 and FFFFh. 

The Soft Microcontroller line has two modules based on 
the DS5001 series. The DS2251(T) 128K Micro Stik 
uses a DS5001 FP. The DS2252(T) Secure Micro Stik is 
based on the DS5002FP. All computing features are 
derived from the DS500 1 . The DS5002 device provides 



memory security features in addition. The modules are 
available in 32K, 64K, and 1 28K byte versions. Two ex- 
ample block diagrams are shown below. 

Figure 5-6 is a blockdiagram of the DS2251 T with 1 28K 
bytes of NVRAM. This part can also be built with 32K or 
64K bytes. In this case, the 128K RAM is replaced with 
one or two 32K byte RAMs. Figure 5-7 shows a 
DS2252T with 32K bytes of RAM. This part is also avail- 
able in 64K or 1 28K byte versions. For 64K, two RAMs 
are used. For 1 28K, the single 1 28KSRAM is used. This 
is entirely transparent to the user and is provided for 
completeness. 
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DS2251T-128 BLOCK DIAGRAM Figure 5-6 

DS2251T 
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SECTION 6: LITHIUM BACKUP 

Soft Microcontroller devices are lithium backed for data 
retention in the absence of V cc . Unlike a conventional 
processor system using an external NVRAM; in the Soft 
Micro the state of the microcontroller is also maintained. 
This section is a comprehensive discussion of the lith- 
ium back up feature. When using a module, most con- 
siderations are built in, but several precautions remain. 
Chip users can benefit from the entire section. It covers 
system design, battery attach procedure, I/O pin restric- 
tions, lifetime calculations, and battery/RAM size trade- 
offs. Some of the information is unnecessary to module 
users but some will provide background information for 
proper handling and system design. Each section will 
highlight both chip and module considerations when 
there are differences. 

When properly used, lithium backed microcontrollers 
provide better than 10 years of data retention in the 
absence of power. This means that a total of over 10 
years in the absence of power at room temperature is 
guaranteed. Elevated temperatures cause higher than 
normal data retention current to be drawn by a RAM. 
However, these remarks are only relevant to a system 
that is powered down. While +5V is applied to a Soft 
Micro, the lithium cell is isolated from any loading. 
Therefore, data retention must be viewed in the context 
of the power supply duty cycle. For example, if a system 
is rated for 10 years of data retention, but will have 
power applied for 12 hours per day, the expected life- 
time is greater than 20 years. 

DATA RETENTION 

The Soft Microcontroller provides nonvolatile storage in 
ordinary SRAM. It accomplishes this by lithium backing 
the memory in the absence of power. When power 
(Vcc) begins to fail, the processor generates an internal 
power-fail reset condition as discussed in the next 
chapter. At this time, SRAM chip enables are taken to a 
logic high inactive state. Also, I/O port pins also go to a 
logic high state. If power continues to fall and crosses 
below the lithium threshold, the micro enters the data 
retention state. Inside the microcontroller, power is 
drawn from the lithium cell. The power supply output to 
the SRAM (Vcco) is switched from Vcc to the lithium 
cell. V C c Is subsequently ignored, except for compara- 
tors that monitor its level. Lithium backed chip enables 



are maintained at a logic high state with lithium power, 
but non backed chip enables follow Vcc down. Individ- 
ual product differences should be observed. Maintain- 
ing chip enables at an inactive level and lowering the 
power supply to approximately +3V causes the NVRAM 
to enter a data retention state. Thus the combination 
retains data for a long period as the circuits draw a very 
small current from the lithium cell. Modules easily attain 
better than 1 years of data retention. Chip solutions 
can be designed to achieve a much greater lifetime 
depending on the users needs. 

LITHIUM BACKED CIRCUITS 

The Soft Micro is the only computer that is completely 
lithium backed. This means that both internal configura- 
tion and data are preserved when power is removed. 
However, unlike a simple NVRAM, the microcontroller is 
an extremely complex circuit that must be fully prepared 
for lithium backup. Once prepared, the micro chip is 
guaranteed to draw less than 75 nA from its backup 
source. This number is typically 5 nA. When using a 
micro chip, the user's selection of RAM will determine 
the total loading on the lithium cell. In the case of a mod- 
ule, Dallas has screened the RAM to make certain that 
the total loading guarantees better than 1 years of data 
retention for the selected lithium cell. 

In order to achieve this ultra-low power state, special 
logic in the micro chip prepares for backup by placing all 
internal nodes in a predictable (low power) state. This 
occurs during system power down while Vcc ' s falling 
below the reset voltage threshold and is still above the 
lithium voltage. The micro requires a maximum of 40 uS 
to execute this procedure. Once compete, the micro is 
ready for lithium backup and will draw almost no power 
from its backup source. If the power supply slews 
between these threshold voltages faster than 40 us 
(1 30 us for DS5001/2), the circuits may not complete the 
backup procedure and the micro backup current could 
be substantially greater than 75 nA. Fortunately, a mod- 
est amount of system capacitance is enough to prevent 
fast slewing. The actual value will depend on the total 
system loading. This slew rate must be adhered to for 
either a chip or module solution. In either case, the micro 
must have time to prepare for lithium backup. Figure 
6-1 illustrates the power supply conditions that should 
be met. 
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POWER SUPPLY SLEW RATE Figure &-1 

40 (is, 130 us 




X 



Each time V cc is restored, the lithium backed functions 
will remain as they were left. A result is that many of 
these values are not altered on a reset condition except 
for the 'no battery reset'. In the documentation, this is 
referred to as 'No Vli reset'. This will occur after the first 
time V C c is applied to the Soft Micro chip. The 'no bat- 
tery reset' state is documented in the section on resets. 
A module user will never see the 'no battery reset' condi- 
tion as it was cleared during assembly and test prior to 
leaving the factory. 

BATTERY ATTACH PROCEDURE 

This section applies to Soft Micro chips only. When a 
Soft Microcontroller chip is received from the factory, it is 
completely uninitialized. All nonvolatile functions are 
absent since there is no backup source connected to the 
chip. As mentioned above, the micro chip must put cir- 
cuits in a low power state in order to prepare for lithium 
backup. If a battery were attached to an uninitialized 
chip, the backup current would be unpredictable. For 
this reason, the battery attach must be done as follows: 

1 . Apply Vcc to the micro chip. 

2. Attach the lithium cell to the V u input. 

3. Configure and program the Soft Micro as normal. 
(Optional at this time.) 

4. Power down the micro (remove V C c) using the 
guidelines discussed above while leaving the bat- 
tery attached. 

The first time a battery is attached to the micro is a spe- 
cial event. When power is applied in the absence of a 



lithium cell, the chip performs a No Vli Reset. This 
allows the micro to initialize control bits that are ordi- 
narily nonvolatile and unaffected by a reset. The silicon 
will never be completely in this state again unless all 
power (including battery) is removed by the user. In 
order to provide the extremely low back up currents 
(<75 nA), the circuits must configure themselves for lith- 
ium backup. This is done when Vcc is removed from the 
chip. That is, the micro chip IS NOT CONFIGURED 
FOR LITHIUM BACKUP when it is received. Therefore, 
the battery should be attached with Vcc at +5V- This will 
prevent the micro from placing a load on the lithium cell 
until Vcc is removed. At this time, the micro performs its 
power down procedure and prepares for ultra low power 
data retention. Attaching the battery to an unpowered 
Soft Micro chip places an unknown load on the lithium 
cell. This may drain the cell excessively and should not 
be done. 



LITHIUM BACKED LIFETIME 

The calculations of data retention lifetime are helpful for 
chip or module users. They can serve as design and 
system reliability guidelines. All lithium backed micro- 
controller modules are rated for better than 1 years of 
data retention in the absence of Vcc a* 25°C. Following 
these guidelines, similar performance can be achieved 
using chips. It is also not difficult to achieve better than 
10 years depending on the user's actual environment 
and design goals. 

The system lifetime can be determined from three 
parameters: 1) Data retention current, 2) Lithium cell 
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capacity, 3) Lithium self-discharge. Current production 
lithium cells have extremely good self-discharge per- 
formance. Manufacturers data and Dallas Semiconduc- 
tor characterization has determined that the self-dis- 
charge of a coin cell lithium battery is less than 0.5% per 
year at 25°C. Consequently, even after 1 5 years of shelf 
life, the lithium cell would have 90% of its capacity 
remaining. Therefore when using a lithium coin cell, the 
self-discharge mechanism is not a consideration for 
rating equipment life. 

Data retention current is a combination of RAM, Micro, 
Real-time clock (RTC), and other lithium backed cir- 
cuits if any. In a Dallas module, these are screened for 



combination with the appropriate battery. In using a 
chip, the user must balance the size/cost of a larger lith- 
ium cell with the data retention current/cost of SRAMs. 

When designing a chip-based system and selecting the 
appropriate SRAM, the important specification is data 
retention current. This is not the same as standby cur- 
rent. Data retention current should be specified with 
CE = V| H andV C c=3V. This spec, is usually available at 
25°C, and may be given for other temperatures. 
Selected RAMs have been provided in chapter 5 with 
the manufacturer specified data retention current. The 
lifetime calculations are illustrated below. The formula 
for data retention life in years is as follows : 



Battery capacity in amp hours 



Data retention current in amps * # days in a year * # of hours in a day 



As an example, the Micro chip is rated for 75 nA, SRAM 
for 500 nA, RTC for 400 nA for a total of 950 nA. A Pan- 



asonic CR1 632 lithium cell is used with acapacity of 1 20 
mAh. 



120* 1(H 



(75 + 500 + 400) * 1<H> * 24 * 365) 



120* 10- 3 
8.54*10-3 



1 4 years 



Thus a system with less than 1 uA of data retention cur- 
rent and a CR1 632 lithium cell will achieve well over 1 
years of data retention in the absence of Vcc- Referring 
to the recommended RAM chart in the previous section, 
the user will find a variety of RAMs that allow this at room 
temperature. It makes no difference if the system oper- 
ates at 70°C, as long asdata retention is at 25°C. If stor- 
age is at elevated temperature, than the data retention 
current should be derated accordingly. If the manufac- 
turer does not specify data retention current over tem- 
perature, a conservative number is a 70% increase per 
1 0°C. Thus if a RAM in data retention mode draws 1 nA 
at 25°C, it will draw approximately 1 .7 uA at 35°C. A 

180* 10- 3 



second example illustrates the case of elevated tem- 
perature storage. 

In this example, the system is constructed using a 
DS5001 FP chip with a Sony CXK581 000P-LL 1 28K x 8 
SRAM. The system will be stored at 40°C. As shown in 
the table in chapter 5, the data retention current of this 
RAM is 2.4 uA at 40°C. The DS5001 FP data retention 
current will actually drop as temperature increases, so 
the maximum of 75 nA is conservative. This gives a total 
data retention current of 2475 nA. In this system, a Ray- 
ovac BR2325 with a capacity of 180 mAh is used. 



(2400 + 75) * 10- 9 * 24 * 365) 



180* 10- 3 



21 .68* 10-^ 



8.3 years 



Note that these ratings are for data retention so Vcc is 
assumed absent for the entire period. Actual equipment 



lifetime must take the power supply duty cycle into 
account. 
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USE OF LITHIUM CELLS 

In the vast majority of applications, the lithium cell pro- 
vides a reliable means of backing up data and configu- 
ration. The voltage of lithium cells has only a small varia- 
tion over its useful life, so it is difficult to measure 
capacity. A CR chemistry will begin life at 3.3V and drop 
to 2.9V near the end of life. As a consequence, some 
users choose to incorporate battery clips so that lithium 
cells are easily replaced. This is not recommended 
since such clips are susceptible to shock and vibration. 
It is possible that the connection to a lithium cell would 
be momentarily lost during such a shock, resulting in a 
potential loss of data. Therefore, soldered battery tabs 
are recommended. If a user elects to use a battery clip 
with a capacitor (to support momentary disconnect), the 
leakage of the capacitor should be considered in the life- 
time calculations. 

FRESHNESS SEAL 

The Soft Micro family is designed to maximize the life- 
time of a lithium backup source. The circuits described 
above contribute to a long life. There is one further provi- 
sion that will benefit users that intend to store their sys- 
tems in an unpowered state, but that do not require it to 
retain data during this period. An example might be a 
completed system stored in inventory. Since data reten- 
tion is not required, there is no benefit to using even the 
modest lithium current that will normally be drawn. For 



this reason, the Soft Micro incorporates the Freshness 
Seal. The Freshness Seal electrically isolates the lith- 
ium cell from any external loading. Thus even in the 
absence of power, the SRAM and Real-Time Clock 
leakage currents will not be drawn from the lithium cell 
for as long as the Freshness Seal is applied. 

This feature is available to module users of the DS5000 
series [DS5000(T), DS2250(T)] and all users of the 
DS5001 series [DS5001FP, DS5002FP, DS2251(T), 
DS2252(T)] In the case of DS5000 and DS2250 mod- 
ules, the factory ships these with the Freshness Seal 
applied. In the case of a DS5001 series device, the 
Freshness Seal can be applied via the Bootstrap Loader 
at any time. Thus if the Freshness Seal is not removed, 
the time that a Soft Micro based system is stored in 
inventory will not red ucethe data retention lifetime since 
the lithium cell is unloaded. 

To clear the Freshness Seal, power must simply be 
applied to V cc . On a DS5000 series device, the Fresh- 
ness Seal can not be restored by the user. Therefore, if 
Freshness Seal is desired for storage, the part should 
not be powered up when received or installed. Since a 
DS5001 device can invoke the Freshness Seal via the 
Loader, this restriction does not apply. To invoke the 
Freshness Seal on a DS5001 series device, the "N" 
command should be issued to the Bootstrap Loader. 
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APPLICATION: I/O PIN GUIDELINES 

The pins on a Soft Micro chip or module are generally as 
resilient as other CMOS circuits. They have no unusual 
susceptibility to ESD or other transients. There is one 
restriction however. No pin on any Soft Micro device 
should betaken to a voltage below ground. Taking a pin 
to a negative voltage turns on internal parasitic diodes 
that draw current directly from the lithium cell. If a micro 
pin is connected to the outside world where it may be 
touched or handled, external reversed-biased Schottky 
diodes should be used to prevent the potential from 



going below -0.3V. This voltage is insufficient to activate 
the internal parasitics. Any on-board circuits than can 
not be controlled should be treated in a similar manner. 
Applying a voltage more negative voltage than -0.3V 
should be avoided. It is also common to see power sup- 
plies give a small undershoot on power up. This would 
constitute a negative voltage and can be treated in the 
same manner. A reverse-biased schottky diode 
between V C c and ground will eliminate complications 
from these undershoots. Figure 6-2 illustrates a circuit 
designed for a hostile environment. 



ESD/NEGATIVE VOLTAGE PRECAUTIONS Figure 6-2 
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NOT SUBJECT TO NEGATIVE 
VOLTAGE OR ESD 



INTERNAL 
CIRCUITS 



1N581 7 SCHOTTKY DIODE 
V\A 1 K OHM 1/8 W RESISTOR 



The schottky diode (1 N581 7) is typical of a 0.3V forward 
drop silicon diode. The key to using this circuit is that the 
1 N581 7 will turn on (0.1 - 0.2V) well before the internal 
parasitic diodes (0.5 - 0.6V). Therefore extraneous 
negative voltage will be clamped to no worse than 



-0.3V. The current limiting resistor will provide addi- 
tional protection against fast positive or negative tran- 
sients. Such protection can be used on any line that is 
subject to out of spec, voltages, even by accident. 
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SECTION 7: POWER MANAGEMENT 
Introduction 

The Soft Micro is implemented using fully static CMOS 
circuitry for low power consumption. Power consump- 
tion is a linear function of crystal frequency. Two soft- 
ware initiated modes are available for further power sav- 
ing at times when processing is not required and V C c is 
at normal operating voltage. These are the Idle and 
Stop modes. The additional third mode offered by the 
Soft Micro is the Data Retention or Zero Power State 
which is made possible by the on-chip, crashproof cir- 
cuitry. The control and status bits which apply to these 
operating modes are contained in the PCON register 
and are summarized in Figure 7-1 . In addition, Table 
7-1 summarizes the state of external pins in each of 
these modes. 

Idle Mode 

The Idle mode suspends activity of the CPU. However, 
the on-chip I/O function, including the timer/counters, 
and serial port continue their operation. This greatly re- 
duces the number of switching nodes and thereby dra- 
matically reduces the total power consumption of the 
device. The Idle mode is useful for applications in which 
lower power consumption is desired with fast response 
to external interrupts but no other processing. 



Software can invoke the Idle mode by setting the IDL bit 
in the PCON register (PCON.O) to a logic 1 as shown in 
Figure 7-1 . The instruction which sets this bit will be the 
last instruction executed before Idle mode operation be- 
gins. Once in the Idle mode, the Soft Micro preserves 
the entire CPU status including the Stack Pointer, Pro- 
gram Counter, Program Status Word, Accumulator, and 
RAM. There are two ways to terminate the Idle mode. 
The first is from an interrupt which has been previously 
enabled prior to the Idle mode of operation. This will 
dear the IDL bit in the PCON register and will cause the 
CPU to enter the interrupt service routine as normal. 
When the RETI instruction is executed, the next instruc- 
tion which will be executed is the one which immediately 
follows the instruction that set the IDL bit. 

The second method of terminating the Idle mode is by a 
Reset. At this time the IDL bit is cleared and the CPU is 
placed in the reset state. Since the clock oscillator con- 
tinues to run in the Idle mode, an oscillator start up delay 
(referred to as tpoR in the AC Electrical Specifications) 
will not be generated following the reset. Two machine 
cycles are required to complete the reset operation (24 
oscillator periods). It should be noted that the Watchdog 
Timer continues to run during Idle and that a reset from 
the on-chip Watchdog Timer will terminate Idle mode. 



CONTROL/STATUS BITS FOR POWER CONTROL Figure 7-1 
Bit Description: 
PCON.6: 

"Power On Reset" 
Initialization: 



Read Access: 
Write/ 



PCON.5: 

"Power Fail Warning" 



Initialization: 
Read Access: 
Write Access: 



POR 



Indicates thatthe previous reset was initiated during a Power On sequence. 



Cleared to a when a Power On Reset occurs. Remains at until it is setto a 
1 by software. 

Can be read normally at any time. 

Can be written only by using the Timed Access register. 

PFW 

Indicates that a potential power failure is in progress. Set to a 1 when V cc 
voltage is below the V PFW threshold. Cleared to a immediately following a 
read of the PCON register. Once set, it will remain set until read regardless 
of V cc . 

Cleared to a during a Power-On Reset. 
Can be read normally at any time. 
Cannot be written. 
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PC0N.3: 

"Enable Power Fail 
Interrupt": 

Initialization: 
Read Access: 
Write Access: 

PCON.1: 

"Stop": 

Initialization: 
Read Access: 
Write Access: 

PCON.0: 

"Idle": 

Initialization: 
Read Access: 
Write Access: 



EPFW 



Used to enable or disable the Power Fail Interrupt. When EPFW is set to a 1 , 
it will be enabled; it will be disabled when EPFW is cleared to a 0. 

Cleared to a on any type of reset. 

Can be read normally anytime. 

Can be written normally anytime. 

STOP 

Used to invoke the Stop mode. When set to a 1 , program execution will ter- 
minate immediately and Stop mode operation will commence. Cleared to a 
when program execution resumes following a hardware reset. 

Clear to a on any type of reset. 

Can be read anytime. 

Can be written only by using the Timed Access register. 
IDL 

Used to invoke to Idle mode. When set at a 1 , program execution will be 
halted and will resume when the Idle bit is cleared to following an interrupt 
or a hardware reset. 

Cleared to on any type of reset or interrupt. 
Can be read normally anytime. 
Can be written normally anytime. 



PIN STATES IN STANDBY MODES Table 7-1 



MODE 


PROGRAM 
MEMORY 


ALE 


PSEN 


P0 


P1 


P2 


P3 


Idle 


Byte-wide 


1 


1 


Port Data 


Port Data 


Port Data 


Port Data 


Idle 


Expanded 


1 


1 


Hi-Z 


Port Data 


Address 


Port Data 


Stop 


Byte-wide 


1 





Port Data 


Port Data 


Port Data 


Port Data 


Stop 


Expanded 


1 





Hi-Z 


Port Data 


Port Data 


Port Data 



Stop Mode 

The Stop mode is initiated by setting the STOP bit in the 
PCON register (PCON.1 ). The operation of the oscilla- 
tor is halted in the Stop mode so that no internal clocking 
signals are produced for either the CPU or the I/O cir- 
cuitry. An External Reset via the RST pin is the only 
means of exiting this mode without powering down (V cc 
taken below V CCmin ) and then back up to produce a 
Power On Reset. The STOP bit may only be set by using 
the Timed Access software procedure described in Sec- 



tion 8. Since the oscillator is disabled in this mode, the 
Watchdog Timer will cease operation. When the exter- 
nal reset signal is issued to terminate the Stop mode, a 
21 ,504 clock delay will be generated to allow the clock 
oscillator to start up and its frequency to stabilize as is 
done for a Power On Reset as described in Section 10. 
The original contents of those Special Function regis- 
ters that are initialized by a reset are lost. 
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Crashproof Circuitry 

The on-chip crashproof circuitry automatically places 
the Soft Micro in its Data Retention state in the absence 
of V cc . It insures that the proper internal control signals 
are generated and that power from the lithium cell is ap- 
plied atthepropertimessothatthe Program/Data RAM, 
data in the Scratchpad Registers and certain Special 
Function Registers remain unchanged when Vcc > s 
cycled on and off . In addition, an interrupt is available for 
signaling the processor of an impending power fail 
condition so that the operational state of the processor 
can be saved just prior to entering the Data Retention. 



Vcc |s monitored by the crashproof circuitry for three 
voltage thresholds below nominal operating voltage. 
These thresholds are identified as Vppw (Power Fail 

Warning voltage), Vccmin( m i nimumo P eratin g vo,ta g e )' 
and V L] (lithium supply) voltage. These thresholds are 
used to initiate required actions within the Soft Micro 
during situations when Vcc power is cycled on and off. 
The timing diagram shown in Figure 7-2 illustrates key 
internal activities during power cycling. 



SOFT MICRO POWER CYCLING TIMING Figure 7-2 
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Power Fail Interrupt 

When Vcc is stable, program execution proceeds as 
normal. If V C c should decay from its nominal operating 
voltage and drop to a level below the Vppw threshold, 
then the internal PFW status flag (PCON.5) will be set. 
In addition, a Power Fail Warning interrupt will Degener- 
ated if it has been enabled via the EPFW control bit 
(PCON.3). The purpose of these indicators is to warn 
the processor of a potential power failure. 

The Vppw threshold is above the specified minimum 
value for Vcc (Vccmin) *or full processor operation. The 
Vppw threshold is selected so that with a reasonable 
power supply slew rate, ample time is allowed for the ap- 
plication software to save all critical information which 
would otherwise be lost in the absence of Vcc- Such in- 
formation may include the states of the Accumulator, 
Stack Pointer, Data Pointer, and other Special Function 
registers which are initialized with a reset when Vcc 
voltage is applied once again. Saved data can be 
placed into Scratchpad RAM or Byte-wide NVRAM. 
Through the use of the Power Fail Warning interrupt, an 
orderly shutdown of the system may be performed prior 
to the time that processor operation is halted in the 
event that V C c voltage is removed entirely. 

The PFW flag is set to a logic 1 whenever the Vcc ' eve ' 
is below the Vppw threshold. It is cleared in one of two 
ways: 1 ) a read of the PFW bit from software, or 2) a 
Power On Reset. If Vcc is still below the Vppw threshold 
when the bit is cleared, then the PFW bit will be immedi- 
ately set once again. An interrupt will be generated any 
time that both the EPFW bit and the PFW flag are set. 

Zero Power 

If Vcc voltage should fall below the Vccmin threshold, 
the crashproof circuitry will automatically cause proces- 
sor operation to cease. This is done by first placing the 
CPU in a reset condition and then halting the operation 
of the internal clock oscillator circuit, as illustrated in the 
timing diagram in Figure 7-2. At this time the interface to 
the Program/Data RAM is disabled by pulling the CE 
line high. This action guarantees an orderly shutdown 
for the lithium-backed CMOS RAM. 

If Vcc voltage drops below Vy, then the Soft Micro is au- 
tomatically placed in the Data Retention state. The con- 
trol circuitry accomplishes this by switching the internal 
power supply line (V C ci) from pin to the lithium power 
source. At this time, data is retained and no power is 
drawn from V C c- 



When power is once again applied to the system, the 
V C c voltage will eventually cross the V u threshold. 
When this action is detected, the Soft Micro will auto- 
matically switch its internal supply line from the lithium 
source back to the V C c pin. When V C c voltage eventu- 
ally goes above the Vccmin threshold, the clock oscilla- 
tor is allowed to start up and an internal Power On Reset 
cycle is executed. Part of the cycle involves a consider- 
able delay that is generated to allow the clock oscillator 
frequency to stabilize. Activity on the RST pin is ignored 
until this sequence is completed. The time required for 
this cycle is shown as tpop, in Figure 7-2 and is specified 
in the AC Electrical Specifications. A detailed descrip- 
tion of the Power On reset cycle operation is given in 
Section 10. 

Typically, the time taken for the Power On Reset cycle 
will be longer to complete than it takes for Vcc *° rise 
above the Vppw threshold. In this case the internal PFW 
flag will be reset before execution of the user's program 
begins as illustrated in Figure 7-2. If the Power On Re- 
set cycle completes before V C c>Vpfw, then PFW will 
be set again as a result of Vcc< v pfw during user soft- 
ware execution. A Power Fail Interrupt will occur at this 
time if the EPFW bit is enabled. A user should monitor 
the POR bit to know the power supply status. Refer to 
Figure 7-3 for details. 

Partial Power Failures 

Two cases of partial power failure can occur in which 
Vcc voltage does not go through a completed power fail 
cycle as described above. The first case is that in which 
Vcc drops below the V C cmin threshold and then returns 
to its nominal level without going below the Vu thresh- 
old. The second case is that in which Vcc drops below 
the Vppw threshold and then returns to its nominal level 
without going belowthe Vccmin threshold. Both of these 
cases are very possible in a system application and 
could be caused by a "brownout" condition on an AC 
power line. 

The first case is indistinguishable by the software from 
the complete power fail cycle which was previously de- 
scribed. When Vcc drops below V PFW the PFW flag will 
be set and the clock oscillator will be stopped when Vcc 
drops below Vccmin- The only operational difference is 
that if V C c never drops below the V L | threshold, the in- 
ternal power supply line will never be switched over to 
the lithium cell. When Vcc rlses back above the Vccmin 
threshold, the Power On Reset cycle will be executed as 
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before. As a result, no special processing is required in 
software to accommodate this case. 

In the second case the PFWflag will be set and a Power 
Fail Warning interrupt will still occur when Vcc drops be- 
low the Vppvv threshold. The PFW flag will remain set 
until it is cleared by either a reset of the flag by the soft- 
ware or by a Power On cycle. If it is cleared while Vcc is 
still below the Vppw threshold, it will be immediately set 
again . If it is cleared after Vcc nas risen back above the 
Vppw threshold, then it will remain cleared until the next 
time Vcc 9 oes below Vppw- 

SOFT MICRO POWER MANAGEMENT Figure 7-3 



As long as the PFW flag is set, an interrupt condition is 
defined if EPFW is set. If the software executes a ser- 
vice routine in response to a PFW interrupt and exits the 
service routine with the PFW flag still set, then the pro- 
cessor will be immediately interrupted again. In a typical 
application, however, the Power Fail Interrupt service 
routine would test the PFW flag in a conditional loop to 
determine if Vcc nas r ' ser| back above Vppw and would 
then return control to the main program in response to 
the event. See Figure 7-3 for details. 
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SECTION 8: SOFTWARE CONTROL 
Introduction 

Several features have been incorporated into the Soft 
Micro to help insure the orderly execution of the applica- 
tion software in the face of harsh electrical environ- 
ments. Any microcontroller which is operating in a par- 
ticularly noisy environment is susceptible to loss of 
software control. Electrical transients such as a glitch 
on the clock or a noise spike on an I/O pin can cause 
software problems like the loss of key variables in inter- 
nal registers and/or execution of code out of its logical 
sequence. Such transients can send the microcontroller 
into an indefinite period of seemingly random software 
execution. 

The Timed Access, Watchdog Timer and CRC have 
been built in to help provide control and recovery un- 
der difficult operating conditions. The operation of 
these features is described below. 

Timed Access 

The Timed Access feature is provided to help insure 
controlled access by software to critical configuration 
bits in the Special Function registers. These protected 
bits may only be written through the execution of a spe- 
cific multiple instruction software sequence which in- 



volves the Timed Access register. This restriction is de- 
signed to help prevent a potentially catastrophic change 
in the configuration by an inadvertent write during times 
when software control has been lost. 

In order to modify the protected bits listed in Table 8-1 , a 
pattern of two bytes must first be written to the Timed 
Access register at location 0C7h. The first write should 
be a value of OAAh and the second should be a value of 
55H. After this sequence is performed, the protected 
bits may be modified. Upon receiving a OAAH in the 
Timed Access register, two timers are initiated. The first 
timer allows two instruction cycles to write a 55H. This 
means a one- or two-cycle instruction may be used. If 
55H is not written within two cycles, Timed Access is 
reset. The second timer requires that the protected bit 
be modified within four instruction cycles. Since this tim- 
er started prior to writing 55H, the remaining time de- 
pends on which type of instruction was used to write 
55H. If a one-cycle instruction was used to write 55H, 
then three cycles remain to modify protected bits. In the 
same way, if a two-cycle instruction was used to write 
55H, then two cycles remain. This is depicted in Figure 
8-1 . The following code sequences demonstrate this 
procedure. 



TIMED ACCESS Figure 8-1 



WHITE 
AAh 



WRITE 
55h 



WINDOW FOR 
TIMED ACCESS CLOSES 



2 CYCLES 



■H 



• - 4 CYCLES 
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This code allows the reset of the Watchdog Timer: 



MOV 
MOV 
SETB 



0C7H,#OAAH 
0C7H,#055H 
IP.7 



1 st TA Value 

2nd TA Value 2 Cycles 

Reset Watchdog Timer 1 Cycle 



The Watchdog Timer bit may have been set using ORL IP,#80H which 
takes two cycles. 

This code allows the reset of the Watchdog Timer using a different ap- 



proach: 








MOV 


A,#55H 


; Setup Acc for fast write 




MOV 


0C7H,#0AAH 


; 1stTA Value 




MOV 


0C7H.A 


; 2nd TA Value 


1 Cycle 


MOV 


A,IP 


; Get Current IP 


1 Cycle 


ORL 


A,#80H 


; Prepare for fast write 


1 Cycle 


MOV 


IP, A 


; Reset Watchdog Timer 


1 Cycle 



Note that a new value for IP could have been retrieved from any direct 
register instead of the current IP. 

The bits which are write access-protected by the Timed Access function are listed in Table 8-1 . 



TIMED ACCESS PROTECTED CONTROL BITS Table 8-1 



BIT NAME 


MICRO VERSION 


LOCATION 


DESCRIPTION 


EWT 


All Soft Micro 


PCON.2 


Enables the Watchdog Timer Reset function 


RWT 


All Soft Micro 


IP.7 


Resets the Watchdog Timer count 


STOP 


All Soft Micro 


PCON.1 


Stop Mode Enable 


POR 


All Soft Micro 


PCON.6 


Power On Reset 


PAA 


DS5000 series 


MCON.1 


Partition Address Access bit (protects PA3-0) 


PA3-0 


DS5001 series 


MCON.7-4 


Partition Address bits 


AE 


DS5001 series 


RPCTL.4 


Access Enable 



The Soft Micro has a variety of control bits that are criti- 
cal to the correct operation of the processor. Several of 
these are nonvolatile and will not be altered by a reset. 
Thus they must be protected from an accidental write by 
software that has gone out of control. This is a possibility 
in all microprocessor based systems, especially those 
in an industrial environment. While the Watchdog Timer 
will recover from this condition, the critical bits must be 
protected during the interval before the time-out of the 
Watchdog Timer. 

The Soft Micro actually has two levels of protection for 
these critical bits. The most critical SFR bits can only be 



altered using the Bootstrap Loader. These can not be 
altered by the application software. An example is the 
Range function that determines the total memory. This 
will not change so the application software would not 
need to modify it. For bits that might need to change but 
which are critical to crashproof operation, the Timed 
Access procedure is used to protect against an inadver- 
tent write operation. Timed Access provides a statistical 
protection. It is unlikely that randomly generated states 
will correctly match the sequence and timing required to 
bypass the Timed Access logic. Presented below is a 
brief justification for each bit that is protected by Timed 
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The EWT bit is protected in order to prevent errant soft- 
ware from disabling the Watchdog Timer. The Watch- 
dog is one of the important mechanisms that assure cor- 
rect operation and should not be turned off accidentally. 
RWT is the bit that software uses to restart the Watch- 
dog time-out. The Soft Micro makes this more difficult 
by Timed Access protecting the bit. Thus software must 
"really" intend to reset the time-out in order to do so. 
STOP mode is the lowest power state that is available 
while Vqc is applied. To gain this low power condition, 
all clocks in the micro are stopped. Even the Watchdog 
Timer is turned off. Thus software should not acciden- 
tally place the micro in STOP mode where the Watch- 
dog could not recover. 

POR informs the software of the power supply condi- 
tion. Specifically, it means the power has previously 
dropped below the Vccmin ' eve ' ar| d returned to nor- 
mal. In many systems, this is a unique condition that 
requires interaction with external hardware. Protecting 
this bit with a Timed Access procedure prevents the 
micro from accidentally performing a power on reset 
procedure. 

On a DS5000 series device, the PAA bit allows software 
to after the Partition. If this is done accidentally, the 
resulting configuration could be unrecoverable without 
human intervention. This could mean selecting a Parti- 
tion that is outside of the user's plan and that causes the 
system to fail. In a like manner, the PA3-0 bits on a 
DS5001 series device are protected through Timed 
Access. As the DS5001 does not have a PAA bit, the 
Partition control bits are directly protected. The motiva- 
tion for protecting the AE bit is similar. This bit invokes a 
Partitionable configuration where one had not been 
selected during Bootstrap loading. While there are sev- 
eral valid reasons to select AE, accidentally selecting 
this condition might be unrecoverable without manual 
intervention. 

Note that the Timed Access logic protects against the 
possibility of a single inadvertent write modifying a criti- 
cal control bit. It does not protect against inadvertently 
entering a section of code that contains the correct 
sequence to modify a protected bit. However, the statis- 
tical protection does greatly improve the system's resil- 
ience to a crash. 

Watchdog Timer 

The on-chip Watchdog Timer provides a method of re- 
storing proper operation during transients that cause 



the loss of controlled execution of software. When the 
Watchdog Timer is enabled, it will eventually reach a 
timeout condition after 1 22,800 machine cycles unless it 
is reset by the application software. An internal reset to 
theCPU will be generated if the timeout condition is ever 
reached. Application software which utilizes the Watch- 
dog Timer should therefore be written to periodically re- 
set it so that the timeout condition will never be reached 
during normal operation. The reset operation(s) should 
be inserted at critical check points in the program which 
under normal operation, should be reached before the 
timeout period has expired. The Watchdog Timer will 
monitor program execution to insure that these check 
points are reached, indicating proper operation. If con- 
trolled execution of the software is lost so that these 
check points in the program are not encountered within 
the timeout period, then the Watchdog Timer will provide 
an automatic reset. A block diagram of the Watchdog 
Timer is shown in Figure 8-2. 

The Special Function Register bits that are used to con- 
trol the Watchdog include the Enable Watchdog Timer 
bit (EWT; PCON.2), the Reset Watchdog Timer bit 
(RWT; IP.7), and the Watchdog Timer Reset status flag 
(WTR; PCON.4). The Watchdog Timer incorporates a 
free-running counter that starts counting as soon as the 
clock oscillator begins operation following a Power On 
Reset. If a 1 2 MHz crystal is used as the time base ele- 
ment, this gives a timeout period of 1 22.88 ms. The 
Watchdog Timer Reset function is enabled with a Timed 
Access write operation which sets the EWT bit to a 1 . A 
Watchdog Timer Reset will then occur the next time that 
the free-running counter reaches its timeout condition. 

Regardless of whether the Watchdog Timer will be 
used, it should be initialized after each reset. If the 
Watchdog Timer is desired, then the first step is to reset 
the timer count. This is necessary since the timer is free 
running and may be about to time-out. Set the RWT bit 
to a logic 1 using a Timed Access procedure. This will 
restart the timer with the full interval. Then enable the 
Watchdog Timer reset function by setting the EWT bit to 
a logic 1 , again with a Timed Access procedure. Note 
that the EWT bit only controls whether the reset is 
issued, not whether the timer runs. The Watchdog Timer 
must now be reset prior to 1 22,800 machine cycles or it 
will reset the CPU. If the Watchdog Timer is not used, 
then clear the EWT bit to a logic using a Timed Access 
procedure. Since the EWT bit is nonvolatile, this makes 
certain that the Watchdog reset function remains dis- 
abled. 
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During subsequent program execution, the Watchdog 
Timer can be reset by a Timed Access write operation 
which sets the RWT bit to a 1 . This will cause the Watch- 
dog Timer to begin counting machine cycles again from 
an initial count of 0. The RWT bit itself is automatically 
cleared immediately after the Watchdog Timer is reset. 
An instruction sequence which performs this operation 
is as follows. 

This code allows the reset of the Watchdog Timer: 

MOV 0C7H ,#0 AAH ; 1 st TA Value 

MOV 0C7H,#055H ; 2nd TA Value 

SETB IP.7 ; Reset Watchdog Timer 



If the timeout period is ever reached without the timer 
being reset by the software, the Watchdog Timer will re- 
set the CPU, set the WTR status flag, and will begin 
counting again. The WTR flag allows the application 

WATCHDOG TIMER Figure 8-2 




software to distinguish this type of reset from other pos- 
sible sources so that special processing can be per- 
formed to accommodate this case. This flag will be set in 
response to a timeout, regardless of whether the reset is 
enabled. The WTR bit is cleared only by a read of the 
PCON register. Therefore, this register should be read 
during initialization following a reset in order to properly 
interpret the source of the reset. The Watchdog Timer is 
also reset whenever any other type of reset is issued to 
the CPU and will begin its count as soon as the reset 
condition is released and the application software be- 
gins execution. 

If operation without the Watchdog Timer is desired, then 
the EWT bit should be cleared following any type of 
reset by using the Timed Access register. This will 
insure that the Watchdog Timer will never cause an 
undesired reset during execution of the application soft- 
ware. 



12 CLOCK 
MACHINE CYCLE 
COUNTER 



122,800 CYCLE COUNTER 



RWT 



WTR 



EWT 
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WATCHDOG TIMER CONTROL BITS 

Bit Description: 

PCON.4: WTR 

"Watchdog Timer Reset" 



Initialization: 

Read Access: 
Write Access: 



Set to a 1 when a Watchdog Timer timeout occurs. If Watchdog Timer Reset 
is enabled, this will indicate the cause of the reset. Cleared to immediately 
following a read of the PCON register. 

Set to a 1 after a Watchdog Timeout. Cleared to a on a No-V L | Power On 
Reset. Remains unchanged during other types of resets. 

May be read normally anytime. 

Cannot be written. 



PCON.2: 

"Enable Watchdog Timer 
Reset": 



Initialization: 

Read Access: 
Write Access: 
IP.7: 

"Reset Watchdog Timer": 



Initialization: 
Read Access: 
Write Access: 



EWT 

Used to enable or disable the Watchdog Timeout Reset. The Reset is 
enabled if EWT is set to a 1 and will be disabled if EWT is cleared to a 0. This 
bit affects the generation of a reset condition, not the running of the Watch- 
dog Timer. 

Cleared to a on a No-Vy Power On Reset. Remains unchanged during 
other types of resets. 

May be read normally anytime. 

Can be written only by using the Timed Access register. 
RWT 

When set to a 1 , the Watchdog Timer count will be reset, and counting will 
begin again. The RWT bit will then automatically be cleared again to 0. Writ- 
ing a into this bit has no effect. This bit should be set prior to EWT, as the 
timers are free-running. 

Cleared to a on any reset. 

Cannot be read. 

Can be written only by using the Timed Access register. 



CRC MEMORY VERIFICATION 

When using nonvolatile memory, there is always the 
potential for a catastrophic event to alter the memory 
contents. These events include lightning, massive ESD, 
severe mistreatment, etc. No nonvolatile technology is 
immune to these events. To compensate, the DS5001 
series contains a CRC function that allows for automatic 
verification of memory on power up. The CRC function 
is also available to the user for application software use. 
Note that this is not available on DS5000 series devices 
[DS5000(T), DS2250(T), DS5000FP]. 

If the CRC option is selected through the Bootstrap 
Loader, then on power up or after a Watchdog Timer 



reset, the micro will automatically perform a CRC-1 6 on 
the memory. The range over which it is performed is 
selected by the user, and the result is compared to a 
pre-stored value. If the CRC-1 6 is in error, the DS5001 
series micro will enter the Bootstrap Loader and wait. 
From the perspective of the system, the micro is held in 
a reset condition. 

To support this function, the CRC register shown below 
is accessible through the Bootstrap Loader. Setting the 
CRC bit (LSB) enables the power-up CRC function. 
The loader command "W" is used to write to this register. 
The upper nibble of the CRC register (a hex value 
between and F) defines the address space in 4K 
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blocks over which the CRC calculation is performed. 
For example, if the nibble is set to 0001 b, the CRC range 
is from 0000 to OFFFh. Once the LSB of the CRC regis- 
ter is set, the loader "I" command will cause the CRC of 
the specified block to be computed. The result is auto- 
matically stored in the last two bytes of the specified 
block. These bytes should not be used by the applica- 
tion. This computation will be correct provided that the 
CRC range is less than or equal to the partition if PM=0. 
If PM=1 , using 32K RAMs, the CRC range must be less 
than or equal to the program range. 



If CRC is enabled, the DS5001 FP will automatically 
invoke the Bootstrap Loader on either power— up or a 
Watchdog timeout and the CRC check will be per- 
formed. If an error is detected, the Bootstrap Loader will 
wait for reloading. If there is no error, the application will 
begin at address OOOOh with a reset. Automatic check- 
ing of the CRC can be disabled by writing a to the CRC 
register LSB. As mentioned above, this is done using 
the "W" command in loader mode. The CRC hardware 
uses registers 0C3h and 0C2h for most and least signifi- 
cant byte intermediate storage. 



CRC REGISTER (Address 0C1h) 



RNGE3 RNGE2 



RNGE1 



RNGE0 



MDM 



CRC.7-4: 

Initialization: 
Read Access: 
Write Access: 

CRC.1: 

Initialization: 
Read Access: 
Write Access: 

CRC.0: 

Initialization: 
Read Access: 
Write/ 



RANGE 3-0 

Determines the range over which a power-up CRC will be performed. 
Addresses are specified on 4K boundaries. 

Reset to on a No V L | reset. 
Can be read at any time. 

Cannot be written by application software. Can be written via the Bootstrap 
Loader. 

MDM 

W hen s et to 1 , the Bootstrap Loader will attempt to use a modem (UART) 
on PE4 if CRC is incorrect. 

Reset to on a No V u reset. 
Can be read at any time. 

Cannot be written by application software. Can be written via the Bootstrap 
Loader. 

CRC 

When set to 1 , a CRC check will be performed on power-up or watchdog 
timeout. CRC will be checked to stored values. An errorwill initiate program 
load mode. 

Reset to on a No V L | reset. 
Can be read at any time. 

Cannot be written by application software. Can be written via the Bootstrap 
Loader. 
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CRC CODE EXAMPLE Figure 8-3 



This routine tests the CRC-16 circuit in the DS5001 FP 



crcmsb 
crclsD 



begin: 



endjoop: 



equ 
equ 

org 



mov 
mov 
mov 

mov 
mov 
mov 
mov 
mov 
mov 
mov 
mov 
mov 

nop 

mov 
mov 
mov 
nop 
mov 

nop 
mov 
mov 



sjmp 
end 



0C3h 
0C2h 

OOh 



p2, crcmsb 

p3,crclsb 

crclsb,#075h 

crclsb,#08Ah 
crclsb,#OOBh 
crclsb,#075h 
crclsb,#0C7h 
crclsb,#OAAh 
crclsb,#075h 
crclsb,#0C7h 
crclsb,#055h 
crclsb,#043h 



pO, crcmsb 
p1 ,crclsb 
crclsb,crclsb 

erclsb.crclsb 



p2,crcmsb 
p3,crclsb 



;after reset, CRC regs = 0000 



p2=00 read crcmsb register 
p3=00 read crclsb register 
check crc register operation 
data in = 75 result = E7C1 
data in = 8A result = 37A7 
data in = OB result = 7D37 
data in = 75 result = 31 FD 
data in = C7 result = 13B1 
data in = AA result = 0B53 
data in = 75 result = DA8A 
data in = C7 result = 351 A 
data in = 55 result = F474 
data in = 43 result = D6B5 

delay after last write and before first read 
let CRC finish 

pO=D6 read CRCMSB register 
p1=B5 read CRCLSB register 
clear CRC, data in = B5 result = 00D6 
need delay 

cleared, data in = D6 result = 0000 



;p1=00 read crcmsb 
;p1=00 read crclsb 



As mentioned, the CRC-1 6 function is optionally avail- 
able to the application software. This is available 
regardless of whether the automatic power-on CRC is 
used . Although a CRC could be computed completely in 
software, it would take much longer than using the 
DS5001 facility. Using the CRC-16 hardware, the 
DS5001 series can perform a CRC-1 6 on 64K bytes of 
memory in approximately 500 ms. The CRC-16 logic 
resides behind the two SFRs mentioned above. These 
display the current CRC result and also serve as the 
input locations. The software must sequentially writethe 
memory values into the CRC LSB at location 0C2h. 



After a delay of one instruction cycle, the 16-bit result 
will be available at 0C3h and 0C2h. The CRC-1 6 is a 
superior method of checking the file validity compared 
to a checksum. Using the DS5001 hardware, it can be 
computed quickly. When using the CRC-16 hardware 
as part of an application, the existing CRC should first 
be cleared. This is done by writing the CRC back on 
itself. This process makes the CRC-16 result equal to 
OOOOh. The LSB is written back twice with a delay in 
between for computation. A code example is shown in 
Figure 8-3. This displays the result of the CRC-1 6 on 
ports and 1 . 
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SECTION 9: FIRMWARE SECURITY 

One of the most unique features of the Soft Micro is its 
firmware security. The family far surpasses the stan- 
dard offering of ROM based microcontrollers in keeping 
system attackers or competitors from viewing the con- 
tents of memory. In a standard EPROM based micro- 
controller, a knowledgeable attacker can disable the 
EPROM security bit and have access to the entire 
memory contents. The Soft Micro's improved security 
makes it a natural choice for systems with high security 
requirements such as financial transaction terminals. 
However, the firmware security can also be employed to 
keep competitors from copying proprietary algorithms. 
Allowing access to these algorithms can create an 
instant competitor. This section describes the security 
features and their application. Also included are guide- 



lines to using microcontroller security within the frame- 
work of total system security. 

As with memory map control, there are variations 
between the different Soft Micro versions. The original 
DS5000 has a high level of firmware security that was 
the best available when it was introduced. Since then, 
the DS5002 has added several distinct improvements. 
Note that the DS5001 has only minimal security and 
should only be applied when other physical security is 
used or when security is not needed. The table below 
provides a brief summary of the versions and their secu- 
rity features. A detailed description of each feature fol- 
lows. In the description, elements that are unique to a 
particular Soft Micro version have that version under- 
lined. 



FEATURE 


DS5001 


DS5000 


DS5002 


Security Lock 


Yes 


Yes 


Yes 


RAM memory 


Yes 


Yes 


Yes 


Encrypted memory 


None 


Yes, user must enable 


Yes 


Encryption algorithm 


None 


Version 2, circa 1989 


Version 3, circa 1991 


Encryption Key 


None 


48-bits 


64-bits 


Encryption Key Selection 


None 


User selected 


True random number 


Encryption Keys loaded 


N/A 


When user selects 


Automatic, any new load, dump 


Dummy bus access 


None 


Yes, when encrypted 


Yes 


On-chip Vector RAM 


None 


Yes, when encrypted 


Yes 


Self-Destruct Input 



None 


None 


Yes 


Die Top Coating 


None 


None 


Yes, Second Quarter 1993 


Random Number Generator 


Yes 


None 


Yes 



SECURITY OVERVIEW 

A system might require these security features if it dis- 
penses services on a pay per service basis. Electroni- 
cally bypassing the security would allow the dispensing 
of the service for free, resulting in lost revenue to the 
system owner. Another common application is the 
transmission of secret information . The user's algorithm 
and key data could be observed in a unsecured system, 
resulting in a break in the secure transmission. The Soft 
Micro family is designed to protect the contents of 
memory from being viewed. This is done with a com- 



bination of circuit techniques and physical security. The 
combination is a formidable defense. Regardless of the 
application, the secure microcontroller protects the con- 
tents of memory from tampering and observation. This 
preserves secret information, access to services, criti- 
cal algorithms etc. The security features of the Soft 
Micro include physical security against probe, memory 
security through cryptographic scrambling, and 
memory bus security preventing analysis of the CPU's 
operation. The features mentioned above and 
described below protect the application code and data. 
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SECURITY LOCK 

Ordinarily, the easiest way to dump (view) the memory 
contents of a Soft Micro is using the Bootstrap Loader. 
On request, the Loader will transfer the contents of 
memory to a host PC. This is prevented by the Security 
Lock. The lock is the minimal security feature, available 
even in the DS5001 . Once set, the Security Lock pre- 
vents the Loader from gaining access to memory. In 
fact, no Loader commands (except Unlock) will work 
whilethe Lock is set. The Security Lock is similar in func- 
tion to an EPROM security bit on a single chip microcon- 
troller. It prevents a programmer from reading the 
memory. In addition, the Security Lock prevents the 
micro from executing code on the Expanded bus of 
Ports and 2. Thus an attacker can not add a memory 
and use MOVC instructions that would force the micro to 
read out the contents of protected memory. However, 
the Soft Micro Security Lockdoes provide one important 
difference from EPROM security bits. When the Secu- 
rity Lock is cleared, ft destroys the RAM memory con- 
tents. If a knowledgeable user were to physically erase 
the security bit in an EPROM-based micro, the memory 
contents would remain to be read. The Security Lock 
consists of a multiple bit latch distributed throughoutthe 
micro chip with circuits that collapse the lock in the event 
of tampering. Clearing the lock results in an unstop- 
pable destructive process that acts differently for each 
version as described below. 

In a DS5001 clearing the lock causes the loader to 
manually write over the first 32K bytes of NVRAM with 
zeros. Thus the contents of memory would be erased. 
This is obviously a low level of security but would deter 
casual inspection. In a DS5000 or DS5002 . clearing the 
lock causes an instantaneous erasure of the Encryption 
Key and Vector RAM. This action is unpreventable once 
the lock is cleared and happens independent of Vcc or 
crystal. Once the erasure has occurred, a DS5000 . 
assumes a non-secure (brand-new) state. In a 
DS5002. the Loader proceeds to load a new Encryption 
Key once the erasure has occurred. In both, the Boot- 
strap Loader will then proceed to overwrite the first 32K 
bytes of RAM if power is available and the crystal is still 
present. This last action is for thoroughness. In systems 
that really require security, the Lock should be com- 
bined with Memory Encryption (discussed below). Thus 



the instantaneous erasure of the Encryption Key ren- 
ders the contents of memory useless since it can no 
longer be properly deciphered. 

The Security Lock is set via the Bootstrap Loader using 
the "2" command. Once issued, the Loader will continue 
to communicate with a user but will not perform other 
commands. The Loader will respond with an error mes- 
sage in the event that further commands are issued. 
While the Lock is set, the Loader has no access to the 
Byte-wide bus memory. The Security Lock can be 
cleared using the "U" command. Issuing this command 
to a locked part results in the destructive process 
described above. No confirmation is requested. The 
status of the Security Lock can be read by application 
software at MCON.O. This bit is only a status flag and 
can not be affected by the software. 

RAM Memory 

NVRAM provides a useful way to store program and 
data. The contents can be retained for a long period, but 
can be changed when desired. This attribute is impor- 
tant when considering security. No matter what probing 
techniques are used on a ROM, the contents will remain 
for viewing. With resources and patience, a determined 
attacker will obtain the contents of a ROM based prod- 
uct. NVRAM can be destroyed on demand. The user's 
physical security must simply remove the power (Vcc 
and V BA t) from a micro chip to eliminate the memory 
contents. Thus while NVRAM provides flexibility, it also 
provides security. Enough physical security can be 
combined with even a DS5001 to provide a very secure 
system. The DS5002 even provides a direct facility to 
destroy memory discussed below. 

Encrypted Memory 

The heart of Soft Micro security is the memory encryp- 
tion function. Since the NVRAM is visible, the memory 
contents and memory bus are encrypted. That is, in real 
time, the addresses and data moving between the RAM 
and the micro are scrambled by on-chip encryption cir- 
cuits. Thus an attacker that observes the RAM contents 
or memory bus will see unintelligible addresses and 
data. Figure 9-1 shows the conceptual diagram of the 
memory encryptor for a DS5000 series device. Figure 
9-2 shows the encryptor for a DS5002. 
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DS5000 SOFTWARE ENCRYPTION BLOCK DIAGRAM Figure 9-1 
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DS5002 SOFTWARE ENCRYPTION BLOCK DIAGRAM Figure 9-2 
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In a DS5000 . the encryption feature is optional. A 
DS5000 can be locked irrespective of its encryption and 
encrypted irrespective of the lock. Neither makes much 
sense by itself. The encryption process is enabled by 
loading an Encryption Keyfor the firsttime. Prior to load- 
ing a Key, the DS5000 remains in a non-encrypted 
state. Once encrypted, the memory interface will remain 
so until a part is locked, then unlocked. The process of 
clearing the Security Lock deactivates the encryption 
circuits. Note that an Encryption Key of zero is still a 
valid Key. A DS5002 has encryption enabled at all 
times. No extra steps are required to invoke it. As dis- 
cussed below, the DS5002 generates its own security 
Keys. 

Encryption logic consists of an address encryptor and a 
data encryptor using separate but related algorithms. 
These encryptors are high speed circuits that are trans- 
parent to the application software. They are bidirec- 
tional and repeatable. That is, addresses and data that 
are scrambled prior to writing to RAM will be correctly 
unscrambled when reading in reverse. Each encryptor 
operates with its own algorithm but both are dependent 
on the Encryption Key. Encryptors operate while pro- 
grams are being loaded so that the memory contents 
are stored in its scrambled form. When program 
memory is fetched, the process is reversed. Thus the 
actual program or data is only present in its "true" form 
while inside the micro. 

The address encryptor translates each "logical" 
address, i.e. the normal sequence of addresses that are 
generated in the logical flow of a program, into an 
encrypted address (or physical address) at which the 
byte is actually stored in RAM. Each time a logical 
address is generated either during program loading or 
during execution, the address encryptor circuits use the 
Encryption Key value and the address itself to form the 
physical address that will be presented to the RAM on 
the Byte-wide bus. The encryption algorithm is such 
that there is one and only one physical address for 
every possible logical address. The address encryptor 
operates over the entire memory range. 



The Data Encryptor operates in a similar manner to the 
address encryptor. As each byte including opcode, 
operand, or data is received during Bootstrap Loading, 
its value is scrambled prior to storing it in RAM. The 
value that is actually written in RAM is an encrypted rep- 
resentation. All values that are subsequently stored in 
RAM during execution also are encrypted. As each byte 
is read back to the CPU during execution, the internal 
Data Encryptor restores it to its original value. This 
encryptor uses the Encryption Key and the data value 
itself, but also the logical address. Thus the same data 
with the same Key will have different physical values at 
different address locations. The data encryption algo- 
rithm is repeatable and reversible so that with the same 
key, data and address, the same encrypted value will be 
obtained. Note however that there are many possible 
encrypted data values for each possible true value due 
to the algorithms dependency on Key and address. 

Using the combination of address and data encryption, 
the normal flow of program code is unintelligible in the 
NVRAM . What had been a sequential flow of addresses 
is now apparently random. The values stored in each 
memory location appear to have no relation to the origi- 
nal data. Another factor that makes analysis more diffi- 
cult is that all 256 possible values in each memory are 
valid possibilities. Thus an encrypted value is not only 
scrambled, but it becomes another potentially valid 
byte. 

Different memory areas are encrypted in the DS5000 
and DS5002. For a DS5000 . all memory accessed 
under CET can be encrypted . CE2 is not encrypted . This 
allows access to peripherals such as a Real-time Clock 
to be performed using CE2. 

For the DS5002 . encryption is performed on all bytes 
stored under CE1 through CE4. The memory or periph- 
erals accessed by PE1 through PE4 on a DS5002 are 
not encrypted. 
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Encryption Algorithm 

Soft Micros use a proprietary algorithm to encrypt 
memory. The DS5000 and DS5002 use different 
encryption algorithms. They are the result of improve- 
ments made over time in the proprietary encryptor cir- 
cuits. The original DS5000 (circa 1 988) has the first ver- 
sion of encryptor. This was soon improved with a 
second version encryptor in 1989, and remains in pro- 
duction today. A substantial improvement was made in 
the DS5002, which uses a wider Key and a more non- 
linear algorithm. The DS5002 memory encryptor uses 
elements of the DES (Data Encryption Standard) 
although not the entire algorithm. Full DES is impractical 
as memory encryption must be performed in real-time 
on a one-to-one substitution and not a block cypher 
basis. The encryption algorithm is supported by the fact 
that both address and data are encrypted, the algorithm 
and key are both secret, the most critical data can be 
stored on chip in vector RAM (discussed below), andthe 
bus activity is scrambled using dummy access (dis- 
cussed below). For this reason, a security analysis of 
the DS5002 is not simply a mathematical treatment of 
the encryption algorithm. 

Encryption Key 

The DS5000 uses a 40-bit Encryption Key that is stored 
on-chip. As mentioned above, the Key is the basis of 
the encryption algorithm. The resulting physical 
addresses and data are dependent on this value. Tam- 
pering with or unlocking the micro will cause the Key to 
be instantaneously destroyed. If the memory contents 
are encrypted, they become useless without this Key. A 
user selects the 40-bit Key and loads ft via the Boot- 
strap Loader. Selecting this Key enables the encryption 
feature. The DS5002 uses a 64-bit Key. It is similarly 
stored on-chip in tamper resistant circuits. In much the 
same way, this Key is the basis for the physical values 
that are presented on the bus. Using a wider Key gives 
the encryption more complexity and more permutations 
that must be analyzed by an attacker. Apart from the 
width of the Key and complexity of the encryptor, the 
principal differences between the DS5000 and DS5002 
are discussed below under Key Selection and Loading. 

Encryption Key Selection and Loading 

One of the significant differences between DS5000 and 
DS5002 lies in Encryption Key Management. In the 
case of a DS5000 . the user must select a 40-bit Key 



during program loading. This Key must be selected 
prior to loading the micro, as the memory will be 
encrypted as it is loaded. The Key selection process 
must be protected since an attacker that learns the Key 
can reproduce the user's code. This would be done by 
loading the correct Key in an unlocked DS5000FP, 
attaching the encrypted memory chip, and dumping the 
code using the Bootstrap Loader. 

The DS5002 provides an improved Key management 
system. The micro chooses its own 64-bit Encryption 
Key from a number that is internally generated and 
secret. The Keys come from a true hardware random 
number generator. It is based on frequency differences 
between two on-chip ring oscillators and the user's 
crystal. At any time, it is unlikely that any two DS5002s 
have the same key with 2 s4 (1 .84 * 1 1 9 ) combinations. 
There is no method to discover the Key value. No 
attacker can force the DS5002 to a particular Key. In 
addition, no one can "forget" to enable the encryptor, 
since it is always enabled. An additional advantage of 
the secret Key is that an attacker can not "characterize" 
the encryptor by repeatedly loading known Keys and 
observing the result. 

As mentioned above, encryption is always enabled on 
the DS5002 . Each time the Bootstrap Loader is invoked, 
a new random number is prepared. If a Fill, Load, Dump, 
Verify, or CRC command is requested, the Loader 
selects the random number as a new Encryption Key 
prior to accessing the memory. Execution of a Load or 
Fill command will result in a the data being loaded in an 
encrypted form determined by the value of the newly- 
generated Key. Any subsequent Dump, Verify, or CRC 
within the same Bootstrap session will cause the con- 
tents of the encrypted RAM to be read out and properly 
decrypted by the micro. Once a new Key is loaded, it will 
allow all commands to work properly within the same 
Bootstrap session since memory access is done using 
the correct Key. Exiting and re-entering the Bootstrap 
Loader, then doing a Dump will not work since this 
action would first result in Loading a new Encryption 
Key. The micro would no longer be able to decrypt the 
RAM contents. This extra precaution is used regardless 
of the Security Lock. It prevents an attacker from retriev- 
ing memory through the Bootstrap Loader even if the 
programmer forgets to lock the DS5002. Once the 
Security Lock is set, all Bootstrap Loader access to the 
memory is prohibited. 
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Dummy Bus Access 

The Soft Micro security makes the memory contents 
obscure through encryption. However, the Soft Micro 
takes additional steps to prevent analysis of the bus 
activity by an attacker that is knowledgeable about the 
8051 . To further obscure bus activity, both the DS5000 
and DS5002 insert dummy memory access when pos- 
sible. In examining the 8051 architecture, there are typi- 
cally two memory accesses per instruction cycle. In the 
standard 8051 , these are identical. Nothing is actually 
done with the second program fetch. In the Soft Micro, a 
pseudo-random address is generated for the dummy 
cycle and this random memory address is actually 
fetched. The dummy data is not actually used inside of 



the micro. The order of the real and dummy accesses 
are switched according to a pseudo-random process. 
This is repeatable so that the execution always appears 
the same. During these pseudo-random cycles, the 
RAM is to all appearance read. Thus by repeatedly 
switching between real and dummy access, it is impos- 
sible to distinguish a dummy cycle from a real one. In 
analyzing bus activity, a large percentage of the 
memory fetches will be garbage that has no meaning. 
The dummy accesses are always performed on a 
DS5002. but are only used on a DS5000 when encryp- 
tion is enabled. Naturally, dummy accesses are always 
read operations since the dummy address might con- 
tain valid data. 



DUMMY BUS ACCESS TIMING Figure 9-3 
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Either XXXX or YYYY is real but encrpted, the other Is pseudo-random. 

Either QQQQ or RRRR Is real but encrypted, tie other Is pseudo-random. 

Either Bytel or Byt»2 is used, the other is a dummy fetch and is not used. Both are encrypted. 

Either Byte3 or Byte4 is used, the other Is a dummy fetch and Is not used. Both are encrypted. 
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On-chip Vector RAM 

A 48-byte RAM area is incorporated inside the DS5000 
and DS5002 micro chips. This area maps to the first 48 
locations of program memory to store reset and inter- 
rupt vectors. Any other data stored in the first 48 loca- 
tions will be contained in this Vector RAM. The principal 
reason for the Vector RAM is that the reset and interrupt 
vectors are known logical addresses in the 8051 family. 
Thus an attacker could force a reset or interrupt and dis- 
cover the encrypted address generated by the Soft 
Micro. By storing these Vectors in on-chip RAM, it is 
impossible to observe such relationships. Although it is 
very unlikely that an application program could be deci- 
phered by observing the vector addresses, the Vector 
RAM eliminated this possibility. Note that the dummy 
accesses discussed above also occur while the Vector 
area is being accessed. 

The Vector RAM is automatically loaded with the reset 
and interrupt vectors during Bootstrap Loading. This 
feature is transparent to operation and no action is 
required to use ft. However, considering the Vector area 
feature can improve overall system security. As men- 
tioned above, the Vector RAM is instantaneously 
destroyed in the event of an unlock (also a self-destruct 
on DS5002). Since ft is hidden and subject to destruc- 
tion, the 48-bytes are the most secure memory in a sys- 
tem. Thus the most critical constants can also be stored 
there. This is an ideal location for storing DES keys for 
applications involving data encryption such as elec- 
tronic funds transfer. 

The Vector RAM is always used on a DS5002 . The data 
stored between logical location 00 h and 30h will be 
loaded into and executed for the Vector RAM. This data 
will not be duplicated in NVRAM accessed by the Byte- 
wide bus. The operation of DS5000 Vector RAM is the 
same, but only when the encryption feature is enabled. 
When a DS5000 has not had an Encryption Key loaded, 
the Vector RAM is left unused. 

Self-Destruct Input 

The Self-Destruct Input (SDI) is an active high input pin 
that is used to clear the security lock on a DS5002 in 
response to an external event. The SDI is intended to be 
used with external tamper detection circuitry. It can be 
activated by an active high signal with or without operat- 
ing power applied to the V C ci pin. Activation of the SDI 



pin instantaneously clears the Security Lock causing 
the sequence of events described above. In addition, 
power is momentarily removed from all Byte-wide bus 
interface signals including the Vcco P< n > resulting in 
loss of data by the external RAM. Address and data 
lines are also pulled low to remove any excess charge 
that could help retain data in that RAM. The SDI pin is 
deglitched so that a 2 |xs pulse is required to activate it. 
However, this pin is sensitive so K should be grounded if 
not used. It is only available on the DS5002FP or 
DS2252 products. 

Die Top Coating 

Available as of Second Quarter 1993. The DS5002 is 
provided with a special top-layer coating that is 
designed to prevent a micro probe attack. The coating 
is implemented with a second layer of metal on the 
microcontroller die. This metal will result in a short cir- 
cuit of critical functions if probing is attempted. The 
probing action destroys the data that is secret. Also, 
security circuits and Vector RAM derive their power 
from this screen. Therefore they will be de-powered if 
the top coating is removed, also destroying the secret 
data. In this event, any critical data stored on-chip will 
be destroyed and off-chip data is rendered useless. 

Random Number Generator 

As mentioned above, the DS5002 incorporates a hard- 
ware random number generator used by the Bootstrap 
Loader to generate Encryption Keys. The Random 
Number Generator is not a security circuit perse, but ft is 
available to the application and can be used to improve 
the overall system security. Random numbers have 
numerous applications with respect to security. For 
example, to prevent an attacker from developing a his- 
togram of code execution, the Random Number Gener- 
ator could be used to decide how long to spend on par- 
ticular activities. The random number is created 8-bfts 
at a time. They are obtained by the application code at 
SFR location OCFh. The random number takes 1 60 us 
to develop. Once a byte is created, another will not be 
generated unless the previous value is read. After the 
random number is read, another will be available 
approximately 160 us later. The RNR bit (RPCTL.7; 
0D8h) will be set to a logic 1 each time a new number is 
available. If the random number is read prior to RNR 
being set, the value will be 00. 
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Security Summary by Part 

The preceding information outlined each of the security 
features. Their inclusion in various parts is shown in the 
table atthe beginning of this chapter. For completeness, 
the following is a summary description of security fea- 
tures for each part in the Soft Micro family. 

DS5000 

The DS5000 is the second generation of a microcontrol- 
ler with security. The first is an earlier version of DS5000 
circa 1 988, now obsolete. The DS5000 incorporates a 
combination of real-time memory encryption and Secu- 
rity Lock. The memory encryption is optional however. 
To invoke the encryption, the user must select a 48-bit 
Encryption Key using the Bootstrap Loader. A user then 
loads the memory which will be automatically encrypted 
using this Key. After the memory is loaded and verified, 
the DS5000 can be locked. Locking the micro prevents 
an attacker from using the Bootstrap Loader to decrypt 
and dump the memory contents. Unlocking the DS5000 
destroys the Encryption Key and Vector RAM. Vector 
RAM is 48-bytes of secret storage on-chip. It is used to 
hold reset and interrupt vectors as well as any applica- 
tion values than must be hidden. In addition to encrypt- 
ing the memory, the DS5000 generates dummy bus 
cycles to obscure the actual program flow. Dummy 
cycles appear to be actual memory fetches but are not 
actually used inside the micro. Also fundamental to the 
security of a DS5000 is its basis on RAM. This allows all 
security features to be changed frequently. The strategy 
is that an attacker must spend a long time breaking into 
the DS5000, but the user can simply change system 
security at any time. Thus any information that is suc- 
cessfully stolen has a very limited lifetime. This over- 
view applies to the DS5000FP, DS5000(T), and 
DS2250(T) products. 



DS5001 

The DS5001 is a newer product than the DS5000, but 
has less security. It is useful in systems that need a large 
memory, but that provide sufficient physical security for 
all needs. The DS5001 incorporates a Security Lock. 



This is used to prevent the Bootstrap Loader from 
dumping memory. Once locked, the Bootstrap Loader 
can not access the memory. Unlocking the DS5001 
causes the Bootstrap Loader to write over the NVRAM. 
The RAM nature of he DS5001 product allows a user to 
vary security frequently and to manually destroy it if nec- 
essary. This overview applies to the DS5001 FP and 
DS2251(T) products. 

DS5002 

The DS5002 adopts the memory and I/O improvements 
of the DS5001 and improves on the security of the 
DS5000. It is a high security version of the DS5001 . This 
device is intended for maximum security and has 
numerous improvements to the DS5000. The security is 
always enabled on a DS5002. Thus an attacker can not 
characterize the security and the user can not forget to 
enable the security. The DS5002 follows a similar 
scheme of memory encryption and Security Lock. The 
DS5002 encryptor is a superior algorithm using a 64-bit 
Encryption Key. In addition, the Key is managed by the 
DS5002. Using the Bootstrap Loader, each part selects 
a random number for its 64-bit Key and installs it priorto 
loading memory. Leaving and re-entering the Bootstrap 
loader causes the DS5002 to select a new number as a 
potential Key. Any subsequent memory access with the 
Loader causes the new Key to be installed. Like the 
DS5000, the DS5002 also uses dummy bus access and 
Vector RAM to further hide memory bus activity. The 
Security Lock of a DS5002 is similar in nature to the 
DS5000. Once locked, the DS5002 Bootstrap Loader 
does not have access to memory. Unlocking the 
DS5002 destroys the Encryption Key and Vector RAM. 
The NVRAM accessed by the Byte-wide bus is also 
manually erased under Bootstrap Loader control. The 
DS5002 provides an external method to clear the Secu- 
rity Lock using its Self-Destruct Input (SDI). This 
causes the erasure of the Key and Vector RAM and also 
removes power from the NVRAM. The DS5002 pro- 
vides physical security for the microcontroller die with a 
metal covering to prevent microprobe. This overview 
applies to the DS5002FP and DS2252(T) products. 
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APPLICATION: SYSTEM SECURITY 

The Soft Micro family has been used for numerous 
applications requiring security. Different levels of secu- 
rity are required depending on the sensitivity of the 
application and the value of the protected information. 
As mentioned above, the goal of the microcontroller 
security is to make stealing the protected information 
more difficult than the information is worth. This task 
actually has two pieces. First, the Soft micro makes 
attack difficult. This is combined with the user's physical 
security to make information retrieval difficult. The 
second part is to make the protected information less 
valuable. To this end, the NVRAM nature allows a user 
to frequently alter the firmware based security aspects 
of the system. Thus if the critical information changes 
before the security can be broken, the information that is 
actually retrieved will be worthless. 

To assess the security of a system, the total imple- 
mentation must be examined. The DS5000 or DS5002 
provides a high level of security, but the user's firmware 
can accidentally defeat some features. Below are a 
sampling of implementation issues that will make the 
DS5000 or DS5002 more difficult to crack. There are 
also suggestions on making a system more secure 
using external circuits. 

Avoid Clear Text 

The encryption algorithms used by DS5000 or DS5002 
are generally adequate to prevent analysis when com- 
bined with well developed code. However, the encryp- 
tion is defeated to some extent if the user stores text that 
appears on a display in encrypted form. This gives the 
pirate a starting point to look for the clear text in 
encrypted storage and analyze the encryption algo- 
rithm. The "data answer" is already known. If clear text is 
required, then preferably store it in nonencrypted 
memory. Ifthis is impractical, thendisperse ft so that it is 
hard to find. Avoid at all costs reading the clear text from 
memory then immediately displaying it. This is a sure 
means to identify the encrypted values of the text for the 
attacker. 

Avoid CRC or Checksum 

Running a checksum on power up provides the pirate 
with a sequential listing of the addresses in encrypted 
form. Therefore the attacker has a great advantage in 
deciphering the Address Encryptor. Preferably avoid a 
checksum. If one is needed, then check the minimum 



amount of memory and perform the check in non-se- 
quential fashion. 

Avoid Long Straight Runs of Code 

A common coding practice is to run numerous sequen- 
tial operations. This is common knowledge and should 
be avoided. The pirate can use this in the same way as a 
checksum process. It provides a sequential listing of 
encrypted addresses and assists with analysis of the 
address encryption. 

Use Jumps 

To address the prior problem, jumps are advised. These 
can be jumps for no reason other than to space out 
straight runs of code. However, using jumps also pro- 
vides several other techniques to make bus analysis 
more difficult. As an example, the code can jump into 
Vector RAM. While in this area, dummy access will 
occur on the bus. 

Use Random values 

The Random Number Generator of the DS5002 can be 
used to make a pirate's task more difficult. When time is 
available, the software should perform random actions 
at random time intervals. As an example, the Random 
Number Generator can be used to select a timer inter- 
rupt value. Thus the micro will be interrupted at random 
intervals making characterization very difficult. Soft- 
ware can elect to remain in Vector RAM for a random 
period of time. Also as discussed above, the micro gen- 
erates dummy RAM reads when possible. However, it 
can not generate dummy writes. However the user's 
code can. Random numbers can be written to address 
that are known to be unused. If this is done while the 
micro is visibly performing a meaningful task, it will 
make analysis very difficult. 

Vector RAM 

As mentioned above, the Vector RAM can be used for 
many things beside vectors. This is the most secure 
storage in the system. It resides on-chip behind tamper 
protection. Thus it is useful for storing the most sensitive 
data. Thus even an attacker could break the encryption , 
this information would still be secret. For EFT or similar 
applications, this is a good location for the storage of 
DES keys. Since DES is a public algorithm, the real 
protection is keeping the DES key secret. As this is only 
8 bytes, it fits well within the Vector RAM. 



81 



061093 81/175 



USER'S GUIDE 



Change Code 

Perhaps most importantly, the user should reprogram 
portions of the Soft Micro that deal with security. For 
example, if the micro is performing DES, the user can 
change DES keys. Any security system can be broken 
with enough time and resources. By altering the security 
features, this threat can be minimized. 

External Circuits 

A variety of external circuits can support secure opera- 
tion. For example, the DS2400 is a unique 48-bit Silicon 
Serial Number. If it is installed with the micro, it can be 
read when the system is first powered up, then stored 



inside the Soft Micro. This serializes the system. If the 
software ever finds a different serial number (or missing 
number) from the stored one, it can refuse to work. This 
would mean that the micro had been moved. 

Tamper Protection 

Using a variety of tamper sensors in conjunction with the 
DS5002 makes the system very difficult to crack. These 
circuits vary from simple switches to light, temperature, 
pressure, or oxygen sensors. When the physical secu- 
rity is violated, the SDI pin is activated and the memory 
contents are destroyed. 
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SECTION 10: RESET CONDITIONS 
Reset Sources 

The Soft Microcontroller is designed to provide proper 
reset operation with a minimum of external circuitry. In 
fact, for may applications, external reset circuitry is not 
required. The possible sources of reset are as follows: 

a) Power On (operating voltage applied to V cc ) 

b) No V L | Power On 

c) External RST pin 

d) Watchdog Timeout 



Certain actions are taken in ail cases where a reset has 
been issued. Whenever any type of reset is executed, 
the ALE and PSEN quasi-bidirectional pins are confi- 
gured as inputs. In addition, an internal reset line (IRST) 
is active continuously until the condition which is caus- 
ing the reset has been removed. IRST will then go inac- 
tive and execution of the application program will begin. 
Special Function Registers are initialized during reset 
as shown in Table 1 0-1 . 

Figure 10-1 is a summary of the bits that indicate the 
source of the most recent reset. Operational details 
which are unique to the different sources of reset are 
discussed below: 



RESET STATUS BITS 
PCON.6: 

"Power On Reset": 
Initialization: 

Read Access: 
Write Access: 
PCON.4: 

"Watchdog Timer Reset": 

Initialization: 

Read Access: 
Write Access: 
PCON.2: 

"Enable Watchdog Timer": 

Initialization: 

Read Access: 
Write Access: 



Figure 1 0-1 
POR 

Indicates that the previous reset was initiated during a Power On. 

Cleared to a whenever a Power On Reset occurs; remains unchanged on 
other types of resets. Must be set to a 1 by software. 

Can be read normally anytime. 

Can be written only by using the Timed Access register. 
WTR 

Set to a 1 when a timeout condition of the Watchdog Timer occurs. Cleared 
to a immediately following a read operation. 

Set to a 1 on a Watchdog Timeout Reset. Remains unchanged on any other 
type of reset. 

Read normally anytime. 

Not writable. 

EWT 

The Watchdog Timer is enabled if EWT is set to a 1 and is disabled if EWT is 
cleared to a 0. This is not normally considered a status bit but is convenient 
for detecting a No V L | reset condition. 

Cleared to a on a No-V u Power On Reset. Remains unchanged during 
other types of reset. 



May be read normally anytime. 

Writable only by using the Timer Access register. 
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SPECIAL FUNCTION REGISTER RESET STATES Table 10-1 



REGISTER 


LOCATION 


RESET CONDITION 


RESET TYPE 


PC 


N/A 


OOOOh 


All 


ACC 


EOh 


OOh 


All 


B 


FOh 


OOh 


All 


PSW 


DOh 


OOh 


All 


SP 


81 h 


07h 


All 


DPTR 


83h, 82h 


OOOOh 


All 


P0-P3 


80h,90h, AOh, BOh 


FFh 


All 


IP 


B8h 


OXXOOOOOb 


All 


IE 


A8h 


OXXOOOOOb 


All 


TMOD 


89h 


OOh 


All 


TCON 


88h 


OOh 


All 


THO 


8Ch 


OOh 


All 


TLO 


8Ah 


OOh 


All 


TH1 


8Dh 


OOh 


All 


TL1 


8Bh 


OOh 


All 

AM 


SCON 


98h 


OOh 


All 


SBUF 


99h 


XXXXXXXXb 


All 


PCON 


87h 


OUUUOUOOb 
OOOOOUOOb 
00000000b 
OUOIOUOOb 


External reset 
Power on reset 
No Vm reset 
Watchdog Timer 


MCON (DS5000) 


C6h 


UUUUUUOUb 
UUUUUUOUb 
11111000b 
UUUUUUOUb 


External reset 
Power on reset 
No Vn reset 
Watchdog Timer 


MCON (DS5001 ) 


C6h 


UUUUUUOUb 
UUUUUUOUb 
11111000b 
UUUUUUOUb 


External reset 
Power on reset 
No Vn reset 
Watchdog Timer 


Encryption Key (DS5000) 


N/A 


UUh UUh UUh UUh UUh 
UUh UUh UUh UUh UUh 
Disabled 

UUh UUh UUh UUh UUh 


External reset 
Power on reset 
No Vm reset 
Watchdog Timer 


RPCTL (DS5001) 


D8h 


OXOOOOOUb 
OXOOOOOUb 
OXOOOOOOb 
OXOOOOOUb 


External reset 
Power on reset 
No Vm reset 
Watchdog Timer 


Status (DS5001 ) 


DAh 


OOh 


All 


RNR (DS5001) 


CFh 


XXh 


All 


CRC(DS5001) 


C1h 


UUUUXXUUb 
UUUUXXUUb 
OOOOXXOOb 
UUUUXXUUb 


External reset 
Power on reset 
No Vm reset 
Watchdog Timer 


CRC High(DS5001) 


C3h 


OOh 


All 


CRCLow(DS5001) 


C2h 


OOh 


All 



NOTES: 

X indicates a bit that is indeterminate on a reset. 

U indicates a bit that is unchanged from its previous state on a reset. 
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Power On Reset 

The Soft Micro provides an internal Power On Reset ca- 
pability which requires no external components . When 
voltage is applied to the Vcc pin from a power off condi- 
tion, the Soft Micro automatically performs an internal 



reset sequence to prepare the processor for execution 
of the application software. The traditional capacitor 
reset circuit should not be used. Figure 1 0-2 illustrates 
the timing associated with the Power On Reset cycle. 



POWER ON RESET TIMING Figure 10-2 
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This cycle begins with Power On reset delay time. This 
is generated by the internal control circuitry to allow the 
internal clock oscillator to start up from fts halted state 
that is in effect when Vcc ' s below Vccmin- The period 
tcsu * s a mechanical startup time that is dependent on 
the individual crystal. The delay shown as tpoR in the 
figure is generated by internal circuitry which counts a 
total of 21 ,504 (1 .792 ms @ 1 2 MHz) clock oscillator pe- 
riods before it allows the internal reset line to be re- 
leased. The purpose of this delay is to allow time for the 
clock frequency to stabilize. 

The Power On Reset delay is not the total amount of 
time which must pass before execution can begin in the 
application from the initial application of V C c voltage. 
First the power supply slew rate is required for V C c to 
rise from OV to the Vccmin threshold shown in Figure 
1 0-2. Next, operation with a crystal is partly mechanical 
and some time is required to get the mass of the crystal 



into vibrational motion. The user should consult the 
crystal vendor for a start-up time specification. 

When a Power On Reset cycle is in progress, the exter- 
nal RST pin has no effect on internal operation. Once 
control of the processor is transferred to the user's pro- 
gram , a hardware reset may be issued externally via the 
RST pin. 

A Power On Reset causes special initialization to be 
performed on the Special Function Registers as shown 
in Table 10-1. 

The distinguishing action taken during a Power On Re- 
set is that the POR bit is cleared in order to indicate that 
a Power On Reset has just occurred. All other control 
bits which are initialized according to the type of reset 
are left unchanged from their previous condition. 
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No-V u Power On Reset 

During a Power On Reset cycle, a test is automatically 
performed by the internal control circuitry to measure 
the voltage of the lithium power source. This test deter- 
mines whether or not the current lithium voltage (V u ) is 
above the minimum level required (V|_| m | n ) to insure that 
the nonvolatile areas can be maintained in the absence 
of Vcc- If the voltage is found to be above the required 
level, then no special initialization is performed. If it is 
below the required level, then the Special Function Reg- 
isters are initialized during the reset as shown in Table 
10-1 for a No-V L i reset. 

The additional initialization can be summarized as fol- 
lows: 

The POR bit (PCON.6) is cleared to indicate that a Pow- 
er On Reset has just occurred. 

The Watchdog Timer is disabled by writing a into the 
EWTbit (PCON.2). 

The Partition Address bits (PA3-0) are set to all 1 's. In 
addition, the Range function is set to select a 32 Kbyte 
address space for the RAM. 

On a DS5000, the Encryption Key Word and software 
encryption operation are disabled. 

Finally, the Security Lock bit is cleared to 0. 
External Reset 

For applications which require an external reset capabil- 
ity, a reset pin (RST) is provided with a Schmitt Trigger 
input. This input may be used to force a reset condition 
any time when the micro is executing the application 
program or when it is in either the Idle or Stop modes. 
Reset is initiated by holding the RST pin active (high) for 



a minimum time of two machine cycles (24 clock oscilla- 
tor periods). If the reset was initiated from Stop mode, 
the rising edge will result in an internally-generated 
Power On Reset time (tpon.) which is required for the os- 
cillator to start and for the clock frequency to stabilize. 

All of the control bits that are initialized according to the 
type of reset within the Special Function registers are 
left unchanged from their previous condition following 
an External Reset. Note, an RC circuit should not be 
used on the reset pin to generate a power-on reset. 

Watchdog Timer Reset 

The on-chip Watchdog Timer is provided as a method of 
restoring proper software operation in the event that 
software control is lost. The Watchdog Timer is enabled 
via the EWT bit (PCON .2). This bit can only be written by 
using the Timed Access function. 

Once the Watchdog Timer is initialized , an internal reset 
will be issued if the software fails to reset the timer via 
the RWT bit (IP.7) at least once before it reaches its 
timeout condition. The timeout period is equal to 
1 22,880 machine cycles. If a 1 2 MHz crystal is used as 
the time base element, this give a timeout period of 
122.88 milliseconds. In order to reset the Watchdog 
Timer in the application software, the RWT bit must be 
written with a 1 using the Timed Access procedure. The 
Watchdog Timer is also reset following any other type of 
reset. 

When a Watchdog Timer reset occurs, special initializa- 
tion is performed on the Special Function Registers as 
shown in Table 1 0-1 . 

The distinguishing action taken during this type of reset 
is that the WTR status flag is set to indicated that a 
Watchdog Timer Reset has just occurred. 
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APPLICATION: RESET VECTOR 

Like the 8051 , the Soft Micro will begin execution at 
address OOOOh. This is the Reset Vector. Following this 
are other vector locations used tor interrupts. These 
begin at address 0003 h and are discussed in the User's 
Guide section covering interrupt operation. Since there 
are only three memory locations dedicated to the Reset 
Vector, the user will typically insert a jump statement to a 
more convenient memory address. This will be the reset 
routine. It can lie any where in the 64K bytes of program 
memory addressed by the Soft Micro. A common choice 



is location 0030h. Thus at location OOOOh, the user 
would use the instruction SJMP 30h. This instruction 
requires two bytes, so it easily fits in the available space. 
At the location of the reset routine, the user places 
instructions that initialize the micro and any external 
hardware specific to the application. This note 
describes the operations that are typically done and 
shows some example code. 

At the user's reset routine, the micro must be initialized. 
The functions that are typically initialized are as follows: 



MEMORY 


INTERRUPTS 


TIMERS/SERIAL 


PROTECTION 


Partition 


Power-fail 


Timer setup 


Watchdog Timer 


Current Memory Map 


External 


Timer for baud-rates 


POR 


Data Pointer 


Serial Port 


Serial Port 






Timer 







Memory Map 

The most critical and most overlooked initialization is 
that of the memory map. Several of these functions are 
nonvolatile and are not cleared during a reset. Those 
that are cleared could leave the micro in an undesirable 
state. Therefore, the user should either verify the cor- 
rectness of the memory map or simply set it properly fol- 
lowing each reset. An example of how the memory map 
could be incorrect on reset is as follows. 

The user typically sets the Partition, Range, etc., during 
Bootstrap Loading. In the course of operating however, 
the user may temporarily move the Partition to alter a 



lookup table. If while the Partition is moved, a reset 
should occur, the Partition will remain in the temporary 
position unless corrected. 

In developing the reset routine, the user should carefully 
note the reset state of each critical bit. For example, 
when using the ECE2 on a DS5000, note that it is not 
altered on reset. On a DS5001 , the PES bit is cleared on 
a reset. Thus a DS5000T that is accessing the Real- 
time Clock when a reset occurs will still be pointing the 
CE2 space after reset. The DS2251T user that is 
accessing the RTC when a reset occurs will start in the 
normal memory configuration. 
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A code example that initializes the memory map is as 
follows. It assumes that the DS5000 user requires a 



Partition of 5800h. A DS5001 using the same code gets 
a Partition of BOOOh. 



MCON 


EQU 


0C6h 




Org 


OOh 






SJMP 


Start 






Org 


30h 






Start 








MOV 


TA, 


#0AAh 


; Timed 


MOV 


TA, 


#55h 


; Access 


ORL 


MCON, 


#02h 


;Set PAA - DS5000 ONLY 


MOV 


MCON, 


#0B8h 


;Set Partition to 5800 on 


MOV 


TA, 


#0AAh 


; Timed - DS5000 ONLY 


MOV 


TA, 


#55h 


,- Access - DS5000 ONLY 


ANL 


MCON, 


#0FDh 


; Clear PAA - DS5000 ONLY 



Another common memory requirement is the initializa- 
tion of the Data Pointer. When using NVRAM to store 
data, this pointer must be moved to the Partition 
address (in a partitionable configuration). Thus if the 
Partition is set to 5800h, the DPTR should be set to 
5800h to start. Once data has been saved in NVRAM, 
the DPTR should be saved in a known, nonvolatile loca- 
tion so that is can be restored on a reset. 



The global interrupt enable must also be activated. Any 
interrupt needing a higher priority must be selected as 
such. The following code example shows the enabling 
of individual interrupts. A user would combine the 
appropriate bits as needed by the application. In this 
application example, the serial port is given a high prior- 
ity interrupt. 



Interrupts 

After a reset, all interrupts are disabled. Therefore the 
user must enable individual interrupts that are needed. 



ORG 


OOh 


SJMP 


Start 


Org 


30h 


Start 




ORL 


PCON, #08h 


SETB 


PS 


SETB 


ES 


SETB 


ET1 


SETB 


EX1 


SETB 


ETO 


SETB 


EXO 


SETB 


EA 



/Enable Power-fail Warning by setting EPFW 

;Set Serial Port Interrupt to High Priority 

; Enable Serial Port Interrupt 

/Enable Timer 1 Interrupt 

/Enable External Interrupt 1 

/Enable Timer Interrupt 

/Enable External Interrupt 

/ Globally enable interrupts 
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Timers 

The Soft Micro disables timer activity (excluding the 
Watchdog) and serial port communication on a reset. 
Therefore, each timer must be setup and enabled as 
part of the reset routine. The serial port mode must also 
be initialized if used. This is covered in detail in the 
User's Guide section on Timers and Serial I/O respec- 

ORG OOh 
SJMP Start 



tively. Shown here is an example of Timer and Serial 
Port setup. In this example, Timer is set up to generate 
a 1 ms interrupt. Timer 1 is setup to generate 9600 
baud for the serial port. The serial port is set up for 
asynchronous communication with a PC (mode 1). A 
crystal frequency of 11 .0592 MHz is assumed. 



Org 


3 Oh 






Start 








SETB 


PS 




;Set Serial Port Interrupt to High Priority 


SETB 


ES 




/Enable Serial Port Interrupt 


SETB 


ETO 




/Enable Timer Interrupt 


MOV 


TMOD, 


#00100001b 


/Select Timer 1 mode 2-8 bit auto-reload, 








/ Timer mode 1-16 bit manual reload 


MOV 


TH1, 


#0FDh 


/Setup 9600 baud 


MOV 


TL1, 


#00h 


. rt » 


MOV 


THO, 


#0DBh 


/Select a 10 ms count. 9216 counts = 10 ms 


MOV 


TLO, 


#0FFh 


/ 9216d counts = 2400h counts (FFFFh-2400h = 








I DBFFh) 








I Timer ISR must reload DBFFh manually 


MOV 


SCON, 


#01010011b 


/Select Serial Port mode 1, 








/ TXD and RXD interrupts active 


MOV 


TCON, 


#01010000b 


/Enable the operation of both Timers 


SETB 


EA 




/Globally enable interrupts 



Protection 

The Soft Micro provides protection from transients 
through a built in power-fail/power-on reset and Watch- 
dog Timer. Each of these functions should be initialized 



by the user as part of the reset routine. The following 
code demonstrates the set up for a user that will support 
the Watchdog function. 



TA 



EQU 



0C7h 



ORG OOh 

SJMP Start 

Org 3 Oh 

Start : 



MOV 


TA, 


#0AAh 


/ Timed 




MOV 


TA, 


#55h 


/ Access 




ORL 


IP, 


#80h 


/Set RWT 


to restart the Watchdog Timer 


MOV 


TA, 


#0AAh 


/ Timed 




MOV 


TA, 


#55h 


/ Access 




ORL 


PCON, 


#44h 


/Set POR 


(PCON. 6) bit for power on reset detect 



; and enable Watchdog Timer by setting EWT (PCON. 2) 
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SECTION 11: INTERRUPTS 

The Soft Micro family follows the standard 8051 conven- 
tion for interrupts (with one extra) and is fully compat- 
ible. An interrupt stops the normal flow of processing 
and allows software to react to an event with special pro- 
cessing. This event can be external, time-related, orthe 
result of serial communication. However, the interrupt 
will not be performed until the completion of the current 
instruction. This is discussed in more detail below. For 
each interrupt, there is an interrupt vector location. 
When an interrupt occurs, the CPU effectively performs 
a call to the corresponding vector address. 

The interrupt vector is the location of the Interrupt Ser- 
vice Routine (ISR). Since the vector addresses are 
closely spaced, these ISRs typically use a jump to 
another more convenient location. An ISR performs 
special processing associated with the event that 
caused the interrupt. When the ISR is complete, the 
user returns control to the main program using an RETI 
instruction. This is the last instruction in an ISR and it 
performs two functions. First, it returns control to the 
main program. It returns to the instruction in the main 
program that would have been executed when the inter- 



rupt preempted it. Second, the RETI clears the pending 
interrupt condition. This allows the CPU to respond to 
other interrupts. 

Each interrupt generally has an enable— control bit, a 
status flag bit, and a priority bit. Except for the new Pow- 
er-fail Interrupt, the enable-control bits are located in 
the IE register and the priority bits are located in the IP 
register.The flags are scattered. Each interrupt aspect 
is discussed below. 

There are six interrupt vector locations in a Soft Micro. 
Generally each interrupt has an associated vector loca- 
tion and flag. In the case of the Serial Interrupt, there are 
two sources with the same vector. I n each case, a sepa- 
rate flag indicates the source of the event. The ISR 
knows the cause of the interrupt by the physical vector 
address that is called. For example, the External inter- 
rupt vector is location 0003h, but the Timer vector is 
OOOBh. Also note, the flags correspond to the event, not 
the interrupt. These flags will be activated even if a par- 
ticular interrupt is not enabled so that software can poll 
the event. The flags (except serial port) are cleared 
when the CPU calls to the interrupt vector. 



INTERRUPT SOURCE 


VECTOR ADDRESS 


FLAG 


FLAG LOCATION 


External Interrupt 


0003h 


IE0 


TCON.1 


Timer Interrupt 


OOOBh 


TF0 


TCON.5 


External Interrupt 1 


001 3h 


IE1 


TCON.3 


Timer Interrupt 1 


001 Bh 


TF1 


TCON.7 


Serial I/O 


0023h 


RI&TI 


SCON.0, SCON.1 


Power Fail Warning 


002Bh 


PFW 


PCON.5 



INTERRUPT SOURCES 

As shown above, there are two External Interrupts, two 
Timer Interrupts, two Serial Communication Interrupts, 
and a Power-fail Interrupt. To use an interrupt (except 
PFW), the software must globally enable the interrupt 
function. This is done with the EA bit (IE.7). Setting this 



bit to a logic 1 turns on the interrupt function. EA is 
cleared to a logic by all resets. Next, each individual 
interrupt must be enabled. This is done using the other 
bits of the Interrupt Enable (IE) SFR. Each source has a 
corresponding bit that must be set to a logic 1 . These are 
listed below. 



INTERRUPT SOURCE 


ENABLE BIT 


LOCATION 


External Interrupt 


EX0 


IE.0 


Timer Interrupt 


ET0 


IE.1 


External Interrupt 1 


EX1 


IE.2 


Timer Interrupt 1 


ET1 


IE.3 


Serial Port Interrupt 


ES 


IE.4 


Power Fail Interrupt 


EPFW 


PCON.3 
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External Interrupts 

The two External Interrupts are INTO and INT1 . They 
correspond to P3.2 and P3.3 respectively. These pins 
become interrupts when the respective interrupt is 
enabled as shown above. Otherwise, they are simply 
port pins. Noother special action is required. Each pin is 
sampled once per machine cycle when the interrupts 
are enabled. INTO is enabled by setting the EXO bit to a 
logic 1 . INT1 is enabled by setting the EX1 bit to a logic 
1 . These bits are located at IE.0 and IE.2 respectively. 
The External Interrupts each have a status flag that indi- 
cates that the condition has occurred. The flags are IEO 
atTCON.1 andlEI at TCON.3. These flags are set to a 
logic 1 when the interrupt condition occurs. They are 
cleared when the CPU calls to the appropriate interrupt 
vector. 

The external interrupts can be programmed to respond 
to falling-edge or low-level activation. ITO (TCON.O) 
and IT1 (TCON.2) control the edge/level nature of INTO 
and INT1 respectively. When ITn is a logic 0, the 
associated interrupt is low-level activated. This causes 
the I En flag to be set for as long as the INTn pin remains 
a logic 0. The interrupt (if enabled) will remain active dur- 
ing this period as well. Note that the level interrupt is not 
latched. Thus the pin must be held in a low state until the 
ISR can be activated. If the INTn pin is brought to a logic 
high priorto beginning the ISR, there will be no interrupt. 
If the INTn is left at a logic low after the R ETI instruction 
of the ISR, another interrupt will be activated after one 
instruction is executed. 

Setting the ITn bit to a logic 1 causes the external inter- 
rupt to be edge activated. This causes the micro to 
detect a falling edge on the INTn pin. This edge condi- 
tion is latched until the interrupt is serviced. Thus in 
edge mode, the INTn pin can go from a logic 1 to a logic 
0, then back to a logic 1 and the interrupt will still be 
active. After the falling-edge has been detected, the 
INTn pin is subsequently ignored until after the ISR is 
compete. The edge detector is actually a "pseudo- 
edge" detector. Since the pin is actually sampled, the 
condition must be a logic high for at least one machine 
cycle and logic low for at least one machine cycle in 
order to guarantee recognition of the falling edge. The 
I En flag is automatically cleared when the interrupt is 
serviced. 

Timer Interrupts 

The Soft Micro, like the 8051 , has two internal timers. 
These timers can each generate an interrupt when the 



value in the timer registers overflows. When the Timer 
overflows, the TFO flag is set to al logic 1 . Likewise for 
the TF1 flag with respect to Timer 1 . TFO is located at 
TCON.5 and TF1 is located at TCON.7. These flags 
indicate the overflow condition. If the corresponding 
timer interrupt is desired, then ETO at IE.1 and ET1 at 
IE.3 must be set to a logic 1 respectively. When set, the 
timer overflow will cause an interrupt to the appropriate 
vector location. If the interrupt is active, thef lag will auto- 
matically be cleared by the CPU. 

Serial Communication Interrupts 

The on-chip serial port generates an interrupt when 
either a word is received or a word is transmitted. The 
interrupt is effectively a logical OR of the two conditions. 
Each condition has its own flag. The flags operate 
regardless of whether the interrupt has been enabled. 
Rl is located at SCON.O and represents a serial word 
received. Tl is located at SCON.1 and represents a 
serial word transmitted. Each flag is set to a logic 1 to 
indicate an active state. Since there are two flags for one 
interrupt, these flags are used by the ISR to determine 
the cause of the interrupt. The flags must be cleared by 
software to clear the interrupt condition. The serial inter- 
rupt is activated by setting the ES bit at IE. 4 to a logic 1 . 

Power-fall Warning Interrupt 

The Soft Micro adds a new interrupt to the standard 
8051 collection. It is used in conjunction with the power 
monitor and nonvolatile memory. During a power down 
or brown out, as Vcc is falling, the Soft Micro can gener- 
ate an early warning Power-fail Interrupt (PFW). This 
allows the software to save critical data prior to entering 
a reset condition. Since the nonvolatile RAM is not 
affected by a reset, this data is effectively saved. Soft- 
ware can use the PFW to save the current routine, cur- 
rent data, shut off external functions, or simply to enter a 
know region of memory for the power down. 

The PFW is enabled by setting the EPFWbit at PCON.3 
to a logic 1 . The PoweMail Warning flag (PFW) is 
located at PCON.5. When ever V cc drops below the 
Vppw voltage threshold, the PFW flag will be set to a 
logic 1 . This flag will be cleared when read by software. 
If the voltage is still below the V PFW , the flag will again 
be set immediately. This will occur regardless of 
whether the interrupt is enabled. The V PFW voltage is 
differentfor each Soft Microgeneration. Check the elec- 
trical specifications for details. Note that the PFW inter- 
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rupt is not controlled by the EA global enable bit. It can 
only be enabled or disabled using the EPFW bit. 

Simulated Interrupts 

Except for PFW, any interrupt can be forced by setting 
the corresponding flag to a logic 1 in software. This 

INTERRUPT REQUEST SOURCES Figure 11-1 

Vcc 



causes the micro to jump to the appropriate interrupt 
vector location. Clearing the appropriate flag manually 
will clear a pending interrupt. Note that the PFW flag can 
not be written by software. 





VPFW 

THRESHOLD 
DETECTOR 






PFW 









INTO — 



TIMER 
OVERFLOW 



INT1 



TIMER 1 
OVERFLOW 



1 TOO 
TRANSITION 
DETECTOR 



1 TOO 
TRANSITION 
DETECTOR 



IEO 



TFO 



IE1 



TF1 



SERIAL WORD TRANSMIT 



SERIAL WORD RECEIVED — #■ 




SERIAL INTERRUPT 



Rl 
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INTERRUPT ENABLE CONTROL BITS Figure 11-2 
Bit Description: 

All bits are read/write at any time and are cleared to following any hardware reset. 
IE.7: EA 

"Enable All Interrupts": When set to 1 , each interrupt except for PFW may be individually enabled or 
disabled by setting or clearing the associated lE.x bit. When cleared to 0, 
interrupts are globally disabled and no pending interrupt request will be ac- 
knowledged except for PFW. 

IE.4: ES 

"Enable Serial Interrupt": When set to 1 , an interrupt request from either the serial port's Tl or Rl flags 
can be acknowledged. Serial I/O interrupts are disabled when cleared to 0. 

IE.3: ET1 

"Enable Timer 1 Interrupt": When set to 1 , an interrupt request from Timer 1 's TF1 flag can be acknowl- 
edged. Interrupts are disabled from this source when cleared to 0. 

IE.2: EX1 

"Enable External 

Interrupt 1": When set to 1 , an interrupt from the IE1 flag can be acknowledged. Inter- 

rupts are disabled from this source when cleared to 0. 

IE.1: ETO 

"Enable Timer Interrupt": When set to 1 , an interrupt request from Timer 0's TFO flag can be acknowl- 
edged. Interrupts are disabled from this source when cleared to 0. 

IE.0: EX0 
"Enable External 

Interrupt 0": When set to 1 , an interrupt request from the IE0 flag can be acknowledged. 

Interrupts are disabled from this source when cleared to 0. 
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sources to interrupt lower priority ISRs. The Power-fail 
Warning Interrupt automatically has the highest priority 
it enabled. The remaining interrupts can be pro- 
grammed by the user to either high or low priority. The 
priority scheme woks as follows. The ISR for a low prior- 
ity source can be interrupted by a high priority source. A 
low priority ISR can not be interrupted by another low 
priory source. Neither can a high priority ISR be inter- 
rupted by a another high priority source. The PFW 
source will interrupt any ISR if activated. 



priority interrupt requests are received simultaneously, 
then the high priority source will be serviced. If two or 
more requests from equal priority sources are received, 
the following natural priority scheme will be used to arbi- 
trate. 

Each interrupt priority is determined by an individual bit 
as shown below. Setting the appropriate bit to a logic 1 
will cause that interrupt to be high priority. 



PRIORITY 


FLAG 


INTERRUPT SOURCE 




PFW 


Power-fail Warning 


2 


IEO 


External Interrupt 


3 


TFO 


Timer Interrupt 


4 


IE1 


External Interrupt 1 


5 


TF1 


Timer 1 Interrupt 


6 


RI+TI 


Serial I/O Interrupt 



INTERRUPT PRIORITY CONTROL BFTS Figure 11—3 
Bit Description: 

All bits are read/write at any time and are cleared to following any hardware reset. 



IP.4: 

"Serial Port Priority": 
IP.3: 

Timer 1 Priority": 
IP.2: 

"Ext. Int. 1 Priority": 
IP.1: 

Timer Priority": 
IP.O: 

"Ext. Int. Priority": 



PS 

Programs Serial Port interrupts for high priority when set to 1 . Low priority is 
selected when cleared to 0. 



Programs Timer 1 interrupt for high priority when set to 1 . Low priority is se- 
lected when cleared to 0. 

PX1 

Programs External Interrupt 1 for high priority when set to 1 . Low priority is 
selected when cleared to 0. 

PTO 

Program Timer interrupt for high priority when set to 1 . Low priority is se- 
lected when cleared to 0. 

PXO 

Programs External Interrupt for high priority when set to 1 . Low priority is 
selected when cleared to 0. 
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INTERRUPT ACKNOWLEDGE 

The various interrupt flags are sampled an latched once 
every machine cycle, specifically during clock phase 
S5P2 (see CPU timing section) regardless of other in- 
terrupt related activity. Likewise, the latched states of 
the flags are polled once every machine cycle for the 
sampling which took place during the previous machine 
cycle. 

A complete interrupt acknowledge sequence consists 
of a total of four machine cycles, labeled as IA1 , IA2, 
IA3, and IA4 in Figure 11-4. The various interrupt flags 
are sampled and latched once every machine cycle, 
specifically during clock phase S5P2. This is shown in 
the diagram as IA1 . If one or more pending interrupt reg- 
isters are latched, then during the following machine 
cycle (IA2) priority is resolved between one or more ac- 
tive interrupt requests. 



Also during IA2, the hardware checks the state of the 
machine to insure that the following criteria are met be- 
fore servicing the pending interrupt: 

a) The current cycle is not part of an instruction within 
an interrupt service routine of an interrupt of equal 
or higher priority. 

b) The current cycle is not the final machine cycle of 
an instruction which accesses the IP or IE registers. 

If the above criteria are met during IA2, then a long call 
will be executed during IA3 and IA4 to the vector loca- 
tion of the pending interrupt source of highest priority 
and the interrupt acknowledge sequence will be com- 
plete. The vector locations for the various sources are 
summarized below. 



FLAG 


VECTOR ADDRESS 


INTERRUPT SOURCE 


PFW 


002BH 


Power Fail Warning 


IEO 


0003H 


External Interrupt 


TFO 


OOOBH 


Timer Interrupt 


IE1 


001 3H 


External Interrupt 1 


TF1 


001 BH 


Timer Interrupt 1 


RI+TI 


0023H 


Serial I/O Interrupt 



If the criteria during IA2 are not met, then the interrupt quest latches will again be polled on the following ma- 
acknowledge sequence is aborted and the interrupt re- chine cycle (which would have been IA3). 

INTERRUPT ACKNOWLEDGE SEQUENCE Figure 11-4 



IA1 


IA2 




IA3 IA4 












/\ 












S/ 




V 








INTERRUPT 
LATCHED 
(S5P2) 


POLLING 
CYCLE 




LONG CALL TO 
VECTOR ADDRESS 




INTERRUPT 
SERVICE 
ROUTINE 



INTERRUPT 
GOES 
ACTIVE 



The first criteria for the continuation of an interrupt ac- 
knowledge cycle is designed to maintain the priority 
relationship between interrupts and their priority level 
assignment. As a result, pending interrupt sources can- 
not be acknowledged during the execution of service 
routines of interrupts which are of equal or higher prior- 
ity. Interrupt acknowledges are not allowed during an 
RETI instruction or during instructions which access IP 



or IE in order to insure that at least one more instruction 
will be executed before an interrupt is serviced. 

The interrupt request flags are sampled and latched 
during every machine cycle regardless of the other in- 
terrupt activity on the device. Each time an attempt ac- 
knowledge takes place during IA2, it is based on the 
latched value of the flags during the previous machine 
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cycle. If the Interrupt acknowledge does not take place 
tor one of the reasons cited above, the request flag will 
become subsequently inactive and the interrupt will 
have been lost and will not be serviced. 

When an interrupt request is acknowledged, a long call 
is executed to the interrupt vector location and the 
2-byte return address is pushed onto the stack. In addi- 
tion, an internal flag is set which indicates to the hard- 
ware the interrupt source that is being serviced. Execu- 
tion then proceeds from the interrupt vector location. At 
the conclusion of the interrupt service routine, an RETI 
instruction should be performed to return control to the 
main program. The RETI performs the same action as a 
RET instruction in terms of its operation on the stack and 
the Program Counter. In other words, two bytes of return 
address are popped off the stack and loaded into the 
Program Counter. However, the RETI performs the 



additional operation of clearing the interrupt-in-service 
flag to inform the hardware that a service routine is no 
longer in progress. Therefore, an RETI should always 
be used to terminate an interrupt service routine. Failure 
to do so would indicate that the interrupt was still being 
serviced. 

Higher priority interrupts, which are enabled, can inter- 
rupt lower priority interrupts. According to this rule, a 
higher priority interrupt could become pending just prior 
to machine cycle IA3 during an interrupt acknowledge of 
a lower priority interrupt. This would cause the hardware 
to vector to the higher priority service routine during the 
two machine cycles just after the long call to the lower 
priority interrupt so that no instruction within the lower 
priority interrupt service routine would have been 
executed. 
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SECTION 12: PARALLEL I/O 
OVERVIEW 

The Soft Microcontroller provides four 8-bit ports for 
general purpose I/O functions. They are called P0-P3. 
Each port pin is bit addressable, and each 8-bit port can 
be accessed as a whole byte. The ports are accessed 
using four Special Function Registers that control the 
respective port latch. All 32 port pins are bi-directional. 
Each bit has an associated latch (accessed via SFR), 
input buffer circuit, and output driver circuit. Ports 0, 2, 
and 3 also have alternate functions that can be used in 
place of general I/O. 

Ports and 2 can serve as a multiplexed Expanded 
Memory bus for applications needing memory mapped 



PIN 


NAME 


P3.7 


RD 


P3.6 


WR 


P3.5 


T1 


P3.4 


TO 


P3.3 


INT1 


P3.2 


INTO 


P3.1 


TXD 


P3.0 


RXD 



I/O. This is discussed in thesection on memory maps. In 
the DS5001 series devices, the Ports and 2 can also 
serve as a slave interface to a host microprocessor. This 
function is discussed below. Port 3 pins each have indi- 
vidual, optional functions. The alternate Port 3 functions 
are shown below. It is unnecessary to take special 
action to convert these pins. Enabling the function will 
automatically convert the I/O pin into a special function. 
For example, enabling the serial port will automatically 
convert P3.0 and P3.1 into the RXD and TXD function. 
Also note that the special functions are independent. 
Enabling selected pins to perform their alternate job 
leaves the other as bit addressable I/O pins. 



FUNCTION 

Expanded Data Memory Read Strobe 
Expanded Data Memory Write Strobe 
Timer/Counter 1 Input 
Timer/Counter Input 
External Interrupt 1 Input 
External Interrupt Input 
Serial Port Transmit Data 
Serial Port Receive Data 



In order to use the alternate function for these Port 3 bits, 
the associated latch bit in the Port 3 Special Function 
must be set to a 1 . Otherwise, the pin will be forced to a 
condition. Port 1 has no alternate function for use in the 
system application; it is always available for parallel I/O 
functions. 



All of the SFR latches for the parallel port pins are written 
with 1 's during a hardware reset. Figure 12-1 illustrates 
functional circuit diagrams for bits within each of the four 
I/O ports. 



PORT FUNCTIONAL CIRCUrTRY Figure 12-1 
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PORT 1 FUNCTIONAL CIRCUITRY 
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PORT 2 FUNCTIONAL CIRCUITRY 
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PORT 3 FUNCTIONAL CIRCUITRY 



RXD.TXD 
WR. RD 
INPUTS 



INTERNAL 
DATA BUS 



SERIAL I/O AND EXTERNAL 
MEMORY CONTROL 



VCC 



DELAY 
-2Tdk 




D Q 



> 



WRITE 
ENABLE 



■O 5 



READ 
ENABLE 



SERIAL TIMER AND 
INTERRUPT INPUTS 



READ 
LATCH/PIN 



OUTPUT FUNCTIONS 

Slightly different output buffer structures are implement- 
ed for the four parallel I/O ports. When the pins are used 
strictly for parallel I/O, ports 1 , 2, and 3 have internal 
weak pull-up devices. Port 0, on the other hand, has a 
totem-pole output structure. When used as outputs, all 
port pi ns will d rive the state to which the associated S FR 
latch bit has been set except for Port which will only 
drive low. Port requires a pull-up to drive high. 

When an instruction is executed that writes a new value 
to the SFR latch for a parallel I/O port, the write actually 
occurs at S6P2 of the final machine cycle of the instruc- 
tion. There is an additional delay in that the output buff- 
ers only sample the state of the latch's output during 
Phase 1 of any given clock period. As a result, the new 
value which is written to the latch will appear on the pin 
at S1 P1 of the machine cycle following the final cycle of 
the instruction which performs the write to the port latch. 
See the section on CPU timing for clock details. 

Port 1 , 2, and 3 activate additional high-current pull-up 
devices when a write operation to the port necessitates 
a 0- tc-1 transition on the I/O pin in order to speed up the 
transition time. The structure of these devices is illus- 
trated in Figure 1 2-2. The pull-up structure is comprised 



VCC 

lT 



VCC 

J 



1 



<3 



PORT 
3.n 



POWER 
DOWN 



of three pFET devices which are turned on when a logic 
is applied to their gates and turned off when a 1 is ap- 
plied. An n-channel device is used to drive a on the pin 
and is turned on and off in the inverse sense of the pFET. 
When a 1 is applied, the n-channel FET is turned on and 
it is turned off when a is applied. 

Following a 0-to-1 change in the state of the latch bit, 
transistor P1 will be turned on for two oscillator periods. 
This extra pull-up device can source about 1 m A (1 00 
times more current than the normal P3 device). While 
P1 is turned on, it will in turn activate P3. The gate and 
P3 form a latch when P 1 is tu rned off so that the state will 
be maintained on the pin. 

P2 is a very weak pull-up device (about 1/10 the 
strength of P3) whose sole purpose is to restore a 1 to 
the pin should a negative glitch cause a 1 to be lost by 
forcing the latch to a state. 

When an access on the Expanded bus takes place, the 
pins of Port and Port 2 are driven with address/data 
information. Port 2 outputs the most significant eight bits 
of address while Port is time-multiplexed with the least 
signif icant eight bits of address and data. When 1 's are 
output on Port 2 for address bits during these cycles, 
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strong current drivers are employed. The information in 
the Port 2 SFR latch is unchanged during these cycles. 
Port also employs strong output drivers for 1 's during 



these cycles. However, a value of OFFH will be written to 
the Port SFR latch, destroying any previous informa- 
tion which was written into it. 



PARALLEL PORT OUTPUT BUFFERS (PORTS 1, 2, AND 3) Figure 12-2 

vcc 



DELAY 
. 2Tdk 




INPUT FUNCTION 

Any port pin can be used as a general purpose input by 
simply writing a logic 1 into the associated SFR latch. 
Ports 1 , 2, and 3 have weak pull-ups, so they will go to a 
logic 1 state. However, the pull-up is sufficiently weak 
that an external circuit can easily overdrive it with a logic 

0. Thus an output of 1 and an input are the same state. 
After setting the latch to a 1 , the port can be read. If an 
external circuit drives high, reading the port will show a 

1 . If the external circuit drives low, the internal pull-up 
will be overcome and the pin will be low. Thus the read 
operation will see a logic 0. Port is different in that it has 
no pull-up. Thus writing a 1 into the Port latch causes 
the pin to tri-state. An external pull-up should be used. 
In the input state, the external circuit would overdrive the 
external pull-up on Port 0. 

It can be seen in Rgure 1 2-1 that there are actually two 
ways to read a port pin. The CPU can read the latch or 



the pin. These need not have identical values. A normal 
read instruction will read the state of the pin. It will nei- 
ther read, nor modify the state of the latch. For example, 
if software writes the latch of Port 1 with an FFh, the port 
will output all high values, and also be configured as an 
input. If an external circuit pulls down the lower four bits, 
a read instruction would see FOh. The latch would still 
contain FFh. If the external circuit were to release the 
four lower bits, the port would return to the value of FFh. 

There are a selected number of instructions that actually 
read the latch instead of the pin. These are called Read- 
Modify-Write instructions. These instructions read the 
state of the latch, possibly modify it, then write the result 
back to the latch. The Read-Modify-Write instructions 
are listed below. 



READ-MODIFY-WRITE INSTRUCTIONS 

MNEMONIC 

ANL 



XRL 



DESCRIPTION 



Logical AND 
Logical OR 



ical Exclusive OR 
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JBC 

CPL 

INC 

DEC 

DJNZ 

MOV PX.n.C 
CLR PX.n 
SETB PX.n 



Branch if Bit Set and Clear (bit) 

Complement Bit 

Increment 

Decrement 

Decrement and Branch if not Zero 
Move Carry Bit to bit n of Port X 
Clear bit n in Port X 
Set bit n in Port X 



Read-Modify-Write instructions input the state of the latch rather than the pin so that the operation takes place on the 
value which was originally written to the latch by the software. 



REPROGRAMMABLE PERIPHERAL 
CONTROLLER (RPC) 

The Reprogrammable Peripheral Controller (RPC) 
mode of the DS5001 series emulates the 8042 slave 
hardware interface commonly used in IBM-compatible 
PCs for control of peripherals such as a keyboard or a 
mouse device. In addition to a direct interface to the PC 
backplane bus, the DS5001 brings the advantages of up 
to 128K of reprogrammable, nonvolatile program and 
data memory to intelligent peripheral control. The non- 
volatile data memory accessed by the DS5001 can be 
used for system configuration, hard disk setup parame- 
ters, or even maintenance records. System peripheral 
developers now have the benefit of programming in the 
standard 8051 instruction set with its more powerful fea- 
tures and wider development support. 

In operating as a slave controller, the DS5001 provides 
communication with a host processor via three resource 



registers: Data Bus Buffer In (DBBIN), Data Bus Buffer 
Out (DBBOUT), and Status (STATUS). The host may 
read data or status and write data or commands. The 
STATUS register provides information about DBBIN, 
DBBOUT, and user-defined flags. Both DBBIN and 
DBBOUT share special function register address 80H 
with Port 0. The context will determine which register is 
used. The STATUS register is at SFR location ODAH. 

To enable the RPC mode, the RPCON bit in the RPCTL 
register (describe below) must be set to a 1 . At this time, 
Ports and 2 are reconfigured to emulate the 8042 
hardware interface as shown in Figure 1 2—3. Port 
becomes an 8-bit data bus that can connect directly to a 
PC data bus. Port 2 provides the control and address 
information for the data bus. Both ports are true bidirec- 
tional I/O devices in this mode. Normal operation of 
these ports is suspended when RPC mode is enabled. 
The modified port functions are described as follows: 



Port 0: DO-7 This is the 8-bit data bus of the RPC. As a bidirectional I/O bus, it can interface directly to a PC or 
other host. 

Port 2.0: AO Address input used to determine whether the data bus word is data or command/status. 

Port 2.1 : CE If a multiple RPC mode environment is required, this input can be used to select an individual 
DS5001 on a common bus. 

Port 2.2: RD Input that allows the host to read data or status from the DBBOUT or STATUS. 

Port 2.3: WR Input that allows the host to write data or commands to DBBIN. 

Port 2.4: OBF Output flag that indicates to a host that the output buffer is full and should be read. 

Port 2.5: IBF Output that indicates to a host that the input buffer is empty. 

Port 2.6: DRQ Output that indicates to a host that a DMA is required. 

Port 2.7: DACK Input that indicates to the DS5001 that the host has granted a DMA. 
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USE OF THE RPC MODE Figure 12-3 
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USE OF THE RPC MODE Figure 12^ 
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RPC INTERRUPTS 

RPC mode provides an additional interrupt to the stan- 
dard DS5000 set. An Input Buffer Full Interrupt (IBF) will 
be performed (if enabled) when data is written to the 
DBBIN from a host. When enabled, this interrupt 
replaces the Timer 1 interrupt (vector location 1BH). 



Regardless of whether this interrupt is enabled, future 
writes are locked out until the DBBIN is ready by the 
DS5001 . The DS5001 provides two outputs to interrupt 
the host system as needed. These are Output Buffer 
Full (OBF) and Input Buffer Empty (IBF). 
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RPC STATUS REGISTER - STATUS (ADDRESS ODAH) Figure 12-5 
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Bit Description: 
RPS.7-4: 

Initialization: 
Read Access: 
Write Access: 
RPS.3: 

Initialization: 
Read Access: 
Write Access: 

RPS.2: 

Initialization: 
Read Access: 
Write Access: 
RPS.1 : 

Initialization: 
Read Access: 
Write Access: 

RPS.O: 

Initialization: 
Read Access: 
Write Access: 



General purpose status bits that can be written by the DS5001 and can be 
read by the external host. 

Cleared when RPCON=0. 

Can be read by the DS5001 and host CPU when RPC mode is invoked. 

Can be written by the DS5001 when RPC mode is invoked. 

IAO 

Stores the value of the external system AO for the last DBBIN Write when 
a valid write occurs (as determined by the IBF flag). 

Cleared when RPC=0. 

Can be read by the DS5001 and host CPU when in RPC mode. 

Automatically written when a valid DBBIN Write occurs. Cannot be written 
otherwise. 

FO 

General purpose flag written by the DS5001 and read by the external host. 
Cleared when RPC=0. 

Can be read by the DS5001 and host CPU when in RPC mode. 

Can be written by the DS5001 when in RPC mode. 

IBF 

Input Buffer Full Flag is set following a write by the external host, and is 
cleared following a read of the DBBIN by the DS5001 . 

Cleared when RPC=0. 

Can be read by the DS5001 and host CPU when in RPC mode. 

Written automatically as part of the RPC communication. Cannot be set by 
the application software. 

OBF 

Output Buffer Full Flag is set following a write of the DBBOUT by the 
DS5001 , and is cleared following a read of the DBBOUT by the external 
host. 

Cleared when RPC=0. 

Can be read by the DS5001 and host CPU when in RPC mode. 

Written automatically as part of the RPC communication. Cannot be set by 
the application software. 
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RPC PROTOCOL 

Data is written to the DS5001 by the host CPU and is 
placed in the DBBIN. At this time, the IBF flag is set in 
the RPC Status Register. If enabled by the IBI bit in the 
RPCTL register, an IBI interrupt will occur. No further 
updates of the DBBIN will be allowed until the buffer is 
read by the DS5001 . Once read, the IBF flag will be 
cleared. When the DBBOUT is written to by the 
DS5001 , the OBF is set in the RPC Status Register 
(STATUS). No future writes are allowed until the 
DBBOUT is read by the external host. The OBF is 
cleared when such a read takes place. 

The RPC mode provides a simple interface to a host 
processor. In general, four control bits specify the 
operation to be performed. This works as shown in Fig- 
ure 12-3. 

These conditions provide the basis of a complete slave 
interface. The protocol for such communications might 
operate as follows: 

1 . Host processor reads STATUS. 

2. If DBBIN is empty (IBF=0), host writes a data or com- 
mand word to DBBIN. 

3. If DBBOUT is full (OBF=1 ), host reads a word from 
DBBOUT. 

4. RPC detects IBF flag via interrupt or polling. Input 
data or command word is processed. 

5. RPC recognizes OBF=0, and writes a new word to 
DBBOUT. 



Timing diagrams in RPC AC electrical specifications 
illustrate the operation of the RPC mode bus transfers. 
A DBBOUT read places the contents of DBBOUT on the 
data bus and clears OBF. A STATUS register read 
places the contents of the STATUS register on the data 
bus. A write to DBBIN causes the contents of the data 
bus to be transferred to the DBBIN, and the IBF flag 
(STATUS) is set. A command write operates in the 
same way. The DS5001 can determine whether the 
write was data or command by examining the IAO bit in 
the STATUS register. This bit will be equal to the AO 
input of the most recent valid host write operation. 

DMA OPERATION 

If DMA transfers are required, the DS5001 RPC mode 
can support them. DMA transfers are initiated by setting 
the DMA bit in the RPCTL register. The DRQ output is 
de-asserted at this time. DRQ can be asserted by writ- 
ing a 1 to the DRQ line (P2.6) fr om softw are. The host 
CPU must respond by pulling the DACK input low. Data 
can then be transferred according to the user's required 
protocol. DMA mode can be cancelled by clearing the 
DMA bit, by a DS5001 reset, or by clearing the RPCON 
bit of the RPCTL control register to leave the RPC 
mode. 
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RPC CONTROL REGISTER - RPCTL (ADDRESS 0D8H) Figure 12-6 
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DMA 
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Bit Description: 
RPCTL.3: 



Initialization: 
Read Access: 
Write Access: 
RPCTL.2: 

Initialization: 
Read Access: 
Write Access: 
RPCTL.1: 

Initialization: 
Read Access: 
Write Access: 



IBI 

When using the RPC mode, an interrupt may be required for the Input Buffer 
Flag. This interrupt is enabled by setting the Input Buffer Interrupt (IBI) bit. 
At this time, the timer 1 interrupt is disabled, and this RPC mode interrupt 
is used in its place (vector location 1 BH). This bit can be set only when the 
RPCON bit is set. 

Cleared on all resets, and when the RPCON bit is cleared. 
Can be read at any time. 

Can be written when RPC mode is enabled (RPCON=1). 
DMA 

This bit is set to enable DMA transfers when RPC mode is invoked. It can 
only be set when RPCON=1 . 

Cleared on all resets, and when the RPC is cleared. 
Can be read at any time. 

Can be written when RPC mode is enabled (RPCON=1). 
RPCON 

Enable the 8042 I/O protocol. When set, Port becomes the data bus, and 
Port 2 becomes the control signals as shown in Figure 1 2-3. 

Cleared on all resets. 
Can be read at any time. 
Can be written at any time. 
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SECTION 13: PROGRAMMABLE TIMERS 

FUNCTIONAL DESCRIPTION 

The Soft Micro incorporates two 16-bit timers called 
Timer and Timer 1 . Both can be used to generate pre- 
cise time intervals, measure external pulse widths, or 
count the number of externally applied pulses. 

Each programmable timer operates either as a "timer" 
in which time interval interrupts may be generated or as 
a "counter", in which the timer register is incremented 
when transitions are detected on an external input pin. 

When a programmable timer is operating as a "timer", 
the least-significant timer register is incremented once 
every machine cycle or at 1/12 the frequency of the 
clock oscillator. When a 1 2 MHz crystal is used, the reg- 
ister will be incremented once every 1 us. 

When "counter" operation is selected, the least-signifi- 
cant timer register is incremented each time that a 
1 -to-0 transition is detected on the corresponding input 
pin that may be assigned for the timer (TO for Timer 0, T1 
for Timer 1 ). These pins are the optional function of P3.4 
and P3.5 respectively. The timing of the "counter" mode 
is internally synchronized to the machine cycles. During 
S5P2 of every machine cycle, the external input pin is 
sampled. A 1-to-0 transition is defined as a 1 detected 
during a machine cycle followed by a detected in the 
S5P2 dock phase of the next machine cycle. The new 
count value in the timer register will be present during 



clock phase S3P1 of the next successive (or third) ma- 
chine cycle. See the section on timing for details. 

The TMOD and TCON Special Function registers are 
used to control the initialization of the two program- 
mable timers. A summary of the bits contained in TMOD 
is shown in Figure 13-1. The relevant TCON register 
bits are depicted in Figure 13-2. Each Timer has four 
control bits associated with it including C/T, GATE, M1 , 
and MO. C/T=1 selects counter operation and C/T=0 se- 
lects timer operation. 

A separate GATE bit in the TMOD register is provided 
for each timer. These bits enable an associated external 
interrupt input pin as a gating control for the timer or 
counter function. The P3.2 (INTO) pin operates in con- 
junction with Timer while the P3.3 (INT1) pin operates 
with Timer 1 . When the Timer Run bit (TRn) and GATE 
are both set to a 1 , the timer or counter function will be 
enabled only during the times that the associated inter- 
rupt input pin is at a 1 level. When the Timer function is 
selected, the GATE bit provides a means of measuring 
the widths of logic 1 pulses applied to the interrupt pin in 
units of machine cycles. When the counter function is 
selected, the pulse is measured in units of 1 -to-0 transi- 
tions detected on the external counter input pin. 

Both of the programmable timers have M1 ,M0 control 
bits in the TMOD register which are used to select one of 
the four operating modes described below. 



TMOD REGISTER CONTROL BIT SUMMARY Figure 13-1 
Bit Description 



TMOD.7 (Timer 1); 
TMOD.3 (Timer 0): 

"Gate Control": 



Initialization: 

TMOD.6 (Timer 1); 
TMOD.2 (Timer 0): 

"Counter/Timer Select": 



GATE 

When set to 1 with TRns=1 , timer/counter's input count pulses will only be 
delivered while a 1 is present on the INT pin. When cleared to 0, counter 
pulses will always be received by the timer/counter as long as TRn=1 . 

Cleared to on any reset. 



C/T 

When set to a 1 , the counter function is selected for the associated program- 
mable timer; when cleared to 0, the timer function is selected. 



Initialization: 



Cleared to on any reset. 
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TMOD.5, TMOD.4: 

"Mode Select" 



Timer 1 Mode Control 

These bit select the operating mode of the associated timer/counter as fol- 
lows: 



M1 



1 
1 



MO 



1 



1 



Initialization: 

TMOD.1.TMOD.0: 

"Mode Select" 



Mode 0: Eight bits with 5-bit prescale 
Mode 1:16 bits with no prescale 
Mode 2: Eight bits with auto-reload 
Mode 3: Timer - Two 8-bit timers 
Timer 1- Stopped 



Cleared to on any 
Timer Mode Control 

These bit select the operating mode of the associated timer/counter as fol- 
lows: 

M1 MO 



1 

1 
1 1 



Mode 0: Eight bits with 5-bit prescale 
Mode 1:16 bits with no prescale 
Mode 2: Eight bits with auto-reload 
Mode 3: Timer - Two 8-bit timers 
Timer 1 -i 



Initialization: Cleared to on any reset. 

TCON REGISTER CONTROL/STATUS Bn"S Figure 13-2 

TF1 



TCON.7: 

Timer 1 Overflow Flag": 

Initialization: 
TCON.6: 

"Timer 1 Run Control": 

Initialization: 
TCON.5: 

"Timer Overflow": 

Initialization: 
TCON.4: 

Timer Run Control": 



Status bit set to 1 when Timer 1 overflows from a previous count value of all 
1 's. Cleared to when CPU vectors to Timer 1 Interrupt service routine. 

Cleared to on any type of reset. 
TR1 

When set to a 1 by software, Timer 1 operation will be enabled. Timer 1 is 
disabled when cleared to 0. 

Cleared to on any type of reset. 
TFO 

Status bit set to 1 when Timer overflows from a previous count value of all 



Timer interrupt service routine. 



1 "s. Cleared to when CPU vectoi 
Cleared to on ay type of reset. 
TRO 

When set to a 1 by a software, Timer operation is enabled. Timer is dis- 
abled when cleared to 0. 



Cleared to on any type of 
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Figure 13-3 is a block diagram of a timer/counter oper- 
ating in Mode 0. Mode configures either program- 
mable timer for operation as a 1 3-bit timer/counter. For 
Timer 0, selection of Mode configures bit 4 - of TLO 
as bits 4-0 respectively of the 1 3-bit timer/counter reg- 
ister. In addition, bits 7-0 of THO are configured as bits 
12-5 respectively of the 13-bit timer/counter register. 
Bits 7 - 5 of TLO are indeterminate and should be ig- 
nored when read. All of the timer/counter bits are 
cleared to by a hardware reset. When the TRO bit is set 
with either GATE=0 orlNT0=1 , the 1 3-bit register will be 
incremented as each count is received. The previous 



value of the 1 3-bit register is unchanged when the TRO 
bit is set to a 1 from a previous condition. 

When the 13-bit timer/counter reaches a value of 
1 FFFH (all 1 's) the next count received will cause the 
value to roll over to 0000 and the TF0 flag will be set. Ad- 
ditionally, an interrupt will be generated if it had been en- 
abled. 

Mode operation for Timer 1 is functionally identical to 
that described for Timer 0. TH1 and TL1 are used to 
form the 13-bit register as just described for Timer 0. 
Likewise, TR1 , TF1 , and INT1 perform the functions de- 
scribed for TRO, TF0, and INTO. 



TIMER/COUNTER MODE AND 1 OPERATION Figure 13-3 



TFO 



INTERRUPT 
1 



THO 



IF MODE 

1 IF MODE 1 



TLO 



INVALID WHEN READ IN MODE 



TO PIN 







DIVIDE 
BY 12 





osc. 







1 iFcyr-1 

OIFGT-0 







TRO 



;=D- 







GATE 


[ 



INTO PIN 



NOTE: FOR TIMER 1 OPERATION 

TFO -» TF1 
THO - TH1 
TLO -» TL1 
TO -> T1 
TRO -« JR1_ 
-» INT1 



061093 108/175 



108 



USER'S GUIDE 



Mode 1 

Mode 1 for both programmable timers operates in an 
identical fashion described for Mode 0, except Mode 1 
configures a 1 6-bit timer/counter register. In this case, 
for Timer 0, THO contains the most significant eight bits 
of the count value while TLO holds the least significant 
eight bits. Timer 1 usesTH1,TL1 in an identical fashion 
in Mode 1 . Figure 13-3 is also a diagram depicting op- 
eration in Mode 1 for the timer/counters. 

Mode 2 

The selection of Mode 2 configures an 8-bit timer/count- 
er with automatic reload of a value preset by software. 



Figure 13-4 illustrates a functional block diagram of this 
operational mode. When Timer is used in Mode 2, TLO 
is incremented as each count is received. When the val- 
ue of OFFH (all 1 's) is reached, TFO will be set on the 
next count and the reload value held in THO will be trans- 
ferred into TLO. THO remains unchanged until it is modi- 
fied by the application software. 

Timer 1 operates in an identical fashion when it is set for 
operation in Mode 2. 



TIMER/COUNTER MODE 2 OPERATION Figure 13-4 
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Mode 3 

When Timer is selected for operation in Mode 3, both 
THO and TLO are configured independently as an 8-bit 
timer/counter and as an 8-bit timer. Figure 13-5 illus- 
trates the function of Timer for Mode 3 operation. 

For Timer in Mode 3, TLO becomes an 8-bit timer/ 
counter which is controlled by the Timer control bits 
(TRO and TFO) in theTMOD and TCON registers. TLO's 
count input may be assigned to either the 1 2 tcLK signal 
or to the external TO pin via C/T for Timer 0. In addition, 
the count input may be gated as a function of the INTO 
pin using Timer 0's GATE bit in TMOD. 

THO becomes an 8-bit timer when Mode 3 is selected for 
Timer . THO's input can only be the 1 2 tci_K signal. TR1 



and TF1 are assigned for use with THO as is the interrupt 
for Timer 1 , which will be generated when THO over- 
flows from all Vs. 

When Timer 1 is selected for operation in Mode 3, it 
stops counting and holds its current value. This action is 
the same as setting TR1 =0. When Timer is selected in 
Mode 3, Timer 1 's control bits are stolen as described 
above. As a result, Timer 1 's functions are limited in this 
MODE. It is forced to operate as a timer whose clock in- 
put is 1 2 tcLK and ft cannot generate an interrupt on 
overflow. In addition, it also cannot be used with the 
GATE function. However, it can be started and stopped 
by switching it into or out of Mode 3 or ft can be assigned 
as a baud rate generator for the serial port. 



TIMER MODE 3 OPERATION Figure 13-5 
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SECTION 14: SERIAL I/O 

FUNCTION DESCRIPTION 

The Soft Microcontroller, like the 8051 , includes a pow- 
erful Serial I/O (UART) port capable of both synchro- 
nous and asynchronous communication. It is fully pro- 
grammable for baud rate and time-base source. The 
serial port is constructed using P3.0 as Receive Data 
(RXD) and P3.1 Transmit Data (TXD). Note that no spe- 
cial action other than enabling the function is required to 
make these pins become the serial port. The Serial I/O 
port is capable of full duplex operation in asynchronous 
mode and half-duplex operation in synchronous mode. 

The Serial Port consists of a receive shift register, 
receive buffer, transmit shift register and control logic. 
An incoming serial word from an external source is 
shifted into the receive shift register one bit at a time. 
Bits are shifted at the baud rate, which is programmable. 
The baud rate must be programmed by user's software 
to match the incoming frequency or the serial data will 
be unintelligible. Once the word is received, the UART 
transfers ft into the receive buffer. At this time, the UART 
can receive another byte into its shift register. Once a 
word is received, the software should read the receive 
buffer before another word is completely received. The 
UART will automatically transfer the new word into the 
receive buffer regardless of whether software has read 
the old value. This destroys the data that had been pres- 
ent from the previous word. At 9600 baud, receiving an 



asynchronous word takes 1 .04 ms. Thus software must 
read a received word within 1 .04 ms or it may be over- 
written by another incoming word. 

The transmit shift register has no buffer. Software writes 
into the shift register and the word is immediately shifted 
out. Thus software must waft until the serial word is 
shifted out before writing another to transmit. Both the 
receive buffer and the transmit shift register are located 
in the SFR map. Furthermore, they reside at the same 
address called SBUF (99h). Reading SBUF automati- 
cally transfers the word out of the serial receive buffer. 
Writing to SBUF automatically transfers a byte into the 
transmit shift register. Serial Port operation is controlled 
via the SCON (98h) register. 

Each UART function (receive and transmit) is capable of 
generating an interrupt. If enabled, the receive function 
interrupts the CPU when a word has been shifted in. 
This indicates that software should read the receive 
buffer. The UART will set the Rl flag bit in the SCON.O 
location to indicate the source of the interrupt. The 
UART will also generate an interrupt when it has com- 
pletely shifted out a word. This indicates that another 
word can be transmitted. The UART will set the Tl flag 
bit at SCON.1 to indicate the source of the interrupt. 
Remember that the Serial Interrupt vectors to location 
23h regardless of the source. The ISR must determine 
the cause of the interrupt from the flags mentioned 
above. 



SERIAL I/O OPERATING MODES Table 14-1 
MODE SYNC/ASYNC BAUD CLOCK 



MODE0 
MODE 1 

MODE 2 

MODE 3 



SYNC 
ASYNC 

ASYNC 

ASYNC 



12tc LK 
Timer 1 
Overflow 

32 tcLK or 
64tcLK 

Timer 1 
Overflow 



The Soft Microcontroller UART has four modes (Mode 
0-3) of operation as shown in Table 1 4-1 . Mode 0, is a 
synchronous mode. This means that the microcontroller 
UART will supply a clock to synchronize the data I/O 
shifting. One clock pulse is generated per bit. The exter- 
nal device that is communicating with the micro must 
also use this clock. This mode is typically used with 
serial peripherals. Synchronous mode is generally 
capable of a higher speed communication speeds than 



DATA BITS 

8 
8 

9 

9 



START/STOP 9TH DATA BIT 
FUNCTION 

None 

None 



None 
1 Start 
1 Stop 
1 Start 
1 Stop 
1 Start 
1 



0, 1 , or parity 
0, 1, or parity 



the asynchronous modes. It generates its speed as a 
fixed function of 1 2 microcontroller oscillator clocks per 
bit. 

Mode 1 is a 10-bit asynchronous mode using 8-bit 
words, one start bit, and one stop bit. The time base is 
generated from the Timer 1 overflow and is therefore 
fully programmable. A user simply loads thetimer with a 
value that generates the required time interval at its 
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overflow. This is the most common mode of communi- 
cating with a PC COM port or similar device. When talk- 
ing to a PC in Mode 1 , the PC would be set to 8N1 or 8 
bits, no parity, 1 stop. Common baud rates are 2400, 
9600, and 1 9200 bps. The Soft Micro can communicate 
as fast as 57,600 bps in Mode 1 . 

Mode 2 is an 1 1 -bit asynchronous mode using 8 or 9-bit 
words and one stop bit. The time base offers a choice of 
twof ixed relationships of either 32 or 64 oscillator clocks 
per bit. It is not otherwise programmable in speed. The 
9th bit is selected manually. It can be set to a 1 , 0, or par- 
ity. Thus Mode 2 could appear to have two stop bits by 
selecting the 9th bit to be a logic 1 . 

Mode 3 is similar to Modes 1 and 2. Like Mode 2, it uses 
9-bit words instead of 8. Also like Mode 2, the 9th bit can 



SERIAL PORT CONTROL REGISTER Figure 14-1 
Bit Description: 



be either 0, 1 , or parity. Like Mode 1 , it uses the Timer 1 
mechanism to generate baud rates. This mode can be 
used with a PC COM port set for 8N2 (8 bits, no parity, 
two stop bits) by setting the 9th bit to a 1 . It can also sup- 
port 8E1 (8bits, even parity, one stop). Parity is done by 
transferring the parity bit (PSW.0) to the 9th bit of the 
UART (SCON.3). Since the Soft Micro CPU sets the 
parity bit to indicate an odd number of bits in the accu- 
mulator, a 9-bit serial word containing this parity bit 
would have even parity. 

The UART is controlled by the SCON register at SFR 
location 98h. These bits are described below in Figure 
1 4—1 . The Soft Micro UART begins transmission after 
software writes to the SBUF register. Data is always 
shifted out with the LSB first. Each mode is discussed in 
detail below following Figure 1 4-1 . 



SCON.7, SCON.6: 
"Mode Select": 



SMO 


SM1 


MODE 








ModeO 


u 


1 


Model 







Mode 2 


1 


1 


Mode 3 



SMO, SM1 

Used to select the operational mode of the serial I/O port as follows: 

BAUD CLOCK 
PERIOD 



12tcLK 

Timer 1 Overflow 

64tcLK°r32tcLK 
Timer 1 Overflow 



Initialization: 
SCON.5: 

■Multiple MCU Comm.": 



Initialization: 
SCON.4: 

"Receive Enable": 

Initialization: 

b 

SCON.3: 



FUNCTION WORD LENGTH 

Sync 8 bits 

Async 10 bits 

Async 11 bits 

Async 11 bits 

Cleared to a on any type of reset. 

SM2 

Used to enable the multiple microcontroller communications feature for 
Modes 2 and 3. When SM2=1 , Rl will be activated only when serial words 
are received which cause RB8 to be set to 1 . 

Cleared to a on any type of reset. 



REN 

When set to 1 , the receive shift register will be enabled. Disabled when 
cleared to 0. 

Cleared to a on any type of reset. 
TB8 

Can be set or cleared to define the state of the 9th data bit in Modes 2 and 3 of 
a serial data word. 

Cleared to a on any type of reset. 
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SC0N.2: 

"Rev. Bit 8": 



Initialization: 

SCON.1: 

"Xmit Interrupt": 

Initialization: 

SCON.O: 

"Receive Interrupt": 



Initialization: 



RB8 

Indicates the state of the 9th data bit received while in Mode 2 or 3 operation. 
If Mode 1 is selected with SM2=0, RB8 is the state of the stop bit which was 
received. RB8 is not used in Mode 0. 

Cleared to a on any type of reset. 



Tl 



Status bit used to signal that a word has been completely shifted out in Mode 
0; it is set at the end of the 8th data bit. Set when the stop bit is transmitted. 

Cleared to a on any type of reset. 
Rl 

Status bit used to signal that a serial data word has been received and 
loaded into the receive buffer register. In Mode 0, it is set at the end of the 8th 
bit time. It is set at the mid-bit time of the incoming stop bit in all other modes 
of a valid received word according to the state of SM2. 

Cleared to a on any type of reset. 



BAUD RATE GENERATION 

As shown in Table 1 4-1 , the baud rate clock source for 
the serial I/O is determined by the selection of the oper- 
ating mode. 

I n Modes and 2, the baud rate is divided down from the 
clock oscillator frequency by a fixed value. In Mode 0, 
the baud rate is 1 /1 2 of the clock oscillator frequency, or: 



which describes the baud rate frequency can be given 



Mode Baud Rate = 



1 



12t 



CLK 



In Mode 2, the baud rate is either 1/32 or 1/64 of the 
clock oscillator frequency. This selection is dependent 
on the state of the SMOD bit (PCON.7). If SMOD=0, the 
baud rate will be 1/64 the clock oscillator frequency. If 
SMOD=1 , the baud rate is 1/32 the clock oscillator fre- 
quency. This can also be given as: 

Mode 2 Baud Rate = V.. X t- 1 - 
64 CLK 

Note that 2 SMOD means two to the power of SMOD. 
2°=1, 2 1 =2 

The baud rates in Modes 1 and 3 are variable as they are 
generated as a function of the Timer 1 overflow signal 
and the value of the SMOD bit. A general equation 



oSMOD 

Mode 1, 3 Baud Rate = 



tr 



where, is the overflow period of Timer 1 . In this ap- 
plication Timer 1 can be configured in either the timer or 
the counter configuration. If the counter configuration is 
selected, then the baud rate frequency will be divided 
down from an external clock source applied to the P3.3 
(INT1) pin. As a general guideline, the GATE bit for Tim- 
er 1 should be if the counter function is selected in this 
situation so that a continuous clock source will be avail- 
able for the baud generator. 

In most applications, Timer 1 will be configured as a tim- 
er which uses the internal clock oscillator frequency as 
its clock source. The baud rate will then be divided down 
from the time base applied to the XTAL1 and XTAL2 
pins. In order to provide the most flexibility, Timer 1 
should be programmed to operate in Mode 2 which con- 
figures TL1 as an 8-bit timer which is automatically re- 
loaded with the value held in TH1 when its timeout 
condition is reached. This operational mode is selected 
by assigning the TMOD register control bits in the fol- 
lowing configuration: 
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DZ 


Dfi 


BS 


P4 


IB 


J22 


Dl 


DO 


GATE 


C/T 


M1 


MO 


GATE 


C/T 


Ml 










1 





X 


X 


X 


X 



In the configuration selected above, the baud rate for the serial port can be expressed as: 



Serial I/O Mode 1, 3 Baud Rate = > 



1 



32 



12t CLK (256 - (TH1)) 



Table 1 4-2 lists some commonly used baud rates which 
can be derived by using Timer 1 in the timer configura- 

TIMER 1 BAUD RATE GENERATION Table 14-2 



tion described above with a 1 1 .059 MHz crystal as the 
time base. 



BAUD RATE (BPS) 


1/t CL K(MHz) 


SMOD 
(SCON.7) 


TIMER 1 

C/T 


TIMER 
MODE 


TH1 


19200 


11.059 


1 





2 


0FDH 


9600 


11.059 








2 


0FDH 


4800 


11.059 








2 


0FAH 


2400 


11.059 








2 


0F4H 


1200 


11.059 








2 


0E8H 


300 


11.059 








2 


0A0H 



When Timer 1 is used in this manner its interrupt should 
be disabled since the timeout period is much faster than 
is reasonable for interrupt response and service by the 
application software. See the application note at the 
end of this section. 



SYNCHRONOUS OPERATION (MODE 0) 

Mode is the synchronous operating Mode of the 
Serial I/O Port. It is intended primarily for transferring 
data to external shift registers or for communication with 
serial peripheral devices. The word length is eight bits 
on both transmit and receive. Serial data is both input 
and output on the RXD pin. Both transmit and receive 
data are synchronized to a clock signal which is output 
on the TXD pin at the serial data rate fixed at 1 /1 2 of the 
frequency of the dock oscillator. A block diagram of the 
serial I/O port and timing waveforms for Mode is 
shown in Figure 14-2 as a reference for the following 
discussion. 

Serial data output is initiated following any instruction 
which causes data to be written to the Transmit Shift 
register located at the SBUF register address. At the 
time that data is written to the Transmit Shift register, a 1 
is simultaneously written to the 9th bit position of the 



register (D8). The internal WRSBUF signal is pulsed 
during S6P2 and data is shifted out LSB first beginning 
at S6P2 of the next machine cycle. The contents of the 
Transmit Shift register are shifted to the right one posi- 
tion during S6P2 of every machine cycle until D7 has 
been output. As each shift right operation is performed, 
a is shifted into the MSB position from the left. At the 
end of the D7 bit time, another shift is performed at S6P2 
which loads the output latch of RXD with the 1 which 
was originally written into bit position D8. During the final 
shift register operation, another is shifted in from the 
left so that the Transmit Shift register contains all 0's. 
Also at this time, the Transmit Interrupt flag (Tl) is set 
and a serial interrupt will be generated if enabled. 

During serial data transmission in Mode 0, SHCLK is ini- 
tially driven low onto the TXD pin at S3 of the machine 
cycle when DO is output. During the time that the data 
word is shifted out, SHCLK will be low during S3, S4, 
and S5 and high during S6, S1 , and S2 of every machine 
cycle. 

A serial data word will be shifted into the Receive Shift 
register as soon as the condition REN= 1 and R l=0 is sa- 
tisfied. This condition can only be initiated by a write to 
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the SCON register from the application software. At 
S6P2 of the second machine cycle following the write to 
SCON, the RXD pin will be sampled and the value (DO) 
will be shifted into the MSB position of the Receive Shift 
register. Seven more shifts will occur at S6P2 of subse- 
quent machine cycles until the entire 8-bit word has 
been shifted into the Receive Shift register. 

The SHCLK signal will be initially output low on the TXD 
pin starting at S3P1 of the same machine cycle in which 
DO was sampled. As in the case described above for 



transmit, SHCLK will be low during S3, S4, and S5 and 
high during S6, S1 , and S2 of every machine cycle. 

After the last data bit (D7) has been shifted in, the control 
logic will immediately load the Receive Data Buffer at 
the SBUF register address with the contents of the Re- 
ceive Shift register. At S1 P1 of the 10th machine cycle 
following the write to SCON which initiated reception, 
the Receive Interrupt flag will be set and a serial inter- 
rupt will be generated if it has been enabled. 
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MODE BLOCK DIAGRAM AND TIMING Figure 14-2 
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ASYNCHRONOUS OPERATION 

Mode 1 , 2, and 3 provide asynchronous, full-duplex 
communication via the Serial I/O Port. The serial data 
word is either 1 or 1 1 bits long, depending on the mode 
selected. All three modes include one start bit, eight 
data bits, and one stop bit. Modes 2 and 3 include an 
additional, programmable 9th data bit. TXD is used for 
serial data output, while RXD is used for serial data in- 
put. In all three modes, the serial data word is both trans- 
mitted and received LSB first. The baud rate generator 
clock pulse (BRG clock) isderived either from the Timer 
1 overflow output or divided directly from the clock oscil- 
lator frequency (of period tcLK)- Tne following descrip- 
tion applies to all three of the operational modes. Figure 
1 4-3 is a functional block diagram of the operation of the 
serial I/O port in Mode 1 including the timing waveforms 
which should be referred to in the discussion below. 

Asynchronous serial data output begins whenever a 
write operation from the application software occurs 
with the SBUF register location as the destination ad- 
dress. When the write operation occurs at the time indi- 
cated by the WRSBUF signal in the timing diagram, the 
contents of the 8-bit data bus will be loaded into bits 
D8-D1 of the Transmit Shift register. Simultaneously, a 
will be loaded into the DO bit position of the shift regis- 
ter and a 1 will be loaded into the Stop bit position. (D9 
for Mode 1 , D1 for Modes 2 or 3). 

During data transmission, the clocking frequency pro- 
vided by the output of Timer 1 is divided down by a factor 
of 16 by the hardware to establish the serial output bit 
rate. Following the write operation to the Transmit Shift 
register, the LSB will be shifted out to the output latch of 
the TXD pin at the next time the divide-by-16 counter 
rolls over to zero. This counter is not synchronized to the 
machine cycles associated with instruction execution. 
As a result, data transmission will commence anywhere 
from to 1 6 of the Baud Rate Generator clocks from the 
time that the Transmit Shift register is written. Succes- 
sive bits from the Transmit Shift register will be shifted 
into the output latch of the TXD pin each time the divide- 
by- 1 6 counter rolls over to zero. As each shift right op- 
eration is performed, a is shifted into the MSB position 
from the left. When the Stop bit is shifted into the latch, 
the shifting operation is complete and the Tl flag will be 
set. A serial interrupt will be generated if it has been en- 
abled. 

The Baud Rate Generator clock output is fed directly 
into the Bit Detector to perform serial data reception. 
Reception begins when a valid start bit o is detected 



on the RXD pin. The Bit Detector will determine when 
this has occurred as follows: On each BRG clock pulse, 
the RXD pin will be sampled for a 1-to-0 transition. 
When such a transition is recognized, the Big Detector 
will then reset its own internal divide-by-1 6 counter and 
sample the RXD pin on the 7th, 8th, and 9th BRG clock 
times f ollowing the transition . If a logic level is detected 
on two out of these three sample times, a valid start bit is 
assumed. Otherwise, the Bit Detector will reject the in- 
coming signal as a start bit and will repeat the process 
by searching for another 1-to-0 transition on RXD. 

If a valid start bit is detected, the RXD pin will be 
sampled in the middle of each successive bit time until 
the entire 1 0-bit or 1 1 -bit serial word has been received . 
Following the detection of a valid start bit, successive bit 
times begin each time that the Bit Detector's divide- 
by-16 counter rolls over to 0. During each bit time, the 
RXD pin is sampled on the 7th, 8th, and 9th BRG clock 
times. For the data bits, the logic level which is read at 
least two out of the three sample times by the Bit Detec- 
tor will be the one which is shifted into the Receive Shift 
register. Just after the logic level is detected during the 
1 0th bit time, the control logic will test to see if the follow- 
ing conditions are true: 

a) The previous sate of Rl was 0. 

b) SM2=0; or if SM2=1 , then if the 1 0th received bit=1 . 

If these conditions are met during the 1 0th bit time, then 
the control logic will not perform another shift, but will 
instead load the contents of the Receive Shift register 
into the Receive Data Buffer, load the logic state deter- 
mined at the Stop bit time into the RB8 status flag (if 
SM2=0), and set the Rl bit. A serial interrupt will then be 
generated if ft has been enabled via the IE register. If the 
above conditions are not satisfied during the stop bit 
time, then the received word is lost. 

The first condition is interpreted by the control logic to 
mean an "overrun" condition has been detected. This 
means that a serial data word has been received before 
the application software read the last received word 
from the Receive Data Buffer. Except for a hardware re- 
set, the condition Rl=1 resulting from a previously re- 
ceived word can only be cleared by a write from the ap- 
plication software. It is therefore intended to be cleared 
by the application software after the Receive Data Buff- 
er contents has been read from the SBUF register ad- 
dress. This signals the hardware that a properly re- 
ceived data word has been processed by the application 
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software. In an overrun condition with Rl=1 , the original- 
ly received word will remain in the Receive Data Buffer 
and all successively received data words will be lost. 

When SM2=1 , received data words will be selectively 
discarded in a manner depending on the asynchronous 
mode selected. 

The operational details which are unique to each of the 
asynchronous modes are summarized below. 

Model 

In Mode 1 , the asynchronous serial data word is ten bits 
long, including one start bit, eight data bits, and one stop 
bit. The baud rate generation is derived from the Timer 1 
overflow output and is therefore programmable. Figure 
1 4-3 is a functional block diagram of the operation of the 
serial I/O port in Mode 1 operation including the timing 
waveform. 

In Mode 1 operation, the SM2 bit may be used to discard 
a received serial data word in which a "framing error" is 
detected, i.e., when a valid stop bit has not been de- 
tected. When SM2=1 . the incoming serial data word will 
be ignored unless the received Stop bit=1 . If SM2=0, 
then the value of the received Stop bit will be loaded into 
the RB8 status flag so that it may be processed by the 
application software. 

Mode 2 and 3 

In Mode 2 and 3, the asynchronous serial data word is 
1 1 bits long, including one start bit, eight data bits, a pro- 
grammable 9th data bit, and one stop bit. For Mode 2, 
the Baud Rate Generator clock is programmable to ei- 
ther 1/32 or 1 /64 of the clock oscillator frequency (fcix). 
depending on the state of the SMOD bit (PCON.7) as 
follows: 



SMOD BRG CLOCK 



1 CLK 

32 

For Mode operation, the baud rate generator clock is the 
Timer 1 Overflow output as described for Mode 1 . 

Transmission and reception takes place for Modes 2 
and 3 as described except as noted below. 

When the Transmit Shift register is written in Mode 2, the 
register is simultaneously written with a in bit position 
DO for a Start bit and a 1 is written into D1 for a Stop bit. 
D9 is the programmable bit which is written with the 
state of TB8 (SCON. 3). TB8 can be written with the val- 
ue of 1 or by the application software. 

On receive, the eight data bits are shifted into the Re- 
ceive Shift register following the detection of a valid 
Start bit. After the Stop bit has been detected, the Re- 
ceive Data Buffer will be loaded with the contents of the 
Receive Shift register if Rl=0 and SM2=0. Also at this 
time, the programmable 9th data bit will be loaded into 
RB8 in the SCON register. If Rl=1 after the time the Stop 
bit is sample, then the incoming word will be lost. 

The SM2 flag may be used in the implementation of a 
multiple processor communication scheme by selec- 
tively discarding incoming serial data words according 
to the state of the programmable 9th data bit. When 
SM2=1 , only those words in which this 9th bit is a 1 will 
be loaded into the Receive Data Buffer and cause a seri- 
al interrupt to be generated. Thus, the programmable 
9th bit can be used to flag an incoming data character as 
an address field as opposed to a data field for example. 
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SERIAL PORT MODE 1 BLOCK DIAGRAM Figure 14-3 
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MODE2 AND 3 BLOCK DIAGRAM Figure 14-4 
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APPLICATION: SERIAL PORT SETUP 

The Soft Microcontroller UART can provide either syn- 
chronous or asynchronous serial communication. This 
note demonstrates the UART setup including the rea- 
sons for and the software to perform particular setups. 
This example shows asynchronous communication 
with a PC COM port. 

A typical goal of Soft Micro to PC communication is to 
transfer stored data from the nonvolatile RAM. This 
example will show how to move 256 bytes from NVRAM 
to the PC via the serial port. Once the 256 bytes have 
been received by the PC, it will send confirmation. For 
this example, the confirmation code will be A5h. the Soft 
Micro will be assumed to run at 11 .0592 MHz, a common 
crystal choice. The purpose of this example is mainly to 
illustrate the Serial Port setup. The first decision is the 



communication rate. The most common choice is 9600 
bits per second. The Soft Micro and the PC are capable 
of communicating at up to 57,600 bps. This example will 
demonstrate both 9600 and 19,200 bps. A typical 
application has some form of error checking built into 
thedata, so no parity is required. This code will therefore 
run at 8N1 or 8 bits, no parity, 1 stop bit. This is a com- 
mon selection for PC terminal emulator software. Thus 
the setup summary is as follows: 



Communication type : 
Baud Rate : 
Bits per word : 
Stop bits : 



Asynchronous 
9600, 19200 
8 
1 



As shown in the following table, this most closely corre- 
sponds to Serial Mode 1 . 



SERIAL I/O OPERATING MODES 



MODE 


SYNC/ASYNC 


BAUD CLOCK 


DATA BITS 


START/STOP 


9TH DATA BIT 
FUNCTION 


MODE 


SYNC 


12tcLK 


8 


None 


None 


MODE 1 


ASYNC 


Timer 1 
Overflow 


8 


1 Start 
1 Stop 


None 


MODE 2 


ASYNC 


32tcu<°r 

64tcLK 


9 


1 Start 
1 Stop 


0, 1 , or parity 


MODE 3 


ASYNC 


Timer 1 


9 


1 Start 


0, 1 , or parity 






Overflow 




1 Stop 



The Serial Port is controlled by the SCON register. 
Serial Interrupts will also be used. These are controlled 
by IE and IP. The setup for each SFR is shown below. In 
addition, Mode 1 is associated with Timer 1, which is 
controlled by TCON and TMOD. 



Mode 1 is selected using the SCON register. The table 
from the SCON register shown below indicates that 
Mode 1 is selected by choosing the value SM0 = and 
SM1 = 1. 







SMO 


SM1 


MODE 


FUNCTION 


WORD LENGTH 


BAUD CLOCK 








ModeO 


Synchronous 


8 bits 


12tcLK 







Mode 1 


Asynchronous 


10 bits 


Timer 1 Overflow 


1 





Mode 2 


Asynchronous 


11 bits 


32 or 64 tc LKs 

• 


1 


1 


Mode 3 


Asynchronous 


11 bits 


Timer 1 Overflow 
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SMO = and SM1 = 1 corresponds to the value SCON.7 
= and SCON.6 = 1 . In addition the since the applica- 
tion requires receiving data, the serial receiver must be 



SCON - 98h 
SMO SM1 

1 



SM2 





REN 

1 



This application uses the serial interrupt. It serves two 
purposes. First, the software knows when byte has 
been sent, so it knows when another can be written. 
Second, after the 256 bytes have been transmitted, the 
PC will respond. It is not know when this will occur and 
the software may have other tasks to attend. Therefore 

IE-0A8h 

EA - - ES 

10 1 

To enable interrupts, the EA bit must be set. In addition, 
the setting the ES bit turns on the Serial Interrupt. Thus 
the value 1 001 0000b or 90h will enable serial interrupts. 
Note that although a timer will ultimately be used to gen- 



IP -0B8h 
RWT 





PS 

1 



The Serial Port Interrupt has been set to a high priority 
by setting the PS bit to a logic 1 . Thus the Serial Port is 
configured for high priority by writing a 00010000b or 
1 0h to the IP register at location 0B8h. 

The Serial Port is now configured. The only remaining 
task is to set the correct baud rate. The example stated 
above that the communication rate would beerther 9600 
or 1 9,200 baud. To generate baud rates in Serial Mode 
1 , the Timer 1 is used . The UART uses the Timer 1 over- 
flow, then divides this frequency by either 16 or 32 to 
generate the internal baud rate clock. Each time the 
Timer 1 value increments past OFFh is considered an 
overflow. Due to the formula used for generating baud 
rates shown below, the 11 .0592 MHz crystal assumed 
for this example generates good baud rate values. This 
is the most convenient and commonly used choice for 
generating baud rates. Other convenient values are 
7.3728 MHz and 1 .8432 MHz. 

To get 9600 bits per second, the baud rate generator 
must create an interval af 1 /9600 seconds = 1 .041 6 ms. 
To get 1 9,200 bits per second, the interval is 1/1 9200 = 
520.83 us. Note that the timers count up, so the value 



enabled. This is done by setting the REN bit at SCON.4 
to a logic 1 . The remaining bits in SCON can be written 
to 0. Thus the value for SCON is 0101 0000b or 50h. 



TBS 





RB8 Tl 





Rl 





the serial interrupt will inform the micro when the con- 
firmation code has been received by the UART. This 
example will enable only the serial Interrupt. It will be set 
for high priority since in a real system, other interrupts 
might be enabled. 



ET1 





EX1 





ET0 





EX0 





erate serial baud rates, the timer interrupt is not used. 
As mentioned above, this example will use a high prior- 
ity for the Serial Interrupt. This is done as follows. 



PT1 





PX1 





PT0 





PX0 





that the timer starts from must be selected to generate 
the desired interval. The following values are useful: 

1/11 .0592 MHz = tc K = 90.4 MO" 8 

Timer runs at 1 2 tc LK per count = 1 .085 * 1 

Time out = (256 - Timer start value) * 1 2 tci_K = 
(256 - Timer start value) * 1 .085 MO" 6 

UART Baud rate clock = 1/baud rate = (16 or 
32) "Timeout 

Whether 16 or 32 is used in the baud rate generator is 
determined by the SMOD bit at PCON.7. 1 6 is used for 
SMOD=1 , and 32 is used for SMOD=0. This is com- 
monly referred to by the expression (2 SMOD )/32. Since 
SMOD is either or 1 , this value is either 1/32 or 2/32 
respectively. 

The user selects the time-out value and the setting for 
SMOD to set the baud rate. This is done as follows. 



Baud Rate = 



2SMOD i 
32 X 12t CLK * (256 - TH1) 
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This formula solves as 
TH1 = 256 



2SMOD 



32*12 t CLK * BaudRate 



For 9600 = Baud rate, TH1 = FDh with SMOD = 0. 



The value for TH1 and SMOD have been determined. 
The only remaining task is to configure the Timer 1 for 
8-bit auto reload operation. This will cause the timer to 
start counting from the TH1 value after each time out. 
The TMOD register is set as follows: 



To create 1 9,200 baud, the SMOD bit should be set to a 
logic 1 with the same value for TH1. SMOD has the 
effect of doubling the baud rate for any time out value. 



TH1 -8Dh 
D7 D6 

1 1 



D5 

1 



D4 

1 



D3 

1 



D2 
1 



D1 





DO 

1 



PCON -87h_ 

SMOD POR PFW WTR EPFW EWT STOP IDL 

0XXXXXXX 



TMOD -89h 
GATE C/T 





M1 

1 



M0 





GATE 

X 



C/T 

X 



M0 

X 



As shown in the TCON description, setting M1 = 1 and 
M0 = selects Timer 1 mode 2 which is the 8-bit auto- 
reload mode. In this example, Timer is not used, so the 
lower four bits of TMOD are unused. Therefore the 
TMOD register can be written with 00100000b or 20h. 



The remaining step is to enable the timer. Once this is 
done, the baud rate generator will be in operation and 
serial I/O can be performed. The TCON register is used 
to enable the timers as shown below. The TR1 bit is set 
to a logic 1 to enable the Timer 1 function. Writing a 
01 000000b or 40h to TCON will do this. 



TCON-88h 
TF1 TR1 

1 



TFO 





TR0 





IE1 





IE0 





rro 

o 



In summary thef ollowing SFRs are configured to enable 
the serial port for 9600 baud asynchronous operation: 



TH1 
SCON 
IE 
IP 

TMOD 
TCON 
PCON 



FDh 
50h 
90h 
10h 
20h 
40h 

OOh (SMOD=0) 



To set up the Serial Port for 1 9,200 baud, the only differ- 
ence is that the SMOD bit at PCON.7 is set. Therefore, 
writing 80h to PCON will accomplish this. 



The software that configures the serial port can be sim- 
ply seven move instruction the configure the SFRs men- 
tioned above to the value as shown. This example will 
show this code in the context of performing the applica- 
tion described at the beginning of this note. 

The application example described moving 256 bytes of 
data from memory to the serial port, then receiving a 
confirmation code of 0A5h. The memory will be 
assumed to be located in the MOVX RAM beginning at 
the Partition address. For this example, the Partition will 
be 4000h and the micro will be a DS5000. Using a 
DS500 1 would change the value written to the MCON to 
configure the Partition. 
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TA Equ 0C7h 

MCON Equ 0C6h 

Org OOh 

Reset : 

SJMP Start 

Org 23h 
Serial_ISR : 

CLR RI /Clear receive flag 

CLR TI /Clear transmit flag 

RET I /No special processing, return to application 

Org 3 Oh 
Start : 

MOV TA, #OAAh /Start Timed Access 

MOV TA, #55h / finish Timed Access 

CLR RI /Initialize receive flag 

CLR TI : Initialize transmit flag 

MOV MCON, #88h /Select Partition at 4000h 

MOV SCON, #50h /Configure Serial Port for Mode 1 and enable receiver 

MOV TMOD, #20h /Configure the Timer 1 for 8-bit auto-reload 

MOV TCON, #40h /Enable the Timer 1 

MOV TH1, #0FDh /Set Baud Rate 

ANL PCON, #7Fh /Set SMOD=0 

MOV IP, #10h /Set Serial Interrupt to high priority 

MOV IE, #90h /Globally enable interrupts and Serial Interrupt 

Send : 

MOV RO, #OFFh /Set loop counter to 255d 

MOV DPTR, #4000h /Put the data pointer at the beginning of data memory 
Send_Loop : 

MOVX A, @DPTR /Get data byte 

MOV SBUF, A /Transmit data byte 

JNB TI, $ /Wait for serial word to be sent (interrupt) 

INC DPTR • /Next byte to be sent 

DJNZ RO, Send_Loop /Decrement loop counter 

Receive : 

JNB RI, $ /Wait for incoming word (interrupt) 

MOV RI, SBUF /Get received byte 

CJNE RI, #0A5h, Send / Check for confirmation code 

/ and resend all data if wrong 



End 
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SECTION 15: CPU TIMING 
OSCILLATOR 

The Soft Micro provides an on-chip oscillator circuit 
which may be driven either by using an external crystal 
as a time base or from a TTL-compatible clock signal. 
The oscillator circuitry provides the internal clocking sig- 
nals to the on-chip CPU and I/O circuitry. 

The schematic shown in Figure 15-1 illustrates the re- 
quired connections when using the Soft Micro with a crys- 
tal. Typically, the values of C1 and C2 should both be 33 
pF. If a resonator is used, C1 and C2 should be 47 pF. 

XTAL1 

Input to the inverting oscillator amplifier and input to the 
internal clock generating circuits. 



Oscillator Characteristics 

XTAL1 and XTAL2 are the input and output, respective- 
ly, of an inverting amplifier which can be configured for 
use as an on-chip oscillator as shown in Figure 15-1 . 
The crystal should be parallel resonant, AT cut type. 

To drive the device from an external clock source, 
XTAL1 should be driven, while XTAL2 is left uncon- 
nected as shown in Figure 15-2. There are no require- 
ments on the duty cycle of the external clock signal 
since the input to the internal clocking circuitry is 
through a divide-by-two flip-flop. However, minimum 
and maximum high and low times specified in the elec- 
trical specifications must be met to insure proper opera- 
tion. 



XTAL2 

Output from the inverting oscillator amplifier. This pin is 
also used to distribute the clock to other devices. 



CRYSTAL CONNECTION Figure 15-1 
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I 



33 pF 
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CLOCK SOURCE INPUT Figure 15-2 
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INSTRUCTION TIMING 

The internal clocking signals are divided down to pro- 
duce the necessary clock phases, state times, and ma- 
chine cycles which define the sequential execution of 
instructions. Two clock oscillator periods define one 
state time. The first clock oscillator pulse period of a 
state time is called the Phase 1 clock, while the second 
is called the Phase 2 clock. In general, arithmetic and 
logical operations take place during Phase 1 and inter- 
nal register-to-register transfers take place during 
Phase 2. 

A machine-cycle is composed of a total of twelve oscilla- 
tor periods or six state times. The state times within the 
machine cycle are numbered S1 through S6. Each 
clock oscillator period within the machine cycle is desig- 
nated according to the state number and the phase it 
represents within the state. Thus, the oscillator periods 
are numbered S1P1 (State 1, Phase 1) through S6P2 
(State 6, Phase 2). 

All of the instruction sequences executed by the CPU 
are preceded by a single byte (8-bit) opcode and consist 
of a total of either one, two, or three bytes. Most of the 
instructions execute in one machine cycle. The rest of 
the instructions execute in two machine cycles, except 
for multiply (MUL) anddivide(DIV) which execute infour 
cycles each. 

Figure 1 5-3 is a timing diagram illustrating the memory 
access and execution timing for typical instructions 
when they are executed from Byte-wide RAM. The tim- 
ing shown is referenced to the internally-generated ma- 
chine cycles composed of state times and clock oscilla- 
tor phases. The relationship between the internal 
instruction execution timing and the external signals 
XTAL2 and ALE is illustrated in the diagram. Except for 
the MOVX instructions, two code bytes from Program 
Memory are always read during each machine cycle of 
instruction execution. These read operations take place 
at state times S1 and S4. 



Execution of a 1 -byte, 1-cycle instruction is illustrated in 
Figure 15-3A. It begins with the opcode byte fetch 
which occurs during S1 and the opcode byte is latched 
into the Instruction register at S1 P2. The code byte 
which is read during S4, in this case, is actually the op- 
code byte of the next instruction. This byte is effectively 
discarded and the Program Counter is not incremented. 
Execution of the instruction is completed S6P2, the end 
of the machine cycle. 

In the 2-byte 1 -cycle instruction shown in Figure 1 5-3B, 
the opcode is read during SI while the second byte of 
the instruction, or the operand, is read during S4. Again, 
execution of the instruction is complete at the end of 
S6P2. 

A 1 -byte, 2-cycle instruction is shown in Figure 15-3C. 
In this case the opcode byte is read at S 1 of the first ma- 
chine cycle. The next opcode is then read three times 
during the S1 and S4 of the second machine cycle. The 
information is discarded each of these times until it is fi- 
nally read when the next instruction is actually 
executed. 

Finally, Figure 1 5-3D illustrates the execution of one of 
the MOVX instruction which is also a 1-byte, 2-cycle 
instruction. However, the execution timing of this unique 
in that a Data Memory location is accessed during the 
execution of the instruction. This access takes place 
during the time period from S4 of the first cycle through 
S3 of the second cycle. If the access is made from Data 
Memory mapped on the Expanded Bus, then ports PO, 
P2, and pins P3.6 and P3.7 will automatically be en- 
abled and the read or write operation will take place on 
external memory. If the access is made from Data 
Memory space which is mapped within the Byte-wide 
RAM, then the read or write operation will take place on 
the Byte-wide RAM bus and the external port pins will 
not be affected. 
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BYTE-WIDE RAM INSTRUCTION EXECUTION TIMING Figure 15-3 
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D)MOVX: 1-BYTE, 2-CYCLE INSTRUCTION 

EXPANDED PROGRAM MEMORY TIMING 

A Program Memory access will occur on the Expanded 
Bus any time that instructions are executed from Pro- 
gram Memory space which is mapped outside of the 
Byte-^wide RAM. Mapping of Program Memory on the 
Expanded Bus is dependent on the programming of the 
Partition, Range, the state of the external EA pin, and 
the internal Security Lock. Refer to Section 4 for a de- 
tailed discussion on Program Memory mapping. 



NO FETCH 
CYCLE 



] 1 



NEXT OPCODE 
FETCH 

-6 



The external timing for the Expanded Program Memory 
fetch cycle is illustrated in Figure 1 5-4. A full 1 6-bit ad- 
dress is always output on the multiplexed Expanded 
Bus (P2, PO) pins whenever such an access is per- 
formed. The high-order eight bits will be output on the P2 
pins while the low-order eight bits will be output on the 
PO pins. Strong pull-ups are enabled onto Ports and 2 
for the duration of time that 1 's are output on the port for 
address bits. As long as Program Memory is being 
executed from the Expanded Bus, PO and P2 pins are 
unavailable for use as general-purpose I/O. 
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Multiplexed address and data information appear on the 
Port pins as Program Memory fetches are performed 
on the Expanded Bus. The falling edge of ALE can be 
used to signal when the lowest eight bits of valid ad- 
dress information are being output on Port when such 
a fetch occurs. In addition, ALE is activated twice every 
machine cycle during access to Program Memory, re- 
gardless of whether the fetch takes place to RAM or to 
the Expanded Bus. Whenever a Program Memory fetch 
takes place on the Expanded Bus, the SFR latch for Port 
is written with all 1's (OFFH) so that the original in- 
formation contained in this register is lost. Port pins 
are driven with internal buffers when 1 's are output dur- 
ing Expanded Program Memory cycles. 



The PSEN signal is provided as the read strobe pulse 
for Expanded Program Memory fetches. When the Soft 
Micro is accessing Program Memory from Byte-wide 
RAM, PSEN will remain inactive. During Program 
Memory fetches on the Expanded Bus, it is activated 
twice every machine cycle, except when a MOVX 
instruction is being executed. As discussed in the pre- 
vious section, not all bytes fetched from Expanded Pro- 
gram Memory are actually used by the CPU during 
instruction execution. A complete memory cycle, includ- 
ing the enabled and disabling of both ALE and PSEN, 
takes six clock oscillator periods. This is one-half of a 
machine cycle. 



EXPANDED PROGRAM MEMORY FETCH Figure 15^ 
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EXPANDED DATA MEMORY READ Figure 15-5 
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I 

EXPANDED DATA MEMORY WRITE Figure 15-6 
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(1 ) PCL OUT if program memory also on Expanded Bus - float if not. 

(2) PCH OUT if program memory also on Expanded Bus. 
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EXPANDED DATA MEMORY TIMING 

The timing for the Expanded Data Memory access cycle 
is illustrated in Figures 15-5 and 6. Accesses to Data 
Memory on the Expanded Bus will occur any time that a 
MOVX instruction is executed that references a Data 
Memory location that is mapped outside the area which 
has been assigned to the Expanded Bus via the Parti- 
tion and Range. 

When an MOVX instruction is used with the Data Point- 
er register (e.g., MOVX @DPTR) to access a Data 
Memory location on the Expanded Bus, a full 1 6-bit ad- 
dress will be generated to the external memory. The 
1 6-bit address is generated on P2 and PO which are the 
same pins as for a Program Memory fetch from Expand- 
ed Memory. The contents of the SFR latch for Port 2 will 
not be modified, however, during the execution of a Data 
Memory fetch cycle on the Expanded Bus. If the MOVX 
instruction is not followed by another instruction requir- 
ing a cycle on the Expanded Bus, then the original con- 
tents of the Port2SFR latch will appear once again dur- 
ing the next machine cycle. 

Multiplexed address/data information is output on Port 
during the execution of a Data Memory cycle on the Ex- 
panded Bus. The falling edge of ALE can be used to 
latch the lower eight bits of address information into an 
external transparent latch (e.g., 74LS373 or equiva- 



lent). During the second cycle of a MOVX instruction, 
the first ALE pulse will not be generated so that valid ad- 
dress information will remain in the latch and be pres- 
ented to the external memory device for the duration of 
the cycle. Port is written with all 1 's (OFFH) so that the 
original information contained in this register is lost. 
Also, Port pins are driven with internal buff ers when 1 's 
are output during Expanded Data Memory cycles. 

When a MOVX instruction is used with an indirect regis- 
ter address (e.g., MOVX @R0) for the same purpose, 
only an 8-bit address will be generated for the current 
instruction. This 8-bit address will appear on Port 0, 
while the contents of the SFR latch for Port 2 will remain 
on Port 2. 

When data is to be read from Data Memory on the Ex- 
panded Bus, the external RD pin will be activated during 
the second machine cycle of the MOVX instruction. A 
complete RD cycle, including activation of ALE and RD, 
takes twelve clock oscillator periods. PS EN is inactive 
during this machine cycle. This cycle is illustrated in Fig- 
ure 1 5-5. When the MOVX instruction specifies a write 
operation to the external memory device, the WR signal 
will be activated as shown in Figure 1 5-6. Data is output 
on Port just before WR is activated and remains valid 
until it goes back to its inactive level at the conclusion of 
the cycle. 
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SECTION 16: PROGRAM LOADING 
INTRODUCTION 

Program loading is performed to initialize the contents 
of NVRAM and to configure the Soft Microcontroller. 
Loading is done using a Bootstrap ROM Loader built 
into all Soft Micros. When this Bootstrap Loader is 
invoked, the user's NVRAM appears as data memory to 
the ROM and can therefore be initialized. Once loading 
is complete, the Bootstrap ROM then becomes trans- 
parent. It has no effect on the user's memory map and is 
completely invisible. Bootstrap Loading is normally 
done for the initial program loading. There are no restric- 
tions on using it for upgrades or reprogramming, though 
it is possible using the memory mapping features, to 
perform partial reloads without invoking the loader. 

The Bootstrap Loader is generally used to initialize 
memory. However, it is capable of several other func- 
tions. It can change the memory map configuration, 
dump or verify the contents of memory, perform a CRC 
check, fill a block with a constant, manipulate the secu- 
rity features, and manipulate the I/O ports. It can not dis- 
play or edit the Scratchpad RAM (128 bytes) or SFRs 
since it uses these resources for its own operation. Note 
that the Scratchpad RAM will be erased by the loader. 
Therefore the loader should not be invoked while critical 
data is stored in this area. The MOVX RAM area will not 
be altered by the loader unless a user requests that this 
be done. 

Each version of Soft Micro has different loader modes 
and different commands. All versions are capable of 
being programmed via the serial port and this is the pre- 
ferred method. The DS5000 series is also capable of a 
parallel programming technique similar to an EPROM 
based 8051 . The DS5001 series has alternate parallel 
load mode that is for use by a host microprocessor using 
the 8042-type RPC mode. The following discussions 
explain the methods of invoking the Bootstrap Loader. 
Then each mode is described. The remaining sections 
give a detailed description of the commands and syntax 
used by the Bootstrap ROM. 

The DS5000 series [DS5000(T), DS2250(T), and 
DS5000FP] and the DS5001 series [DS5001FP, 
DS2251 (T), DS5002FP, DS2251 (T)] have different pro- 
gram loading modes available. The DS5000 series can 
be loaded via its serial port or in a parallel fashion like an 
EPROM type 87C51. The serial mode allows the 
DS5000 to be programmed in a fixture or while installed 
in the end system. The parallel method requires a 



super-voltageand is normally done in a fixture only. The 
DS5001 series has a similar serial mode with the same 
benefits. The parallel mode is entirely different. The 
DS5001 , using its RPC slave interface, can be loaded in 
a parallel manner by a host microprocessor. This is also 
an in-system technique but could be performed in a fix- 
ture. It requires no super-voltage pulses. Note that this 
mode is a high-speed loader and bares no resem- 
blance to an 87C51 load mode. 

Note: Dallas Semiconductor highly recommends 
that serial load capability be designed Into the tar- 
get system. This provides substantial flexibility to 
upgrade and troubleshoot the system. Using in-system 
serial loading allows a product to take full advantage of 
the Soft Micro's features. 

INVOKING THE BOOTSTRAP LOADER 

The Soft Micro will ordinarily power-up or come out of 
reset in its normal operating mode. It requires external 
hardware to cause the Bootstrap Loader to be invoked. 
This mode can be invoked at any time. Once the Boot- 
strap Loading session is complete, the micro will per- 
form a reset and begin the user's code at address 
OOOOh. This will be no different from a hardware reset, 
except that the Bootstrap loader had w rite-access to al I 
functions. Note that the contents of the Scratchpad 
RAM (1 28 bytes) will be erased. However, the Bootstrap 
Loader cannot make accidental changes. As mentioned 
above, the hardware aspects are different from the 
DS5000 series and the DS5001 series. They are 
described individually below. 

DS5000 Series 

The DS5000 is placed in its Program Load configuration 
by simultaneously applying a logic 1 to the RST pin and 
forcing the PSEN line to a logic level. Immediately fol- 
lowing this action, the DS5000 will look for a serial ASCII 
carriage return (ODH) character received at 57600, 
1 9200, 9600, 2400, 1 200, or 300 bps over the serial port 
or a Parallel Program Load pulse. For whichever type is 
first detected, the DS5000 will place itself in the 
associated Program Load mode. If an ASCII <CR> 
character is detected first, then the DS 5000 will place it- 
self in the Serial Program Load mode and will ignore any 
Parallel Program Strobe pulses. Conversely, if a Paral- 
lel Program Strobe pulse is first detected, then the 
DS5000 will be placed in the Parallel Program Load 
mode and all incoming data on the serial port will be ig- 
nored. The selected program load mode will remain in 
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r'ATfrasi} ©"removed. 

In normal programming of the DS5000, problems with 
selection of the incorrect Program Load mode will not be 
encountered. When the DS5000 is placed in an 
8751 -compatible programming system, no serial data 
will be applied on the RXD pin for the serial port. As a 
result, there is almost no chance of random activity on 
this pin being interpreted as a <CR> character at a valid 
baud rate. Similarly, serial program loading will most 
often be performed in the end system. Consequently, 
there is again almost no chance of a valid Parallel Pro- 
gram Strobe pulse (with V PP voltage at 1 3 V) being inter- 
preted as a signal to invoke the Parallel Program Load 
mode when the Serial Program Load mode is desired. 

If the Program Load configuration is removed such that 
RST=0 and PSEN=1 with power still applied at V C c. the 
device will undergo an internal hardware reset and will 
begin executing code from the reset vector at OOOOh in 
Program Memory. 

DS5001 Series 

The DS5001 series Bootstrap Loader can be invoked 
with a single program pin. A falling edge on the PROG 
pin will invoke the loader. Note that the PROG pin must 
remain low for 48 oscillator clocks to be certain of recog- 
nition. Taking the PROG pin to a logic 1 will remove the 
loader and cause the DS5001 to perform a reset. Note 
also that the PROG pin must be high for as much as 48 
clocks before the CPU is guaranteed to exit the loader. 
This constitutes the "pseudo-edge"detection of the pro- 



Once the loader mode stimulus has been detected, the 
DS5001 will begin looking for an ASCII carriage return 
(ODh). It will look at the serial port and the RPC (8042) 
port. For serial reception, the loader will auto-baud at 
57600, 1 9200, 9600, 2400, 1 200 and 300 bps. For RPC 
mode, the ODh value must be written into the Data In 
buffer as described in the RPC section under Parallel 
I/O. When either of these conditions is detected, the 
loader will place itself in that loader mode. Activity on the 
other port will be ignored. This condition will remain until 
the loader is exited or power is cycled. When the loader 
stimulus is removed, the processor will perform a hard- 
ware reset and begin execution at location OOOOh. 

EXITING THE LOADER 

The normal method of leaving the loader is to remove 
the stimulus that invoked it. In the DS5000 series, the 
RST pin, must be driven low or allowed to float and the 
PSEN signal should be allowe d to flo at. The RST pin 
has an internal pull-down. The PSEN is an output and 
will drive itself. Note that both of these conditions must 
occur or the loader will not be exited. For the DS5001 , 
there are several options. If the RST and PSEN option is 
used, the they must be removed as described above. If 
PROG is pulled low, it can either be returned high or the 
Exit "E" command can be issued. Since the loader is 
edge activated, this will restart the user's code even 
while the PROG pin is low. If power were to cycle while 
the PROG pin were low, the loader would be invoked on 
power up. The flow of these conditions is shown in Fig- 
ure 1 6-1 . 
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INVOKING AND EXITING THE LOADER ON THE DS5001 SERIES Figure 16-1 



Execute user 
program 




AUTOBAUD Routine: 

Awaits input on 1 of 3 channels - 

1 ) <CR> character on RXD of serial port 

2) <CR> character written to RPC port 

3) <CR> character received by 8250 UART 
causing interrupt on INT1 pin (MODEM=1) 
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SERIAL PROGRAM LOAD MODE 

The Serial Bootstrap Loader provides the easiest meth- 
od of initially loading application software into the non- 
volatile RAM. Communication can be performed over a 
standard asynchronous serial communications port us- 
ing a terminal emulator program. A typical application 
would use a simple RS232C serial interface to program 
the Soft Micro as part of a final production procedure. 



allel load operation. A variety of crystals can be used 
with the Soft Micro to produce standard baud rates. 
Tables 16-1 and 16-2 show the baud rates which are 
supported using a variety of popular crystal frequen- 
cies. The serial loader is designed to operate across a 
3-wire interface from a standard UART. The receive, 
transmit, and ground wires are all that are necessary to 
establish communication with the Soft Micro. 



The hardware configuration which is required for the Se- 
rial Program Load mode is illustrated in Figure 1 6-2. 
Note that as shown, it is important to have P2.7 and P2.6 
either open or pulled up during serial programming of a 
DS5000 series device. Failure to do this results in a par- 

SERIAL LOAD CONFIGURATION Figure 16-2 



The Serial Loader implements an easy-to-use com- 
mand line interface which allows an application program 
in an Intel Hex representation to be loaded and read 
back from the device. Intel Hex is the typical format 
which existing 8051 cross-assemblers output. 



OPEN OR 
PULLED UP 



0- 
©- 




Vcc 


GND 


Soft Micro 


P1.7- 


P0.7- 


01.0 


PO.O 


P2.4- 


P3.7- 


P2.0 


P3.2 


P2.7 


TXD 


P2.6 






RXD 


RST 


XTAL1 


PSEN 






XTAL2 




11.059 MHz 
7.3728 MHz 
1.8432 MHz 
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AUTO-BAUD RATE DETECTION 

The Serial Bootstrap Loader has the capability of deter- 
mining which of the six supported baud rate frequencies 
is being used for communication and initializing its inter- 
nal hardware for communication at that frequency. 
When the Program Load mode is first invoked, the de- 
vice will watch for activity on the serial port. If a <CR> 
character is received at one of the six supported baud 
rates, then operation in the Serial Program Load mode 
will be established. The loader expects to talk asynchro- 
nously at 300, 1200,2400,9600, 19200, or 57600 baud 
using eight data bits, no parity, and one stop bit in f ulldu- 



plex. A break signal followed by a carriage return will 
cause a re-determination of baud rate. Although an 
11.0592 MHz crystal is standard for generating baud 
rates, the auto-baud rate detector allows a variety of 
crystals to be used. If a crystal frequency other than 
11.0592 MHz is used, then the baud rate frequencies 
which will be recognized by the serial loader are shown 
in Table 1 6-1 . Table 1 6-2 shows baud rates and crys- 
tals that have an error of +3%. This is usually sufficient 
for communication. The user should verify this in the 
end system. 



SERIAL LOADER BAUD RATES FOR DIFFERENT CRYSTAL FREQUENCIES Table 16-1 



CRYSTAL FREQ (MHz) 


BAUD RATE 


300 


1200 


2400 


9600 


19200 


57600 


14.7456 




Y 


Y 


Y 


Y 




11.0592 


Y 


Y 


Y 


Y 


Y 


Y 
















9.21600 


Y 


Y 


Y 


Y 






7.37280 


Y 


Y 


Y 


Y 






5.52960 


Y 


Y 


Y 


Y 






1 .84320 


Y 


Y 


Y 


Y 
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SERIAL LOADER BAUD RATES FOR DIFFERENT CRYSTAL FREQUENCIES Table 16-2 



CRYSTAL FREQ (MHz) 




BAUD RATE (±3%) 




300 






tfOUU 


19200 


16.000000 




Y 


Y 






15.000000 




Y 


Y 


Y 


Y 


14.745600 




Y 


Y 


Y 


Y 


14.318180 




Y 


Y 


Y 


Y 


12.000000 




Y 


Y 








v 

T 


Y 


Y 


Y 


Y 


11 .uoouuo 


V 
T 


Y 


Y 


Y 


v 

T 


4A Ann/inn 
lO.OOOUOO 




Y 


Y 






y . ^ 1 ouuu 


Y 
I 


Y 


Y 


Y 




8.000000 




Y 








7.372800 


Y 


Y 


Y 


Y 


Y 


6.144000 


Y 


Y 


Y 






C AAA AAA 

o. 000000 


Y 


Y 


Y 
















5.990400 


Y 


Y 


Y 






5.1Z0000 


v 
Y 


Y 


Y 






5.068800 


Y 


Y 


Y 






5.000000 


Y 


Y 


Y 






4.915200 


Y 


Y 


Y 






4.608000 


Y 


Y 


Y 






4.433620 


Y 


Y 


Y 






4.194300 


Y 










4.096000 


Y 












v 
Y 










3.579545 


Y 


Y 


Y 


Y 


Y 


2.457600 


Y 


Y 








2.000000 


Y 










1.843200 


Y 


Y 


Y 


Y 





Y indicates that the baud rate for that particular crystal is supported by serial loader auto-baud rate detection scheme 
with an error of ±3%. 
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SERIAL BOOTSTRAP LOADER 
INITIALIZATION 

When an incoming <CR> character is detected at a valid 
baud rate, the Serial Bootstrap Loader will be initialized 
and will transmit the following message: 

DS500x SERIAL LOADER Vn.n 



The revision number of the firmware is displayed in 
place of n.n above. The ">" is the prompt character 



which is displayed to indicate that the Serial Bootstrap 
Loader is ready to receive a command. 

COMMAND LINE INTERFACE 

The Soft Micro implements an easy-to-use command 
line interface which is very similar to those found in de- 
bugging environments. The Serial Bootstrap Loader re- 
sponds to single character alphabetic commands which 
are summarized below. There are differences between 
versions as noted. A detailed description of each com- 



COMMAND 



FUNCTION 



VERSION 



C 
D 
E 
F 
G 
I 

K 
L 
M 
N 
P 
R 

T 
U 
V 

w 
z 

A C 

Xon/Xoff 



CRC-16of RAM 
Dump Intel hex file 
Exit loader 

Fill RAM with a constant 
Get value from ports 
Include CRC 
Load 40-bit key 
Load Intel Hex file 
Modem 

New - invoke Freshness 
Put a value to the ports 
Read configuration 
Trace (echo) incoming data 
Unlock security 

Verify RAM against incoming Hex 

Write configuration 

Lock 

Reset loader 

Flow control of serial transmission 



All 
All 

DS5001 series 
All 

All (DS5000 after Rev. D4) 
DS5001 series 
DS5000 series 
All 

DS5001 series 

DS5001 series 

All (DS5000 after Rev. D4) 

All 

All 

All 

All 

All 

All 

All 

All 



Selected commands require arguments and some com- 
mands have optional arguments. In all cases, argu- 
ments are expected to be hexadecimal numbers. In 
addition, an ASCII control-C character ( A C) will cause 
the Serial Loader to terminate any function currently be- 
ing executed and display the command line prompt. An 
incoming break character (defined as a received null 
character (00H) with the stop bit = 0) will cause the Seri- 
al Bootstrap Loader to be restarted and the baud rate re- 
determined. 

COMMAND LINE SYNTAX 

Single-letter ASCII characters are recognized as com- 
mands. Arguments are represented by hexadecimal 



numbers. A hexadecimal number is any sequence of 
hexadecimal characters. A hexadecimal character may 
be a digit, through 9, or one of the letters A through F. A 
byte will always be the right-most two digits of a hexade- 
cimal number. For example, the following hexadecimal 
numbers will result in the following bytes: 

A -»0AH 
AB -» OABH 
ABC -* OBCH 
ABCD -> OCDH 
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An address will always be the right-most four digits of a 
hexadecimal number. For example, the following hexa- 
decimal numbers will result in the following addresses: 

A -> OOOAH 
AB -» OOABH 
ABC -> OABCH 
ABCD -> OABCDH 
ABCDE -> OBCDEH 

The D and F commands allow optional addresses to be 
entered. The syntax [Begin-Address [End-Address]] is 
used to convey the following meanings: 

a) No arguments: Begin-Address is set to and End- 
Address is set to the Range. 

b) One argument: Begin-Address is set to the argu- 
ment and End-Address is set to the Range. 

c) Two arguments: Begin-Address is set to the first ar- 
gument and End-Address is set to the second argu- 
ment. This second address may exceed the address 
value specified by the Range. 

In cases b and c, the End Address may not be less than 
the Begin Address, either implicitly or explicitly. RAM will 
be addressed from to 1 FFF for 8K RAM and from to 
7FFF for 32K RAM. This maximum value is determined 
by the Range. 

Error messages will be printed as soon as errors are de- 
tected. All messages are preceded by the two charac- 
ters 'E:', and followed by a mnemonic description. 

Commands will not be processed until an entire com- 
mand line is entered and terminated with a <CR>. No 
command line may be greater than 1 6 bytes, which is 
the maximum number of characters in the K command. 
Since a command line is not processed until a <CR> is 
entered, it may be edited with the delete key which will 
do a destructive delete to the screen. Lines longer than 
1 6 characters will cause an error message to be dis- 
played and no action to be taken on the command line. 

Only legal characters will be echoed back to the screen. 
The legal characters are: 0123456789 <:>, <space>, 
ABCDEFGHIJKLMNOPQRSTUVWXYZ, and <de- 
lete>. Backspace characters (<BS>) are converted to 
delete characters. The horizontal tab character is con- 



verted to space. Lower case alphabetic characters are 
converted to upper case alphabetic. 

The <delete> character is executed as a <BS> <space> 
<BS> when possible in command mode. This will cause 
the character to be overprinted on a hardcopy device. 
The <CR> character generates a <CR> <LF> pair. 

The Serial Bootstrap Loader will respond to XOFF char- 
acters by stopping transmission as soon as the charac- 
ter is received. A control-C or an XON will resume serial 
transmission. The Serial Bootstrap Loader will not 
transmit a XOFF character. The program is able to keep 
up with input as long as the receiver can keep up with its 
output. The receiver should be programmed to quit 
transmission after it sends an XOFF and transmit any- 
thing before sending an XON. 

Intel Hex data is not echoed unless the Trace mode is 
toggled on. 

COMMAND SUMMARIES 

a C 

Interrupt whatever is going on, clear all the buffers, put 
up a prompt and wait for the next command. Anything in 
the type-ahead buffer is removed. All output is stopped. 
If trace had been on before, it is cleared. If XOFF had 
been in effect, it is cleared. 

C [begln-address [end-address]] 

Return the CRC-16 (cyclic redundancy check) of the 
NV RAM. This computation is performed over the 
Range unless optional start and end addresses are giv- 
en. The CRC-16 algorithm is commonly used in data 
communications. 

D [begln-address [end-address]] 

Dump memory in Intel Hex Format. An optional address 
range may be specified. Each record will contain up to 
32 data bytes. The last line printed is the end-of-data 
record. 

E 

The serial loader is exited. This works if a negative edge 
on PROG was used to invoke it, or a CRC check failed. 
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F byte [begin-address [end-address]] 

Fill memory with the value of the specified byte. An op- 
tional address range may be speciried. 

G 

Data is read from ports 0, 1 , 2 and 3 and is printed as four 
pairs of hexadecimal digits. 

I 

A C RC-1 6 is computed from to CRC_RANG E minus 2 
and the computed CRC is put into CRC_RANGE minus 
one and CRC_RANGE. This is used when power-on 
CRC checking is desired. This command will print 
DONE when it finishes. 

K byte-1 byte-2 byte-3 byte-4 byte-5 

Put a Key into the encryption key word. The five bytes 
that will be entered are echoed before they are put into 
the registers. 

L 

Load standard Intel Hex formatted data into memory. 
Only record types 00 and 01 are processed. Each line of 
the file is treated the same way. All characters are 
thrown away until a header character ':' is read. The rest 
of the record, as defined by the length byte, is pro- 
cessed. Control will return to the command prompt after 
an Intel End Record is encountered. Every time a byte is 
put to memory, it is read back to verify that it is there. If 
the byte read back is different, an error is reported. All 
errors are reported immediately after the character is re- 
ceived which caused the error. The program will then 
read characters until a colon is found and then attempt 
to process the data input from the command line. Note 
that all bytes are put to memory as they are encoun- 
tered. This means that if a bad checksum is found, an 
error will be reported, but all the bytes on the line will 
have been put to memory. 

M 

Toggle the status of the modem available bit (MDM in 
the CRC register). This will display either AVAILABLE 
or UNAVAILABLE. 

N 

This command will put the part into freshness mode if 
the part is powered down after executing this command. 



P <Port> <Value> 

This writes the requested value to the requested port. 
Port must be 0, 1,2,3. 

R 

Read and print the current value of the MCON register 
for the DS5000 series. The read command displays the 
current values of the MCON (C6h) register, RPCTL 
(D8h) register, MSL bit, CALIB (DFh) register, and CRC 
(C1 h) register for the DS5001 series. It is printed in the 
following manner: 

MCON:XX RPCTLrXX MSL:XX CALIB:XX CRC:XX. 
T 

Trace by echoing the incoming Intel Hex data. This is a 
toggle command and will display the state after toggling. 
Initially the state of the toggle is OFF. 

U 

Clear the Security Lock. The Range is set to 32K and the 
partitioning is set to all program memory. Note that un- 
locking the Security Lock clears the encryption regis- 
ters, Vector RAM, and selects CET for the RAM. The U 
and Z commands are the only commands that may be 
executed when the chip is locked. 

V 

Verify current contents of memory with the Intel Hex 
coming in. This command does the same thing the Load 
command does, exceptthatis does not write the byte to 
RAM; it simply compares the byte in memory to the byte 
in the data stream. A message is reported for each suc- 
cessful verify. 

W byte or 

W[CALIB/CRC/MCON/MSL/RPCTL]VAL 

For the DS5000 series, write the byte to the MCON reg- 
ister. This command is used to set the Partition, the 
Range, and ECE2 as desired. The PAA bit is unaffected 
by this command. Use the Z command to set or clear the 
Security Lock bit. FortheDS5001 series, VAL is written 
to the requested register. This command is discussed 
below in detail. 

Z 

Set the Security Lock. Only the U and Z commands may 
be given after the Security Lock is set. 
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A C 

Restarts most operations. N cannot be restarted. 
Xon/Xoff 

These two characters provide flow control to the serial 
loader. The serial loader will never issue either charac- 
ter, but will respond to both. Xoff (control-S, DS3, 0x1 3) 
requests that character transmission stop. Xon (con- 
trol-Q, DC1 , 0x1 1 ) requests the resumption of transmis- 
sion. 

NOTES ON SELECTED DS5001 COMMANDS 

When using the Include command T, certain precau- 
tions are needed, The CRCBIT (bit 0) of the CRC SFR 
(C1 h) must be set or the error message E:NOCRCB is 
printed. The MSL bit must not be cleared (via loader) or 
the error message E:NOTCOD is printed. If the PD bit 
(bit 1) of the MCON SFR (C6h) is one, then 
CRC_RANGE must be less than or equal to the pro- 
gram Range, or else the error message E:BADRNG is 
printed. 

When storing an end system, it is desirable not to lithi- 
um-back RAM or a reaMime clock. The Newness com- 
mand 'N' will accomplish this. When 'N' is issued, the 
loader will prompt with CONFIRM: after the N is entered. 
The user must not type FRESH without any spaces or 
deletes and terminated it with a carriage return to putthe 
part into freshness. The message DID NOT CONFIRM 
is printed if a mistake is made while entering FRESH; 
otherwise the message POWER DOWN TO MAINTAIN 
FRESHNESS is printed. The 'N' command should be 
the last function that is executed. After this, the system 
should be powered down for storage. At this time, the 
Vcco w i" 06 pulled low, removing power from RAM or 
clock. The newness command may not be executed 
when taking through the modem to the serial loader. If it 
is attempted, the error message E:ILLCMD is printed. 

The DS5001 provides loader commands to assist in 
system checkout. These are 'G" Get and 'P' Put. Get 
will read the values of all four I/O ports. Put is used to 
write a value to a port. This allows a measure of hard- 
ware control while the DS5001 is effectively in a reset 
state. If a port number other than 0, 1 , 2, or 3 is used , the 
error message E:BADREG is printed. Ports and 2 
may not be altered when taking to the loaderthrough the 
RPC interface. The error message E:BADREG is 
printed if it is attempted. BitsOandl of port 3 will always 
be written as ones when port 3 is altered (serial port). 



As the DS5001 supports various memory configura- 
tions etc., the write command has more options than the 
DS5000 version. Any of the following special function 
registers/functions can be initialized using the loader. 
VAL is written to the requested register. If an illegal reg- 
ister name is entered, the error message E:BADREG is 
printed. 

CALIB Keeps a calibration byte in nonvolatile 

storage for later use in calibrating a real- 
time clock. All 8 bits of the CALIBRA- 
TION register may be altered. 

CRC This register selects the range over 

which a power-on CRC will be per- 
formed, and enables the process. Only 
bits 0, 4, 5, 6 and 7 of the CRC register 
may be altered. Bits 1 , 2, and 3 are left 
alone. 

MCON Controls range, partition, and peripheral 
selects, All but bit of the MCON regis- 
ter may be altered. 

MSL MSL only uses the low order bit of VAL to 

changetheMSLbit. MSL allows the data 
space in a fixed memory (non-partition- 
able) system to be loaded using the 
loader or application software. In fixed 
partition and 1 28K mode, if MSL is writ- 
ten=0, program loads/verifies will go to 
data space. Upon entry, MSL will be = 1 . 
MSL has no effect in user mode. 

RPCTL RPCTL only uses the low order bit of VAL 
to change bit of the RPCTL register. 
The LSB of the RPCTL is also used to 
determine the Range. 

Only record types 00 (data) and 01 (end) may be 
loaded. Other record types will cause the error mes- 
sage E:BADREC to be printed out, but loading will con- 
tinue with the next valid record. The last two bytes of 
each record contain a checksum. This checksum is 
compared to the computed value for the record, and if 
different, the error message E:BADCKS is printed out. 
Unfortunately, the data bytes for this record will have 
been put to memory already. End of Data records (01) 
do not check for valid checksums. After a byte is put to 
memory, it is read back immediately to see if it is the 
same. If not, the error message E:MEMVER is printed. 
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ERROR MESSAGES 

mm m,mm.-*mMmmm** 

E:ARGREQ 

An argument or arguments is required for this com- 
mand. The F, K, and W commands require an argument. 

E-.BADCKS 

The checksum found at the end of an Intel Hex data re- 
cord is not the same as the value calculated. 

E:BADCMD 

An unrecognized command was entered. If the part is 
locked, the only commands that will be recognized are 
the U and Z commands. More than 16 characters en- 
tered on the command line will also cause this error. 

E:BADREC 

When reading an Intel Hex data record, the record type 
was not a or 1 . 

E:EXTARG 

Extra data was found on the command line when it 
wasn't necessary. 

E:ILLOPT 

The optional parameters given were in error. If the start 
address is greater than the given address, either implic- 
itly or explicitly, then an error is printed. The range bit im- 
plicitly determines the maximum range. 

E:NOTHEX 

When looking for hexadecimal characters, a non-hex 
character was found. This error can occur when reading 
Intel Hex data files if any character between the colon 
and end of data line has a non-hexadecimal character. 



E:VERIFY 

The byte which was sent does not verify with the corre- 
sponding one in RAM. 

INTEL HEX FILE FORMAT 

8051 -compatible assemblers produce an absolute out- 
put file in Intel Hex format. These files are composed of a 
series of records. Records in an Intel Hex file have the 
following format: 

<Header><Hex InformationxRecord Terminator> 

The specific record elements are detailed as follows: 

Where: 

Indicates a record beginning 
II Indicates the record length 
aaaa Indicates the 1 6 bit load address 
tt Indicates the record type 
dd Indicates hex data 

xx Indicates the checksum = (2's complement 
(ll+aa+a+tt+dd+dd+...dd) 

Record type 00 indicates a data record and type 01 indi- 
cates an end record. An end record will appear as :00 
00000 1 FF. These are the only valid record types for a 
DS5000 hex file. Spaces are provided for clarity. 

The following is a short Intel hex file. The data bytes be- 
gin at 01 and count up to 2F. Notice the records length, 
beginning address, and record type at the start of each 
line and the checksum at the end. 



:200000000102030405060708090A0B0C0D0E0F101112131415161718191A1B1C1D1E1F20D0 
:0F0020002122232425262728292A2B2C2D2E2F79 
:00000001FF 
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with the Program mode of the 87C51. The hardware 

PARALLEL PROGRAM LOAD CONFIGURATION Figure 16-3 
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PARALLEL PROGRAM LOAD CYCLES Figure 16-4 
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PARALLEL PROGRAM LOAD MODE 



Table 16-3 summarizes the selection of the available 
Parallel Program Load cycles. Figure 16-4 illustrates 
the timing associated with these cycles. 
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The Program cycle is used to load a byte of data into a 
register or memory location within the DS5000. The 
Verify cycle is used to read this byte back for compari- 
son with the originally loaded value to verify proper load- 
ing. The Security Set cycle may be used to enable the 
Software Security feature of the DS5000. One may also 
enter bytes for the MCON register or the Encryption Key 
using the Program MCON cycle. When using this cycle, 
the absolute register address must be presented at Port 
1 and 2 as is the normal Program cycle (Port 2 should be 
00H). The MCON contents can be likewise verified us- 
ing the Verify MCON cycle. 

When the DS5000 first detects a Parallel Program 
Strobe pulse or a Security Set Strobe pulse while in the 
Program Load mode following a Power-On Reset, the 
internal hardware of the DS5000 is initialized so that an 
existing 4 Kbyte 8751 program can be programmed into 
a DS5000 with little or no modification. This initialization 
automatically sets the Range Address for 8 Kbytes and 
maps the lower 4 Kbyte bank of Embedded RAM as Pro- 
gram Memory. The top 4 Kbytes of Embedded RAM are 
mapped as Data Memory. In order to program code (and 
thereby use the DS5000-enhanced capability), the Pro- 
gram/Verify Expanded cycles can be used. Up to 32 
Kbytes of program code can be entered and verified. 
Note that the expanded 32 Kbyte Program/Verify cycles 
take much longer than the standard cycles. 



A typical parallel loading session would follow this pro- 
cedure. First, set the contents of the MCON register with 
the correct range and partition (if using expanded pro- 
gramming). Next, the Encryption Key can be loaded if 
desired. Then, program the DS5000 using either stan- 
dard or expanded program cycles and verify. Last, turn 
on the security lock using a Security Set cycle. 

The Security Set strobe pulse from an 8751 -compatible 
programming system can be used to enable the Soft- 
ware Security feature of the DS5000. To explain this op- 
eration on the DS5000, ft is useful to review how this 
function works with the 8751 . The Security Set Strobe 
pulse is used to program the EPROM Security Lock bit 
on an 8751 . The programmed bit disables the on-chip 
EPROM memory from being read back during a Verify 
cycle. The bit can only be erased by UV light when the 
rest of the program is erased. 

With the DS5000, the Security Set Strobe pulse serves 
a similar function for its NVRAM-based Security Lock 
which when set disables the NVRAM from beginning 
read either through a Verify cycle in the Parallel Pro- 
gram mode or back through the serial port in the Serial 
Port mode. When a Security Set Strobe pulse is re- 
ceived by the DS5000, the current state of the Security 
Lock bit is checked. If ft is currently a 0, ft will be set to a 
1 . The Security Lock can be cleared by clearing the LSB 
of the MCON register. 
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PARALLEL PROGRAMMING CONCERNS 

Dallas Semiconductor highly recommends using the 
serial load mode for programming the DS5000. It has 
proven highly reliable and easy to use. In the event that 
parallel programming is still desirable to some users, 
several incompatibilities have been discovered in actual 
programming system. The following is a summary of 
these incompatibilities: 

1 . The DS5000 is a fully CMOS device. It was actually 
designed to be pin-compatible with the 80C51/87C51 
as opposed to the 8051/8751 . There is a subtle dif- 
ference in the pin definition between these two de- 
vices. This has to do with the oscillator inputs, 
XTAL1 and XTAL2. On the CMOS devices, XTAL1 
is the pin which is driven in the external drive config- 
uration. On NMOS devices, XTAL2 is driven for the 
external clock configuration. This difference has no 
effect when a crystal is tied to the pins for an external 
time base. However, may programming systems 
use the external drive configuration in order to main- 
tain the ability to program multiple types of devices 
in a single 40-pin socket. For this reason, the 
DS5000 will not operate correctly in a 8751 -compat- 
ible socket which uses the external clock mode. 

2. The 87C51 data sheet specifies a "fast" program- 
ming timing algorithm for programming the locations 
in its on-chip EPROM memory. This algorithm is 
identical to the 8751 Program mode specification 
except for the number and duration of ALE low 
pulses during a "Program Byte" state. There are 25 
pulses specified, each with a low time of 90 to 110 
u.s following by a minimum high time of 1 us. Since 
the Parallel Load mode is partially implemented us- 
ing firmware resident in an internal ROM memory, 
the 87C51 fast programming algorithm is incompat- 
ible with the DS5000. Therefore, programming sys- 
tems which implement this algorithm will not correct- 
ly program a DS5000. 

3. Also since the Parallel Program mode is partially 
firmware based, a minimum recovery time is re- 
quired between back-to-back Program Byte strobes 
and between a Program Byte strobe followed by a 
Verify strobe. 



4. Many programming systems apply V C c voltage 
when programming of the device and remove it 
when programming is completed. This operation is 
compatible with the DS5000 so long as the Power 
On Reset time spec (tpoFt) is met before program- 
ming begins. Since there is no similar specification 
on the 8751 or on the 87C51 , programming systems 
may very well not meet the DS5000's requirements 
and Program strobe pulses may not be recognized 
by the DS5000. 

5. The DS5000 is compatible with either the 21 V Vpp 
programming voltage of the 8751 or the 12V Vpp 
programming voltage of the 87C51 . However, some 
programming systems test for the amount of current 
that is being drawn during programming on the Vcc 
pin and/or on the Vpp pin. An 8751 is specified to 
draw a maximum of 30 mA of Ipp current during pro- 
gramming, while an 87C51 is specified for a maxi- 
mum of 50 mA. A DS5000 will draw a maximum of 
only 1 5 mA of l PP current during programming. As a 
result, these programming systems may erroneous- 
ly determine that the device is incorrectly installed in 
the socket. 

Because of the limitations cited above, Dallas Semicon- 
ductor recommends that the Serial Bootstrap Loader be 
used for initial program loading of the DS5000. 

RPC PROGRAM MODE OPERATION 

The DS5001 series offers a high-speed programming 
mode with many of the benefits of the Serial Loader. 
Like the Serial mode, it is primarily intended as an in- 
system technique but can be used in a fixture. This 
mode uses the RPC (8042) slave interface to perform a 
high speed parallel load. When the PROG pin is pulled 
to a logic 0, the Bootstrap ROM will begin looking for an 
ASCII carriage return. This can come in via the serial 
port or the RPC port. The RPC port is accessed as 
shown in the section on Parallel I/O. If the RPC buffer is 
written with a ODh, this will cause the loader to respond 
with its banner and prompt using this same interface. 
An external microprocessor is assumed to have written 
and read these values. The RPC loader implements the 
same command interface and syntax as the Serial 
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Loader. The only difference is the speed at which data 
can be written, and the lack of a baud rate consideration. 
As bytes are written into the buffer, they will be acted 
upon. Handshaking will be used as described in the 
Parallel I/O section. 

The RPC mode requires no super-voltage pulses. The 
CS, RD, and WR strobes control the transfer of data 
between the DS5001 andthehost. This protocol makes 
the DS5001 ideal for PC based applications, but any 
host processor can perform the loading. 

CALL FOR HELP 

TheDS5001 is designed for crashproof computing. The 
object is to deal with all eventualities in the course of run- 
ning a system. TheDS5001 provides Power fail Reset, 
Early-warning Interrupt, and Watchdog timer as well as 
nonvolatile RAM for backup to achieve this. However, in 
the event of a problem that these features cannot deal 
with, the DS5001 can also Call For Help. It uses a 
modem, preferably the DS2245M, to accomplish this. 
When the DS5001 requests a call for help, the 
DS2245M modem performs a preprogrammed 
sequence of actions. This can include calling a home- 



base phone number and making a modem connection. 
The DS2245M allows a remote user to reprogram or 
verify the integrity of the processor. The modem aspect 
is discussed in the DS2245M data sheet. 

As discussed above, the DS500 1 is capable of perform- 
ing an automatic CRC on power-up. If the CRC is incor- 
rect, the DS5001 will invoke its Bootstrap Loader and 
wait for guidance. If the M DM (modem enable) bit is set 
in the CRC register (address C1 h), the DS5001 loader 
will perform a Call For Help. This involves the following 
procedure. First, the processor will take P 1 .0 to a logic 
low. This signal should be connected to a DS2245M 
modem. Next, the DS5001 loader will initialize the 
modem's UART registers. The registers will be 
expected beginning at address COOOh under PE4. The 
DS5001 will then toggle the modem OUT1 signal low 
then high via its UART registers. This causes a reset of 
the DS2245M modem. When the DS2245M recognizes 
the Call For Help pin as being low (step 1 ) on a reset, it 
performs the Call For Help procedure. This ultimately 
allows the remote user to examine the Bootstrap Loader 
directly. Notice that no user software is required to per- 
form this function .The port at C000 h will provide access 
to the Bootstrap Loader directly. 
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trailer module versions have reaMime dock (RTC) 
options. These include the DS5000T DIP and the 
DS2250T, DS2251T,andDS2252TSIMMs. In addition, 
user's of the monolithic microcontroller chips including 
DS5000FP, DS5001FP, and DS5002FP, will frequently 
connect a Dallas RTC. There are two types of clock 
used in Dallas modules. These are the Phantom type, 
represented by the DS121 5 and the parallel type repre- 
sented by the DS1 283. The DS1 283 is generally supe- 
rior. This section provides the clock details for user's of 
the Time-Microcontroller modules. 

DS1215 PHANTOM RTC 

The first generation microcontrollers use the DS1215 
Phantom RTC. These include the DS5000T and 
DS2250T. This clock gives permanently powered time- 
of-day monitoring. The clock runs from an internal 32 
KHz crystal and is generally independent of the micro- 
controller. It provides time of day information including 
0.01 second, seconds, minutes, hours, day, date, month 

is shown below. The 



and year. The register „ 
DS1 21 5 keeps time to 2 minutes per month accuracy. It 
offers a complete representation of time and calendar in 
a convenient BCD format. It does not provide any inter- 
rupt capability. These functions are provided in the 



The DS1215 is a Phantom clock because it makes no 
impact on the memory map. The block diagram of the 
DS1 21 5 connection is shown in Figure 1 7-1 . It is funda- 
mentally a serial device that resides on the address bus. 
To access the clock, the user must set the ECE2 bit at 
MCON.2 to a logic 1 . This will cause all MOVX instruc- 
tions to access CE2 instead of CE1. Once ECE2 is set, 
the Byte-wide Address bit 2 serves as a write enable 
and Address bit serves as the data input. Bit 7 of the 
Byte-wide Data bus serves as the data output. Notice 
that the read/write line is not used. For each CE2 
access, the DS1215 will watch the value of AO on the 
Byte-wide bus for a particular 64-bit security pattern. 
This pattern checking prevents accidentally invoking 
the clock. Since these must be write operations, A2 
must be a logic for each write. The clock will take no 
action unless the 64 pattern bits are written in the correct 
order. Any error causes the pattern comparator to start 
over. Thus the users must "really" intend to communi- 
cate with the DS1 21 5. Once the security pattern is writ- 
ten, the next 64 bits are time of day and calendar func- 
tions. Thus 1 28 read/writes are required for any time of 
day access. Data is written using BAO and read using 
BD7. Thus the address actually writes data, but data is 
read normally using one bit. 



DS5000T/DS2250T RTC BLOCK DIAGRAM Figure 17-1 
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The timekeeper contains a shift register with 128 loca- 
tions. The first 64 locations correspond to a pattern 
shown in Figure 17-2. The next 64 are time data. Be- 
fore access to time data may occur, the 64 bit pattern 
must be written. The incoming bits are checked by a 
pattern recognition circuit. As each correct bit of the pat- 
tern is received, the pointer is advanced. Any incorrect 
bit will cause the pointer to stop, and it may only be reset 
by a read operation. When the 64 bits of the pattern 
have been correctly written, access to time data begins. 
The next 64 bits are time data according to Figure 1 7-4. 
When the 64 bits of time data have been read or written 
(each bit increments the pointer), the pointer has com- 
pleted its cycle of 1 28. The next time access is initiated 
by writing the pattern again. The pointer should be reset 
with a read operation , to make sure it is at a known loca- 
tion. 

To write a data bit to the RTC, a MOVX instruction that 
forces A2 low and AO to the state of the bit must be per- 
formed. All other address lines should be low. Address 
line A2 can be thought of as the write enable to the clock 
and AO as the input bit. Therefore, to write the 64 bits of 
the pattern recognition sequence, 64 MOVX instruc- 
tions must be executed. A read is performed in a similar 
manner, but A2 is high. Notice that data is encoded into 
the address line. Either a MOVX A, @DPTR or MOVX 
@DPTR, A will accomplish a write if the DPH contains 
00H, and DPL contains OOOOOOOXb. The data bit is AO. 
The R/W signal is irrelevent. 



To read a data bit from the clock once the 64-bit pattern 
has been entered, a MOVX instruction (MOVX A, @Ri 
or MOVX A, @DPTR) must be executed that sets A2 to 
a 1 . The data bit desired will then be returned in bit 7 of 
the accumulator. Therefore, to retrieve the 8 bytes of 
time information in the clock, 64 read MOVX instructions 
must be executed. 

Since the clock pointer increments for each memory ac- 
cess (read or write), extra reads or writes must not be 
performed (the pointer would move accidently) . For this 
reason, any interruption of the time read/write process 
should close ECE2 immediately. An inadvertent 
memory access to this space would move the pointer, 
and time data would appear to be garbage on returning 
to timekeeping. If possible, interrupts should be dis- 
abled when executing time transactions. 

Note that the clock access is performed as a Byte-wide 
memory access. The EA pin for external access only 
must remain high. If this pin is low, all memory access is 
directed outside the chip via the expanded bus. There- 
fore, the timekeeper would be outside the current 
memory map. 

A flowchart is shown in Figure 1 7-3 which summarizes 
how to access the time for retrieval and modification. 
Also, an application note at the end of this section lists a 
program which contains sample subroutines for com- 
municating with the clock. 
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PATTERN COMPARISON REGISTER DESCRIPTION Figure 17-2 
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RTC REGISTER ENTRY FLOWCHART Figure 17-3 



Set ECE2 bit in the MCON 
register to a logic 1 



Perform a dummy read 
operation to reset clock pattern 
recognition circuit* 



To guarantee that the pattern recognition circuit is 
reset to the first bit of the sequence it is highly rec- 
ommended that 65 read operations be performed. 
This is in case the DS5000T has been interrupted 
or reset while the clock was open. 



To open clock, write the 64 
serial pattern by using A2 and 
AO embedded address lines 




Read time registers one bit at 
a time using read MOVX 
instructions that set A2 to 
logic 1. Bit to be read will 
be returned in bit 7 of data 
byte. 



Write to time registers one bit 
at a time using write MOVX 
instructions that clear A2 to a 
logic 0. AO should be the bit 
to oe written. 



Clear ECE2 to a zero to 
access normal embedded 
data memory map 
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RTC TIME REGISTERS DESCRIPTION Figure 17-4 
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REGISTERS 

The time information in the RTC is contained in eight 
registers that are each 8 bits long. After the 64-bit rec- 
ognition pattern has been received, data in these regis- 
ters is accessed one bit at a time which is shown conce- 
putally in Figure 17-4. It is recommended that data 
written to the RTC be handled in groups of 8 bits corre- 
sponding to the register bytes in order to prevent erro- 
neous results. 

Register data is always in the BCD format except for the 
hours register (register 3) whose format changes de- 
pending upon the state of bit 7. If bit 7 is high, the 
1 2-hour mode is selected and bit 5 of the hours register 
becomes an AM/PM indicator; if bit 7 is low, the 24-hour 
mode is selected and bit 5 becomes the second 1 0-hour 
bit (20-23 hours). Figure 1 7-5 contains examples that 



illustrate the content of these registers for different 
modes and times. 

SPECIAL BITS 

Bit 5 of the days register (register 4) is the control bit for 
the clock micropower oscillator. Clearing bit 5 to a logic 
enables the oscillator for normal operation; setting bit 
5 to a logic 1 disables the oscillator and halts the time- 
keeping. It is recommended that bit 5 always be cleared 
toO. 

Register locations shown as logic 0's in Figure 1 7-4 will 
always return a when being read. Write operations to 
these bit locations are ignored by the clock and have no 
effect on its operation. 
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TIME REGISTER EXAMPLES Figure 17-5 
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The time indicated is 11 o'clock PM, 12mintues,51.89seconds. The date indicated is Sunday, October 30th, 1988. 
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The time indicated is 2300 hour, 59 minutes, 51 .89 seconds. The date indicated is Monday, November 22nd, 1 988. 
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minute, when an exact minute occurs, when an exact 
minute and hour occurs, or when an exact minute, hour, 
and day occurs. This alarm generates an output that 
can be connected to an interrupt input on the microcon- 
troller. This is explained in more detail below. A second 
interrupt is also provided on the DS1 283. It is related to 
a programmable interval. This interrupt will activate if 
the interval is allowed to time-out. It is programmable 
between 0.01 second and 99.99 seconds. It is also 
independent of the time-of-day interrupt described 
above. The time-out interrupt can be used as a third 
timer, a watchdog function or for a variety of other uses. 

Figure 17-6 illustrates the DS1283 connection for the 
DS2251T and DS2252T. The difference between the 
two versions is the interrupt pin-out. A DS2251 T has all 
of the DS1 283 interrupt outputs bought to the connector. 
The users can determine how these are connected. 
The DS2252T provides one open-drain interrupt output 
that is connected to P3.2. Note that since ft is open- 
drain, it will not interfere with other circuits using P3.2 if 
unused. These differences sire discussed in more detail 
below. 
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DS1283 BYTE-WIDE CLOCK 

The second generation microcontrollers use the 
DS1283 Byte-wide RTC. These include the DS2251T 
and DS2252T. This is also the clock of choice for user's 
designing with the micro chips (DS5000FP, DS5001 FP, 
and DS5002FP). This clock gives permanently pow- 
ered time-of-day monitoring. The clock runs from an 
internal 32 KHz crystal (in the modules) and is generally 
independent of the microcontroller. It provides time of 
day information including 0.01 second, seconds, min- 
utes, hours, day, date, month and year. The register for- 
mat is shown below. The DS1 283 keeps time to 2 min- 
utes per month accuracy. It offers a complete 
representation of time and calendar in a convenient 
BCD format, but is accessible via the memory bus in a 
parallel fashion and is read or written like a RAM. It 
requires no security pattern or shifting to access. This is 
practical since the DS5001 series decodes peripheral 
chip enables that do not interfere with the normal 
memory map. 

The DS1283 also offers powerful interrupt capability 
including a time of day/calendar alarm and a periodic 
interval time-out. The alarm can be set for once per 
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DS2251T7DS2252T RTC BLOCK DIAGRAM Figure 17-6 

DS2251T 



DS5001 
CPU 



v cco 



Vcc 



PE1 



CE 



R/W 



WE 



BA5-0 A5-0 



DS1283 
RTC 



INTB 



DS2252T 



P3.2 



(INTO ) 



CPU 



Vcco 



Vcc 



PE1 



R/W 



I BAS-0 AS-O., 
\\\\\\\^> 



DS1283 
RTC 



INTP 



MEMORY MAP 

In both the DS2251 T and DS2252T, the RTC function is 
memory mapped. It is accessed using the peripheral 
selects. First, the PES bit at MCON.2 must be set to a 
logic 1. This will enable the peripheral space in the 



MOVX area. The RTC function is mapped under PEL 
This area begins at address OOOOh. The Timekeeping 
map consists of 1 4 time-related registers and 50 bytes 
of SRAM. It is illustrated in Figure 17-7. 
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REAL-TIME CLOCK MEMORY MAP Figure 17-7 



ADDRESS 

/ 





CLOCK, CALENDAR, j 
TIME-OF-DAY ALARM < 
REGISTERS 



(RETRIGGERABLE/ 
REPETITIVE 
COUNTDOWN 
ALARM) 



COMMAND 
REGISTERS 



WATCHDOG 

ALARM 

REGISTERS 



USERS 
REGISTERS 



BIT 7 














BITO 


RANGE 


0.1 SECONDS 


0.01 SECONDS 


00-89 



DAYS 



7 M 



DAY ALARM 



10 YEAR 



YEARS 



0.1 SECONDS 






10 SECONDS 


SECONDS 







10 MINUTES 


MINUTES 


M 


10 MIN ALARM 


MIN ALARM 



INP 


O 


10 DATE 


DATE 










10 MO 


MONTHS 


EOSC 


ESQW 







IBH 


PU 










TE 


IPSW 


LO 


LVL 


WAM 


TDM 


WAF 


TDF 



0.01 SECONDS 



10 SECONDS 



SECONDS 



3F 



00-59 



00-59 






12-24 


\0 / 
/ MP 


HR 


HOURS 


01-12+A/P 
00-23 














M 


12-24 


10/" 
/A/P 


HR 


HR ALARM 


01-12+A/P 
00-23 



01-07 



01-07 



01-31 



01-12 



00-99 
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The time, calendar, and alarms are controlled by the 
information in these 1 4 registers. In particular, the Com- 
mand register controls most functions. This is 
described in Figure 17-8. There are two additional bits 
that deserve mention. These reside in the register at 
address 09h. Bit 7 is EOSC, which enables the Time- 
keeping oscillator if set to a 0. Lithium lifetime can be 
preserved by disabling the oscillator when it is not 
needed and power is not present. Note the user's soft- 



ware should enable the oscillator, as it should be off for 
shipping. If the oscillator is off , a user can read or write 
to the Timekeeping register, but the ti me value will not 
change. Bit 6 of the same register is the ESQW bit. This 
controls the timekeeper 1 024 Hz SQW output. The 
SQW signal is available on the DS2251T. When it is 
enabled, it drives a square wave of 1 024 Hz. When dis- 
abled, it is tri-state so it will not interfere with other uses 
of a port pin. 



REAL-TIME CLOCK COMMAND REGISTER Figure 17-8 
RTC COMMAND Register Address OBH 



I « 


IPSW IBH/LO 


PU/LVL 


WAM TDM 


WAF TDF 













CMD.7: TE 

Transfer Enable To avoid updating of time registers while a read is taking place, the update 

may be frozen. Setting the TE bit to a logic will prevent an update of the 
user-readable registers from the actual time of day. Setting TE to a logic 1 
will enable updates every 0.01 seconds. 



CMD.6: 

Interrupt Switch 



IPSW 

When set to a logic 1 , INTP will be assigned to time of day alarm and INTB 
will be assigned to the periodic time-out. When set to a logic 0, the functions 
are reversed. 



IBHL 



INTBH/L 



CMD.4: 

Pulse/Level 



CMD.3: 

Watchdog Alarm 
Mask 

CMD.2: 

Time of Day 
Alarm Mask 

CMD.1: 

Watchdog 
Alarm Rag 

CMD.0: 

Time of Day 
Alarm Flag 



When set to logic 1 , the INTB will source current (active high). When set to a 
logic 0, INTB will sink current (active low). 



PU/LVL 



When set to a logic 1 , INTP will sink current for approximately 3 ms when it is 
activated. INTB will sink or source (as set by IBLH) for 3 ms. When set to a 
logic 0, the interrupt pins will signal with a continuous level. 



WAM 

When set to a logic 1 , the watchdog countdown timer interrupt will be 
disabled. When set to a logic 0, the countdown interrupt is enabled. 

TDM 

When set to a logic 1 , the time of day interrupt is disabled. When set to a 
logic 0, the time of day alarm is enabled. 

WAF 

This bit will be set to a logic 1 by the DS1283 when a watchdog time-out 
occurs. WAF is reset by reading or writing either of the countdown registers. 

TDF 

This bit is set to a logic 1 by the DS 1283 when a time of day alarm occurs. It is 
cleared by reading or writing any time of day alarm register (register 3, 5, or 7). 
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RTC INTERRUPTS 

The DS1 283 provides two interrupt functions. They are 
time-of-day alarm and a watchdog alarm. The watch- 
dog alarm is a user programmed periodic interval time- 
out. It is programmed using registers OCh and ODh. The 
time-of-day alarm is controlled by the registers at loca- 
tions 03h, 05h, and 07h as well as the command regis- 



ALARM MASKBIT OPERATION Figure 17-9 



MASK 


ALARM CONDITION 


Minutes 


Hours 


Days 


1 


1 


1 


Alarm once per minute. 





1 


1 


Alarm when minutes match time. 








1 


Alarm when minutes and hours match time. 











Alarm when minutes, hours, and days match time. 



Note: Other mask bit combinations produce illogical operation and should be avoided. 



ter. The alarm registers relate to similar time registers. 
The alarm works by matching the time to the selected 
alarm according to the mask bits. These are the MSBs 
of the respective alarm registers. The mask determines 
if that register is used in the alarm match or is a don't 
care. There are four valid selections shown in Figure 1 7-9. 



The DS1283 provides three interrupt outputs called 
INTA, INTB, and INTP. INTP is an open-drain repre- 
sentation of INTA that can also be forced active. It has 
no other operational function. Either INTA and INTB 
can be assigned to either interrupt function. That is, 
INTA can be the time-of-day alarm or the time-out 
interval alarm. When INTA serves as one function, 
I NTB is automatically the other. I NT P always tracks with 
INTA. This allows the RTC interrupts to use only one 
interrupt pin on the micro if the interrupts will not be used 



simultaneously. In the DS2251 T, all three interrupt pins 
are available at the connector. The user connects these 
to the micro port pins of choice. In the DS2252T, only 
one interrupt signal is available. It is INTP and is con- 
nected to P3.2 (INTO). Since INTP is an open-drain sig- 
nal, it will not interfere if not used. When activated, INTP 
will pull P3.2 low. As described above, the interrupt 
functions can be switched so either is issued via INTP 
(INTA) 
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APPLICATION: USING THE RTC ON A 
DS5000T 

The DS5000T or DS2250T uses the DS1 21 5 Phantom 
type reaMime clock (RTC). This clock is basically a 
serial device that uses a single address bit as an input 
and a single data bus bit as an output. The f ol lowing pro- 
gram is an example of how to use this clock. It provides 
a serial port interface allowing a user to set and read the 
time of day. Note that the serial port setup expects 9600 
baud communication and an 11 .0592 MHz crystal. If a 
user's application uses different values, this setup must 
be modified. All of the timekeeping subroutines can be 



incorporated into a user's program by removing the 
command interface and serial port setup. 

Programmer's note: In the Write subroutine at the end 
of this example program, there is one unusual state- 
ment. The action of writing a byte to the RTC is actually 
done using a read instruction (MOVX A, @DPTR). This 
is because a write instruction would write to the RAM 
under CE2 if one were present. Since the DS1 21 5 is 
configured to use A2 as a write enable and AO as the 
data bit, this instruction is acceptable. 



Program DEMODS5T 

This program responds to commands received over the serial 
I/O port to send or receive the date/time information between 
the DS1215 in the DS5000T and the serial I/O port. This allows 
an external program or user to access the date/time information. 

The program first sets up the serial port for transmission at 
9600 baud with eight data bits, no parity, and one stop bit. 

Next, the program begins execution of a loop waiting for an 
instruction from the serial port. Two valid instructions, R and W, 
are recognized. 

Receipt of the R character causes the DEMODS5T program 
to read eight bytes of date/time information from the DS1215 
; and send them out over the serial port . 

Receipt of the W character causes the DEMODS5T program 

to wait for eight bytes of date/time information from the serial 

port and write them to the DS1215. 

Any other byte received from the serial port is incremented and 



; then 


sent back out 


to the serial 


port. 


PCON 


equ 


87H 




MCON 


equ 


0C6H 




TA 


equ 


0C7H 




i 


cseg 


at 






s jmp 


START 






cseg 


at 30H 




START: 






; Initialization . 


mov 


TA, 


#0AAH 


; Timed 


mov 


TA, 


#55H 


/access. 


mov 


PCON, 


#0 


,- Reset watchdog timer. 


mov 


MCON, 


#0F8H 


;Turn off CE2 for memory access. 
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lcall 



CLOSE 



; Close date/time registers. 



mov 
mov 
mov 
mov 
orl 
mov 
mov 



IE, 



TH1, 

TL1, 

PCON, 

SCON, 

TCON, 



#0 

#2 OH 

#0FAH 

#0FAH 

#80H 

#52H 

#40H 



/Initialize the 
/serial port 
/for 9600 
/baud. 



jnb 

clr 

mov 

c jne 

lcall 

mov 

lcall 



RI, L 
RI 

A, SBUF 
A, #'R/, H 
OPEN 



B 

RBYTE 



#8 



/Wait for character. 
/Clear the receiver. 
/Load in the character. 
/Skip if not a read. 
/Set up to read date/time. 
/Set up to send 8 bytes. 

/Read a byte of date/time. 



jnb 
clr 
mov 
d jnz 
s jmp 

c jne 

lcall 

mov 



I: 



jnb 
clr 
mov 
lcall 
d jnz 
s jmp 

jnb 
clr 
inc 
mov 
s jmp 



TI, 

TI 

SBUF, 

B, 

L 



A 
F 



A, #'W, J 

OPEN 



RI, 

RI 

A, 

WBYTE 

B, 

L 

TI, 

TI 

A 

SBUF, 
L 



#8 

I 

SBUF 
I 



/Wait for end of previous send. 
/Clear transmitter. 
/Send out the byte. 
/Loop for 8 bytes. 
/Return to main loop. 

/Skip if not a write. 
/Set up to read date/time. 
/ Set up to receive 8 bytes. 

/Wait to receive a byte. 
/Clear the receiver. 
/Bring in the byte. 
/Write a byte of date/time. 
/Loop for 8 bytes. 
/Return to main loop. 

/If it is neither an R nor a W 
/increment the character, 
/send it back out to the 
/serial port, and then 
/return to the main loop. 



SUBROUTINE TO OPEN THE CLOCK/ CALENDAR (ECC) 

This subroutine executes the sequence of reads and writes which 
is required in order to open communication with the timekeeper. 
The subroutine returns with the timekeeper opened for data 
access with both the accumulator and B register modified. 
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LCALL 


CLOSE 


MOV 


B, #4 


MOV 


A, #0C5H 


T r*Z!T T 


WBYTE 


XRL 


A, #OFFH 


LCALL 


WBYTE 


SWAP 


A 


DJNZ 


B, OP EN A 


RET 





LCALL CLOSE /Make sure it is closed. 

; Set pattern period count. 
/Load first byte of pattern. 
/Send out the byte. 
/Generate next pattern byte. 
/Send out the byte. 
/Generate next pattern byte. 
/Repeat until 8 bytes sent. 
/Return. 



******************************** 

*** SUBROUTINE TO CLOSE THE RTC 
******************************** 

This subroutine insures that the registers of the timekeeper 
are closed by executing 9 successive reads of the date and time 
registers . The subroutine returns with both the accumulator 
and the B register modified. 



CLOSE: MOV B, #9 /Set up to read 9 bytes. 

CLOSEA: LCALL RBYTE /Read a byte. 

DJNZ B, CLOSEA /Loop for 9 byte reads. 

RET /Return. 

*********************************** 

*** SUBROUTINE TO READ A DAYA BYTE 
*********************************** 

This subroutine performs a "context switch: to the CE2 data 
space and then reads one byte from the timekeeping device. 
Then it switches back to the CE1 data space and returns 
the byte read in the accumulator, with all other registers 
unchanged. 

RBYTE: 



LI: 



PUSH 


DPL 


/Save the data 


PUSH 


DPH 


/ pointer on stack. 


PUSH 


MCON 


/Save MCON register. 


ORL 


MCON, #4 


/Switch to CE2. 


PUSH 


B 


/Save the B register. 


MOV 


DPL, #4 


/ Set up for data input . 


MOV 


DPH, #0 


/Set high address byte. 


MOV 


B,#8 


/ Set the bit count . 


PUSH 


AC 


/Save the accumulator. 


MOVX 


A, @DPTR 


/Input the data bit. 


RLC 


A 


/Move it to carry. 


POP 


ACC 


/Get the accumulator. 


RRC 


A 


/Save the data bit. 


DJNZ 


B,LI 


/Loop for a whole byte. 


POP 


B 


/Restore the B register. 


POP 


MCON 


/Restore the MCON register. 


POP 


DPH 


/Restore the data 
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POP 
RET 



DPL 



; pointer from stack. 
/Return . 



************************************ 

*** SUBROUTINE TO WRITE A DATA BYTE 
.************************************ 



This subroutine performs a "context switch" to the CE2 data 
space and then writes one byte from the accumulator to the 
timekeeping device. Then it switches back to the CE1 data 
space and returns with all registers unchanged. 



WBYTE: 



LO: 



PUSH 

PUSH 

PUSH 

ORL 

PUSH 

MOV 

PUSH 

ANL 

MOV 

MOVX 

POP 

RR 

DJNZ 

POP 

POP 

POP 

POP 

RET 



**************** 

END OF PROGRAM 
**************** 

END 



DPL ; Save the data 

DPH ; pointer on stack. 

MCON /Save the MCON register. 

MCON,#4 /Switch to CE2 . 

B /Save the B register. 

DPH,#0 /Set high address byte. 

MOV B, #8 /Set the bit Count. 

ACC ; Save the accumulator . 

A, #1 /Set up bit for output. 

DPL, A /Set address to write bit. 

A, 0DPTR /Output the data bit. 
ACC /Restore the accumulator. 
A /Position next bit. 

B, LO /Loop for a whole byte. 
B /Restore the B register. 
MCON /Restore the MCON register. 
DPH /Restore the data 

DPL / pointer from stack. 
/Return . 



/End of program. 
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APPLICATION: USING THE RTC ON A 
DS2251T 

The DS2251T or DS2252T use the DS1 283 Byte-^ide 
type reaMime clock (RTC). This clock is accessed in a 
parallel fashion like a RAM. The user simply writes tothe 
registers to set the time and control functions. The fol- 
lowing program is an example of how to use this clock. It 
provides a serial port interface allowing an user to set 



and read the time of day. Note that the serial port setup 
expects 9600 baud communication and an 1 1 .0592 Mhz 
crystal. If a user's application uses different values, this 
setup must be modified. All of the timekeeping access is 
performed in the code under Set Time and Tell Time. 
The remainder of this program concerns getting data in 
and out of the serial port for display purposes and has 
nothing to do with timekeeper access. 



Program DS1283 

This program responds to commands received over the serial 
port to set the date and time information in the DS1283 

The program first initializes the serial port for communication 
at 9600 baud with eight data bits, no parity, and one stop bit. 





After 


setting the date and time 


t the program begins execution 




of an 


infinite loop 


which sends 


back the date and time each 




time a 


character is 


received. 






i 

CR 


EQU 


0DH 








LF 


EQD 


0AH 








MCON 


EQU 


0C6H 








TA 


EQU 


0C7H 








. 


CSEG 


AT 


RESET 








MOV 


TA, 


#0AAH 


/ 


Timed 




MOV 


TA, 


#55H 


/ 


access . 




MOV 


PCON, 


#0 


/ 


Reset watchdog timer. 




ANL 


MCON, 


#0FBH 


/ 


Turn off PES for memory access. 




MOV 


P2, 


#0 


/ 


Clear high byte of address. 












; for clock access 




MOV 


IE, 


#0 








MOV 


TMOD, 


#20H 


/ 


Initialize the 




MOV 


TH1, 


#0FAH 




serial port 




MOV 


TL1, 


#0FAH 


/ 


for 9600 




ORL 


PCON, 


#80H 




baud. 




MOV 


SCON, 


#52H 








MOV 


TCON, 


#40H 






/Messages 














MOV 


DPTR, 


#TEXT0 








LCALL 


TEXT OUT 










LCALL 


CHAR_IN 










LCALL 


CHARJDOT 










PUSH 


ACC 










MOV 


DPTR, 


#TEXT3 








LCALL 


TEXT_OUT 










POP 


ACC 










ANL 


A, 


#5FH 








CJNE 


A, #'Y', 


TELL_TIME 







161 



061093 161/175 



USER'S GUIDE 



; Set Time 



CLR 

MOV 

LCALL 

MOV 

LCALL 

LCALL 

LCALL 

MOV 

LCALL 

LCALL 

LCALL 

MOV 

LCALL 

LCALL 

LCALL 

DEC 

MOV 

LCALL 

LCALL 

LCALL 

DEC 

MOV 

LCALL 

LCALL 

LCALL 

DEC 

MOV 

LCALL 

LCALL 

LCALL 

CLR 

LCALL 

LCALL 

MOV 

LCALL 

LCALL 

MOV 

MOV 

LCALL 



TELL TIME: 



RO, 

WBYTE 

DPTR, 

TEXT_OOT 

HEX_IN 

WBYTE 

DPTR, 

TEXT_OUT 

HEX_IN 

WBYTE 

DPTR, 

TEXT_OUT 

HEX_IN 

WBYTE 

RO 

DPTR, 

TEXT_OUT 

HEX_IN 

WBYTE 

RO 

DPTR, 

TEXT_OUT 

HEX_IN 

WBYTE 

RO 

DPTR, 

TEXT_OUT 

HEX_IN 

WBYTE 

A 

WBYTE 

WBYTE 

DPTR, 

TEXT_OUT 

CHAR_IN 

A, 

RO, 

WBYTE 



#OBh 
#YEAR 



; Freeze the registers. 



; Set the year. 



; Set the month . 



#DAY 



#DAYW 



#HOUR 



#MINUTE 



#TRIGGER 



#80H 
#11 



MOV 
LCALL 



DPTR, #TEXT4 
TEXT OUT 



; Set the day. 



; Set day of the week. 



; Set the hour. 



; Set the minute. 

; Set seconds 
; to 00.00 



; Wait for trigger. 

; Un-freeze the registers. 

; Invite user to read time. 



CONTINUE : 



LCALL 

CLR 

MOV 

LCALL 

MOV 

LCALL 

MOV 

LCALL 

ANL 

LCALL 

MOV 

LCALL 



CHAR_IN 
A 

RO, 

WBYTE 

DPTR, 

TEXT_OUT 

RO, 

RBYTE 

A, 

HEX_OUT 
A, 

CHAR OUT 



#11 



#TEXT1 



#9 



#1FH 



#'/' 



Wait for read request . 



; Freeze the registers. 



; Read the month . 

; Isolate it. 

; Display month. 
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LCALL 

ANL 

LCALL 

MOV 

LCALL 

MOV 

LCALL 

LCALL 

MOV 

LCALL 

MOV 

LCALL 

DEC 

LCALL 

MOV 

LCALL 

LCALL 

LCALL 

MOV 

LCALL 

LCALL 

LCALL 

MOV 

LCALL 

LCALL 

LCALL 

MOV 

LCALL 

MOV 

MOV 

LCALL 

SJMP 



KBYTE 
A, 

HEX_OUT 
A, 

CHAR_ODT 

RO, 

KBYTE 

HEX_OUT 

DPTR, 

TEXT_OOT 

RO, 

RBYTE 

RO 

HEX_OUT 
A, 

CHARJDUT 
RBYTE 
HEX_OUT 
A, 

CHAR_OUT 
RBYTE 
HEX__OUT 
A, 

CHAR_ODT 

RBYTE 

HEX_OUT 

DPTR, 

TEXT_OUT 

A, 

RO, 

WBYTE 

CONTINUE 



#3FH 
#'/' 
#10 

#TEXT2 
#4 

#' :' 



#' .' 



#TEXT3 

#80H 
#11 



; Read the day of month . 

; Isolate it. 

; Display day of month. 



; Read the year. 

; Display the year. 



; Read the hour. 
; Display the hour. 



; Read the minute . 
; Display the minute 



,- Read the second. 

; Display the second. 



; Read fraction of second. 

; Display fraction of second. 



; On-freeze the registers. 
; Repeat indefinitely. 



/Utilities 



HEX IN: 



HEX LP: 



NOT CR: 



HEX XX: 



MOV 

LCALL 

LCALL 

CJNE 

MOV 

RET 

ADD 

JNC 

CJNE 

JC 

ADD 

CJNE 

JC 

CJNE 
JNC 

XCH 
ANL 



B, 

CHAR_IN 
CHAR_OUT 
A, #0DH, 
A, 



A, 

HEX_LP 
A, #10, 
HEX_XX 
A, 

A, #10, 
HEX_LP 
A, #16, 
HEX_LP 

A, 
A, 
A 



#0 



NOT_CR 
B 



#-30H 

$+3 

#-7 
$+3 

$+3 



B 

#0FH 
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HEX_OUT : 
OUT LP: 



HEX OK: 



ORL 
MOV 
SJMP 



MOV 

SWAP 

POSH 

ANL 

CJNE 

JC 

ADD 

ADD 

LCALL 

POP 

DJNZ 

RET 



A, B 

B, A 
HEX_LP 



B, 



#2 



A 

ACC 

A, #0FH 

A, #10, $+3 

HEX_OK 

A, #7 

A, #30H 
CHAR_OUT 

ACC 

B, OUT_LP 



TEXT_OUT : 
WT1: 



WT2 : 



PUSH 

CLR 
MOVC 
INC 
JZ 

LCALL 
SJMP 

POP 
RET 



ACC 

A 
A, 

DPTR 
WT2 

CHAR_OOT 
WT1 

ACC 



SA+DPTR 



CHAR IN: 



CHAR OUT: 



JNB 
MOV 
CLR 
RET 



JNB 
MOV 
CLR 
RET 



RI, 
A, 

RI 



It, 

SBUF, 

TI 



CHAR_IN 
SBUF 



CHAR_OUT 
A 



RBYTE: 



WBYTE: 



PUSH 

ORL 

MOVX 

DEC 

POP 

RET 



PUSH 
ORL 
MOVX 
DEC 



MCON 
MCON, 
A, 
R0 

MCON 



MCON 
MCON, 
@R0, 
R0 



#4 
@R0 



#4 

A 



Save MCON register. 
Switch to PES. 
Read the register. 
Decrement the pointer. 
Restore MCON register. 
Return. 



; Save MCON register. 

; Switch to PES. 

; Read the register. 

; Decrement the pointer. 
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POP MCON 
RET 



; Restore MCON 
; Return . 



ster. 



YEAR: 






DB 


MONTH : 






DB 


DAY : 






DB 


DAYW: 






DB 


HODR: 






DB 


MINUTE : 






DB 


TRIGGER: 






DB 


TEXTO ; 






DB 




DB 




DB 


TEXT1 : 






DB 


TEXT2 : 






DB 


TEXT 3: 






DB 


TEXT 4 : 






DB 




DB 








END 



CR, LF,'YEAR (0-99) : ',0 

CR,LF, 'MONTH (1 - 12) : ',0 

CR, LF, ' DAY OF MONTH : ' , 

CR, LF, ' DAY OF WEEK : ',0 

CR,LF,'HOUR (0-23) : ',0 

CR, LF, ' MINUTE (0 - 59): ',0 

CR, LF, ' PRESS ANY KEY TO SET THIS TIME' , CR, LF, 

CR, LF, ' ****** DALLAS SEMICONDUCTOR *******' 

CR, LF, ' DS1283 SAMPLE DEMONSTRATION PROGRAM' , CR, LF 

CR,LF,'DO YOU WANT TO SET THE TIME (Y/N) ? ',0 

CR, LF, ' DATE : ',0 

CR, LF,'TIME: ',0 

CR,LF,0 

CR,LF, 'PRESS ANY KEY TO READ THE DATE AND TIME' 
CR,LF,0 



; End of Program. 
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ductor since 1987. It has proven to be reliable and 
meets its published specifications. However, in the 
course of development, several common difficulties can 
be experienced. These are frequently the result of 
designing around the Soft Micro as through it were 
exactly an 8051. To reduce these difficulties, Dallas 
Semiconductor has gathered the common problems in 
this troubleshooting guide. These are the result of thou- 
sands of application questions and represent the most 
likely sources of trouble. The following section is orga- 
nized by symptom. This is useful for the developer that 
encounters trouble. If the symptom listed below is 
encountered, try the suggested remedies. If these fail, 
the Dallas applications department will be happy to 
assist. The next section lists specific do's and don'ts for 
designing around the Soft Micro. These are largely 
based on the default practices of 8051 and other micro- 
controller users. 

THE SOFT MICRO APPEARS TO RESET 
FOR NO REASON 

Several features in the Soft Micro can cause a reset. 
Since these are not part of a standard 8051 , a user may 
be ignoring them. 

1 . Watchdog Timer. If the Watchdog Timer is enabled, 
it will cause a reset every 122,800 machine cycles. 
At 1 2 MHz, this is 1 22.8 ms. The Watchdog may be 
operating even though it was never deliberately 
enabled. If the Watchdog is not used, deliberately 
disable it in software as part of the reset vector. If it 
is used, the code may be missing an opportunity to 
strobe the Watchdog leading to an accidental reset. 

2. Power Supply Glitches. The Soft Micro monitors 
Vcc for a power failure. When power drops below its 
Vccmin threshold, the micro will reset. Good 
decoupling can eliminate resets due to noise. A 
1 u.F and a 0.1 u.F capacitor are reasonable values, 
but actual selections depend on the system. Note, 
be especially wary of synchronous resets. That is, if 
every time an event occurs, the micro resets. The 
event (i.e. turning on a motor ) could be causing a dip 
in V cc . 

3. Static. Most microprocessors will loose control dur- 
ing a large static burst. A possible result is to go 
through a reset. This is especially true if the Watch- 
dog is used. 
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1. Shift register corruption of a DS1215 type clock. 
When using a DS5000T or DS2250T and ECE2=1 , 
any MOVX will increment the clock pointer. If the 
micro receives an interrupt while reading the clock, 
a MOVX done as part of the ISR will alter the clock 
pointer. Either disable interrupts while in the clock or 
clear ECE2 as soon as an interrupt occurs. 

2. Time is not changing. In any version of a Time Micro- 
controller, the timekeeper oscillator must be 
enabled. If the oscillator is off, the time will remain as 
it was written. 

RAM LOSSES DATA WHEN POWERED 
DOWN 

The lithium cell isdrained. Underloading, the lithium cell 
has insufficient capacity to create a voltage that sus- 
tains data in the absence of power. This could occur if a 
negative voltage (below -0.3 V) has been applied to the 
part on any pin. Look for undershoots on power or sig- 
nals. Also, the power could have been applied in 
reverse polarity or a DS5000 DIP could have been 
plugged in backwards. If this happens to a module, the 
part will still work, but will not retain memory. Note : lith- 
ium batteries have a very long time constant. Putting the 
micro on the shelf for one to two weeks may restore 
enough voltage to battery back the memory again. The 
lifetime of such a part would be reduced. 

UNABLE TO INVOKE STOP MODE 

Unlike the 8051 , the STOP bit in the PCON register is 
Timed Access protected. Existing 8051 code would not 
use the Timed Access procedure so the STOP mode 
would not be successfully invoked. 

PROGRAM WILL NOT EXECUTE 

This is a general category of complaint. In most cases 
more information is needed. Prior to calling for applica- 
tions support, check the status of ALE, PSEN, XTAL2, 
Ports, and RST. Also, try adding instructions that write a 
value to the ports to see which sections of code are 
being run and which are not (like using print state- 
ments). The following is a list of some common reasons 
that the program will not execute. 
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E5 isfloatlng 

The EA pin has an internal pull down resistor. If EA is 
allowed to float, it assumes an active state which pre- 
vents using NVRAM. When EA=0, the micro will use the 
Expanded Bus on Ports and 2. Connect EA directly to 
+5V for proper operation. 

Crystal Is not running 

Check the capacitance used with the crystals. Approxi- 
mately 20-40 pF is typical. Take note of any stray 
capacitance that could cause the actual loading to rise. 

Memory map Is not configured 

If the developer has not used the Bootstrap Loader to 
select the correct memory map, ft may be incompatible 
with the software. For example, a DS2251 with 64K of 
memory could be configured with a 32K range. Code 
above 32K in NVRAM would not be executed. 

No Stack 

C programmers frequently use a large memory model. 
This places the C stack in MOVX RAM area. The typical 
default address for compilers is to place the stack at 
OOOOh. The Soft Micro in a Partition able mode will not 
have MOVX NVRAM at OOOOh. The C start up configu- 
ration should be altered to put the stack and any other 
data variables above the Partition. C programs will typi- 
cally crash if there is no stack. 

Code Is written for an 8052 

The 8052 family has 256 bytes of on chip RAM and a 
third timer. The Soft Micro is an 8051 derivative and 
does not have these resources. 

Watchdog Is running and unsupported 

If the Watchdog is enabled but not supported by soft- 
ware, ft will reset the micro at intervals of 1 22.8 ms at 1 2 
MHz. If writing to an LCD display or similar activity, the 
initialization may take more time that this. The code 
would appear not to run since the display would never 
get it message printed. Make certain the Watchdog is 
either supported or disabled in software. 

The CRC bit Is set on a DS5001 

If the CRC bit is set, the DS5001 CPU will invoke the 
Bootstrap Loader on each power up and perform a 
CRC. If the answer is incorrect against a stored value, 
the processor will remain in the loader mode. If the user 
has inadvertently set this bit and is not actually using the 



CRC, it will surely be incorrect and will invoke the loader 
on each power up. A program will seem to run (the ROM 
checking the NVRAM) then stop. 

THE MICRO DRAWS TOO MUCH CURRENT 
IN STOP MODE 

The Soft Micro draws approximately 80 uA of Ice in 
STOP mode. However, the EA pin has a resistive load of 
between 40K to 1 25K ohms. If EA is connected to +5V, 
this pin will draw between 40 uA to 1 25 uA. This current 
can be eliminated by grounding the EA pin and locking 
the micro. When locked, internal logic disregards the 
state of EA. Since ft is no longer connected to +5V, the 
micro will only draw its very low Ice- 

DATA IS LOST OR CORRUPTED 

A common cause is that data in a DS2250-64 or a 
DS5000FP based system is lost between banks. The 
ECE2 bit was most likely left active when software was 
supposed to write to CE1 memory. The opposite is also 
possible. When using first generation micro, data cross- 
ing between CE1 and CE2 must be managed carefully. 

DS5000TK KIT DOES NOT RESPOND TO 
KIT5K SOFTWARE 

1 • V cc and ground must be supplied via the ribbon 
cable. Also, to run a program, a crystal must be sup- 
plied. The on board oscillator is used only for load- 
ing. 

2. Cable is broken or a standard phone cable has been 
used. A standard phone cable has the wrong pin out 
of the DS5000TK. 

3. Incorrect COM port has been selected. 

4. Micro is not locked into its ZIF socket. 

SERIAL COMMUNICATION FAILS ON A 
DS5000TK 

1. The ribbon cable represents a significant stray 
capacitance to the crystal pins. The crystal may be 
running at the wrong frequency. This can be 
checked by observing ALE which should be 1/6 of 
the crystal. If it is not, adjust the capacitors to get the 
correct frequency. 

2. The A/B switch is in the wrong position. In position 
A, the micro serial port is routed via the ribbon cable 
to the target system . In position B, it goes back to the 
PC COM port. 
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THE DEMODS5T PROGRAM DOES NOT 
WORK 

Normally due to the serial communication problems 
mentioned above. For the demo, the crystal must be 
1 1 .0592 MHz and must really be at that frequency. Also, 
the A/B switch must be in position B so the micro com- 
municates with the PC via the serial port while running 
code. 



DO'S AND DON'TS 

This section highlights some common mistakes and 
points out some helpful hints. Not all of these are appli- 
cable to every system. 

DONTS 
RC Resets 

Do not use an RC circuit for a power-on reset. The Soft 
Micro does this internally. If the traditional RC circuit is 
used without a diode, it will expose the RST pin to -5V if 
power falls faster than the RC time constant. This is due 
to the capacitor retaining its charge. 

Lithium backed signals 

Do not connect lithium backed chip enables or signals to 
non-backed devices. This produces a drain on the lith- 
ium cell. On the DS5001 and DS5002, PET and PE2 as 
a well as CE1 —4 are lithium backed. PE3 and PE4 are 
not backed and can be connected to normal circuits. On 
the DS5000FP, CE1 and CE2 as well as BA13 and 
BA14 are lithium backed. 



DO'S 

Static Protection 

Do use Schottky diodes and resistor on port pins that 
are available at the outside world. Static can represent a 
negative voltage that temporarily collapses the lithium 
backup. 

Loader Port 

Do provide a method of in-system loading such as an 
RS232 transceiver, a connector, and a way to invoke 

that are encased in epoxy. 
Use the Watchdog 

All microprocessor systems encounter situations that 
they can not deal with by design. The Watchdog is the 
first line of defense. If software runs out of control, it can 
only do so for the duration of one Watchdog time-out. 

Control power supply 

An ideal situation is when the micro controls the power 
down function. If the power switch actually asks soft- 
ware to turn off the power, then software is never taken 
by surprise. Also, make certain that the power supply 
slew rate is longer than 40 uS between Vccmin and +3V. 



Negative Voltage 

Do not allow negative voltage to contact the micro. This 
includes under shoots on power or ports, static, plug- 
ging in backwards, or applying a signal without a com- 
mon ground reference. 
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SECTION 19: INSTRUCTION SET DETAILS 



< 



MNEMONIC 


INSTRUCTION CODE 


HEX 


BYTE 


CYCLE 


EXPLANATION 


D7 


D 6 


D 5 


D 4 


D 3 


D2 


Di 


Do 


ADD A, Rn 








1 





1 


n 2 


ni 


no 


28-2F 


1 


1 


(A) = (A) + (Rn) 


ADD A, direct 








1 








1 





1 


25 


2 


1 


(A) = (A) + (direct) 




a? 


as 


as 


a 4 


a 3 


32 


31 


30 


Byte 2 








ADD A, @Ri 








1 








1 


1 


i 


26-27 


1 


1 


(A) = (A) + ((Ri)) 


ADD A, #data 








1 








1 








24 


2 


1 


(A) = (A) + #data 




d 7 


<k 


d 5 


d 4 


d3 


d 2 


di 


do 


Byte 2 








ADDC A, Rn 








1 


1 


1 


n 2 


ni 


no 


38-3F 


1 


1 


(A) = (A)+(C)+(Rn) 












ADDCA,direct 








1 


1 





1 





1 


35 


2 


1 


(A) = 




»7 


ae 


a 5 


a 4 


a 3 


a 2 


ai 


a 


Byte 2 






/ A \ j./P' \ .l. frit ro*-t\ 


ADDC A, @Ri 








1 


1 





1 


1 


I 


36-37 


1 


1 


(A) = (A)+(C)+((Ri)) 


ADDC A,#data 








1 


1 





1 








34 


2 


1 


(A) = (A)+(C)+#data 




d 7 


d 6 


d 5 


d 4 


dg 


d 2 


di 


do 


Byte 2 








SUBB A, Rn 


1 








1 


1 


n 2 


ni 


no 


98-9F 


1 


1 


(A) = (A)-(C)-(Rn) 


SUBB A,direct 


1 








1 





1 





1 


95 


2 


1 


(A) = 




a 7 


ae 


as 


a 4 


33 


32 


31 


30 


Byte 2 






(A;-(0)-(uir©Cl) 


SUBB A, @Ri 


1 








1 





1 


1 


i 


96-97 


1 


1 


(A) = (A)-(C)-((Ri)) 


SUBB A,#data 


1 








1 





1 








94 


2 


1 


(A) = (A)-(C)-#data 




d 7 


d 6 


d 5 


d 4 


da 


d 2 


di 


do 


Byte 2 








INC A 

















1 








04 


1 


1 


(A) = (A) + 1 


INC Rn 














1 


n 2 


n-f 


n o 


08-OF 


1 


1 


(Rn) = (Rn) + 1 


INC direct 

















1 





1 


05 


2 




(direct) = (direct)+1 




a 7 


ae 


as 


a 4 




a 2 


a i 


a 


Byte 2 








INC ORi 

















1 


1 


i 




■ 




IIFtiW — ffRh\ a. 1 
\\ nt l) - \\ n, l) + 1 


INC DPTR 


1 





1 











1 


1 


A3 


1 




(DPTR)=(DPTR)+1 


DEC A 











1 





1 








14 


1 




(A) = (A) - 1 


DEC Rn 










1 


1 








18-1F 


1 




(Rn) = (Rn) - 1 





n 2 


ni 


no 


1 


DEC direct 


















15 








o 


o 





1 


o 


1 


o 


1 


2 


1 


(direct) = (direct)-1 




37 


ae 


35 


a 4 


3 3 


a 2 


31 


30 


Byte 2 








DEC @Ri 











1 





1 


1 


i 


16-17 


1 


1 


((Ri)) = ((Ri))-1 


MULAB 


1 





1 








1 








A4 


1 


4 


(B 15 _8), (A 7 _o) 
= (A)X(B) 


DIV AB 


1 














1 








84 


1 


4 


(Ais-e). (A 7 -o) 
= (A)-(B) 
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MNEMONIC 


INSTRUCTION CODE 


HEX 


BYTE 


CYCLE 


EXPLANATION 




D7 


D 6 


D 5 


D4 


D 3 


Dz 


Di 


Do 


ARITHMETIC OPER. 


DA A 


1 


1 





1 





1 








D4 


1 


1 


Contents of Accu- 
mulator are BCD, 
if rriAo n \ -> 91 or 
[(AC) = 1]] THEN 
(A3-0) = (A3.0) + 6 

a Kirs 
AND 

IF [[(A 7 . 4 ) > 9] OR 
[(C) = 1]] THEN 

/A \ /A \ . C 

(A 7 -4) = (A 7 -4) + 6 




ANL A, Rn 





1 





1 


1 


r>2 


n1 


"0 


58-5 F 


1 


1 


(A) = (A) AND (Rn) 




ANL A, direct 





1 





1 





1 





1 


55 


2 


1 


(A) = 






a 7 


a 6 


a 5 


34 


33 


32 


ai 


a 


Byte 2 






(A) AND (direct) 




ANL A, @Ri 





1 





1 





1 


1 


1 


56-57 


1 


1 


(A) = (A) AND ((Ri)) 




ANL A, #data 





1 





1 





1 








54 


2 


1 


(A)=(A) AND #data 






<h 


d 6 


ds 


d 4 


da 


d 2 


di 


do 


Byte 2 










ANL direct, A 





1 





1 








1 





52 


2 


1 


(direct) = 






3 7 


as 


35 


34 


a 3 


3 2 


ai 


a 


Byte 2 






(direct) AND A 




ANL direct, 
#data 




a? 


1 

a$ 




a 5 


1 

34 




33 




a 2 


1 

31 


1 

3 


53 
Byte 2 


3 


2 


(direct) = 

(direct) AND #data 






<h 


d 6 


d 5 


d 4 


dg 


d 2 


di 


do 


Byte 3 










ORL A, Rn 





1 








1 


n 2 


ni 


no 


48-4 F 


1 


1 


(A) = (A) OR (Rn) 




ORL A, direct 




a? 


1 

ae 




35 




3 4 




33 


1 

32 



ai 


1 

a 


45 
Byte 2 


2 


1 


(A) = 

(A) OR (direct) 


z 
o 


ORL A, @Ri 





1 











1 


1 




46-47 


1 


1 


(A) = (A)OR((Ri)) 


DC 


ORL A, #data 





1 











1 








44 


2 


1 


(A) = (A) OR #data 


Ul 
Q. 




d 7 


d 6 


d 5 


d 4 


ds 


d 2 


di 


do 


Byte 2 








SICAL C 


ORL direct, A 



a? 


1 

a 6 




35 




34 




33 



a 2 


1 

31 




ao 


42 
Byte 2 


2 


1 


(direct) = 
(direct) OR (A) 


3 


ORL di- 
rect, #data 



a 7 


1 

as 




3 5 




34 




3 3 




32 


1 

31 


1 

a 


43 
Byte 2 


3 


2 


(direct) = 
(direct) OR #data 






d 7 


ds 


d 5 


d 4 


da 


d 2 


d. 


do 


Byte 3 










XRL A, Rn 





1 


1 





1 


n 2 


"1 


n 


68-6 F 


1 


1 


(A) = (A) XOR (Rn) 




XRL A, direct 



37 


1 

as 


1 

a 5 




34 



3 3 


1 

32 




31 


1 

30 


65 
Byte 2 


2 


1 


(A) = 

(A) XOR (direct) 




XRL A, @ Ri 





1 


1 








1 


1 


i 


66-67 


1 


1 


(A) = (A) XOR ((Ri)) 




XRL A, #data 





1 


1 








1 








64 


2 


1 


(direct) = 






d 7 


d6 


d5 


d 4 


ds 


d 2 


di 


do 


Byte 2 






(direct) XOR #data 




XRL direct, A 




a 7 


1 

as 


1 

35 




34 




33 




32 


1 

31 



a 


62 
Byte 2 


2 


1 


(direct) = 
(direct) XOR (A) 




XRL direct, 
#data 



a 7 


1 

as 


1 

35 



34 



33 




a 2 


1 

31 


1 

a 


63 
Byte 2 


3 


2 


(direct) = 
(direct XOR (A) 






<h 


ds 


d 5 


d 4 


ds 


d 2 


d! 


do 


Byte 3 










CLRA 


1 


1 


1 








1 








E4 


1 


1 


(A) = 




CPL A 


1 


1 


1 


1 





1 








F4 


1 


1 


(A) = (S) 
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MNEMONIC 


INSTRUCTION CODE 


HEX 


BYTE 


CYCLE 


EXPLANATION 


Dy D 6 D 5 D 4 D 3 D 2 Di D 


LOGICAL OPERATION 


RLA 


1 1 1 


23 


1 


1 


The contents of the 
accumulator are ro- 
tated left by one bit. 


RLCA 


1 1 1 1 


33 


1 


1 


roH^klAsklAjKNAol*' 

The contents of the 
accumulator are ro- 
tated left by one bit. 


RR A 


0000001 1 


03 


■| 


■| 


HA7K|A,|A4*<l|A2|Al|'*oh-' 

The contents of 
the accumulator 
are rotated right 
by one bit. 




U U U I U U I I 


10 




■1 


rW. u.ku,uJ 

The contents of the 
accumulator are ro- 
tated right by one 
bit. 


SWAP A 


1 1 1 


C4 


1 


1 


(A3-0) = (A7-4) 


DATA TRANSFER 


MOV A, Rn 


1 1 1 1 n 2 ni n 


E8-EF 


1 


1 


(A) = (Rn) 


mov A, direct 


4 4 4AA4A4 
11100101 

3.7 cL? 3q 3d 3q 3o 3i 3a 


r-r 

Eo 
Byte 2 


2 


1 


(A) = (direct) 


MOV A, @Ri 


1110 11 i 


E6-E7 


1 


1 


(A) = ((Ri)) 


MUV A, ffuata 


U111U1UU 

d7 d6 ds d 4 d3 d 2 d-i d 


Byte 2 


O 

ss 


1 
1 


(A) = ffuata 


MOV/ Qn A 

M\JV nil, A 


l i i i i n2 n-( no 


ro-rr 


1 


4 

1 


(Rn) = (A) 


MOV Rn, 
direct 


1 1 1 n 2 n-| n 

a 7 36 35 a 4 a 3 a 2 a 1 30 


A8-AF 
Byte 2 


2 


2 


(Rn) = (direct) 


MOV Rn, 
#data 


1 1 1 1 n 2 ni n 

A A A A A A A A 

Orj dg ds d 4 CI3 a 2 di do 


78-7F 
Byte 2 


2 


1 


(Rn) = #data 


MOV direct, A 


11110 10 1 
a 7 36 35 a 4 3 3 82 31 3o 


F5 
Byte 2 


2 


1 


(direct) = (A) 


MOV direct, 
Rn 


1 1 n 2 n! n 

a 7 36 85 3 4 3 3 32 a 1 So 


88-8F 
Byte 2 


2 


2 


(direct) = (Rn) 


MOVdirectl, 
direct2 


1 1 1 

Sej ag 85 84 83 32 31 3o 

37 ag as 34 83 a 2 3i ao 


85 
Byte 2 
Byte 3 


3 


2 


(direct1) = (direct2) 

(source) 

(destination) 


MOV direct, 

@Ri 


1 1 1 i 

87 ag 35 34 a 3 a 2 a-i ao 


86-87 
Byte 2 


2 


2 


(direct) = ((Ri)) 



171 



061093 171/175 



USER'S GUIDE 



MNEMONIC 






INSTRUCTION CODE 






HEX 


BYTE 


CYCLE 


EXPLANATION 


D7 


D 6 


Ds 


D 4 


D3 


D2 


D1 


Do 


MOV direct, 



«7 


1 

a 6 


1 

35 


1 

a 4 




33 


1 

a 2 



ai 


1 

a 


75 
Byte 2 


3 


2 


(direct) = #data 




H-> 
a 7 


He 


ds 


d 4 


d3 


d 2 


"1 


tin 


Byte 3 








MOV <g>HI, A 


1 


4 
1 


1 


1 





1 


4 

1 


1 
1 


ro-r / 


1 


1 


((HI)) = A 


MOV @Ri, 


1 





1 








1 


1 


i 


A6-A7 


2 


2 


((Ri)) = (direct) 


direct 




ae 


a 5 


a 4 


a 3 


a 2 


31 


3 


Byte 2 








MOV@Ri, 





1 


1 


1 





1 


1 


i 


76-77 


2 


1 


((Ri)) = #data 


#data 


d 7 


d 6 


d 5 


d 4 


da 


d 2 


d1 


do 


Byte 2 








MOV DPTR, 
#data16 


1 

dy 
d 7 



d 6 
d 6 



d 5 
d 5 


1 

d4 
d 4 




da 
ds 



d2 
d 2 



di 
di 



do 
do 


90 
Byte 2 
Byte 3 


3 


2 


(DPTR) = #data 15 . 
(DPH) = #data 15 . 8 
(UrL) = #data7_o 


MOVC A, @A 
+ DPTR 


1 








1 








1 


1 


93 


1 


2 


(A)=((A) + (DPTR)) 


MOVC A, @A 


1 

















1 


1 


83 


1 


2 


(A) = ((A) + (PC)) 


MOVX A, @Ri 


1 


1 


1 











1 


i 


E2-E3 


1 


2 


(A) = ((Ri)) 


MOVX 
@DPTR 


1 


1 


1 

















E0 


1 


2 


(A) = ((DPTR)) 


MOVX @Ri, A 


1 




1 


1 








1 


I 


F2-F3 




2 


((Ri)) = (A) 


MOVX 

s—^ r*\ urn a 

@DPTR,A 


1 


1 


1 


1 














F0 




2 


((DPTR)) = (A) 


PUSH direct 


1 

a-» 


=6 



as 



a 4 




33 




32 






=0 


CO 
Byte 2 


2 


2 


(SP) = (SP) + 1 
((SP)) = (direct) 


DAD I ; 

POP direct 


1 

a 7 


a 6 



an 


1 




ai 




a? 



a 1 



a o 


DO 
Byte 2 


2 


2 


(direct) = ((SP)) 
(SP) = (SP) - 1 


XCH A, Rn 


1 










1 


"2 


n 1 


n 


C8-CF 


1 


, 1 


(A) = (Rn) 


XCH A, direct 


1 




u 








4 
1 





1 


C5 


2 


4 


(A) = (direct) 




a 7 


a 6 




Aa 
°A 


ao 


ao 


ai 


30 


Byte 2 








XCH A, @Ri 


1 













1 


1 


i 


C6-C7 


1 


} 


(A) = ((Ri)) 


XCHD A, @Ri 


1 


4 


ft 


4 
1 


ft 
U 


4 
1 


1 


i 


D6-D7 


1 


— ; — 


(A3.0) = ((RI3-0)) 




4 
1 


— — 














1 

1 


1 

1 




4 

1 


— - — 




CLR bit 


1 
















1 





C2 


2 


1 


(bit) = 








tic 
"5 


b 4 


°3 


b2 


bi 


bn 

u 


Byte 2 








SETB C 


•| 







1 








1 
1 


1 
1 




1 
1 


— - — 




SETB bit 


1 







1 








1 





D2 


2 


1 


(bit) = 1 




h-, 


D 6 


b 5 


b 4 


bs 


b2 


D 1 


Do 


Dylo c. 








CPL C 


1 





1 


1 








1 


1 


B3 


1 




(C) = (C) 


CPL bit 


1 





1 


1 








1 





B2 


2 




(bit) = (Bit) 




t>7 


be 


b 5 


b 4 


bs 


b2 


bi 


bo 


Byte 2 








ANL C, bit 


1 

















1 





82 


2 


2 


(C) = (C) AND (bit) 






be 


bs 


b 4 


bs 


bz 


b. 


bo 


Byte 2 
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MNEMONIC 


INSTRUCTION CODE 


HEX 


BYTE 


CYCLE 


EXPLANATION 


Dy D 6 D 5 D 4 D 3 D 2 D, D 


BOOLEAN VARIABLE MANIPULATION 


ANL C, Bit 


1 1 1 
t>7 b 6 bs b 4 b3 b 2 b, bo 


BO 
Byte 2 


2 


2 


(C) = (C) AND (bit) 


ORL C, bit 


1110 10 
by b6 bs b4 ba b2 bi bo 


72 
Byte 2 


2 


2 


(C) = (C) OR (bit) 


ORL C, Bit 


1 1 
b? b 6 bs b 4 b3 b 2 b, b 


AO 
Byte 2 


2 


2 


(C) = (C) OR (Bit) 


MOV C, bit 


1 1 1 
k>7 bg t>s b 4 63 b 2 b-| bo 


A2 
Byte 2 


2 


1 


(C) = (bit) 


MOV bit, C 


1 1 1 
by b 6 b 5 b 4 b3 b 2 bi bo 


92 
Byte 2 


2 


2 


(bit) = (C) 


PROGRAM BRANCHING 


ACALLaddi-11 


a 10 a 9 a 8 1 1 
87 ag a 5 a 4 as a 2 ai ao 


Byte 1 
Byte 2 


2 


2 


(PC) = (PC) + 2 
(SP) = (SP) + 1 
((SP)) = (PC 7 ^) 
(SP) = (SP) + 1 
«SP)) = (PC 1M ) 
(PC)=page address 


LCALLaddr16 


1 1 
a 15 a 14 a 13 a 12 a^ a 10 a 9 a 8 
a? % as a 4 83 a 2 ai ao 


12 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 

(SP) = (SP) + 1 

((SP)) = (PC 7< ) 

(SP) = (SP) + 1 

ffSPN — IPC** o\ 
U or H - \ r ^15-8< 

(PC) = addr 15 . 


RET 


1 1 


22 


1 


2 


(PCis-8) = ((SP)) 
(SP) = (SP) - 1 
(KO7.0) = ((or)) 
(SP) = (SP) - 1 


RETI 




1 1 1 


32 


1 


2 


(PC15-8) = ((SP)) 

(PC 7 . ) = ((SP)) 
(SP) = (SP) - 1 


AJMPaddrH 


a 10 a 9 a 8 1 

a 7 36 a 5 a 4 a 3 a 2 a 1 a 


Byte 1 
Byte 2 


2 


2 


(PC) = (PC) + 2 

(PCio-o) = 
page addr 


LJMPaddr16 


1 
a 15 a 14 a 13 a 12 a 11 a 10 a 9 a 8 

87 ae as a 4 83 a 2 ai ao 


02 
Byte 2 
Byte 3 


3 


2 


(PC) = addr15-0 


SJMP rel 


1 

H r 6 r 5 r 4 r 3 r 2 U *0 


80 
Byte 2 


2 


2 


(PC) = (PC) + 2 
(PC) = (PC) + rel 


JMP @A + 
DPTR 


1110 11 


73 


1 


2 


(PC) = (A) + 
(DPTR) 




U 1 1 V \J U \J U 

r7 r 6 r 5 r 4 r 3 r 2 ri r 


Aft 

Byte 2 


O 


O 


( r W = 1"°) + « 
IF (A) = THEN 
(PC) = (PC) + rel 


JNZ rel 


1 1 1 
tf r 6 r 5 r 4 r 3 r 2 n r 


70 
Byte 2 


2 


2 


(PC) = (PC) + 2 
IF (A) 5^0 THEN 
(PC) = (PC) + rel 
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MNEMONIC 


INSTRUCTION CODE 


HEX 


BYTE 


CYCLE 


EXPLANATION 


D, D 6 D 5 D 4 D 3 2 D, Do 


PROGRAM BRANCHING 


JCrel 


1 
(7 r 6 rs r4 r3 r 2 r i r o 


40 
Byte 2 


2 


2 


(PC) = (PC) + 2 
IF (C) = 1 THEN 
(PC) = (PC) + rel 


IMP rol 


ft"" if A ' 4 ''' ft ' % A 'fi 
'7 r 6 r 5 r 4 r 3 r 2 r 1 r 


Byte 2 




& 



c 


/pp\ /pr\ , 
v W - ^ rt v + ^ 
IF (C) ^ THEN 
(PC) = (PC) + rel 


JB bit, rel 


1 

by b 6 b 5 b 4 b3 b 2 b-| b 
r> r 6 r 5 r 4 r 3 r 2 r-| r 


20 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 
IF (bit) = 1 THEN 
(PC) = (PC) + rel 


JNB bit, rel 


1 1 
l>7 bg b 4 b3 t>2 b-| bo 

r 7 r 6 r 5 r 4 r 3 r 2 r 1 r 


30 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 

IE /Krt\ ft TUCM 

Ir (Dlt) = U 1 MbN 

(PC) = (PC) + rel 


JBC bit, direct 
rel 


1 
by b 6 b 5 b 4 b3 bj b-| bo 
r 7 r 6 r 5 r 4 r 3 r 2 r, r 


10 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 
IF (bit) = 1 THEN 
(bit) = (PC) = 
(PC) + rel 


CJNE A, direct 
rel 


10 110 10 1 

a7 a6 a5 ad a3 a2 a1 aO 

r 7 r 6 r 5 r 4 r 3 r 2 ri r 


B5 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 
IF (direct) < (A) 
THEN (PC) = (PC) 
+ rel and (C) = 
OR 

IF (direct) > (A) 
THEN (PC) = (PC) 
+ rel and (C) = 1 


CJNE A, #data 
rel 


10 110 10 

H7 HR rdl *M H1 <Hf> 
a / Qo 00 a** 00 at □ 1 ou 

r7 r 6 r 5 r 4 r 3 r 2 t\ r 


B4 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 
IF #data < (A) 
THEN (PC) = (PC) 
+ rel and (C) = 
OR 

IF #data > (A) 
THEN (PC) = (PC) 
+ rel and (C) = 1 


CJNE Rn, 
#data rel 


1 1 1 1 n 2 n-| no 

H7 Hfi HS Hd rt3 H? H1 HO 

r? r 6 r 5 r 4 r 3 r 2 n r 


B8-BF 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 
IF#data<(Rn) 
THEN (PC) = (PC) 
+ rel and (C) = 

OR 

IF#data>(Rn) 
THEN (PC) = (PC) 
+ rel and (C) = 1 


CJNE@Ri, 
#data rel 


10 110 11 i 

d7 d6 d5 d4 d3 d2 d1 dO 

'7 re fs U 13 *2 ri r 


B6-B7 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) + 3 
IF#data< ((Ri)) 
THEN (PC) = (PC) 
+ rel and (C) = 
OR 

IF*data>((Ri)) 
THEN (PC) = (PC) 
+ rel and (C) = 1 
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MNEMONIC 


INSTRUCTION CODE 


HEX 


BYTE 


CYCLE 


EXPLANATION 


D7 D 6 D 5 D 4 D 3 D 2 D 1 D 


PROGRAM BRANCHING 


DJNZ Rn, rel 


1 1 1 1 n 2 n! n 
T7 r 6 r 5 r 4 r 3 r 2 n r 


D8-Df 
Byte 2 


2 


2 


(PC) = (PC) + 2 
(Rn) = (Rn) - 1 
IF IRn\ THEN 

(PC) = (PC) + rel 


DJNZ direct rel 


110 10 10 1 
a 7 as a 5 a 4 a 3 a 2 ai a 
f7 re rs r 4 r 3 r 2 r t r 


D5 
Byte 2 
Byte 3 


3 


2 


(PC) = (PC) +3 
(direct) = (direct) - 1 
IF (direct),*) THEN 
(PC) = (PC) + rel 


NOP 


00000000 


00 


1 


1 


(PC) = (PC) + 1 
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SOFT MICROCONTROLLER 
FAMILY DATA SHEETS 



DS2250(T) 



DALLAS 

SEMICONDUCTOR 



DS2250(T) 

Soft Microcontroller 



FEATURES 

• 8-bit 8051 compatible uC adapts to task-at-hand: 

- 8, 32, or 64 Kbytes of nonvolatile RAM for pro- 
gram and/or data memory storage 

- Initial downloading of software in end system 
via on-chip serial port 

- Capable of modifying its own program and/or 
data memory in end use 

• Crashproof operation: 

- Maintains all nonvolatile resources for 1 years 
in the absence of Vcc 

- Power-fail reset 

- Early warning power-fail interrupt 

- Watchdog timer 

• Software Security Feature: 

- Executes encrypted software to prevent unau- 
thorized disclosure 



PIN ASSIGNMENT 



p, full-duplex serial I/O ports 

• Two on-chip timer/event counters 

• 32 parallel I/O lines 

• Compatible with industry standard 8051 instruction 
set 

• Optional Permanently Powered Real-Time Clock 
(DS2250T) 



o 



o 

20 21 40 



1 1 mi n 1 1 1 1 mi 1 1 1 1 1 imin n ii 1 1 1 1 1 1 1 1 1 1 1 1 1 1 



40-Pin SIMM 



DESCRIPTION 

The DS2250(T) Soft Microcontroller is afully 8051 com- 
patible 8-bit CMOS microcontroller that offers "soft- 
ness" in all aspects of its application. This is accom- 
plished through the comprehensive use of nonvolatile 
technology to preserve all information in the absence of 
system Vcc- The internal program/data memory space 
is implemented using 8, 32, or 64 Kbytes of nonvolatile 



CMOS SRAM. Furthermore, internal data registers and 
key configuration registers are also nonvolatile. An 
optional real-time clock gives permanently powered 
timekeeping. The clock keeps time to a hundredth of a 
second using an on-board crystal. All nonvolatile 
memory and resources are maintained for over 1 years 
at room temperature in the absence of power. 
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ORDERING INFORMATION 



DART MIIURPR 
"An 1 nUMDCn 


QAU CI7P 
nAM Ol£.C 


MAY PBV^TAI ^PPFn 
MAA vn T O 1 HL OrCCU 


TIMFKFFPING? 
1 iMci\ccrinu 1 


UOitW — o — o 


ftK hvtAQ 


ft MM? 


No 






1 9 MM7 


No 


nQ*y?*\A „ft, ,1 a 

UOttOU — O — I D 


©i\ Dyies 


1 ft MUt 


No 


UOfL£,Ov — o t — O 


OOk" hut cms 
0£lr\ uyT.©S 


A MM? 


INO 


Lro^^OU — Oc-lc 


•ocX\ DylwS 


19 MUI? 
I £. MHZ 


Mo 

INO 


nCOOftft—SO 1ft 


ocX\ Dyies 


i © muz 


Mo 
(NO 


ncoocn ca a 


©4r\ Dyies 


MMZ 


INO 


ncoocft £? A -4 o 

Uo^cOU — O** — 1 & 


©4 r\ Dyies 


1 O MU? 
1 £. MHZ 


Ma 
(NO 


Uo^iiOU— 0*»— 1 © 


o4f\ Dyies 


1 C MU-y 

1 MHZ 


M/\ 
INO 


UO^ZOU 1 — O — o 


©!\ Dyies 


O MMZ 


Vac 

Yes 


nooocnT o -t o 
Uo^ZoU 1 — o— 1 d. 


©K. Dyies 


12 MHZ 


Yes 


UoZZcmJ I — ©— 1 o 


©ft Dyies 


1 MHZ 


Yes 


nQOOCAT OO Q 

uotttw i — a<;— © 


o^f\ Dyies 


O MHZ 


Yes 


nQOOCAT oo 1 © 
uo^ou I — o<i— I ^ 


o^rv Dyies 


1 O MU-t 
1^ MHZ 


Yes 


DS2250T-32-16 


32K bytes 


16 MHz 


Yes 


DS2250T-64-8 


64K bytes 


8 MHz 


Yes 


DS2250T-64-12 


64K bytes 


12 MHz 


Yes 


DS2250T-64-16 


64K bytes 


16 MHz 


Yes 



Operating information is contained in the User's Guide section of the Soft Microcontroller Data Book. This data sheet 
provides ordering information, pinout, and electrical specifications. 
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DS2250(T) BLOCK DIAGRAM Figure 1 

DS2250(T) 



. PO.0-0.7 . k 
„ PI .0-1 .7 | K 



P2.0-2.7 



. P3.0-3.7 . 



RST 



ALE 



PS EN 



EA 



XTAL2 



GND 



DS5000FP 



Vcco 



BYTE-WIDE 
ADDRESS BUS 



/ ////// 



CE1 



WW 



_ / 

CE2 / 



/ 

/ Hi 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 
/ 



8KOR32K 
SRAM 



32K 
SRAM 
(-64 only) 




DS1215 
REAL-TIME 

CLOCK 
(DS2250T) 



L. 
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PIN DESCRIPTION 



PIN NUMBER 


DESCRIPTION 


1 3 5 7 9 11 13 15 


P1.0-P1.7 

General purpose I/O Port 1 


17 


RST 

nwivo iityn icbtii input. r\ it/yiL- I dpjjuyu iu uiio pill will en—uvdit* a loswi owiw. 

This pin is pulled down internally so this pin can be left unconnected if not 
used. An RC power-on reset circuit is not needed and is not recommended. 


1 Q 

i y 


po n RYn 

General purpose I/O port pin 3.0. Also serves as the receive signal for the on 
board UART. This pin should not be connected directly to a PC COM port. 




po 1 Tvn 
ro.i I au 

General purpose I/O port pin 3.1 . Also serves as the transmit signal for the on 
board UART. This pin should not be connected directly to a PC COM port. 


23 


ro.Z IN I 

General purpose I/O port pin 3.2. Also serves as the active low External Inter- 
rupt 0. 


25 


P3.3 INT1 

General purpose I/O port pin 3.3. Also serves as the active low External Inter- 
rupt 1. 


27 


P3.4T0 

General purpose I/O port pin 3.4. Also serves as the Timer input. 


29 


P3.5T1 

General purpose I/O port pin 3.5. Also serves as the Timer 1 input. 




PO £ \A/D 

ro.o VVn 

General purpose I/O port pin. Also serves as the write strobe for Expanded bus 
operation. 




PO 7 pn 

General purpose I/O port pin. Also serves as the read strobe for Expanded bus 
operation. 


35, 37 


XTAL2, XTAL1 

Used to connect an external crystal to the internal oscillator. XTAL1 is the input 
to an inverting amplifier and XTAL2 is the output. 


39 


GND 

Logic ground. 


26, 28, 30, 32, 34, 36, 38, 
40 


P2.7-P2.0 

General purpose I/O Port 2. Also serves as the MSB of the Expanded Address 
bus. 
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PIN NUMBER 


DESCRIPTION 


24 


PSEN 

Program Store Enable. This active low signal is used to enable an external 
program memory when using the Expanded bus. It is normally an output and 

chrtiiW nnr^rtnnii/^toH if nrtt iiccuH P^PW filer* ic iicaH tf\ invnlfA trio Rr»fifctrar\ 
&IIUUIU vxs Ul IUUIII leueu II IIUI ucjfcMJ. rotzIN dlotj lo UooU l\J Illwr^o 11 Its DWlolldfJ 

Loader. At this time, PSEN will be pulled down externally. This should only be 
done once the DS2250 is already in a reset state. The device that pulls down 
should be open drain since it must not interfere with PSEN under normal opera- 
tion. 


22 


Al F 

Address Latch Enable. Used to de-multiplex the multiplexed Expanded 
Address/Data bus on Port 0. This pin is normally connected to the clock input 
on a '373 type transparent latch. When using a parallel programmer, this pin 
also assumes the PROG function for programming pulses. 


20 


EA 

External Access. This pin forces the DS2250 to behave like an 8031 . No inter- 
nal memory (or clock) will be available when this pin is at a logic low. Since this 
pin is pulled down internally, it should be connected to +5V to use NVRAM. In 
an parallel programmer, this pin also serves as V PP for super voltage pulses. 


4, 6,8.10,12,14,16,18 


P0.0-P0.7 

General purpose I/O Port 0. This port is open-drain and can not drive a logic 
1 . It requires external pull-ups. Port is also the multiplexed Expanded 
Address/Data bus. When used in this mode, it does not require pull-ups. 


2 


Vcc 

+5 volts. 



INSTRUCTION SET 

The DS2250 executes an instruction set which is object 
code compatible with the industry standard 8051 micro- 
controller. As a result, software development packages 
which have been written for the 8051 are compatible 
with the DS2250, including cross-assemblers, high- 
level language compilers, and debugging tools. Note 
that the DS2250 is functionally identical to the DS5000 
except for package and the 64K memory option. 

A complete description for the DS2250 instruction set is 
available in the User's Guide section of the Soft Micro- 
controller Data Book. 

MEMORY ORGANIZATION 

Figure 2 illustrates the address spaces which are ac- 
cessed by theDS2250. As illustrated inthefigure, sep- 



arate address spaces exist for program and data 
memory. Since the basic addressing capability of the 
machine is 1 6 bits, a maximum of 64 Kbytes of program 
memory and 64 Kbytes of data memory can be ac- 
cessed by the DS2250 CPU. The 8K or 32K byte RAM 
area inside of the DS2250 can be used to contain both 
program and data memory. A second 32K RAM is avail- 
able for data only. 

The Real-time Clock (RTC) in the DS2250T is reached 
in the memory map by setting a SFR bit. The MCON.2 
bit (ECE2) is used to select an alternate data memory 
map. While ECE2=1 , all MOVXs will be routed to this 
alternate memory map. The real-time clock is a serial 
device that resides in this area. A full description of the 
RTC access and example software is given in the User's 
Guide section of the Soft Microcontroller Data Book. 



030893 5/19 



DS2250(T) 



DS2250 MEMORY MAP Figure 2 



PROGRAM MEMORY 



FFFFh — 



8000h 



PARTITION 



'I 



OOOOh — 




DATA MEMORY (MOVX) 
ECE2-0 ECE2.1 





— 64K 



— 32K 



LEGEND: 



0- 



NVRAM MEMORY 



. EXPANDED BUS (PORTS AND 2) 



NOT AVAILABLE 



PROGRAM LOADING 

The Program Load Modes allow initialization of the 
NVRAM Program/Data Memory. This initialization may 
be performed in one of two ways: 

1 . Serial Program Loading which is capable of per- 
forming Bootstrap Loading of the DS2250(T). This 
feature allows the loading of the application program 
to be delayed until the DS2250(T) is installed in the 
end system. 

2. Parallel Program Load cycles which perform the ini- 
tial loading from parallel address/data information 
presented on the I/O port pins, this mode is timing- 
set compatible with the 87C51 H microcontroller pro- 
gramming mode. 



The DS2250 is placed in its Program Load configuration 
by simultaneously applying a logic 1 to the RST pin and 
forcing the PSEN line to a logic level. Immediately fol- 
lowing this action, the DS2250 will look for a parallel 
Program Load pulse, or a serial ASCII carriage return 
(ODH) character received at 9600, 2400, 1200, or 300 
bps over the serial port. 

The hardware configurations used to select these 
modes of operation are illustrated in Figure 3. 



DS2250(T) 



PROGRAM LOADING CONFIGURATIONS Figure 3 

n 



11.059 MHz 



Vcc 


GND 


DS2250 


P1.7- 
P1.0 


P0.7- 

Po.o 


P2.5- 
P2.0 


P3.7- 
P3.2 


P2.6 


TXD 


P2.7 


RXD 


XTAL1 


RST 


XTAL2 


PSEN 



PROGRAM 
ADDRESS 



DRIVE/ 
RCV 



RS232C 



J 
1 



R<2K 



SERIAL 
LOADING 



Table 1 summarizes the selection of the available Paral- 
lel Program Load cycles. The timing associated with 
these cycles is illustrated in the electrical specs. 

SERIAL BOOTSTRAP LOADER 

The Serial Program Load Mode is the easiest, fastest, 
most reliable, and most complete method of initially 
loading application software into the DS2250 nonvola- 
tile RAM. Communication can be performed over a 
standard asynchronous serial communications port. A 
typical application would usea simple RS232C serial in- 
terface to prog ram the DS2250 as a final production pro- 
cedure. The hardware configuration which is required 
for the Serial Program Load mode is illustrated in Figure 
3. Port pins 2.7 and 2.6 must be either open or pulled 
high to avoid placing the DS2250 in a parallel load cycle. 
Although an 1 1 .0592 MHz crystal is shown in Figure 3, a 
variety of crystal frequencies and loader baud rates are 
supported, shown in Table 2. The serial loader is de- 
signed to operate across a three-wire interface from a 
standard UART. The receive, transmit, and ground 
wires are all that are necessary to establish commu- 
nication with the DS2250. 

The Serial Bootstrap Loader implements an easy-to- 
use command line interface which allows an application 



A7-A0 



A11- 



52 r-2: 



v 



n 



Vcc 
DS22 


GND 
SO 


P1.7- 


P0.7- 


P1.0 


PO.O 


P2.3- 


P3.7- 


P2.0 


P3.4 


EA/Vpp 








P2.7 




P2.6 




P2.5 






RST 


XTAL1 




PSEN 


XTAL2 





* \ PROGRAM 

D7-D0> DATA IN/VEF 
< * DATA OUT 

K^RAM 



J 



R<2K 



PARALLEL 
LOADING 



program in an Intel hex representation to be loaded into 
and read back from the device. Intel hex is the typical 
format which existing 8051 cross-assemblers output. 
The serial loader responds to single character com- 
mands which are summarized below: 



COMMAND 



FUNCTION 



c 


Return CRC-1 6 checksum of em- 




bedded RAM 


D 


Dump Intel Hex File 


F 


Fill embedded RAM block with 




constant 


K 


Load 40-bit Encryption Key 


L 


Load Intel Hex File 


R 


Read MCON register 


T 


Trace (Echo) incoming Intel Hex 




data 


U 


Clear Security Lock 


V 


Verify Embedded RAM with in- 




coming Intel Hex 


w 


Write MCON register 


z 


Set Security Lock 


p 


Put a value to a port. 


G 


Get a value from a port. 
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PARALLEL PROGRAM LOAD CYCLES Table 1 



unnc 


DCT 






Cm 


r£..l 


DO ft 




Program 


1 








V PP 


1 





X 


O aai ■■•ill r O s-tt 

oGcurtiy oet 


i 
1 


ri 
U 




Vpp 


4 

1 


4 
1 


v 

A 


Verify 


1 


X 


X 


1 








X 


Prog Expanded 


1 








Vpp 





1 





Verify Expanded 


1 





1 


1 





1 





Prog MCON or Key registers 


1 








Vpp 





1 


1 


Verify MCON registers 


1 


o 


1 


1 





1 


1 



The Parallel Program Cycle is used to load a byte of 
data into a register or memory location within the 
DS2250. The Verify Cycle is used to read this byte back 
for comparison with the originally loaded value to verify 
proper load ing . The Security Set Cycle may be used to 
enable and the Software Security feature of the 
DS2250. One may also enter bytes forthe MCON regis- 
ter or for the five encryption registers using the Program 
MCON cycle. When using this cycle, the absolute regis- 
ter address must be presented at Ports 1 and 2 as in the 
normal program cycle (Port 2 should be 00H). The 
MCON contents can likewise be verified using the Verify 
MCON cycle. 

When the DS2250 first detects a Parallel Program 
Strobe pulse or a Security Set Strobe pulse while in the 
Program Load Mode following a Power On Reset, the 
internal hardware of the DS2250 is initialized so that an 
existing 4 Kbyte program can be programmed into a 
DS2250 with little or no modification. This initialization 
automatically sets the Range Address for 8 Kbytes and 
maps the lowest 4 Kbyte bank of Embedded RAM as 



program memory. The next 4 Kbytes of Embedded 
RAM are mapped as Data Memory. 

In order to program more than 4 Kbytes of program 
code, the ProgranWerify Expanded cycles can be 
used. Up to 32 Kbytes of program code can be entered 
and verified . Note that the expanded 32 Kbyte Program/ 
Verify cycles take much longer than the normal 4 Kbyte 
ProgranWerify cycles. 

A typical parallel loading session would follow this pro- 
cedure. First, set the contents of the MCON register 
with the correct range and partition only if using expand- 
ed programming cycles. Next, the encryption registers 
can be loaded to enable encryption of the program/data 
memory (not required). Then, program the DS2250 us- 
ing either normal or expanded program cycles and 
check the memory contents using Verify cycles. The 
last operation would be to turn on the security lock fea- 
ture by either a Security Set cycle or by explicitly writing 
to the MCON register and setting MCON.O to a 1 . 
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SERIAL LOADER BAUD RATES FOR DIFFERENT CRYSTAL FREQUENCIES Table 2 



CRYSTAL FR 


EQ (MHz) 


BAUD RATE 


300 


1200 


2400 


9600 


19200 


57600 



















14.7456 






Y 


Y 


Y 


Y 




11.0592 




Y 


Y 


Y 


Y 


Y 


Y 


9.21600 




Y 


Y 


Y 


Y 






7.37280 




Y 


Y 


Y 


Y 






5.52960 




Y 


Y 


Y 


Y 






1.84320 




Y 


Y 


Y 


Y 







ADDITIONAL INFORMATION 

A complete description for all operational aspects of the 
DS2250, is provided in the User's Guide section of the 
Soft Microcontroller Data Book. 



DEVELOPMENT SUPPORT 

Dallas Semiconductor offers a kit package for develop- 
ing and testing user code. The DS5000TK Evaluation 



Kit allows the user to download Intel hex formatted code 
directly to the DS2250 from a PC-XT/AT or compatible 
computer. The kit consists of a DS5000T-32-1 2, an in- 
terface pod, demo software, and an RS232 connector 
that attaches to the COM 1 or COM2 serial port of a PC. 
The kit can be used with a DS2250 . A mechanical adap- 
tor, the DS9075-40V, allows a DS2250 to be used in the 
DS5000TK. See the User's Guide for further details. 
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ABSOLUTE MAXIMUM RATINGS* 

Voltage on Any Pin Relative to Ground -0 .3 V to 7.0V 

Operating Temperature 0°C to +70°C 

Storage Temperature -40°C to 70°C 

Soldering Temperature 260°C for 1 seconds 

* This is a stress rating only and functional operation of the device at these or any other conditions above 
those indicated in the operation sections of this specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods of time may affect reliability. 



DC CHARACTERISTICS (t A = 0°C to70°C; V cc - 5V ± 5%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Low Voltage 


V|L 


-0.3 




0.8 


V 


1 


Input High Voltage 


V|H1 


2.0 




V cc +0.3 


V 


1 


Input High Voltage RST, XTAL2 


V|H2 


3.5 




V CC +0-3 


V 


1 


Output Low Voltage @ loi_=1 -6mA 
(Ports 1,2,3) 


V<X1 




.15 


0.45 


V 




Output Low Voltage @ loL=3.2mA 
(Ports 0, ALE, PSEN) 


VOL2 




.15 


0.45 


V 


1 


Output High Voltage @ I O h=-80uA 
(Ports 1 , 2, 3) 


Vnm 


2.4 


4.8 




V 


; 

lit: 


Output High Voltaqe @Ioh=-400 uA 
(Ports 0, ALE, PSEN) 


VOH2 


2.4 


4.8 




V 


1 


Input Low Current V| N = 0.45V 
{Ports 1 2 31 


■lL 






-50 


uA 




Transition Current; 1 to 
V|n = 2.0V (Ports 1,2, 3) 


Itl 






-500 


"A 




Input Leakage Current 
0.45 < Vim < Vrr (Port 0) 


II 






±10 


uA 




RST, EA Pulldown Resistor 


Rre 


40 




125 


Kohm 




Stop Mode Current 


Ism 






80 


uA 


4 


Power Fail Warning Voltage 


VpFW 


4.15 


4.6 


4.75 


V 


1 


Minimum Operating Voltage 


VcCmln 


4.05 


4.5 


4.65 


V 


1 


Programming Supply Voltage 
(Parallel Program Mode) 


V PP 


12.5 




13 


V 


1 


Program Supply Current 


Ipp 




15 


20 


mA 




Operating Current DS2250-8K 
DS2250-32K@ 12 MHz 
DS2250T-64-1 6 @ 1 6 MHz 


Ice 






43 
48 
54 


mA 


2 


Idle Mode Current 


Ice 






6.2 


mA 


3 
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AC CHARACTERISTICS 

EXPANDED BUS MODE TIMING SPECIFICATIONS (t A = 0°C to70°C; Vcc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


1 


Oscillator Frequency 


1/tci_K 


1.0 


8 (-8) 
12 (-12) 
16 (-16) 


MHz 


2 


ALE Pulse Width 


^ALPW 


2*tcLK-4° 




ns 


3 


Address Valid to ALE Low 


'avall 


tcLK "40 




ns 


4 


Address Hold After ALE Low 


Waav 


*CLK "35 




ns 


5 


Al F I nw tn X/aIiH In^tr In 

l\ 1— l— LwVl IVJ VdllVJ II 'Oil , III 

@16MHz 


^ALLVI 




4t^i w -150 
4tcLK "9° 


ns 


6 


ALE Low to PSEN Low 


'allpsl 


*CLK "25 




ns 


7 


PSEN Pulse Width 


^PSPW 


3toL« -35 




ns 


8 


PSEN Low to Valid Instr. In 
<§>16MHz 


tpSLVI 




3tcLK"150 
3tcLK -90 


ns 
ns 


9 


Input Instr. Hold after PSEN Going High 


tpsiv 







ns 


10 


Input Instr. Float after PSEN Going High 


tpgrz 




tri k -20 


ns 


11 


Address Hold after PSEN Going High 


^PSAV 


tri k -8 




ns 


12 


Address Valid to Valid Instr. In 
@16MHz 


*AWI 




5tcLK"150 
5tri k -90 

^Lf\ ***** 


ns 
ns 


13 


PSEN Low to Address Float 


tpoi A7 
roLrtZ. 







ns 


14 


RD Pulse Width 


tpQpw 


6tcLK " 1 00 




ns 


15 


WR Pulse Width 


tWRPW 


6tc LK -1 00 




ns 


16 


RD Low to Valid Data In 
@16MHz 


InrM r~\\ / 

l RDLDV 




5t^i i/ -1 65 
5tcLK-105 


ns 
ns 


17 


Data Hold after RD Hiah 

L*/uld 1 IvlU Ctl ICI 1 1 Lw/ 1 1 iy 1 1 


'rdhdv 


o 




ns 


18 


Data Float aftpr RD Hiah 


'rdhdz 




2t~ „ -70 


ns 


19 


ALE Low to Valid Data In 

f\ l— l — • W v ¥ V VV V C* il VI UQtu III 

@16MHz 


^ALLVD 




\y -1 50 
°CLK 1 iJU 

8tcL k -90 


ns 
ns 


20 


Valid Addr. to Valid Data In 
@16MHz 


tAVDV 




9tcLK-165 
9triK -105 


ns 
ns 


21 


ALE Low to RD or WR Low 


^ALLRDL 


3tcLK "50 


3tri k +50 


ns 


22 


Address Valid to RD or WR Low 


^AVRDL 


4tcLK"130 




ns 


23 


Data Valid to WR Going Low 


l DWVRL 


tcLK "60 




ns 


24 


Data Valid to WR High 
@16MHz 


*DVWRH 


7tcLK-150 
7to.K "90 




ns 
ns 


25 


Data Valid after WR High 


'WRHDV 


tcLK -50 




ns 


26 


RD Low to Address Float 


tRDLAZ 







ns 


27 


RD or WR High to ALE High 


tRDHALH 


tCLK "40 


tcLK+50 


ns 
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AC CHARACTERISTICS (cont'd) 
EXTERNAL CLOCK DRIVE 



(t A = 0°C to70°C; V cc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


28 


External Clock High Time 


tCLKHPW 


20 




ns 




@16MHz 




15 




ns 


29 


External Clock Low Time 


tcLKLPW 


20 




ns 




@16MHz 


15 




ns 


30 


External Clock Rise Time 


tCLKR 




20 


ns 




@16MHz 






15 


ns 


31 


External Clock Fall Time 


*CLKF 




20 


ns 




@16MHz 




15 


ns 



AC CHARACTERISTICS (cont'd) 
POWER CYCLING TIMING 



(t A = 0°C to70°C; V cc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


32 


Slew Rate from V C cmin to 3.3V 


tF 


40 




US 


33 


Crystal Start up Time 


tcsu 




(note 5) 




34 


Power On Reset Delay 


tpOR 




21504 


tciX 



SERIAL PORT TIMING - MODE 

INSTRUCTION 

1 t I 3 



ALE 



r— ©—I 



CLOCK 



DATA OUT > 

I WRITE TO 

SBUF REGISTER 



INPUT DATA 
T CLEAR Rl 



)CZXZXZXZX3DC 



7 SETTI 



)CX30OO0CXD0OCXXX3< 

VALID VALID VALID VALID VALID VALID VALID 



SET Rl 
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AC CHARACTERISTICS (cont'd) 

SERIAL PORT TIMING - MODE (t A - 0°C to70°C; V cc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


35 


Serial Port Cycle Time 


tsPCLK 


12tcLK 




US 


36 


Output Data Setup to Rising Clock Edge 


tDOCH 


10tcLK-133 




ns 


37 


Output Data Hold after Rising Clock Edge 


tCHDO 


2t CLK "117 




ns 


38 


Clock Rising Edge to Input Data Valid 


*CHDV 




10tcLK-133 


ns 


39 


Input Data Hold after Rising Clock Edge 


*CHDIV 







ns 



POWER CYCLE TIMING 
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AC CHARACTERISTICS (cont'd) 

PARALLEL PROGRAM LOAD TIMING (t A = 0°C to70°C; V cc = 5V + 5%) 



It 


DADAUETTCD 
HAH AM b 1 fcrl 


cvuRm 
olMbUL 




MAY 


1 IMITQ 
UNI 1 o 


A A 

40 


Oscillator Frequency 


1'tCLK 


I .U 


1 A A 


Mnz 


A 1 


Moaress oetup to rnuu low 


*AVPRL 


A 
\J 






AD 


A A A r^c-<- \-is^\A 4 ff/-. r DDAr: Uink 

Aooress noia arter rmjva nign 


tpRHAV 


A 
U 






AO 
43 


Data oetup to rnLJu LOW 


'DVPRL 


A 

u 






A A 

44 


Data Hold after rHOo High 


tpRHDV 


A 






45 


P2.7.2.6, 2.5 Setup to V PP 


*P27HVP 









46 


V PP Setup to PROG Low 


tvPHPRL 








47 


Vnn Hold aftpr PROG 1 ow 


tpRHVPL 









48 


PROG Width Low 


tpRW 


2400 




*CLK 


49 


Data Output from Address Valid 


*AVDV 




48 
1800* 


*CLK 


50 


Data Output from P2.7 Low 


*DVP27L 




48 
1800* 


tCLK 


51 


Data Float after P2.7 High 


tp27HDZ 





48 

1 ftf)0* 
1 ouu 


*CLK 


52 


Delay to Reset/PSEN Active after 

Pom/or On 


tpORPV 


21504 




*CLK 


53 


Reset/PSEN Active (or Verify Inactive) to 
V PP High 


*RAVPH 


1200 




tCLK 


54 


V P p Inactive (Between Program Cycles) 


Wpppc 


1200 




*CLK 


55 


Verify Active Time 


*VFT 


48 
2400 tc LK 




*CLK 



* Second set of numbers refers to expanded memory programming up to 32K bytes. 
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PARALLEL PROGRAM LOAD TIMING 




CAPACITANCE (test frequency = 1 MHz; t A = 25°C) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Output Capacitance 


Co 






10 


PF 




Input Capacitance 


C| 






10 


PF 
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DS2250 TYPICAL l CC VS. FREQUENCY 



30.0 



25.0 



O 15.0 



5.0 

































NORMAL 
OPERATION 
















































IDLE MODE 
. OPERATION 


























I I I I 


I I I I 


I I I I 


I 



0.0 5.0 10.0 15.0 

FREQUENCY OF OPERATION (MHz) 
(Vcc-*5V.t A -25-C) 

Normal operation is measured using: 

1) External crystals on XTAL1 and 2 

2) All port pins disconnected 

3) RST=0 volts and EA=V CC 

4) Part performing endless loop writing to internal memory. 

Idle mode operation is measured using: 

1 ) External clock source at XTAL1 ; XTAL2 floating 

2) All port pins disconnected 

3) RST=0 volts and EA=V C c 

4) Part set in IDLE mode by software. 

NOTES: 

1 . All voltages are referenced to ground. 

2. Maximum operating Ice ls measured with all output pins disconnected; XTAL1 driven with tCLKR, 
tcLKF=1 ns, V| L = 0.5V; XTAL2 disconnected; EA = RST = PORTO = V cc . 

3. Idle mode Ice is measured with all output pins disconnected; XTAL1 driven at 8 MHz with tcLKR. *clkf = 1 ns, 
V| L = 0.5V; XTAL2 disconnected; EA = PORTO = V cc . RST = Vss. 

4. Stop mode l C c is measured with all output pins disconnected; EA = PORTO = V C c; XTAL2 not connected; 
RST = Vss. 

5. Crystal start up time is the time required to get the mass of the crystal into vibrational motion from the time that 
power is first applied to the circuit until the first clock pulse is produced by the on-chip oscillator. The user 
should check with the crystal vendor for the worst case spec on this time. 
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PACKAGE DRAWING 



i 



A 



(SIDE B) 



(SIDE A) 











M4 

— r 




PKG 


40-PM 






MAX 


A 


2.645 


2.655 


B 


2.379 


2.389 


C 


0.845 


0.855 


D 




0.405 


E 


0.245 


0.255 


F 


0.050 BSC 


Q 


0.075 


0.085 


H 


0.245 


0.255 


1 


0.950 BSC 


J 


0.120 


0.130 


K 


1.320 


1.330 


L 


1.445 


1.455 


M 


0.057 


0.067 


N 




0.160 







0.195 


P 




0.054 
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DALLAS 

SEMICONDUCTOR 



DS2251(T) 

128K Soft Microcontroller 



FEATURES 

• 8051 compatible uC adapts to its task 

- 32, 64, or 1 28K bytes of nonvolatile SRAM tor 
program and/or data storage 

- In-system programming via on-chip serial port 

- Capable of modifying its own program or data 
memory in the end system 

- Provides separate Byte-wide bus for peripherals 

- Performs CRC-1 6 check of NVRAM memory 

• Crashproof Operation 

- Maintains all nonvolatile resources for over 10 
years in the absence of power 

- PoweMail reset 

- Early Warning Power-fail Interrupt 

- Watchdog Timer 

- Lithium backed memory remembers system 
state 

- Precision reference for power monitor 

• Fully 8051 Compatible 

- 1 28 bytes scratchpad RAM 

- Two timer/counters 

- On-chip serial port 

- 32 parallel I/O port pins 

• Optional permanently powered Real-time Clock 
(DS2251T) 



DESCRIPTION 

The DS2251 (T) is an 8051 compatible microcontroller 
based on nonvolatile RAM technology. It is designed for 
systems that need large quantities of nonvolatile 
memory. Like other members of the Soft Micro family, it 
provides full compatibility with the 8051 instruction set, 
timers, serial port, and parallel I/O ports. By using 
NVRAM instead of ROM, the user can program, then 
reprogram the microcontroller while in-system. The 
application software can even change its own opera- 
tion. This allows frequent software upgrades, adaptive 
programs, customized systems, etc. In addition, by 
using NVSRAM, the DS2251 (T) is ideal for data logging 



PACKAGE OUTLINE 



o 



o 



72-PIN SIMM 



applications. The DS2251T provides a powerful Real- 
time Clock with interrupts for time stamp and date. It 
keeps time to one hundredth of second using its on- 
board 32 KHz crystal. 

The DS2251 (T) provides the benefits of NVRAM with- 
out using I/O resources. Between 32K bytes and 1 28K 
bytes of on-board NVRAM are available. A non-multi- 
plexed Byte-wide address and data bus is used for 
memory access. This bus, which is available at the con- 
nector, can perform all memory access and also pro- 
vides decoded chip enables for off-board memory 
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mapped peripherals. This leaves the 32 I/O port pins 
free for application use. 

The DS2251 (T) provides crashproof operation in porta- 
ble systems or systems with unreliable power. These 
features include the ability to save the operating state, 
Power-fail Reset, Power-fail Interrupt, and Watchdog 
Timer. All nonvolatile memory and resources are main- 
tained for over 10 years at room temperature in the 
absence of power. 

A user loads programs into the DS2251 (T) via its on- 
chip Serial Bootstrap Loader. This function supervises 



the loading of software into NVRAM, validates it, then 
becomes transparent to the user. Software is stored in 
on-board CMOS SRAM. Using its internal Partitioning, 
the DS2251 (T) can divide a common RAM into user 
selectable program and data segments. This Partition 
can be selected at program loading time, but can be 
modified anytime later. The micro will decode memory 
access to the SRAM, access memory via its Byte-wide 
bus and write-protect the memory portion designated 
as program (ROM). 



ORDERING INFORMATION 



PART NUMBER 


RAM SIZE 


MAX CRYSTAL SPEED 


TIMEKEEPING? 


DS2251-32-12 


32K bytes 


12 MHz 


No 


DS2251-32-16 


32K bytes 


16 MHz 


No 


DS2251-64-12 


64K bytes 


12 MHz 


No 


DS2251-64-16 


64K bytes 


16 MHz 


No 


DS2251-128-12 


128K bytes 


12 MHz 


No 


DS2251-128-16 


128K bytes 


16 MHz 


No 


DS2251T-32-12 


32K bytes 


12 MHz 


Yes 


DS2251T-32-16 


32K bytes 


16 MHz 


Yes 


DS2251T-64-12 


64K bytes 


12 MHz 


Yes 


DS2251T-64-16 


64K bytes 


16 MHz 


Yes 


DS2251T-128-12 


128K bytes 


12 MHz 


Yes 


DS2251T-128-16 


128K bytes 


16 MHz 


Yes 



Operating information is contained in the User's Guide section of the Soft Microcontroller Data Book. This data sheet 
provides ordering information, pinout, and electrical specifications. 
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DS2251(T) BLOCK DIAGRAM Figure 1 
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PIN ASSIGNMENT 



4 
I 


pi a 


iy 


A 1 r\\-c. 


91 


pn p 


55 


INTB 


O 

£ 


P1 1 


OA 


V3IN L/ 


O.Q 
OO 


P0 1 


56 


BDO 


o 
o 




c. I 


PP ft 


3Q 

OS7 


PO 




RD1 

D L/ 1 


A 
4 


rl .O 




PP 1 




V CC 


58 


BD2 


o 


D1 A 

rl .4 


OQ 


PP o 


4 1 


RAO 
Dnu 




RH3 

DLJO 


gt 


P1 ^ 

r 1 ,o 




PP 3 


4P 


BA1 


60 


BD4 


I 


PI fi 




PO A 


40 


RAO 


O I 


DL/O 


o 
O 


P1 7 




PP c. 




P. A3 

DnO 


6P 


BD6 


y 


DOT 

no I 


07 


PO A 


40 


RAA 


RSI 


RI"Y7 

DU/ 


1 u 


p*a ft DYn 


OQ 


PO T 


40 


RAR 


04 


R/W 
rV VV 


n 


ro.l I AU 


ty 


rot IN 


A7 


DA A 


cc 
OO 


PP 
rr 


It 


DO O IMTft 


Oft 

ou 


MLt 


AO 
40 


RA7 
DM/ 


OO 


r CO 


13 


P3.3 INT1 


31 


PROG 


49 


BA8 


67 


PE4 


14 


P3.4 TO 


32 


P0.7 


50 


BA9 


68 


INTP 


15 


P3.5 T1 


33 


P0.6 


51 


BA10 


69 


INTA 


16 


P3.6 WR 


34 


P0.5 


52 


BA11 


70 


SOW 


17 


P3.7 RD 


35 


P0.4 


53 


BA12 


71 


VRST 


18 


XTAL1 


36 


P0.3 


54 


BA13 


72 


BA15 



PIN DESCRIPTION 



PIN NUMBER 


DESCRIPTION 


39-32 


P0.0-P0.7 

General purpose I/O Port 0. This port is open-drain and can not drive a logic 1 . It requires 
external pull-ups. Port is also the multiplexed Expanded Address/Data bus. When used in 
this mode, it does not require pull-ups. 


1-8 


P1.0-P1.7 

General purpose I/O Port 1 . 


21-28 


P2.0-P2.7 

General purpose I/O Port 2. Also serves as the MSB of the Expanded Address bus. 


10 


P3.0 RXD 

General purpose I/O port pin 3.0. Also serves as the receive signal for the on board UART. This 
pin should NOT be connected directly to a PC COM port. 


11 


P3.1 TXD 

General purpose I/O port pin 3.1 . Also serves as the transmit signal for the on board UART. 
This pin should NOT be connected directly to a PC COM port. 


12 


P3.2 INTO 

General purpose I/O port pin 3.2. Also serves as the active low External Interrupt 0. 


13 


P3.3 INT1 

General purpose I/O port pin 3.3. Also serves as the active low External Interrupt 1 . 


14 


P3.4 TO 

General purpose I/O port pin 3.4. Also serves as the Timer input. 


15 


P3.5 T1 

General purpose I/O port pin 3.5. Also serves as the Timer 1 input. 
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PIN NUMBER 




DESCRIPTION 


16 


P3.6 WR 

General purpose I/O port pin. Also serves as the write strobe for Expanded bus operation. 


17 


P3.7 RD 

General purpose I/O port pin. Also serves as the read strobe for Expanded bus operation. 


9 


RST 

Active high reset input. A logic 1 applied to this pin will activate a reset state. This pin is pulled 
down internally, can be left unconnected if not used. An RC power-on reset circuit is not 
needed and is NOT recommended. 


29 


PSEN 

Program Store Enable. This active low signal is used to enable an external program memory 
when using the Expanded bus. It is normally an output and should be unconnected if not used. 


30 


ALE 

Address Latch Enable. Used to de-multiplex the multiplexed Expanded Address/Data bus on 
Port 0. This pin is normally connected to the clock input on a '373 type transparent latch. 


19, 18 


XTAL2, XTAL1 

Used to connect an external crystal to the internal oscillator. XTAL1 is the input to an inverting 
amplifier and XTAL2 is the output. 


20 


GND 

I ftnio nmi inH 

UVUI^> Ul UUI IU. 


40 


Vcc 
+5V 


72 


BA15 

Monitor test point to reflect the logical value of A15. Not needed for memory access. 


54-41 


BA13-0 

Byte-wide Address bus bits 13-0. This bus is combined with the non-multiplexed data bus 
(BD7-0) to access on-board NVSRAM and off-board peripherals. Peripheral decoding is per- 
formed using PE3 and PE4. These are on 16K boundaries, so BA14or BA15are not needed. 
Read/write access is controlled by R/W. BA13-0 connect directly to memory mapped peripher- 
als. 


63-56 


BD7-0 

Byte-wide Data bus bits 7-0. This 8 bit bi-directional bus is combined with the non-multiplexed 
address bus (BA14-0) to access on-board NVSRAM and off-board peripherals. 


64 


R/W 

Read/Write. This signal provides the write enable to the SRAMs on the Byte-wide bus. It is 
controlled by the memory map and Partition. The blocks selected as Program (ROM) will be 
write protected. This signal is also used for the write enable to off-board peripherals. 


66 


PE3 

Peripheral Enable 3. Accesses data memory between addresses 8000h and BFFFh when the 
PES bit is set to a logic 1 . PE3 is not lithium backed and can be connected to any type of 
peripheral function. 


67 


PE4 

Peripheral Enable 4. Accesses data memory between addresses COOOh and FFFFh when the 
PES bit is set to a logic 1 . PE4 is not lithium backed and can be connected to any type of 
peripheral function. 
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PIN NUMBER 


DESCRIPTION 


31 


PROG 

Invokes the Bootstrap loader on a falling edge. This signal should be debounced so that only 
one edge is detected. If connected to ground, the micro will enter Bootstrap loading on power 
up. This signal is pulled up internally. 


71 


VRST 

This I/O pin indicates that the power supply (Vcc) has fallen below the V CC min level and the 
micro is in a reset state. When this occurs, the DS2251(T) will drive this pin to a logic 0. 
Because the micro is lithium backed, this signal is guaranteed even when Vcc=0V. Because it 

ic an I/O nin it will alert frirv*^ a rocot if milled Inw OYtornallv/ Thic a I Inwc mi (Kioto nartc trt eun. 
lb all v\J pi'1) 11 Will cMoU lUlv^fcf a lfc?S>fctL II fJUIItrU IUW tJALtii 1 Ictlly. 1 1 llo allUWo IllUIUfJIt? pdl li> IU oyll 

chronize their power-down resets. 




PF 

This output goes to a logic to indicate that the micro has switched to lithium backup. It corre- 
sponds to V C c < v li- Because the micro is lithium backed, this signal is guaranteed even when 

v cc =ov. 


55 


INTB 

INTB from the Real-time Clock. This output may be connected to a micro interrupt input. 


68 


INTP 

INTP from the Real-time Clock. This open-drain output requires a pull-up and may becon- 
nected to a micro interrupt input. 


69 


INTA 

INTA from the Real-time Clock. This output may be connected to a micro interrupt input. 


70 


SOW 

SOW output from the DS1283 Real-time Clock. Can be programmed to output an 1024 Hz 
square wave. 



INSTRUCTION SET 

The DS2251(T) executes an instruction set that is 
object code compatible with the industry standard 8051 
microcontroller. As a result, software development 
packages such as assemblers and compilers that have 
been written for the 8051 are compatible with the 
DS2251(T). 

A complete description of the instruction set and opera- 
tion are provided in the User's Guide section of the Soft 
Microcontroller Data Book. 



MEMORY ORGANIZATION 

Figure 2 illustrates the memory map accessed by the 
DS2251 (T). The entire 64K of program and 64K of data 



are available to the Byte-wide bus. This preserves the 
I/O ports for application use. The user controls the por- 
tion of memory that is actually mapped to the Byte-wide 
bus by selecting the Program Range and Data Range. 
Any area not mapped into the NVRAM is reached via the 
Expanded bus on Ports and 2. An alternate configura- 
tion allows dynamic Partitioning of a 64K space as 
shown in Figure 3. Selecting PES=1 provides access to 
the Real-time Clock on the DS2251T and enables PE3 
and PE4 for peripheral access as shown in Figure 4. 
These selections are made using Special Function 
Registers. The memory map and its controls are cov- 
ered in detail in the User's Guide section of the Soft 
Microcontroller Data Book. 
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SPECIAL 
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RAM 
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MEMORY MAP OF THE DS2251(T) WFTH PM=0 Rgure 3 
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MEMORY MAP OF THE DS2251(T) WITH 

PROGRAM MEMORY 



FFFFh — 



PARTITION - 




OOOOh - 



Figure 4 

DATA MEMORY (MOVX) 

— 64K 



48K 




Pi? 




REAL-TIME 
CLOCK 



— 32K 



- 16K 



NOT ACCESSIBLE 



POWER MANAGEMENT 

The DS2251(T) monitors V cc to provide Power-fail 
Reset, early warning Power-fail Interrupt, and switch 
over to lithium backup. It uses an internal band-gap ref- 
erence in determining the switch points. These are 
called Vppvv. Vccmin. ano " respectively- When Vcc 
drops below Vppw. the DS2251 (T) will perform an inter- 
rupt vector to location 2Bh if the power fail warning was 
enabled. Full processor operation continues regard- 
less. When power falls further to Vccmin. the 
DS2251(T) invokes a reset state. No further code 



execution will be performed unless power rises back 
above Vccmin- AH decoded chip enables and the R/W 
signal go to an inactive (logic 1 ) state. The VRST signal 
will be driven to a a logic 0. Vcc is still the power source 
at this time. When Vcc drops further to below Vli, inter- 
nal circuitry will switch to the built-in lithium cell for 
power. The majority of internal circuits will be disabled 
and the remaining nonvolatile states will be retained. PF 
will be driven to a logic 0. The User's Guide has more 
information on this topic. The trip points V CC min and 
Vppvv are li sted in the electrical specifications. 
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ABSOLUTE MAXIMUM RATINGS* 

Voltage on Any Pin Relative to Ground -0.3V to 7.0V 

Operating Temperature 0°C to +70°C 

Storage Temperature -40°C to 70°C 

Soldering Temperature 260°C for 1 seconds 

* This is a stress rating only and functional operation of the device at these or any other conditions above 
those indicated in the operation sections of this specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods of time may affect reliability. 



DC CHARACTERISTICS (t A = 0°C to70°C; V cc = 5V ± 1 0%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Low Voltage 


Vn. 


-0.3 




0.8 


V 


1 


Input High Voltage 


V|H1 


2.0 




V CC +0.3 


V 


1 


Input High Voltage RST, XTAL1 
PROG 


V IH2 


3.5 




V C c +0.3 


V 


1 


Output Low Voltage @ loi_=1 .6mA 
(Ports 1 , 2, 3) 


VoL1 




0.15 


0.45 


V 


1 


Output Low Voltage @ loL=3-2mA 
(Ports 0, ALE, PSEN, PR 
BA13-0 BD7-0 Ft/W PE3— 4\ 

LJ *i 1 w \J | J — ' l_/ § \J t lull, 1 L_ w *T / 


VOL2 




0.15 


0.45 


V 


1 


<§> I O h=-80"A (Ports 1 , 2, 3) 


»OH1 








w 

V 


■ 


Output High Voltage 

@ lorp-400 uA (Ports 0, ALE, 

PSEN, PR BA13-0, BD7-0, R/W, 

PE3-4) 


VOH2 


2.4 


4.8 




V 


1 


Input Low Current V|n = 0.45V 
(Ports 1 , 2, 3) 


IlL 






-50 


uA 




Transition Current; 1 to 
V| N = 2.0V (Ports 1,2,3) 


| 

'TL 






-500 


uA 




Input Leakage Current 

45^ Vim <■ V,-,-. (Port 0^ 


ht. 






±10 


uA 




RST Pulldown Resistor 


Rre 


40 




150 


Ki2 




VRST Pullup Resistor 


Rvr 




4.7 




K£l 




PROG Pullup Resistor 


Rpr 




40 




K£2 




Power Fail Warning Voltage 


VpFW 


4.25 


4.37 


4.50 


V 


1 


Minimum Operating Voltage 


VcCmln 


4.00 


4.12 


4.25 


V 


1 


Operating Current 


Ice 






45 


mA 


2 


Idle Mode Current 


■idle 






7.0 


mA 


3 


Stop Mode Current 


ISTOP 






80 


uA 


4 


Pin Capacitance 


C|N 






10 


PF 


5 


Reset Trip Point in Stop Mode 

w/BAT=3.0V 

w/BAT=3.3V 




4.0 
4.4 




4.25 
4.65 


V 


1 
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AC CHARACTERISTICS 

EXPANDED BUS MODE TIMING SPECIFICATIONS (t A = 0°C to70 e C; Vcc = 5V + 10%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


1 


Oscillator Frequency 


1/tcLK 


1.0 


12 (-12) 
16 (-16) 


MHz 


2 


ALE Pulse Width 


Wpw 


2tc LK -40 




ns 


3 


Address Valid to ALE Low 


Wall 


tcLK-40 




ns 


4 


Address Hold After ALE Low 


Waav 


tc L K-35 




ns 


5 


ALE Low to Valid Instr. In @12 MHz 

<g>lo MrlZ 


tALLVI 




4tcLK-150 

M~. O/i 


ns 


b 


ALb LOW lO rofcrM LOW 


'allpsl 


tCLK 




ns 


7 


rotN rUlse WKltn 


tpsPW 






ns 


8 


PSEN Low to Valid Instr. In @12 MHz 
@16MHz 


tpSLVI 




3tcLK-150 
3tcLK-9° 


ns 
ns 


a 


input instr. noio arter rotiN oomg nign 


tpsiv 


u 




ns 


1 


Input Instr. Moat after roclM oomg nign 


tpsrx 




* . OA 


ns 


n 


Address Hold after robrM oomg High 


'PSAV 


t Q 

tcLK' 8 




ns 


12 


Address Valid to Valid Instr. In @12 MHz 

@16MHz 


Wvi 




5tcLK-150 
5tcLK-90 


ns 
ns 


13 


rotN Low to Address Moat 


tpSLAZ 







ns 


14 


HU ruise widtn 


'RDPW 


c# i aa 




ns 


15 


WR Pulse Width 


twRPW 


6tc LK -100 




ns 


16 


RD Low to Valid Data In @12 MHz 
@16MHz 


■RDLDV 




5tcLK-165 
5tcLK-105 


ns 
ns 


17 


Data Hold after RD High 


'rdhdv 







ns 


18 


Data Float after RD High 


l RDHDZ 




2tcLK"70 


ns 


19 


ALE Low to Valid Data In @12 MHz 
@ 16 MHz 


W.LVD 




8tc LK -150 
8ta.K-90 


ns 
ns 


20 


Valid Addr. to Valid Data In @12 MHz 
@16MHz 


*AVDV 




9tcLK-165 
9tcLK-105 


ns 
ns 


.£ I 


Al T 1 Mar lev Dn fir VA/D 1 

mlc low to nu or wn low 


*ALLRDL 


3t CLK- 50 


3t CLK+ 50 


ns 




Muuress vaiia 10 nu or wn low 


Wrdl 


yff „ H Ort 

4tcLK" ' 30 




ns 


23 


Data Valid to WR Going Low 


fDVWRL 


tcLK -60 




ns 


24 


Data Valid to WR High @1 2 MHz 
@16MHz 


*DVWRH 


7tcLK-150 
7tcLK-90 




ns 
ns 


25 


Data Valid after WR High 


*WRHDV 


tcLK-50 




ns 


26 


RD Low to Address Float 


*RDLA2 







ns 


27 


RD or WR High to ALE High 
i 


tRDHALH 
' 


tcLK-40 


tcLK+50 


ns 

' 1 
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AC CHARACTERISTICS (cont'd) 

EXTERNAL CLOCK DRIVE (t A = 0"C to70°C; Vqc = 5V ± 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


28 


External Clock High Time @12 MHz 


tCLKHPW 


20 




ns 




@16MHz 




15 




ns 


29 


External Clock Low Time @12 MHz 


tCLKLPW 


20 




ns 




@16MHz 


15 




ns 


30 


External Clock Rise Time @1 2 MHz 


*CLKR 




20 


ns 




@16MHz 




15 


ns 


31 


External Clock Fall Time @12 MHz 


*CLKF 




20 


ns 




@16MHz 




15 


ns 



207 



052993 13/20 



DS2251(T) 



EXTERNAL CLOCK TIMING 




AC CHARACTERISTICS (cont'd) 

POWER CYCLING TIMING (t A = 0°C to70°C; V cc = 5V ± 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


unpts 


32 


Slew Rate from V CCM |n to V L | 


«F 


130 




us 


33 


Crystal Start up Time 


tcsu 




(note 6) 




34 


Power On Reset Delay 


tpOR 




21504 


tCLK 



POWER CYCLE TIMING 




052893 14/20 



DS2251(T) 



AC CHARACTERISTICS (cont'd) 

SERIAL PORT TIMING - MODE (t A = 0°C to70°C; V cc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


35 


Serial Port Clock Cycle Time 


tsPCLK 


12tcLK 




us 


36 


Output Data Setup to Rising Clock Edge 


Idoch 


10tcLK-133 




ns 


37 


Output Data Hold after Rising Clock Edge 


tcHDO 


2tcLK-H7 




ns 


38 


Clock Rising Edge to Input Data Valid 


tcHDV 




10tc|_K-133 


ns 


39 


Input Data Hold after Rising Clock Edge 


tcHDIV 







ns 



SERIAL PORT TIMING - MODE 

INSTRUCTION 

1 2 3 4 5 6 7 8 



ALE 



h— ©—I 



CLOCK 



DATA OUT 



© 
"1 



WRITE TO 
SBUF REGISTER 



INPUT DATA 
f CLEAR Rl 



)CZXZXZ3CDCZX 



7 SETTI 



39) 



KDOCOOOOOOOOOOO — 

VALID VALID VALID VALID VALID VALID VALID 
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AC CHARACTERISTICS (cont'd) 

PARALLEL PROGRAM LOAD TIMING (t A = 0°C to70°C; V cc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNnrs 


40 


Delay to Byte-wide Address Valid from 
CE1 , CE2 or CE1 N Low During Opcode 
Fetch 


*CE1LPA 




30 


ns 


41 


Pulse Width of CE1^4, PE1^1 or CE1 N 


tCEPW 


4t CLK -35 




ns 


42 


Byte-wide Address Hold after CE1 , CE2 
or CE1 N High During Opcode Fetch 


tCEIHPA 


2tcLK~20 




ns 


43 


Byte-wide Data Setup to CE1, CE2 or 
CE1N High During Opcode Fetch 


toVCEIH 


1tcLK+40 




ns 


44 


Byte-wide Data Hold after Oti , otz or 
CE1N High During Opcode Fetch 


tcEIHOV 


4 ft 
1 




ns 


45 


Byte— wide Address Hold after Obi— 4, 
PE1-4, or CE1N High During MOVX 


tcEHDA 


a* on 




ns 


46 


Delay from Byte— wide Address Valid 
CE1-4, PE1-4, or CE1 N Low During 
MOVX 


* 

K5ELDA 


A* OC 




ns 


47 


Byte-wide Data Setup to CE1-4, PE1-4, 
or CE1 N High During MOVX (read) 


tDACEH 


1tcLK+40 




ns 


48 


Byte-wide Data Hold after CE1-4, PE1-4, 
or CE1 N High During MOVX (read) 


tcEHDV 


10 




ns 


49 


Byte-wide Address Valid to R/W Active 
During MOVX (write) 


*AVRWL 


3t CL K-35 




ns 


50 


Delay from R/W Low to Valid Data Out 
During MOVX (write) 


tRWLDV 


20 




ns 


51 


Valid Data Out Hold Time from CE1-4, 
PE1-4, orCEINHigh 


tcEHDV 


1t CL Kr15 




ns 


52 


Valid Data Out Hold Time from R/W High 


tRWHDV 







ns 


53 


Write Pulse Width (R/W Low Time) 


tRWLPW 


StcLK- 20 




ns 
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BYTE-WIDE BUS TIMING 



CYCLE 



UACHHECYClE 



K- 



MACHINE CYCLE 



•I 



| 1 | ! | J | < | 5 | 8 I 1 I ! I 1 I ' I 5 I 6 I I 6 I ' I 2 I ' I ' I 5 I «l 

xtal2 jmnjuimfmjwi^^ 

_ 55 



ALE 
R / W 



BA0- BA14 PC OUT 



^X l PC OUT 



CE1.CE2 
ORCEIN 
CE1.CE2, CE3, 
CE« , PET , PE2: 
PE3, PE4 
OR CE1N 



®3> 



BDO- B07 0AT * IN > <D*JAjN> 



^ | DPtANO|OPHO»P2SFROUTI PC OUT ^ PPL 




RPC AC CHARACTERISTICS - DBB READ 



(t A = 0°C to70°C; V cc = 5V ± 1 0%; 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


54 


CS, Ao Setup to RD 


tAR 







ns 


55 


CS, Ao Hold After RD 


tRA 







ns 


56 


RD Pulse Width 


*RR 


160 




ns 


57 


CS, Ao to Data Out Delay 


Ud 




130 


ns 


58 


RD to Data Out Delay 


'RD 





130 


ns 


59 


RD to Data Float Delay 


tRDZ 




85 


ns 



RPC AC CHARACTERISTICS - DBB WRITE (t A = 0°C to70°C; V cc = 5V ± 1 0%] 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


60 


CS, Ao Setup to WR 


*AW 







ns 


61 A 


CS, Hold After WR 


*WA 







ns 


61 B 


A , Hold After WR 


*WA 


20 




ns 


62 


WR Pulse Width 


tww 


20 




ns 


63 


Data Setup to WR 


*DW 


130 




ns 


64 


Data Hold After WR 


*WD 


20 




ns 



052893 17/20 



DS2251(T) 



AC CHARACTERISTICS - DMA 



(t A = 0°C to70°C; V cc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


65 


DACK to WR or RD 


*ACC 







ns 


66 


RD or WR to DACK 


*CAC 







ns 


67 


DACK to Data Valid 


UCD 





130 


ns 


68 


RD or WR to DRQ Cleared 


*CRQ 




110 


ns 



RPC TIMING MODE 16 

CSORA0 
RD 

DATA 



CSORA0 



WR 



DATA 




READ OPERATION 



<56> 



•*-(55)*- 



DATA VALID 



> 







X 



WRITE OPERATION 



< 



DATA VALID 



AC CHARACTERISTICS - PRCS 



(t A = 0°C to70°C; Vcc = 5V ± 1 0%] 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


69 


PROG Low to Active 


*PRA 


48 




CLKS 


70 


PROG High to Inactive 


*PR1 


48 




CLKS 
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RPC TIMING MODE 16 (cont'd) 



DACK 



RD 



WR 



DATA 



DRQ 



DMA 



r 



NOTES: 

1 . All voltages are referenced to ground. 

2. Maximum operating Ice is measured with all output pins disconnected; XTAL1 driven with tcLKR. 
tcLKF=1° ns, V| L = 0.5V; XTAL2 disconnected; RST = PORTO = V cc . 

3. Idle mode Iidle is measured with all output pins disconnected; XTAL1 driven with tci_«R. tcLKF = 10 ns, 
V| L = 0.5V; XTAL2 disconnected; PORTO = V cc , RST = Vss- 

4. Stop mode Istop is measured with all output pins disconnected; PORTO = V C c; XTAL2 not connected; 
RST= XTAL1 = Vss- 

5. Pin capacitance is measured with a test frequency - 1 MHz, tA = 25°C. 

6. Crystal start-up time is the time required to get the mass of the crystal into vibrational motion from the time 
that power is first applied to the circuit until the first clock pulse is produced by the on-chip oscillator. The 
user should check with the crystal vendor for a worst case specification on this time. 
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PACKAGE DRAWING 




PKG 


72-PM 


DIM 


MIN 


MAX 


A 


4.245 


4.255 


B 


3.978 


3.989 


C 


0.905 


1.005 


D 


0.395 


0.405 


E 


0.245 


0.255 


F 


0.050 BSC 


G 


0.075 


0.085 


H 


0.245 


0.255 


1 


1.750 BSC 


J 


0.120 


0.130 


K 


2.120 


2.130 


L 


2.245 


2.255 


M 


0.057 


0.067 


N 




0.275 


O 




0.145 


P 




0.054 



214 



DALLAS 

SEMICONDUCTOR 



DS2252(T) 



DS2252(T) 

Secure Microcontroller 



FEATURES 

• 8051 compatible uC for secure/sensitive applications 

- 32, 64, or 128K bytes of nonvolatile SRAM for 
program and/or data storage 

- In-system programming via on-chip serial port 

- Capable of modifying its own program or data 
memory in the end system 

• Firmware Security Features: 

- Memory stored in encrypted form 

- Encryption using on-chip 64-bit key 

- Automatic true random key generator 

- SDI Self Destruct Input 

- Top coating prevent microprobe 

- I mproved security over previous generations 

- Protects memory contents from piracy 

• Crashproof Operation 

- Maintains all nonvolatile resources for over 10 
years in the absence of power 

- Power-fail Reset 

- Early Warning Power-fail Interrupt 

- Watchdog Timer 

- Precision reference for power monitor 

• Fully 8051 Compatible 

- 1 28 bytes scratchpad RAM 

- Two timer/counters 

- On-chip serial port 

- 32 parallel I/O port pins 

• Optional permanently powered Real-time Clock 
(DS2252T) 



PACKAGE OUTLINE 



o 

1 rim nnnnnnnnnn nn n nX nn nn n nn nnnn nnnn nrmn n 

40-Pin SIMM 

DESCRIPTION 

The DS2252(T) is an 8051 compatible microcontroller 
based on nonvolatile RAM technology. It is designed for 
systems that need to protect memory contents from dis- 
closure. This includes key data, sensitive algorithms, 
and proprietary information of all types. Like other mem- 
bers of the Soft Micro family, ft provides full compatibility 
with the 8051 instruction set, timers, serial port, and par- 
allel I/O ports. By using NVRAM instead of ROM, the 
user can program, then reprogram the microcontroller 
while in-system. This allows frequent changing of sen- 
sitive processes with minimal effort. The DS2252 pro- 
vides an array of mechanisms to prevent an attacker 
from examining the memory. It is designed to resist all 
levels of threat including observation, analysis, and 
physical attack. As a result, a massive effort would be 
required to obtain any information about memory con- 
tents. Furthermore, the "Soft" nature of the DS2252 
allows frequent modification of secure information. This 
minimizes that value of any information that is obtained. 

Using a security system based on the DS5002, the 
DS2252 protects the memory contents from disclosure. 
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It loads program memory via its serial port and encrypts 
it in real-time prior to storing it in SRAM. Once 
encrypted, the RAM contents and the program flow are 
unintelligible. The real data exists only inside the pro- 
cessor chip after being decrypted. Any attempt to dis- 
cover the on-chip data, encryption keys, etc., results in 
its destruction. Extensive use of nonvolatile lithium 
backed technology create a micro that retains data for 
over 1 years, but which can be erased instantly if tam- 
pered with. The DS2252 even interfaces directly to 
external tamper protection hardware. 

The DS2252T provides a permanently powered Real- 
time Clock with interrupts for time stamp and date. It 
keeps time to one hundredth of second using its on- 
board 32 KHz crystal. 

Like other Soft Micros in the family, the DS2252(T) pro- 
vides crashproof operation in portable systems or sys- 
tems with unreliable power. These features include the 
ability to save the operating state, Power-fail Reset, 
Power-fail Interrupt, and Watchdog Timer. All nonvola- 



tile memory and resources are maintained for over 1 
years at room temperature in the absence of power. 

A user loads programs into the DS2252(T) via its on- 
chip Serial Bootstrap Loader. This function supervises 
the loading of software into NVRAM, validates it, then 
becomes transparent to the user. It also manages the 
loading of new encryption keys automatically. Software 
is stored in on-board CMOS SRAM. Using its internal 
Partitioning, the DS2252(T) can divide a common RAM 
into user selectable program and data segments. This 
Partition can be selected at program loading time, but 
can be modified anytime later. The micro will decode 
memory access to the SRAM, access memory via its 
Byte-wide bus and write-protect the memory portion 
designated as program (ROM). 

A detailed summary of the security features is provided 
in the User's Guide section of the Soft Micro data book. 
An overview is also available in the DS5002FP data 
sheet. 



ORDERING INFORMATION 



PART NUMBER 


RAM SIZE 


MAX CRYSTAL SPEED 


TIMEKEEPING? 


DS2252-32-12 


32K bytes 


12 MHz 


No 


DS2252-^32-16 


32K bytes 


16 MHz 


No 


DS2252-64-12 


64K bytes 


12 MHz 


No 


DS2252-64-16 


64K bytes 


16 MHz 


No 


DS2252-128-12 


128K bytes 


12 MHz 


No 


DS2252-128-16 


128K bytes 


16 MHz 


No 


DS2252T-32-12 


32K bytes 


12 MHz 


Yes 


DS2252T-32-16 


32K bytes 


16 MHz 


Yes 


DS2252T-64-12 


64K bytes 


12 MHz 


Yes 


DS2252T-64-16 


64K bytes 


16 MHz 


Yes 


DS2252T-128-12 


128K bytes 


12 MHz 


Yes 


DS2252T-128-16 


128K bytes 


16 MHz 


Yes 



Operating information is contained in the User's Guide section of the Soft Microcontroller Data Book. This data sheet 
provides ordering information, pinout, and electrical specifications. 
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DS2252(T) BLOCK DIAGRAM Figure 1 

DS2252(T) 



ALE 



XTAL1 



XTAL2 



GND 



PROG 



SDI 



PO.0-0.7 




P2.0-2.7 



. P3. 0-3.7 

<£zzzz 



DS5002FP 



Vcco 



BYTE-WIDE 
ADDRESS BUS 



ZZZ7ZZZZZ£ 




32KOR128K 
SRAM 



SRAM 
(-64 only) 



DS12S3 
REAL-TIME 

CLOCK 
(DS2252T) 



P3.2 



INTP 
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PIN ASSIGNMENT 



1 


P1.0 


11 


P1 .5 


21 


P3.1 TXD 


31 


P3.6 WR 


2 


v C C 


12 


P0.4 


22 


ALE 


32 
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3 


P1.1 


13 


P1 .6 


23 


P3.2 Into 


33 


P3.7 RD 


4 


PO.O 


14 


P0.5 


24 


PROG 


34 


P2.3 


c 
© 




1 


P1 7 

r 1 ./ 




po -3 |MT1 


V\ 
oo 


VTA I O 


6 


P0.1 


16 


P0.6 


26 


P2.7 


36 


P2.2 


7 


P1.3 


17 


RST 


27 


P3.4 TO 


37 


XTAL1 


8 


P0.2 


18 


P0.7 


28 


P2.6 


38 


P2.1 


9 


P1.4 


19 


P3.0 RXD 


29 


P3.5 T1 


39 


GND 


10 


P0.3 


20 


SDI 


30 


P2.5 


40 


P2.0 



PIN DESCRIPTION 



PIN NUMBER 


DESCRIPTION 


4, 6, 8,10,12,14,16,18 


P0.0-P0.7 

General purpose I/O Port 0. This port is oper>-drain and can not drive a logic 
1. It requires external pull-ups. Port is also the multiplexed Expanded 
Address/Data bus. When used in this mode, it does not require pull-ups. 


1,3, 5,7, 9,11,13,15 


P1.0-P1.7 

General purpose I/O Port 1 . 


40, 38, 36, 34, 32, 30, 28, 
26 


P2.0-P2.7 

General purpose I/O Port 2. Also serves as the MSB of the Expanded Address 
bus. 


19 


P3.0 RXD 

General purpose I/O port pin 3.0. Also serves as the receive signal for the on 
board UART. This pin should NOT be connected directly to a PC COM port. 


21 


P3.1 TXD 

General purpose I/O port pin 3. 1 . Also serves as the transmit signal for the on 
board UART. This pin should NOT be connected directly to a PC COM port. 


23 


P3.2INT0 

General purpose I/O port pin 3.2. Also serves as the active low External Inter- 
rupt 0. 


25 


P3.3INTT 

General purpose I/O port pin 3.3. Also serves as the active low External Inter- 
rupt 1 . 


27 


P3.4T0 

General purpose I/O port pin 3.4. Also serves as the Timer input. 


29 


P3.5T1 

General purpose I/O port pin 3.5. Also serves as the Timer 1 input. 


31 


P3.6WR 

General purpose I/O port pin. Also serves as the write strobe for Expanded 
bus operation. 
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PIN NUMBER 


DESCRIPTION 


33 


P3.7RD 

General purpose I/O port pin. Also serves as the read strobe for Expanded bus 

VfJtzilclUUII, 


17 


RST 

Active high reset input. A logic 1 applied to this pin will activate a reset state. 
This pin is pulled down internally, can be left unconnected if not used. An RC 

pt/WWl Ull IWoUl OlfOUIl lo IHJl Ilfc?fc#Ufc*U ctlKJ lo pIV-/ 1 I t?UUi 1 If 1 lfc?l IUWJ . 


22 


ALE 

Address Latch Enable. Used to de-multiplex the multiplexed Expanded 
Aoaress/uata dus on ron u. i ms pin is normally connected to me ciock input 
on a '373 type transparent latch. 




A I Al_£, A I ML1 

Used to connect an external crystal to the internal oscillator. XTAL1 is the input 
to an inverting amplifier and XTAL2 is the output. 


39 


— — 

GND 

Logic ground. 


2 


Vcc 
+5V 


24 


PROG 

Invokes the Bootstrap loader on a falling edge. This signal should be 
debounced so that only one edge is detected. If connected to ground, the 
micro will enter Bootstrap loading on power up. This signal is pulled up inter- 
nally. 


20 


SDI 

Self Destruct Input. A logic 1 applied to this input causes a hardware unlock. 
This involves the destruction of Encryption Keys, Vector RAM, and the momen- 
tary removal of power from Vcco- This pin should be grounded if not used. To 
activate, it should be taken to a logic 1 or +3V. 



INSTRUCTION SET 

The DS2252(T) executes an instruction set that is 
object code compatible with the industry standard 8051 
microcontroller. As a result, software development 
packages such as assemblers and compilers that have 
been written for the 8051 are compatible with the 
DS2252(T). A complete description of the instruction 
set and operation are provided in the User's Guide sec- 
tion of the Soft Microcontroller Data Book. 

MEMORY ORGANIZATION 

Figure 2 illustrates the memory map accessed by the 
DS2252(T). The entire 64K of program and 64K of data 



are available to the Byte-wide bus. This preserves the 
I/O ports for application use. An alternate configuration 
allows dynamic Partitioning of a 64K space as shown in 
Figure 3. Any data area not mapped into the NVRAM is 
reached via the Expanded bus on Ports and 2. Off- 
board program memory is not available for security rea- 
sons. Selecting PES=1 provides access to the Real- 
time Clock on the DS2252T as shown in Figure 4. These 
selections are made using Special Function Registers. 
The memory map and its controls are covered in detail 
in the User's Guide section of the Soft Microcontroller 
Data Book. 
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MEMORY MAP OF THE DS2252(T) WITH PM=1 Figure 2 



PROGRAM MEMORY DATA MEMORY (MOVX) 




— 64K 



MEMORY MAP OF THE DS2252(T) WITH PM=0 Figure 3 



PROGRAM MEMORY DATA MEMORY (MOVX) 




III] - EXPANDED BUS (PORTS AND 2) 
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MEMORY MAP OF THE DS2252(T) WITH PES=1 Figure 4 

PROGRAM MEMORY 



FFFFh — 



PARTITION 




DATA MEMORY (MOVX) 




OOOOh — 



REAL-TIME 
CLOCK 





- 64K 



— 16K 



NOT ACCESSIBLE 



POWER MANAGEMENT 

The DS2252(T) monitors V cc to provide Power-fail 
Reset, early warning Power-fail Interrupt, and switch 
over to lithium backup. It uses an internal band-gap ref- 
erence in determining the switch points. These are 
called Vppvv. v ccmin. ancl Vli respectively. When Vcc 
drops below Vppw. the DS2252(T) will perform an inter- 
rupt vector to location 2Bh if the power fail warning was 
enabled. Full processor operation continues regard- 
less. When power falls further to V C cmin. the 
DS2252(T) invokes a reset state. No further code 



execution will be performed unless power rises back 
above V C cmin- All decoded chip enables and the R/W 
signal go to an inactive (logic 1) state. Vcc ' s still the 
power source at this time. When Vcc drops further to 
below Vli, internal circuitry will switch to the built-in lith- 
ium cell for power. The majority of internal circuits will be 
disabled and the remaining nonvolatile states will be 
retained. The User's Guide has more information on 
this topic. The trip points Vccmin an d Vppvv are listed in 
the electrical specifications. 
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ABSOLUTE MAXIMUM RATINGS* 

Voltage on Any Pin Relative to Ground -0.3V to 7.0V 

Operating Temperature 0°C to +70°C 

Storage Temperature -40°C to 70°C 

Soldering Temperature 260°C for 1 seconds 

* This is a stress rating only and functional operation of the device at these or any other conditions above 
those indicated in the operation sections of this specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods of time may affect reliability. 



DC CHARACTERISTICS (t A =0°C to 70°C; V CC =5V ±10%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Low Voltage 


V|L 


-0.3 




0.8 


V 


1 


Input High Voltage 


V|H1 


2.0 






V 




Input High Voltage (RST, XTAL1 , 
PROG) 


v IH2 


3.5 




V C c+0.3 


V 


1 


Output Low Voltage 

@ Iol=1 .6 mA (Ports 1 , 2, 3) 


VoL1 




0.15 


0.45 


V 


1 


Output Low Voltage 

@ Iol=3 2 mA (Ports 0, ALE) 


VOL2 




0.15 


0.45 


V 


! 


Output High Voltage 

(a) l^. . — on i| A (Ports 1 2 31 


Vom 


2.4 


4.8 




V 


1 


Outout Hiah VoKaae 

@ l O H=-^00 uA (Ports 0, ALE) 




"OH 2 


2.4 


4.8 




v 





Input Low Current V|n=0.45V 
(Ports 1,2,3) 


IlL 






-50 


uA 




Transition Current; 1 to 
V| N =2.0V (Ports 1,2, 3) 


'tl 






-500 


uA 




Input Leakage Current 
0.4txV|N<vcc (rOrt 0) 


IlL 






±10 


uA 




no I ruiKjOWn nesisror 


"RE 


At\ 




I ou 






Power Fail Warning Voltage 


VpRW 


A OR 


A Q7 




V 


4 

1 


Minimum Operating Voltage 


VCCMIN 


4.00 


4.12 


4.25 


V 


1 


Operating Current 


!cc 






45 


mA 


4 


Idle Mode Current 


'idle 






7.0 


mA 


5 


Stop Mode current 


ISTOP 






80 


uA 


6 


Pin Capacitance 


C|N 






10 


PF 


7 


Reset Trip Point in Stop Mode 

w/BAT=3.0V 

w/BAT=3.3V 




4.0 
4.4 




4.25 
4.65 


V 


1 


SDI Input Low Voltage 


VlLS 






0.4 


V 


1 


SDI Input High Voltage 


V,HS 


2.0 




Vcc 


V 


1,2 


SDI Input High Voltage 


V|HS 


2.0 




3.5 


V 


1,2 


SDI Pull-Down Resistor 


Rsdi 


25 




60 


«n 
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AC CHARACTERISTICS (t A = 0°C to70°C; V cc =OV to 5V) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


SDI Pulse Reject 


*SPR 






2 


us 


3 


SDI Pulse Accept 


*SPA 


10 






us 


3 



AC CHARACTERISTICS 

EXPANDED BUS MODE TIMING SPECIFICATIONS (t A = 0°C to70°C; V CC - 5V ± 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


1 


Oscillator Frequency 


1/»CLK 


1.0 


12 (-12) 
16 (-16) 


MHz 


2 


ALE Pulse Width 


Ulpw 


2tcLK"40 




ns 


3 


Address Valid to ALE Low 


Wall 


tcLK-40 




ns 


4 


Address Hold After ALE Low 


•avaav 


tcLK-35 




ns 


14 


RD Pulse Width 


Irdpw 


6tcLK-K>° 




ns 


15 


WR Pulse Width 


*wrpw 


6tcLK-100 




ns 


16 


RD Low to Valid Data In @1 2 MHz 
@16MHz 


tRDLDV 




5tcLK-165 
5tcLK-105 


ns 
ns 


17 


Data Hold after RD High 


•rdhdv 







ns 


18 


Data Float after RD High 


*RDHDZ 




2tcLK"70 


ns 


19 


ALE Low to Valid Data In @12 MHz 
016 MHz 


*ALLVD 




8tcLK-150 

ol CLK w 


ns 
ns 


20 


Valid Addr. to Valid Data In @1 2 MHz 
@16MHz 


*AVDV 




9tcLK-165 
9tGLK-105 


ns 
ns 


21 


ALE Low to RD or WR Low 


W.LRDL 


3tcLK-50 


3t CLK+ 50 


ns 


22 


Address Valid to RD or WR Low 


tAVRDL 


4tcLK-130 




ns 


23 


Data Valid to WR Going Low 


•dvwrl 


tcLK-60 




ns 


24 


Data Valid to WR High @1 2 MHz 
@16 MHz 


tDVWRH 


7tc LK -150 
7tc LK -90 




ns 
ns 


25 


Data Valid after WR High 


l WRHDV 


tcLK-50 




ns 


26 


RD Low to Address Float 


'rdlaz 







ns 


27 


RD or WR High to ALE High 


Irdhalh 


td.K-40 


tcLK+50 


ns 
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EXPANDED DATA MEMORY READ CYCLE 



ALE 



RD 



PORTO 



PORT 2 



X 



(Rn OR DPL) 



f22> 



(2M 



/ V 



DATA IN 



i 



(A7-A0 \ / 



P2.7-P2.0 OR A15-A8 FROM DPH 



X 



INSTR 
IN 



A1S-^8 FROM PCH 



EXPANDED DATA MEMORY WRITE CYCLE 
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AC CHARACTERISTICS (cont'd) 

EXTERNAL CLOCK DRIVE (t A = 0°C to70°C; Vex; = 5V ± 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


28 


External Clock High Time @12 MHz 


tcLKHPW 


20 




ns 




@16MHz 




15 




ns 


29 


External Clock Low Time @12 MHz 


tcLKLPW 


20 




ns 




@16MHz 


15 




ns 


30 


External Clock Rise Time @12 MHz 


tcLKR 




20 


ns 




@16MHz 






15 


ns 


31 


External Clock Fall Time @1 2 MHz 


tCLKF 




20 


ns 




@16MHz 




15 


ns 



EXTERNAL CLOCK TIMING 




AC CHARACTERISTICS (cont'd) 

POWER CYCLING TIMING (t A = 0°C to70°C; Vcc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


32 


Slew Rate from Vqcmin to Vu 


t F 


130 




us 


33 


Crystal Start up Time 


tcsu 




(note 8) 




34 


Power On Reset Delay tpoR 


21504 


tcLK 
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POWER CYCLE TIMING 

Vcc s 

VPFW- 
VcCMW 



INTERRUPT 

SERVICE 

ROUTINE 



CLOCK 
OSC 



INTERNAL 
RESET 



LITHIUM 
CURRENT 



+ 



/ 



•Hi 



+ 



\ 



\ 



AC CHARACTERISTICS (cont'd) 
SERIAL PORT TIMING - MODE 



(t A = 0°C to70°C; Vcc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


35 


Serial Port Clock Cycle Time 


'SPCLK 


12tcLK 




us 


36 


Output Data Setup to Rising Clock Edge 


tDOCH 


10tcLK-133 




ns 


37 


Output Data Hold after Rising Clock Edge 


tcHDO 


2tcLK-H7 




ns 


38 


Clock Rising Edge to Input Data Valid 


tCHDV 




10tcLK-133 


ns 


39 


Input Data Hold after Rising Clock Edge 


*CHDIV 







ns 
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SERIAL PORT TIMING - MODE 

INSTRUCTION 

01 2 3*4 5 6 7 



ALE 



CLOCK 



h (35)-*4 



DATA OUT > 

1 WRITETO 

SBUF REGISTER 



INPUT DATA 



XIIXZXZXZXZXZ 



SETTI 



)QOOOOOOOOOOOOO< — 



L_^ I VALID VALID VALID VALID VALID VALID VALID 

T CLEAR Rl 



NOTES: 

1 . All voltage referenced to ground. 

2. SDI should be taken to a logic high when V C c=+5V, and to approximately 3V when Vcc<3V. 



SDI is deglitched to prevent accidental destruction. The pulse must t 
er, but SDI is not guaranteed unless it is longer than tspA- 



4. Maximum operating l C c is measured with all output pins disconnected; XTAL1 driven with tcLKR. 
tcLKF=10 ns, Vil = 0.5V; XTAL2 disconnected; RST = PORTO = V CC - 

5. Idle mode Iidle is measured with all output pins disconnected; XTAL1 driven with tcLKR. *clkf = 10 ns, 
V| L = 0.5V; XTAL2 disconnected; PORTO = V cc , RST = Vss- 

6. Stop mode I S top is measured with all output pins disconnected; PORTO = V C c; XTAL2 not connected; 
RST = XTAL1 = Vss- 

7. Pin capacitance is measured with a test frequency - 1 MHz, i.a = 25°C. 

8. Crystal start-up time is the time required to get the mass of the crystal into vibrational motion from the time 
that power is first applied to the circuit until the first clock pulse is produced by the on-chip oscillator. The 
user should check with the crystal vendor for a worst case specification on this time. 
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PACKAGE DRAWING 




PKG 


40-PW 


DIM 


MIK 


MAX 


A 


2.645 


2.655 


B 


2.379 


2.389 


C 


0.995 


1.005 


D 


0.395 


0.405 


E 


0.245 


0.255 


F 


0.050 BSC 


G 


0.075 


0.085 


H 


0.245 


0.255 


1 


0.950 BSC 


J 


0.120 


0.130 


K 


1.320 


1.330 


L 


1.445 


1.455 


M 


0.057 


0.067 


N 




0.300 







0.165 


P 




0.054 
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DALLAS 

SEMICONDUCTOR 



DS5000(T) 

Soft Microcontroller 



FEATURES 

• 8-bit 8051 compatible uC adapts to task-at-hand: 

- 8 or 32 Kbytes of nonvolatile RAM for program 
and/or data memory storage 

- Initial downloading of software in end system 
via on-chip serial port 

- Capable of modifying its own program and/or 
data memory in end use 

• Crashproof operation: 

- Maintains all nonvolatile resources for 1 years 
in the absence of Vcc 

- PoweMail reset 

- Early warning power-fail interrupt 

- Watchdog timer 

• Software Security Feature: 

- Executes encrypted software to prevent unau- 
thorized dis 



PIN ASSIGNMENT 



• On-chip, full-duplex serial I/O ports 

• Two on-chip timer/event counters 

• 32 parallel I/O lines 

• Compatible with industry standard 8051 instruction 
set and pinout 

• Optional Permanently Powered Real-Time Clock 
(DS5000T) 



P1.0 


*l ~ 


40 FJ 


Vcc 


PM 


12 


39 fj 


PO.O ADO 


P1.2 


§3 


38 1 


P0.1 AD1 


P1.3 


S 4 


37 | 


PO.2 AD2 


P1.4 


|s 


36 fj 


P0.3 ADS 


P1.5 


l« 


35 | 


P0.4 AD4 


P1.6 


07 


34 fj 


P0.5 AD5 


P1.7 


08 


33 i 


P0.6 AD6 


RST 


09 


32 | 


P0.7 AD7 


RXDP3.0 


10 


31 fj 


EA 


TXDP3.1 


0" 


30 E3 


ALE 


INT0P3.2 


12 


29 rj 


PSEN 


INT1 P3.3 


@13 


28 @ 


P2.7 A15 


T0P3.4 


014 


27 fj 


P2.6 A14 


T1 P3.5 


1 15 


26 


P2.5 A13 


WRP3.6 


16 


25 i 


P2.4A12 


RDP3.7 


17 


24 e 


P2.3 A11 


XTAL2 


§ia 


23 1 


P2.2 A10 


XTAL1 


1 19 


22 1 


P2.1 A9 


GND 


20 


21 1 


P2.0A8 



40-Pin Encapsulated Package 



DESCRIPTION 

The DS5000(T) Soft Microcontroller is a fully 8051 com- 
patible 8-bit CMOS microcontroller that offers "soft- 
ness" in all aspects of its application. This is accom- 
plished through the comprehensive use of nonvolatile 
technology to preserve all information in the absence of 
system V cc . The internal program/data memory space 



is implemented using either 8K or 32K bytes of nonvola- 
tile CMOS SRAM. Furthermore, internal data registers 
and key configuration registers are also nonvolatile. An 
optional real-time clock gives permanently powered 
timekeeping. The clock keeps time to a hundredth of a 
second using an on-board crystal. 
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ORDERING INFORMATION 



PART NUMBER 


n a u «r> iTr 

RAM SIZE 


MAX CRYSTAL SPEED 


TIMEKEEPING? 


DooOOO— o— o 


8K bytes 


8 MHZ 


No 


DS5000-8-1 2 


8K bytes 


12 MHz 


No 


Uo 50 00— 8—1 o 


8K bytes 


16 MHz 


No 


DS5000— 32— o 


32K bytes 


8 MHz 


No 


UooOOO— 32— 1 2 


32K. bytes 


4 O i J|_|_ 

12 MHZ 


No 


UooOOO— 32— 1 © 


32r\ bytes 


4 ft Jl_l— 

16 MHZ 


No 


OS5000T— 8-8 


8K bytes 


8 MHz 


Yes 


UooOOO 1— 8— 1Z 


8K bytes 


12 MHz 


Yes 


DS5000T-8-16 


8K bytes 


16 MHz 


Yes 


DS5000T-32-8 


32K bytes 


8 MHz 


Yes 


DS5000T-32-12 


32K bytes 


12 MHz 


Yes 


DS5000T-32-16 


32K bytes 


16 MHz 


Yes 



Operating information is contained in the User's Guide section of the Soft Microcontroller Data Book. This data sheet 
provides ordering information, pinout, and electrical specification. 



DS5000(T) BLOCK DIAGRAM Figure 1 
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PIN DESCRIPTION 



PIN NUMBER 


DESCRIPTION 


1-8 


P1.0-P1.7 

General purpose I/O Port 1 


9 


RST 

Act'rvp hioh rs^et incut A Iodic 1 aoolidd to this Din will activate a rdsot state 
This pin is pulled down internally so this pin can be left unconnected if not 
used. 


10 
1 u 


PS RXD 

General purpose I/O port pin 3.0. Also serves as the receive signal for the on 
board UART. This pin should not be connected directly to a PC COM port. 


1 1 


po 1 TYD 

General purpose I/O port pin 3.1 . Also serves as the transmit signal for the on 
board UART. This pin should not be connected directly to a PC COM port. 


19 


po o |MTn 

General purpose I/O port pin 3.2. Also serves as the active low External Inter- 
rupt 0. 


13 


P3.3 INT1 

General purpose I/O port pin 3.3. Also serves as the active low External Inter- 
rupt 1. 


14 


P3.4T0 

General purpose I/O port pin 3.4. Also serves as the Timer input. 


15 


P3.5T1 

General purpose I/O port pin 3.5. Also serves as the Timer 1 input. 


I O 


PO c WR 

General purpose I/O port pin. Also serves as the write strobe for Expanded bus 
operation. 


•J7 


P3.7 RD 

General purpose I/O port pin. Also serves as the read strobe for Expanded bus 
operation. 


18,19 


XTAL2, XTAL1 

Used to connect an external crystal to the internal oscillator. XTAL1 is the input 
to an inverting amplifier and XTAL2 is the output. 


20 


GND 

Logic ground. 


21-28 


P2.0-P2.7 

General purpose I/O Port 2. Also serves as the MSB of the Expanded Address 
bus. 
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PIN NUMBER 


DESCRIPTION 


29 


PSEN 

Program Store Enable. This active low signal is used to enable an external 
program memory when using the Expanded bus. It is normally an output and 
should be unconnected if not used. PSEN also is used to invoke the Bootstrap 
Loader. At this time, PSEN will be pulled down externally. This should only be 
done once the DS5000 is already in a reset state. The device that pulls down 
should be open drain since it must not interfere with PSEN under normal opera- 
tion. 


30 


ALE 

Address Latch Enable. Used to de-multiplex the multiplexed Expanded 
Address/Data bus on Port 0. This pin is normally connected to the clock input 
on a '373 type transparent latch. When using a parallel programmer, this pin 
also assumes the PROG function for programming pulses. 


31 


EA 

External Access. This pin forces the DS5000 to behave like an 8031 . No inter- 
nal memory (or clock) will be available when this pin is at a logic low. Since this 
pin is pulled down internally, it should be connected to +5V to use NVRAM. In a 
parallel programmer, this pin also serves as Vpp for super voltage pulses. 


32-39 


P0.7-P0.0 

General purpose I/O Port 0. This port is open— drain and can not drive a logic 
1 . It requires external pull-ups. Port is also the multiplexed Expanded 
Address/Data bus. When used in this mode, it does not require pull-ups. 


40 


Vcc 

+5 volts. 



machine is 1 6 bits, a maximum of 64 Kbytes of program 
memory and 64 Kbytes of data memory can be ac- 
cessed by the DS5000 CPU. The 8K or 32K byte RAM 
area inside of the DS5000 can be used to contain both 
program and data memory. 

The Real-time Clock (RTC) in the DS5000T is reached 
in the memory map by setting a SFR bit. The MCON.2 
bit (ECE2) is used to select an alternate data memory 
map. While ECE2=1 , all MOVXs will be routed to this 
alternate memory map. The real-time clock is a serial 
device that resides in this area. A full description of the 
RTC access and example software is given in the User's 
Guide section of the Soft Microcontroller Data Book. If 
the ECE2 bit is set on a DS5000 without a timekeeper, 
the MOVXs will simply go to a nonexistent memory. 
Software execution would not be affected otherwise. 



INSTRUCTION SET 

The DS5000 executes an instruction set which is object 
code compatible with the industry standard 8051 micro- 
controller. As a result, software development packages 
which have been written for the 8051 are compatible 
with the DS5000, including cross-assemblers, high- 
level language compilers, and debugging tools. 

A complete description for the DS5000 instruction set is 
available in the User's Guide section of the Soft Micro- 
controller Data Book. 

MEMORY ORGANIZATION 

Figure 2 illustrates the address spaces which are ac- 
cessed by the DS5000. As illustrated in the figure, sep- 
arate address spaces exist for program and data 
memory. Since the basic addressing capability of the 
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PROGRAM LOADING 

The Program Load Modes allow initialization of the 
NVRAM Program/Data Memory. This initialization may 
be performed in one of two ways: 

1 . Serial Program Loading which is capable of per- 
forming Bootstrap Loading of the DS5000(T). This 
feature allows the loading of the application program 
to be delayed until the DS5000(T) is installed in the 
end system. 

2. Parallel Program Load cycles which perform the ini- 
tial loading from parallel address/data information 
presented on the I/O port pins, this mode is timing- 
set compatible with the 8751 H microcontroller pro- 
gramming mode. 



The DS5000 is placed in its Program Load configuration 
by simultaneously applying a logic 1 to the RST pin and 
forcing the PSEN line to a logic level . Immediately fol- 
lowing this action, the DS5000 will look for a parallel 
Program Load pulse, or a serial ASCII carriage return 
(ODH) character received at 9600, 2400, 1 200, or 300 
bps over the serial port. 

The hardware configurations used to select these 
modes of operation are illustrated in Figure 3. 
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PROGRAM LOADING CONFIGURATIONS Figure 3 




l/cc GND 
DS5000 



pi 7 do 7 / \ PROGRAM 

Pi n PooC 07 " ^ DATA IN/VERIFY 
P1.0 P0.0 \ S DATA OUT 



A15-A12 PROGRAM 
A1 — 2 ADDRESS 



R<2K 



Table 1 summarizes the selection of the available Paral- 
lel Program Load cycles. The timing associated with 
these cycles is illustrated in the electrical specs. 

SERIAL BOOTSTRAP LOADER 

The Serial Program Load Mode is the easiest, fastest, 
most reliable, and most complete method of initially 
loading application software into the DS5000 nonvola- 
tile RAM. Communication can be performed over a 
standard asynchronous serial communications port. A 
typical application would use a simple RS232C serial in- 
terface to program the DS5000 as af inal production pro- 
cedure. The hardware configuration which is required 
for the Serial Program Load mode is illustrated in Figure 
3. Port pins 2.7 and 2.6 must be either open or pulled 
high to avoid placing the DS5000 in a parallel load cycle. 
Although an 11 .0592 MHz crystal is shown in Figure 3, a 
variety of crystal frequencies and loader baud rates are 
supported, shown in Table 2. The serial loader is de- 
signed to operate across a three-wire interface from a 
standard UART The receive, transmit, and ground 
wires are all that are necessary to establish commu- 
nication with the DS5000. 

The Serial Bootstrap Loader implements an easy-4o- 
use command line interface which allows an application 



11.059 MH2 t 



T. 



n 



Vcc 


GND 


DS5000 


P1.7- 


P0.7- 


P1.0 


P0.0 




P3.7- 




P3.2 


P2.6 


TXD 


P2.7 


RXD 




RST 


XTAL1 






PSEN 


XTAL2 





DRIVE/ 
RCV 



RS232C 



J 
1 



R<2K 



SERIAL 
LOADING 



program in an Intel hex representation to be loaded into 
and read back from the device. Intel hex is the typical 
format which existing 8051 cross-assemblers output. 
The serial loader responds to single character com- 
mands which are summarized below: 



COMMAND 


FUNCTION 


C 


Return CRC-16 checksum of em- 




bedded RAM 


D 


Dump Intel Hex File 


F 


Fill embedded RAM block with 




constant 


K 


Load 40-bit Encryption Key 


L 


Load Intel Hex File 


R 


Read MCON register 


T 


Trace (Echo) incoming Intel Hex 




data 


U 


Clear Security Lock 


V 


Verify Embedded RAM with in- 




coming Intel Hex 


w 


Write MCON register 


z 


Set Security Lock 


p 


Put a value to a port. 


G 


Get a value from a port. 
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MODE 


nai 


rocM 


rnv/va 


CM 








Program 


1 








Vpp 


1 





X 


Security Set 


1 








Vpp 


1 


1 


X 


Verify 


1 


X 


X 


1 








X 


Prog Expanded 


1 








Vpp 





1 





Verify Expanded 


1 





1 


1 





1 





Prog MCON or Key registers 


1 








Vpp 





1 


1 


Verify MCON registers 


1 





1 


1 





1 


1 



The Parallel Program Cycle is used to load a byte of 
data into a register or memory location within the 
DS5000. The Verify Cycle is used to read this byte back 
for comparison with the originally loaded value to verify 
proper load ing . The Security Set Cycle may be used to 
enable and the Software Security feature of the 
DS5000. One may also enter bytes for the MCON regis- 
ter orfor the five encryption registers using the Program 
MCON cycle. When using this cycle, the absolute regis- 
ter address must be presented at Ports 1 and 2 as in the 
normal program cycle (Port 2 should be 00H). The 
MCON contents can likewise be verified using the Verify 
MCON cycle. 

When the DS5000 first detects a Parallel Program 
Strobe pulse or a Security Set Strobe pulse while in the 
Program Load Mode following a Power On Reset, the 
internal hardware of the DS5000 is initialized so that an 
existing 4 Kbyte program can be programmed into a 
DS5000 with little or no modification. This initialization 
automatically sets the Range Address for 8 Kbytes and 
maps the lowest 4 Kbyte bank of Embedded RAM as 



program memory. The next 4 Kbytes of Embedded 
RAM are mapped as Data Memory. 

In order to program more than 4 Kbytes of program 
code, the Program/Verify Expanded cycles can be 
used. Up to 32 Kbytes of program code can be entered 
and verified. Note thatthe expanded 32 Kbyte Program/ 
Verify cycles take much longer than the normal 4 Kbyte 
Program/Verify cycles. 

A typical parallel loading session would follow this pro- 
cedure. First, set the contents of the MCON register 
with the correct range and partition only if using expand- 
ed programming cycles. Next, the encryption registers 
can be loaded to enable encryption of the program/data 
memory (not required). Then, program the DS5000 us- 
ing either normal or expanded program cycles and 
check the memory contents using Verify cycles. The 
last operation would be to turn on the security lock fea- 
ture by either a Security Set cycle or by explicitly writing 
to the MCON register and setting MCON.O to a 1 . 
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SERIAL LOADER BAUD RATES FOR DIFFERENT CRYSTAL FREQUENCIES Table 2 



CRYSTAL FREQ (MHz) 


BAUD RATE 


300 


1200 


2400 


9600 


19200 


57600 


14.7456 




Y 


Y 


Y 


Y 




11.0592 


Y 


Y 


Y 


Y 


Y 


Y 


9.21600 


Y 


Y 


Y 


Y 






7.37280 


Y 


Y 


Y 


Y 






5.52960 


Y 


Y 


Y 


Y 






1.84320 


Y 


Y 


Y 


Y 







ADDITIONAL INFORMATION 

A complete description for all operational aspects of the 
DS5000, is provided in the User's Guide section of the 
Soft Microcontroller Data Book. 



DEVELOPMENT SUPPORT 

Dallas Semiconductor offers a kit package for develop- 
ing and testing user code. The DS5000TK Evaluation 



Kit allows the user to download Intel hex formatted code 
directly to the DS5000 from a PC-XT/AT or compatible 
computer. The kit consists of a DS5000T-32-1 2, an in- 
terface pod, demo software, and an RS232 connector 
that attaches to the COM1 or COM2 serial port of a PC. 
See the User's Guide for further details. 



042193 8/18 



236 



DS5000(T) 



ABSOLUTE MAXIMUM RATINGS* 

Voltage on Any Pin Relative to Ground -0.3V to 7.0V 

Operating Temperature 0°C to +70°C 

Storage Temperature -40°C to 70°C 

Soldering Temperature 260°C for 1 seconds 

* This is a stress rating only and functional operation of the device at these or any other conditions above 
those indicated in the operation sections of this specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods of time may affect reliability. 



DC CHARACTERISTICS (t A = 0°C to70°C; V CC = 5V±5%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Low Voltage 


V|L 


-0.3 




0.8 


V 


1 


Input High Voltage 


V|H1 


2.0 




V CC +0.3 


V 


1 


Input High Voltage RST, XTAL2 


V IH2 


3.5 




Vcc+0.3 


V 


1 


Output Low Voltage @ Iol=1 -6mA 
(Ports 1 , 2, 3) 


VtX1 






.15 


0.45 


V 




Output Low Voltage @ l OL =3.2mA 
(Ports 0, ALE, PSEN) 


VOL2 




.15 


0.45 


V 


1 


Output High Voltage @ Iqh=-80uA 
(Ports 1 , 2, 3) 


VoH1 
un i 


2.4 


4.8 




V 


1 


Output High Voltage @ lo H =-400 uA 
(Ports 0, ALE, PSEN) 


V<DH2 


2.4 


4.8 




V 


1 


Input Low Current V|n = 0.45V (Ports 
1 . 2, 3) 


IlL 






-50 


uA 




Transition Current; 1 to 
V| N = 2.0V (Ports 1, 2,3) 


In. 






-500 


uA 




Input Leakage Current 
0.45 < Vim < Vrr (Port 0) 


Il 






±10 


uA 




RST, EA Pulldown Resistor 


R RE 


40 




125 


«n 




Stop Mode Current 


'SM 






80 


uA 


4 


Power Fail Warning Voltage 


VpFW 


4.15 


4.6 


4.75 


V 


1 


Minimum Operating Voltage 


V CCmln 


4.05 


4.5 


4.65 


V 


1 


Programming Supply Voltage 
(Parallel Program Mode) 


V PP 


12.5 




13 


V 


1 


Program Supply Current 


Ipp 




15 


20 


mA 




Operating Current DS5000-8K@8 MHz 
DS5000-32K@ 12 MHz 
DS5000T-32-16 @ 16 MHz 


Ice 




25.2 
35.7 
45.6 


43 
48 
54 


mA 


2 


Idle Mode Current @ 12 MHz 


Ice 




4.5 


6.2 


mA 


3 
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AC CHARACTERISTICS 

EXPANDED BUS MODE TIMING SPECIFICATIONS (t A = 0°C to70°C; Vqc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


1 


Oscillator Frequency 


1/tCLK 


1.0 


8 (-8) 
12 (-12) 
16 (-16) 


MHz 


2 


ALE Pulse Width 


'alpw 


2*tcLK 




ns 


3 


Address Valid to ALE Low 


UVALL 


tcLK "40 




ns 


4 


Address Hold After ALE Low 


'avaav 


tcLK "35 




ns 


5 


ALE Low to Valid Instr. In 

(g>l o MHZ 


Wlvi 




4ICLK-150 
4l CLK " 90 


ns 
ns 


o 


ALc LOW lO rotiN LOW 


'allpsl 


* „ OK 




ns 


■7 


DC CM Di iI^a VA/Wth 

robiN rUls© Wldtn 


'pspw 


3'CLK "35 




ns 


8 


PSEN Low to Valid Instr. In 

(aJ 1 O MHZ 


tpSLVI 




3tcLK-150 

o* an 
3l CLK " 90 




ns 
ns 


9 


Input Instr. Hold after PSEN Going High 


tpsiv 







ns 


10 


Input Instr. Flat after PSEN Going High 


'psix 




tCLK "20 


ns 


11 


Address Hold after PSEN Going High 


tpSAV 


tCLK -8 




ns 


12 


Address Valid to Valid Instr. In 
@16MHz 


*AWI 




5iclk-150 
51CLK-90 


ns 
ns 


13 


PSEN Low to Address Float 


'PSLAZ 







ns 


14 


RD Pulse Width 


tRDPW 


6tc LK -100 




ns 


15 


WR Pulse Width 


l WRPW 


GtcLK -1 oo 




ns 


16 


RD Low to Valid Data In 
@16MHz 


*RDLDV 




5^-165 
5tcLK-105 


ns 
ns 


17 


Data Hold after RD High 


*RDHDV 







ns 


18 


Data Float after RD High 


'rdhdz 




2tc LK -70 


ns 


19 


ALE Low to Valid Data In 
@16MHz 


*ALLVD 




8clk-150 

etcLK -so 


ns 
ns 


20 


Valid Addr. to Valid Data In 
[Qf i o ivinz 


UVDV 




9tcLK-165 

Of 1 rtK 


ns 
ns 


Oi 


MLt low to riu or wn low 


i 

'ALLRDL 


3t CLK -50 


O* . CA 

3l CLK +50 


ns 




Aooress vaiia xo nu or wn low 


i 

'avrdl 


A* 4 Oft 

4tcLK-130 




ns 


oo 


("lata \lcAv\ \e\ \AV D f-ninn 1 /\uu 
L/cud ValtU IU If n VJOIiry LOW 


'dvwrl 


tCLK 




ns 


24 


Data Valid to WR High 
@16MHz 


*DVWRH 


7iclk-150 
7tcLK-90 




ns 
ns 


25 


Data Valid after WR High 


*WRHDV 


tCLK "50 




ns 


26 


RD Low to Address Roat 


l RDLAZ 







ns 


27 


RD or WR High to ALE High 


iRDHALH 


tcLK -40 


tcLK+50 


ns 



04219310/18 



238 



DS5000(T) 




04219311/18 



DS5000(T) 




042193 12/18 



240 



DS5000(T) 



AC CHARACTERISTICS (cont'd) 

EXTERNAL CLOCK DRIVE (t A = 0°C to70°C; V cc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


28 


External Clock High Time 


tcLKHPW 


20 




ns 




(fl'l D MHZ 




15 




ns 


29 


External Clock Low Time 


tCLKLPW 


20 




ns 




@16MHz 


15 




ns 


30 


External Clock Rise Time 


tCLKR 




20 


ns 




@16MHz 






15 


ns 


31 


External Clock Fall Time 


tcLKF 




20 


ns 




@16MHz 






15 


ns 



AC CHARACTERISTICS (cont'd) 

POWER CYCLING TIMING (t A = 0°C to70°C; V CC = 5V ± 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


32 


Slew Rate from V C cmin to 3.3V 


t F 


40 




us 


33 


Crystal Start up Time 


tcsu 




(note 5) 




34 


Power On Reset Delay 


tpOR 




21504 


tCLK 



SERIAL PORT TIMING - MODE 

INSTRUCTION 




ALE 



CLOCK 



DATA OUT 



T WRITE TO 

SBUF REGISTER 



INPUT DATA 



7 SETTI 



f CLEAR Rl 



)OO0O0OOO0O00OO( 

VAUD VALID VALID VALID VAUD VALID VAUD 
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AC CHARACTERISTICS (cont'd) 
SERIAL PORT TIMING - MODE 



(t A = 0°C to70°C; V cc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


35 


Serial Port Cycle Time 


*SPCLK 


12tci_K 




us 


36 


Output Data Setup to Rising Clock Edge 


*DOCH 


10tcuK-133 




ns 


37 


Output Data Hold after Rising Clock Edge 


tCHDO 


2t C LK "117 




ns 


38 


Clock Rising Edge to Input Data Valid 


*CHDV 




10tcuK -133 


ns 


39 


Input Data Hold after Rising Clock Edge 


tCHDIV 







ns 



POWER CYCLE TIMING 

Vcc 
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AC CHARACTERISTICS (cont'd) 

PARALLEL PROGRAM LOAD TIMING (t A = 0°C to70°C; V CC = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


40 


Oscillator Frequency 


1/tCLK 


1.0 


12.0 


MHz 


41 


Address Setup to PROG Low 


Wprl 









42 


Address Hold after PROG High 


tpRHAV 









43 


Data Setup to PROG Low 


tDVPRL 









44 


Data Hold after PROG High 


tpRHDV 









AC 

4o 


rti , t.o, ^.o oeiup to vpp 


tp27HVP 


U 






46 


V P p Setup to PROG Low 


Wphprl 









47 


Vpp Hold after PROG Low 


tpRHVPL 









48 


PROG Width Low 


tpRW 


2400 




^CLK 


49 


Data Output from Address Valid 


*AVDV 




48 
1800* 


tcLK 


50 


Data Output from P2.7 Low 


*DVP27L 




48 
1800* 


*CLK 


51 


Data Float after P2 7 Hioh 




tp27HDZ 


o 


48 
1800* 


*CLK 


52 


Delav to Re«3et/PSEIs] Active after 

Power On 


l PORPV 


21504 




*CLK 


53 


Reset/PSEN Active (or Verify Inactive) to 
Vpp High 


tRAVPH 


1200 




*CLK 


54 


Vpp Inactive (Between Program Cycles) 


Vpppc 


1200 




tcLK 


55 


Verify Active Time 


tvFT 


48 
2400 tcLK 




*CLK 



* Second set of numbers refers to expanded memory programming up to 32K bytes. 
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PARALLEL PROGRAM LOAD TIMING 




RST 



PSEN 



CAPACITANCE 



(test frequency = 1 MHz; t A = 25°C) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Output Capacitance 


Co 






10 






Input Capacitance 


c ( 






10 


PF 
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DS5000 TYPICAL l CC VS. FREQUENCY 

45.0 




< 

E 

1 



20.0 ■ 



10.0 ■ 



5.0 




i r 



i r 



i r 



0.0 



5.0 



FREQUENCY OF OPERATION (MHz) 
(V cc - + 5V.t A -25-C) 



Normal operation is measured using: 

1) External crystals on XTAL1 and 2 

2) All port pins disconnected 

3) RST=0 volts and EA=V CC 

4) Part performing endless loop writing to internal memory. 



Idle mode operation is measured using: 

1) External clock source at XTAL1 ; XTAL2 floating 

2) All port pins disconnected 

3) RST=0 volts and EA=V CC 

4) Part set in IDLE mode by software. 
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NOTES: 

1 . All voltages are referenced to ground. 

2. Maximum operating l cc is measured with all output pins disconnected; XTAL1 driven with tCLKR, 
tcLKF=1° is, V| L = 0.5V; XTAL2 disconnected; EA = RST = PORTO = V cc . 

measured with all output pins disconnected; XTAL1 driven with tcLKR. *CLKF = 10 ns, 
2 disconnected; EA = PORTO = V cc , RST = Vss . 

4. Stop mode Ice is measured with all output pins disconnected; EA = PORTO = V C c; XTAL2 not connected; 
RST = Vss- 

5. Crystal start up time is the time required to get the mass of the crystal into vibrational motion from the time that 
power is first applied to the circuit until the first clock pulse is produced by the on-chip oscillator. The user 
should check with the crystal vendor for the worst case spec on this time. 

PACKAGE DRAWING 




7TWWWWWWWWT 

— *|*~ G -*| 



r 



DIM 


INCHES 


MM 


MAX 


A IN. 


2.080 


2.100 


BIN. 


0.680 


0.700 


CIN. 


0.290 


0.310 


DIN. 


0.090 


0.110 


EIN. 


0.040 


0.060 


FIN. 


0.165 


0.185 


GIN. 


0.016 


0.020 


H IN. 


0.590 


0.610 


UN. 


0.009 


0.012 
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DALLAS 

SEMICONDUCTOR 



DS5000FP 

Soft Microcontroller Chip 



FEATURES 

• 8051 compatible uC adapts to its task 

- Accesses between 8K and 64K of nonvolatile 
SRAM 

- In-system programming via on-chip serial port 

- Can modifying its own program or data memory 

- Accesses memory on a separate Byte-wide bus 

• Crashproof Operation 

- Maintains all nonvolatile resources for over 10 
years 

- Power-fail Reset 

- Early Warning Power-fail Interrupt 

- Watchdog Timer 

- Lithium backs user SRAM for program/data stor- 
age 

• Software Security 

- Executes encrypted programs to prevent 
observation 

- Security Lock prevents download 

- Unlocking destroys contents 

• Fully 8051 Compatible 

- 1 28 bytes scratchpad RAM 

- Two timer/counters 

- On-chip serial port 

- 32 parallel I/O port pins 
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DESCRIPTION 

The DS5000FP is an 8051 compatible microcontroller 
based on nonvolatile RAM technology. It is substantially 
more flexible than a standard 8051 , yet provides full 
compatibility with the 8051 instruction set, timers, serial 
port, and parallel I/O ports. By using NVRAM instead of 
ROM, the user can program, then reprogram the micro- 
controller while in-system. The application software 
can even change its own operation . This allows frequent 
software upgrades, adaptive programs, customized 
systems, etc. In addition, by using NVSRAM, the 
DS5000FP is ideal for data logging applications. It con- 



nects easily to a Dallas ReaMime Clock for time stamp 
and date. 

The DS5000FP provides the benefits of NVRAM with- 
out using I/O resources. It uses a non-multiplexed 
Byte-wide address and data bus for memory access. 
This bus can perform all memory access and provides 
decoded chip enables for SRAM. This leaves the 32 I/O 
port pins free for application use. The DS5000FP uses 
ordinary SRAM and battery backs the memory contents 
with a user's external lithium cell. Data is maintained for 
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over 1 years with a very small lithium cell . A DS5000FP 
also provides crashproof operation in portable systems 
or systems with unreliable power. These features 
include the ability to save the operating state, Power- 
fail Reset, Power-fail Interrupt, and Watchdog Timer. 

A user loads programs into the DS5000FP via its on- 
chip Serial Bootstrap Loader. This function supervises 
the loading of code into NVRAM, validates it, then 
becomes transparent to the user. Software can be 
stored in an 8Kbyte or32K byte CMOS SRAM. Using its 
internal Partitioning , the DS5000FP will divide this com- 
mon RAM into user programmable code and data seg- 
ments. This Partition can be selected at program load- 
ing time, but can be modified anytime later. It will 
decode memory access to theSRAM, communicate via 
its Byte-wide bus and write-protect the memory portion 
designated as ROM. Combining program and data stor- 
age in one device saves board space and cost. The 



DS5000FP can also access a second 32K bytes of 
NVRAM but this area is restricted to data memory. For a 
user that wants a pre-constructed module using the 
DS5000FP, RAM, lithium cell, and optional clock; the 
DS2250(T) and DS5000(T) are available and described 
in separate data sheets. More details are also contained 
in the User's Guide section of the Soft Microcontroller 
Data Book. 



ORDERING INFORMATION 



Part Number 

DS5000FP-8 

DS5000FP-12 

DS5000FP-16 



Max. Crystal Speed 
8 MHz 
12 MHz 
16 MHz 



Operating information is contained in the User's Guide 
section of the Soft Microcontroller Data Book. This data 
sheet provides ordering information, pin-out, and elec- 
trical specifications. 
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DS5000FP BLOCK DIAGRAM Figure 1 
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PIN DESCRIPTION 



PIN NUMBER 


DESCRIPTION 


15,17,19,21,25,27, 29,31 


P1.0-P1.7 

General purpose I/O Port 1 


34 


RST 

Active high reset input. A logic 1 applied to this pin will activate a reset 
state. This pin is pulled down internally so this pin can be left unconnected 
if not used. 


36 


P3.0 RXD 

General purpose I/O port pin 3.0. Also serves as the receive signal for the 
on board UART. This pin should not be connected directly to a PC COM 
port. 


38 


P3.1 TXD 

General purpose I/O port pin 3.1 . Also serves as the transmit signal for 
the on board UART. This pin should not be connected directly to a PC 
COM port. 


39 


P3.2 Into 

General purpose I/O port pin 3.2. Also serves as the active low External 

Intern int A 
lIHUllUpi \J. 


40 


P3.3 INTT 

\Jfc*llfc*lcU purput>» i/w pun pin 0,0. nloU aUIVob do Um dtnlvw IUW CAlWINdl 

Interrupt 1 . 


41 


P3.4 TO 

r^Qnora I niimnca r\<~>rt nsn ^ A. A lo r% earvoe ac th a Timor ft inm rt 
uuiioidl purp<J»w w pun pill 0.*». rtlbU aolVoo da lllo IIIMfctf v llipui. 


44 


P3.5 T1 

General purpose I/O port pin 3.5. Also serves as the Timer 1 input. 


45 


P3.6 WR 

General purpose I/O port pin. Also serves as the write strobe for 
Expanded bus operation. 


46 


P3.7 RD 

General purpose I/O port pin. Also serves as the read strobe for 

pynanriAH hue orvomtinn 

UAUailUOU UUO vUfl O.U'-'l I. 


47,48 


XTAL2, XTAL1 

Used to connect an external crystal to the internal oscillator. XTAL1 is the 
input to an inverting amplifier and XTAL2 is the output. 


52,53 


GND 

Logic ground. 


49, 50, 51 , 56, 58, 60, 64, 66 


P2.0-P2.7 

General purpose I/O Port 2. Also serves as the MSB of the Expanded 
Address bus. 
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PIN NUMBER 


DESCRIPTION 


68 


PSEN 

Program Store Enable. This active low signal is used to enable an exter- 
nal nroaram mpmorv whftn usina tho FxDanded bus It is normallv an 

i idi wi yy lull! iiiciiiui y vv I ici i uoiiivj n ic i-auqi iucm mu>j, it 10 i ivi 1 1 lant mi 

output and should be unconnected if not used. PSEN also is used to 
invoke the Bootstrap Loader. At this time, PSEN will be pulled down 
externally. This should only be done once the DS5000 is already in a reset 
state. The device that pulls down should be open drain since it must not 
interfere with PSEN under normal operation. 


70 


ALE 

Address Latch Enable. Used to de-fnultiplex the multiplexed Expanded 
Address/Data bus on Port 0. This pin is normally connected to the clock 
input on a '373 type transparent latch. When using a parallel programmer, 
this pin also assumes the PROG function for programming pulses. 


73 


EA 

External Access. This pin forces the DS5000 to behave like an 8031 . No 
internal memory (or clock) will be available when this pin is at a logic low. 
Since this pin is pulled down internally, it should be connected to +5V to 
use NVRAM. In a parallel programmer, this pin also serves as Vpp for 
super voltage pulses. 


11,9, 7, 5, 1,79, 77,75 


P0.0-P0.7 

General purpose I/O Port 0. This port is open-drain and can not drive a 
logic 1 . It requires external pull- ups. Port is also the multiplexed 
Expanded Address/Data bus. When used in this mode, it does not require 
pull-ups. 


13, 14 


Vcc 
+5V 


16, 8,18,80,76, 4, 6, 20,24, 

OA OH ^7 
£X>, tO, 0\J, OO, OO, O/ 


BA14-0 

t>yi©— WKje Mouress dus dks i t r~ u. i nis l o Dir. dus is comDineu wren ine 
non-multiplexed data bus (BD7-0) to access NVSRAM. Decoding is per- 
formed on CE1 and CE2. Read/write access is controlled by R/W. BA14-0 
connect directly to an 8K or 32K SRAM. If an 8K RAM is used, BA13 and 
BA14 will be unconnected. Note BA13 and BA14 are inverted from the 
true logical address. Also note that BA14 is lithium backed. 


71 60 67 6*5 61 59 57 55 


BD7— 

Byte-wide Data bus bits 7-0. This 8 bit bi-directional bus is combined 
with the non-multiplexed address bus (BA1 4-0) to access NVSRAM. 
Decoding is performed on CE1 and CE2. Read/write access is controlled 
by R/W. BD7-0 connect directly to an 8K or 32K SRAM, and optionally to 
a Real-time Clock. 


10 


R/W 

Read/Write. This signal provides the write enable to the SRAMs on the 
Byte-wide bus. It is controlled by the memory map and Partition. The 
blocks selected as Program (ROM) will be write protected. 
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PIN NUMBER 


DESCRIPTION 


74 


CE1 

Chip Enable 1 . This is the primary decoded chip enable for memory 
access on the Byte-wide bus. It connects to the chip enable input of one 
SRAM. CE1 is lithium backed. It will remain in a logic high inactive state 
when V C c falls below V u . 


78 


CE2 

Chip Enable 2. This chip enable is provided to bank switch to a second 
block of 32K bytes of nonvolatile data memory. It connects to the chip 
enable input of one SRAM or one lithium backed peripheral such a 
DS1283 clock. CE2 is lithium backed. It will remain in a logic high inactive 
state when V cc falls below V L |. 


12 


v cco 

Vcc Output. This is switched between Vcc and V|_i by internal circuits 
based on the level of Vcc- When power is above the lithium input, power 
will be drawn from V C c- The lithium cell remains isolated form a load. 
When V C c is below V L |, the V C co switches to the V L | source. V C co is 
connected to the Vcc pi" of an SRAM. 


54 


v u 

Lithium Voltage Input. Connect to a lithium cell greater than V L | mln and no 
greater than Vumax as shown in the electrical specifications. Nominal 
value is +3V. 



INSTRUCTION SET 

The DS5000FP executes an instruction set that is 
object code compatible with the industry standard 8051 
microcontroller. As a result, software development 
packages such as assemblers and compilers that have 
been written for the 8051 are compatible with the 
DS5000FP. A complete description of the instruction 
set and operation are provided in the User's Guide sec- 
tion of the Soft Microcontroller Data Book. 

Also note that the DS5000FP is embodied in the 
DS5000(T) and DS2250(T) modules. The DS5000(T) 
combines the DS5000 FP with one SRAM of either 8K or 
32K bytes and a lithium cell. An optional Real-time 
Clock is also available in the DS5000T. This is packaged 
in a 40-pin DIP module. The DS2250(T) is an identical 
function in a SIMM form factor. It also offers the option of 
a second 32K S RAM mapped as data on Chip Enable 2. 

MEMORY ORGANIZATION 

Figure 2 illustrates the memory map accessed by the 
DS5000FP. The entire 64K of program and 64K of data 



is available. The DS5000FP maps 32K of this space into 
the SRAM connected to the Byte-wide bus. This is the 
area from OOOOh to 7FFFh (32K) and is reached via 
CE1 . Any area not mapped into the NVRAM is reached 
via the Expanded bus on Ports & 2. Selecting CE2 pro- 
vides another 32K of potential data storage. When CE2 
is used, no data is available on the ports. The memory 
map is covered in detail in the User's Guide section of 
the Soft Microcontroller Data Book. 

Figure 3 illustrates a typical memory connection for a 
system using 8K bytes of SRAM. Figure 4 shows a simi- 
lar system with 32K bytes. The Byte-wide Address bus 
connects tothe SRAM address lines. The bi-directional 
Byte-wide data bus connects the data I/O lines of the 
SRAM. CE1 provides the chip enable and R/W is the 
write enable. An additional RAM could be connected to 
CE2, with common connections for R/W, BA1 4-0, and 
BD7-0. 
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POWER MANAGEMENT 

The DS5000FP monitors power to provide Power-fail 
Reset, early warning Power-fail Interrupt, and switch 
over to lithium backup. It uses the Lithium cell at V L | as a 
reference in determining the switch points. These are 
called Vppw. Vqcmin. and V LI respectively. When V C c 
drops below Vppw, the DS5000FP will perform an inter- 
rupt vector to location 2Bh if the power fail warning was 
enabled. Full processor operation continues regard- 
less. When power falls further to Vccmin. the 
DS5000FP invokes a reset state. No further code 
execution will be performed unless power rises back 
above Vccmin- CE1 , CE2, Fl/W go to an inactive (logic 
1 ) state. Any address lines that are high (due to encryp- 
tion) will follow Vcc. except for BA1 4 which is lithium 
backed. Vcc is still the power source at this time. When 
Vcc drops further to below Vy, internal circuitry will 



switch to the lithium cell for power. The majority of inter- 
nal circuits will be disabled and the remaining nonvola- 
tile states will be retained. Any devices connected to 
Vcco W >H be powered by the lithium cell at this time. 
V C co w >" be at the lithium battery voltage less a diode 
drop. This drop will vary depending on the toad. Low 
leakage S RAMs should be usedforthis reason. When a 
module is used, the lithium cell is selected by Dallas so 
absolute specifications are provided for the switch 
thresholds. When using the DS5000FP, the user must 
select the appropriate battery. The following formulas 
apply to the switch function. 

V PFW =1.45*V L | 

Vccmin = 1-40 *V L | 
V u Switch = 1.0* V u 
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DS5000FP CONNECTION TO 8K X 8 SRAM Figure 3 
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ABSOLUTE MAXIMUM RATINGS* 

Voltage on Any Pin Relative to Ground -0.3V to 7.0V 

Operating Temperature 0°C to +70°C 

Storage Temperature -40°C to 70°C 

Soldering Temperature 260°C for 1 seconds 

* This is a stress rating only and functional operation of the device at these or any other conditions above 
those indicated in the operation sections of this specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods of time may affect reliability. 



DC CHARACTERISTICS (t A = 0°C to70°C; V cc = 5V± 5%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Low Voltage 


V|L 


-0.3 




0.8 


V 


1 


Input High voltage 


V IH1 


£,(1 




V CC 


w 

V 


1 


Input High Voltage RST, XTAL2 


v IH2 


3.5 




V CC +0.3 


V 


1 


Output Low Voltage @ Iol=1 -6mA 
(Ports 1 , 2, 3) 


VOLI 




.15 


0.45 


V 




Output Low Voltage <g> loL=3.2mA 
(Ports 0, ALE, PSEN) 


V OL2 




.1 O 


A AC 


V 


1 


Output High Voltage @ l OH =-80uA 
(Ports 1 , 2, 3) 


V H1 


2.4 


4.8 




V 


1 


Output Low Voltage @ Ioh=-400 uA 
(Ports 0, ALE, PSEN) 


VoH2 


2.4 


4.8 




V 


1 


Input Low Current V|n = 0.45V 
(Ports 1 , 2, 3) 


IlL 






-50 


uA 




Transition Current" 1 to 
V| N = 2.0V (Ports 1,2, 3) 


It, 

' IL 






-500 


uA 




Input Leakage Current 
0.45 < V|n < Vcc (Port 0) 


"l 






±10 


uA 




RST, EA Pulldown Resistor 


R RE 


40 




125 


Konm 




Stop Mode Current 


'SM 






80 


uA 


4 


Power Fail Warning Voltage 


VpFW 


4.15 


4.6 


4.75 


V 


1,6 


Minimum Operating Voltage 


VrPmin 


4.05 


4.5 


4.65 


V 


1,6 


Lithium Supply Voltage 


V L | 


2.9 




3.3 


V 


1 


Programming Supply Voltage 
(Parallel Program Mode) 


Vrp 


12.5 




13 


V 


1 


Program Supply Current 


ip P 




15 


20 


mA 




Operating Current @ 16 MHz 


Ice 






36 


mA 


2 


Idle Mode Current 


Ice 






6.2 


mA 


3 


Output Supply Voltage 


Vccoi 






Vcc-0-3 


V 


1 


Output Supply Voltage 


VcC02 




V LI -0.5 




V 


8 


Output Supply Current 
@ V C co= V CC -0-3V 


'ccoi 




80 




mA 


2 


Battery-Backed Quiescent 
Current 


to 




5 


75 


nA 


7 
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# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNrrs 


1 


Oscillator Frequency 




1.0 


8 (-8) 
12 (-12) 
16 (-16) 


MHz 


2 


ALE Pulse Width 


*ALPW 


2*tc LK -40 




ns 


3 


Address Valid to ALE Low 


Wall 


tcLK-40 




ns 


4 


Address Hold After ALE Low 


Ullah 


tCLK-35 




ns 


5 


ALE Low to Valid Instr. In 
@16 MHz 


*ALLVI 




4tcLK"150 
4tcL K -90 


ns 
ns 


6 


ALE Low to PSEN Low 


Wlpsl 


tCLK-25 




ns 


7 


PSEN Pulse Width 


tpspw 


3*CLK-35 




ns 


8 


PSEN Low to Valid Instr. In 
@16MHz 


tpSLVI 




3tcu<-150 
3tcLK"90 


ns 
ns 


9 


Input Instr. Hold after PSEN Going High 


tpsiv 







ns 


10 


Input Instr. Float after PSEN Going High 


tpsrx 




tcLK-20 


ns 


11 


Address Hold after PSEN Going High 


tpSAV 


tcLK-8 




ns 


12 


Address Valid to Valid Instr. In 
@16MHz 


tAWI 




5tcLK-150 
5tc LK -90 


ns 
ns 


13 


PSEN Low to Address Float 


•PSLAZ 







ns 


14 


RD Pulse Width 


*RDPW 


6tc LK -100 




ns 


15 


WR Pulse Width 


*WRPW 


6tcLK"100 




ns 


16 


RD Low to Valid Data In 
@16MHz 


tRDLDV 




5tci_K-165 
5tcLK-105 


ns 
ns 


17 


Data Hold after RD High 


*RDHDV 







ns 


18 


Data Float after RD High 


'rdhdz 




2tc LK -70 


ns 


19 


ALE Low to Valid Data In 
@16MHz 


*ALLVD 




8 CLK -150 
8tc LK -90 


ns 
ns 


20 


Valid Addr. to Valid Data In 
@16 MHz 


l AVDV 




9tc LK -165 
9tcLK"105 


ns 
ns 


21 


ALE Low to RD or WR Low 


W.LRDL 


3tcLK-50 


3tc LK +50 


ns 


22 


Address Valid to RD or WR Low 


*AVRDL 


4tc LK -130 




ns 


23 


Data Valid to WR Going Low 


'dvwrl 


tcLK-60 




ns 


24 


Data Valid to WR High 
@16MHz 


*DVWRH 


7tcLK-150 
7tcLK-90 




ns 
ns 


25 


Data Valid after WR High 


*WRHDV 


tcLK-50 




ns 


26 


RD Low to Address Float 


*RDLAZ 







ns 


27 


RD or WR High to ALE High 


tRDHALH 


tCLK-40 


tCLK+50 


ns 
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AC CHARACTERISTICS (cont'd) 
EXTERNAL CLOCK DRIVE 



(t A = 0°C to70°C; V cc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


28 


External Clock High Time 
@16MHz 


tcLKHPW 


20 
15 




ns 
ns 


29 


External Clock Low Time 
@16MHz 


tcLKLPW 


20 
15 




ns 
ns 


30 


External Clock Rise Time 
@ 16 MHz 


*CLKR 




20 
15 


ns 
ns 


31 


External Clock Fall Time 
@16MHz 


MXKF 




20 
15 


ns 
ns 


AC CHARACTERISTICS (cont'd) 
POWER CYCLING TIMING 




(t A = 0°C to70°C; V cc = 5V ± 5% 


# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


32 


Slew Rate from V C cmin to V Llmax 


t F 


40 




us 


33 


Crystal Start up Time 


tcsu 




(note 5) 




34 


Power On Reset Delay 


tpOR 




21504 


tci_K 



SERIAL PORT TIMING - MODE 

INSTRUCTION 




ALE 



12 3 4 5 6 7 



CLOCK 



(36^ 



I , I 



DATA OUT 



\ 



WRITE TO 
SBUF REGISTER 



INPUT DATA 
T CLEAR Rl 



7 SETTI 



)oooooooooooooa -» 

VALID VALID VALID VALID VALID VALID VALID 
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AC CHARACTERISTICS (cont'd) 

SERIAL PORT TIMING - MODE (t A = 0°C to70°C; Vcc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


35 


Serial Port Cycle Time 


tsPCLK 


12tcLK 




us 


36 


Output Data Setup to Rising Clock Edge 


tDOCH 


10tcLK-133 




ns 


37 


Output Data Hold after Rising Clock Edge 


tCHDO 


2tcLK-H7 




ns 


38 


Clock Rising Edge to Input Data Valid 


tCHDV 




1°tcLK-133 


ns 


39 


Input Data Hold after Rising Clock Edge 


tCHDIV 







ns 





POWER CYCLE TIMING 
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AC CHARACTERISTICS (cont'd) 

PARALLEL PROGRAM LOAD TIMING (t A = 0°C to70°C; V C c = 5V±5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


40 


Oscillator Frequency 


1/tci.K 


1.0 


12.0 


MHz 


41 


Address Setup to PROG Low 


tAVPRL 









42 


Address Hold after PROG High 


tpRHAV 









43 


Data Setup to PROG Low 


tDVPRL 









44 


Data Hold after PROG High 


tpRHDV 









45 


P2.7.2.6, 2.5 Setup to V PP 


tp27HVP 









46 


V PP Setup to PROG Low 


tvPHPRL 









4/ 


Vpp Hold alter rrttXa Low 


tpRHVPL 









48 


PROG Width Low 


tpRW 


2400 




*CLK 


49 


Data Output from Address Valid 


tAVDV 




48 
1800* 


*CLK 


50 


Data Output from P2.7 Low 


*DVP27L 




48 
1800* 


*CLK 


51 


Data Float after P2.7 High 


tp27HDZ 





48 
1800* 


*CLK 


52 


Delay to Reset/PSEN Active after 
Power On 


tpORPV 


21504 




*CLK 


53 


Reset/PSEN Active (or Verify Inactive) to 
V PP High 


tRAVPH 


1200 




*CLK 


54 


Vpp Inactive (Between Program Cycles) 


Wpppc 


1200 




*CLK 


55 


Verify Active Time 


tvFT 


48 
2400 tcLK 




*CLK 



* Second set of numbers refers to expanded memory programming up to 32K bytes. 
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PARALLEL PROGRAM LOAD TIMING 




P2.7, P2.6, P2.5 
ACTfVE 



RST 







CAPACITANCE 



(test frequency = 1 MHz; t A - 25°C) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Output Capacitance 


Co 






10 


PF 




Input Capacitance 


Ci 






10 
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BYTE-WIDE ADDRESS/DATA BUS TIMING 

AC CHARACTERISTICS (t A = 0°C to70°C ; V cc = 5V + 5%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


56 


Delay to Embedded Address Valid from 
CE1 Low During Opcode Fetch 


*CE1LPA 




20 


ns 


57 


CET or CE2 Pulse Width 


l CEPW 


4tcLK-15 




ns 


58 


Embedded Address Hold after CET High 
During Opcode Fetch 


*CE1HPA 


2tcL^20 




ns 


59 


Embedded Data Setup to CET High 
During Opcode Fetch 


*OVCE1H 


1*CLK+40 




ns 


60 


Embedded Data Hold after CET High 
During Opcode Fetch 


*CE1HOV 


10 




ns 


61 


Embedded Address Hold after CET or 
CE2 High During MOVX 


*CEHDA 


4tcLKT-30 




ns 


62 


Delay from Embedded Address Valid to 
CE1 or CE2 Low During MOVX 


*CELDA 


4tc L1 ^25 




ns 


63 


Embedded Data Hold Setup to CET or 
CE2 High During MOVX (read) 


'daceh 


1tcLK+40 




ns 


64 


Embedded Data Hold after CET or CE2 
High During MOVX (read) 


*CEHDV 


10 




ns 


65 


Embedded Address Valid to R/W Active 
During MOVX (write) 


Wrwl 


3tci_K-35 




ns 


66 


Delay from R/W Low to Valid Data Out 
During MOVX (write) 


IrWLDV 


20 




ns 


67 


Valid Data Out Hold Time from CE1 or 
CE2 High 


tCEHDV 






ns 


68 


Valid Data Out Hold Time from R/W High 


tRWHDV 







ns 


69 


Write Pulse Width (R/W low time) 


tRWLPW 


6tcuc-20 




ns 
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BYTE-WIDE ADDRESS/DATA BUS OPCODE FETCH CYCLE 

|<a MACHINE CYCLE J^m MACHINE CYCLE »| 

| P2| Pl| P2| Pl| PZ\ PI | P2| Pl| P2| PI | P2| PI | P2| PI | P2| PI | P2| P1 1 P2| P1 1 P2| P1 1 P2| P1 | 

■~ LrinjuuuinjuuLrinju^^ 


FLW 



BA14-BA0 PC OUT 



CE1 



PC OUT 



BD7-8D0 DATA 



^ < 



SB) 



) ( PC OUT X PCOUT "X P 0001 " 



DATA IN 



) ( DATA IN ~) ( DATA IN ~) ^ 



DATA IN 



BYTE-WIDE ADDRESS/DATA BUS OPCODE FETCH WITH DATA MEMORY READ 



MACHINE CYCLE 



MACHINE CYCLE 



| P2| P1| P2| P1| P2| PI | P2| Pl| P2| Pl| P2| Pl| P2| Pl| P2| PI I P2| PI j P2| Pl| P2| PI | P2| P1 1 

— I^JIIUIJIJIJWL 

ale — / \ r~\ / \ 



BA14-BA0 PC OUT X PCOUT ) { 



DPL AND (DPH OR P2 SFR OUT) 



CE1 
CE2 



CE1 



CE2 







' \ / \ 







X 



PCOUT 



1 



BD7-BD0 DATA IN 



y ( DATA IN 



^ DATA IN ) (DATA IN 



BYTE-WIDE ADDRESS/DATA BUS OPCODE FETCH WITH DATA MEMORY WRITE 



- MACHINE CYCLE ■ 



MACHINE CYCLE - 



| P2| P1| P2| PI | P2| PI | P2| PI | P2| PI | P2| P1| P2| Pl| P2| Pl| P2| Pl| P2| Pl| P2| Pl| P2| P1 1 

™* IJlJlRJlJlRJin^ 



ALE 
R/W 



BA14-BA0 PC OUT X PC OUT 



5( 



DPL AND (DPH OR P2 SFR OUT) 



"•—(62)— *■ 



CE1 
CE2 

CET 



M5H 



PC 



PC OUT 



CE2 



I 



BD7-BD0 DATA IN 



DATA IN 



^ DATA OUT y 



.DATA IN 



NOTES: 

1 . All voltages are referenced to ground. 

2. Maximum operating Ice is measured with all output pins disconnected; XTAL1 driven with tcu<R. 
tcLKF=1 ns, V| L = 0.5V; XTAL2 disconnected; EA = RST = PORTO = V C c- 

3. Idle mode l C c is measured with all output pins disconnected; XTAL1 driven at 12 MHz with tcLKR> tcLKF= 10 ns > 
V,L = 0.5V; XTAL2 disconnected; EA = PORTO = V cc , RST = Vss- 



4. Stop mode Ice is 
RST = Vss. 



all output pins disconnected; EA = PORTO = V C cJ XTAL2 not connected; 



5. Crystal start up time is the time required to get the mass of the crystal into vibrational motion from the time 
that power is first applied to the circuit until the first clock pulse is produced by the on-chip oscillator. The user 
should check with the crystal vendor for the worst case spec on this time. 

6. Assumes Vu=3.3V maximum. 

7. I u is the current drawn from V u when V C c=0V and V C co is disconnected. 

8. l C co=1°MA 
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DS5000FP CMOS MICROCONTROLLER 



G 
D 




DIM 


MILLIMETERS 


MIN 


NOM 


MAX 


A 




2.91 


3.15 


B 


0.25 


0.35 


0.45 


C 




0.80 




D 


19.85 


20.00 


20.15 


E 


13.85 


14.00 


14.15 


F 


17.40 


17.86 


18.20 


G 


23.40 


23.86 


24.20 


H 


0.40 




1.3 


1 


00 


50 


100 
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DALLAS 

SEMICONDUCTOR 



DS5001FP 

128K Soft Micro Chip 



FEATURES 

• 8051 compatible uC adapts to its task 

- Accesses up to 1 28K bytes of nonvolatile S RAM 

- In-system programming via on-chip serial port 

- Can modify its own program or data memory 

- Accesses memory on a separate Byte-wide bus 

- Performs CRC-1 6 check of NVRAM memory 

- Decodes memory and peripheral chip enables 

• Crashproof Operation 

- Maintains all nonvolatile resources for over 
1 years 

- Power-fail Reset 

- Early Warning Power-fail Interrupt 

- Watchdog Timer 

- Lithium backs user SRAM for program/data 
storage 

- Precision band-gap reference for power 
monitor 

• Fully 8051 Compatible 

- 1 28 bytes scratchpad RAM 

- Two timer/counters 

- On-chip serial port 

- 32 parallel I/O port pins 

• Software Security Available (DS5002FP) 



PIN ASSIGNMENT 



m £la! £ m £lo zlo m ^ ml£ m at m 



P0 

PE2^ 
BAB 
P0.3/AD3 
BA8 
P0.2/AD2 
BA13 
P0.1/AD1 
R/W 
P0.07AD0 
VCCO 
VCC 
MSEL 
P1.0 
BA14 
P1.1 
BA12 
P1.2 

BA7l= 



PE4C 



80 79 78 77 76 7S 74 73 7271 70 69 68 67 68 66 



12 
13 
14 
15 
16 
17 
18 
19 

21 



DS5001FP 



25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 J 



J£2JS/A14 
3 CE3 
3 CE4 
3 BD3 
3 P2.5TA13 
3 BD2 
3 P2.4/A12 
3BD1 
3 P2.3/A11 
3 BDO 
3 VLI 
3 BA15 
3 GND 
3 P2.2/A10 
3 P2.1/A8 
3 P2.IVA8 
3 XTAL1 
3 XTAL2 
3 P3.7/RC 
3P3.&WR 
3 P3.5T1 
3PF 



1 P3.4/TO 



Iq. ^ iaa 
£ £££ 



DESCRIPTION 

The DS5001 FP is an 8051 compatible microcontroller 
based on nonvolatile RAM technology. It is designed for 
systems that need large quantities of nonvolatile 
memory. Like its predecessor the DS5000, the 
DS5001 FP is substantially more flexible than a stan- 
dard 8051 . It provides full compatibility with the 8051 
instruction set, timers, serial port, and parallel I/O ports. 
By using NVRAM instead of ROM, the user can pro- 



gram, then reprogram the microcontroller while in-sys- 
tem. The application software can even change its own 
operation. This allows frequent software upgrades, 
adaptive programs, customized systems, etc. In addi- 
tion, by using NVSRAM, the DS5001 FP is ideal for data 
logging applications. It also connects easily to a Dallas 
Real-time Clock for time stamp and date. 
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The DS5001 FP provides the benefits of NVRAM with- 
out using I/O resources. It uses a non-multiplexed 
Byte-wide address and data bus for memory access. 
This bus can perform all memory access and provides 
decoded chip enables for SRAM. This leaves the 32 I/O 
port pins free for application use. The DS5001 FP uses 
ordinary SRAM and battery backs the memory contents 
with an user's external lithium cell. Data is maintained 
for over 10 years with a very small lithium cell. A 
DS5001 FP also provides crashproof operation in porta- 
ble systems or systems with unreliable power. These 
features include the ability to save the operating state, 
Power-fail Reset, Power-fail Interrupt, and Watchdog 
Timer. 

A user loads programs into the DS5001 FP via its on- 
chip Serial Bootstrap Loader. This function supervises 
the loading of software into NVRAM, validates it, then 
becomes transparent to the user. Software can be 
stored in multiple 32K or one 128K byte CMOS 
SRAM(s) . Using its internal Partitioning, the DS5001 FP 
can divide a common RAM into user selectable pro- 
gram and data segments. This Partition can be selected 
at program loading time, but can be modified anytime 
later. The micro will decode memory access to the 
SRAM, access memory via its Byte-wide bus and 
wrfte-protect the memory portion designated as ROM. 
Combining program and data storage in one device 
saves board space and cost. 

The DS5001 FP offers several bank switches for access 
to even more memory. In addition to the primary data 



area of 64K bytes, a peripheral selector creates a 
second 64K byte data space with four accompanying 
chip enables. This area can be used for memory 
mapped peripherals or more data storage. The 
DS5001 FP can also use its Expanded bus on Ports 
and 2 (like an 8051 ) to access an additional 64K bytes of 
data space. Lastly, the DS5001 FP provides one addi- 
tional bank switch that changes up to 60K bytes of the 
NVRAM program space into data memory. Thus with a 
small amount of logic, the DS5001 accesses up to 252K 
bytes of data memory. 

For a user that wants a pre-oonstructed module using 
the DS5001FP, RAM, lithium cell, and optional clock; 
the DS2251(T) is available and described in separate 
data sheet. More details are also contained in the User's 
Guide section of the Soft Microcontroller Data Book. For 
users that desire software security, the DS5002FP is 
functionally identical to the DS5001 FP but provides the 
best firmware security available. 

ORDERING INFORMATION 

Part Number Max. Crystal Speed 

DS5001FP-12 12 MHz 
DS5001FP-16 16 MHz 

Operating information is contained in the User's Guide 
section of the Soft Microcontroller Data Book. This data 
sheet provides ordering information, pin-out, and elec- 
trical specifications. 
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PIN DESCRIPTION 



PIN NUMBER 


DESCRIPTION 


11.9,7,5,1,79, 77,75 


P0.0-P0.7 

General purpose I/O Port 0. This port is open-drain and can not drive a logic 
1 . It requires external pull-ups. Port is also the multiplexed Expanded 
Address/Data bus. When used in this mode, it does not require pull-ups. 


15,17,19,21,25,27,29,31 


pie-Pi. 7 

General purpose I/O Port 1 . 


49, 50, 51,56, 58, 60,64,66 


P2.0-P2.7 

General purpose I/O Port 2. Also serves as the MSB of the address in 
expanded memory accesses, and as pins of the RPC mode when used. 


36 


P3.0 RXD 

General purpose I/O port pin 3.0. Also serves as the receive signal for the on 
board U ART. This pin should NOT be connected directly to a PC COM port. 


38 


P3.1 TXD 

General purpose I/O port pin 3.1 . Also serves as the transmit signal for the 
on board UART This pin should NOT be connected directly to a PC COM 
port. 


39 


P3.2 Into 

General purpose I/O port pin 3.2. Also serves as the active low External Inter- 
rupt 0. 


40 


P3.3 INTT 

General purpose I/O port pin 3.3. Also serves as the active low External Inter- 
rupt 1. 


41 


P3.4 TO 

General purpose I/O port pin 3.4. Also serves as the Timer input. 


44 


P3.5 T1 

General purpose I/O port pin 3.5. Also serves as the Timer 1 input. 


45 


P3.6 WR 

General purpose I/O port pin. Also serves as the write strobe for Expanded 
bus operation. 


46 


P3.7 RTJ 

General purpose I/O port pin. Also serves as the read strobe for Expanded 
bus operation. 


34 


RST 

Active high reset input. A logic 1 applied to this pin will activate a reset state. 
This pin is pulled down internally so this pin can be left unconnected if not 
used. An RC power-on reset circuit is not needed and is NOTrecommended. 


68 


PSEN 

Program Store Enable. This active low signal is used to enable an external 
program memory when using the Expanded bus. It is normally an output and 
should be unconnected if not used. PSEN also is used to invoke the Boot- 
strap Loader. At this time, PSEN will be pulled down externally. This should 
only be done once the DS5001 FP is already in a reset state. The device that 
pulls down should be open drain since it must not interfere with PS EN under 
normal operation. 


70 


ALE 

Address Latch Enable. Used to de-multiplex the multiplexed Expanded 
Address/Data bus on Port 0. This pin is normally connected to the clock input 
on a "373 type transparent latch. 
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PIN NUMBER 


DESCRIPTION 


47,48 


XTAL2, XTAL1 

Used to connect an external crystal to the internal oscillator. XTAL1 is the 
input to an inverting amplifier and XTAL2 is the output. 


52 


GND 

Logic ground. 


13 




Vcc 
+5V 


12 


Vcco 

Vcc Output. This is switched between V C c and V L | by internal circuits based 
on the level of V cc . When power is above the lithium input, power will be 
drawn from Vcc- The lithium cell remains isolated from a load. When V cc 
is below Vu, the Vcco switches to the Vy source. Vcco should be connected 
to the V cc pin of an SRAM. 


54 


Vli 

Lithium Voltage Input. Connect to a lithium cell greater than Vumin and no 
greater than V L | max as shown in the electrical specifications. Nominal value 
is +3V. 


53, 16, 8, 18,80,76, 4, 6,20,24, 

rtfi nn OA OO QC 0~7 

dx>, £33, dv, dd, do, o/ 


BA15-0 

Byte— wide Address bus bits 1 5—0. This bus is combined with the non— multi- 
plexed data bus (BD7-0) to access NVSRAM. Decoding is performed using 
CE1 through CE4. Therefore, BA15 is not actually needed except for moni- 
toring and debugging. Read/write access is controlled by R/W. BA1 4-0 con- 
nect directly to an 8K, 32K, or 1 28K SRAM. If an 8K RAM is used, BA1 3 and 
BA1 4 will be unconnected. If a 1 28K SRAM is used, the micro converts CE2 
and CE3 to serve as A16 and A15 respectively. 


71 , 69, 67, 65, 61 , 59, 57 , 55 


BD7-0 

Byte-wide Data bus bits 7-0. This 8 bit bi-directional bus is combined with 
the non-multiplexed address bus (BA14-0) to access NVSRAM. BD7-0 
connect directly to an SRAM, and optionally to a Real-time Clock or other 
peripheral. 


10 


R/W 

Read/Write. This signal provides the write enable to the SRAMs on the Byte- 
wide bus. It is controlled by the memory map and Partition. The blocks 
selected as Program (ROM) will be write protected. 


74 




CET 

Chip Enable 1 . This is the primary decoded chip enable for memory access 
on the Byte-wide bus. It connects to the chip enable input of one SRAM. CE1 
is lithium backed. It will remain in a logic high inactive state when V cc falls 
below Vij. 


72 


CE1N 

Non battery backed version of chip enable 1 . This can be used with a 32K 
byte tKHuM. It should not be used with a battery backed chip. 


2 


CE2 

Chip Enable 2. This chip enable is provided to access a second 32K block 
of memory. It connects to the chip enable input of one SRAM. When 
MSEL=0, the micro converts CE2 into A1 6 for a 1 28K x 8 SRAM.CE2 is lith- 
ium backed and will remain at a logic high when Vcc ' a " s below Vy. 


63 


CE3 

Chip Enable 3. This chip enable is provided to access a third 32K block of 
memory. It connects to the chip enable input of one SRAM. When MSEL=0, 
the micro converts CE3 into A1 5f or a 1 28K x 8 SRAM. CE3 is lithium backed 
and will remain at a logic high when V C c falls below V L |. 
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PIN NUMBER 


DESCRIPTION 


62 


CE4 

Chip Enable 4. This chip enable is provided to access a fourth 32K block of 
memory. It connects to the chip enable input of one SRAM. When MSEL=0, 
this signal is unused. CE4 is lithium backed and will remain at a logic high 
when V~- falls below Vi i 

WllfcJI! VQQ lallo UWIUW *LI* 


78 


PET 

Peripheral Enable 1 . Accesses data memory between addresses OOOOh and 
3FFFh when the PES bit is set to a logic 1 . Commonly used to chip enable 
a Byte-wide real-time Clock such as the DS1 283. PE1 is lithium backed and 

will romain at a Irwiir 1 hinh uuhon Waa fallc Holrtui \A ■ P.nnnopt PF1 tn Kattetrv 
will f m! Idll I dl a l^y l^- I Ify M Wl Iwl l VQ^ Idlla uoluw v|_[. vuiii iuw rc 1 iKf uciliwi y 

backed functions only. 


3 


PE2 

Peripheral Enable 2. Accesses data memory between addresses 4000h and 
7FFFh when the PES bit is set to a logic 1 . PE2 is lithium backed and will 
remain at a logic high when V C c falls below V u . Connect PE2 to battery 
Dactsea Tuncuons only. 


22 


PE3 

Peripheral Enable3. Accesses data memory between addresses 8000h and 
BFFFh when the PES bit is set to a logic 1 . PE3 is not lithium backed and 
can be connected to any type of peripheral function. If connected to a battery 
backed chip, it will need additional circuitry to maintain the chip enable in an 

IFldCllVD bldiy Wllofl VQQ < V|_|. 


23 


PE4 

Peripheral Enable 4. Accesses data memory between addresses COOOh 
and FFFFh when the PES bit is set to a logic 1 . PE4 is not lithium backed 
and can be connected to any type of peripheral function. If connected to a 
Danery DacKea cnip, ix win neeo aoamonai circuitry 10 maintain me cnip 
enable in an inactivestate when Vcc < V|_|. 


32 


PROG 

Invokes the Bootstrap loader on a falling edge. This signal should be 
denounced so that only one edge is detected. If connected to ground, the 
micro will enter Bootstrap loading on power up. This signal is pulled up 
internally. 


42 


VRST 

This I/O pin indicates that the power supply (Vcc) has fallen below the 
Vccmin level and the micro is in a reset state. When this occurs, the 
DS5001 FP will drive this pin to a logic . Because the micro is lithium backed , 
this signal is guaranteed even when Vcc=OV. Because it is an I/O pin, it will 
also force a reset if pulled low externally. This allows multiple parts to syn- 

r&\mni7£i thoir tywmiu fifWA/n rocotc 
UllUIIIXU Ulwll pUWol UUWI 1 ItJbtila. 


43 


PF 

This output goes to a logic to indicate that the micro has switched to lithium 
backup. This corresponds to Vcc < V|j. Because the micro is lithium backed, 
this signal is guaranteed even when Vcc=°V. The normal application of this 
signal is to coniroi Minium powerea current to isolate Danery DacKea Tunctions 
from non-battery backed functions. 




Mem 

Memory select. This signal controls the memory size selection. When 
MSEU +5V, the DS5001 FP expects to use 32K x 8 SRAMs. When MSEL 
= OV, the DS5001 FP expects to use a 1 28K x 8 SRAM. MSEU must be con- 
nected regardless of Partition, Mode, etc. 


73 


NC 

Do not connect. 
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INSTRUCTION SET 

The DS5001FP executes an instruction set that is 
object code compatible with the industry standard 8051 
microcontroller. As a result, software development 
packages such as assemblers and compilers that have 
been written for the 8051 are compatible with the 
DS5001 FP. A complete description of the instruction 
set and operation are provided in the User's Guide sec- 
tion of the Soft Microcontroller Data Book. 

Also note that the DS5001FP is embodied in the 
DS2251(T) module. The DS2251(T) combines the 
DS5001 FP with between 32K and 1 28K of SRAM, and a 
lithium cell. An optional ReaMime Clock is also avail- 
able in the DS2251T. This is packaged in a 72-pin SIMM 
module. 



MEMORY ORGANIZATION 

Figure 2 illustrates the memory map accessed by the 
DS5001 FP. The entire 64K of program and 64K of data 
are potentially available to the Byte-wide bus. This pre- 
serves the I/O ports for application use. The user con- 
trols the portion of memory that is actually mapped to 
the Byte-wide bus by selecting the Program Range and 
Data Range. Any area not mapped into the NVRAM is 
reached via the Expanded bus on Ports and 2. An 
alternate configuration allows dynamic Partitioning of a 
64K space as shown in Figure 3. Selecting PES=1 pro- 
vides another 64K of potential data storage or memory 
mapped peripheral space as shown in Figure 4. These 
selections are made using Special Function Registers. 
The memory map and its controls are covered in detail 
in the User's Guide section of the Soft Microcontroller 
Data Book. 



MEMORY MAP OF THE DS5001FP WITH PM=1 Figure 2 

64K — 



PROGRAM . 
RANGE 



255 



127 




NONVOLATILE 
PROGRAM 
RAM 



DATA 



SPECIAL 
FUNCTION 




— DATA 
RANGE 



PROGRAM 
MEMORY 



PROGRAM RANGE EITHER 32K OR 64K 
DATA RANGE EITHER 32K OR 64K 



LEGEND: 



□ 



ON-CHIP REGISTERS 



- ACCESSED VIA BYTEWIDE BUS 



ACCESSED VIA EXPANDED BUS 
(PORTS AND 2) 
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MEMORY MAP OF THE DS5001FP WFTH PM=0 Figure 3 

64K — 



127 




DATA 
REGISTERS 



255 
128 



SPECIAL 
FUNCTION 



RANGE — 



PARTITION ■ 



NONVOLATILE 
PROGRAM 
RAM 



PROGRAM 
MEMORY 



NONVOLATILE 
DATA RAM 



DATA 
MEMORY 



LEGEND: 



□ 



ON-CHIP REGISTERS 



J - ACCESSED VIA BYTEWIDE BUS 



ACCESSED VIA EXPANDED BUS 
(PORTS AND 2) 



MEMORY MAP OF THE DS5001 FP WITH PES=1 Figure 4 



PROGRAM MEMORY 



DATA MEMORY (MOVX) 



FFFh 



COOOh — 



PARTITION OR- 
PROGRAM RANGE 



8000h — 



4000h — 



ooooh — 




PE4 



64K 




- 48K 



— 32K 



- 16K 



NOT ACCESSIBLE 
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Figure 5 illustrates a typical memory connection for a 
system using a 1 28K byte SRAM. Note that in this con- 
figuration, both program and data are stored in a com- 
mon RAM chip Figure 6 shows a similar system with 



using two 32K byte SRAMs. The Byte-wide Address 
bus connects to the SRAM address lines. The bi-direc- 
tional Byte-wide data bus connects the data I/O lines of 
the SRAM. 



DS5001FP CONNECTION TO 128K X 8 SRAM Figure 5 



DS5001FP 
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DS5001FP CONNECTION TO 64 K X 8 SRAM Figure 6 

DS5001FP 



HM62256 



Vcc 


32KX8 
SRAM 


WE 




CS 




A14-A0 


OE 


D7-D0 




GND 
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POWER MANAGEMENT 

The DS5001 FP monitors V C c to provide Power-fail 
Reset, early warning Power-fail Interrupt, and switch 
over to lithium backup. It uses an internal band-gap ref- 
erence in determining the switch points. These are 
called V PFW , Vccmin. and Vy respectively. When Vcc 
drops below V PFW , the DS5001 FP will perform an inter- 
rupt vector to location 2Bh if the power fail warning was 
enabled. Full processor operation continues regard- 
less. When power falls further to V C cmin. 'he 
DS5001FP invokes a reset state. No further code 
execution will be performed unless power rises back 
above Vccmin- All decoded chip enables and the R/W 
signal go to an inactive (logic 1 ) state. V C c is still the 
power source at this time. When V C c drops further to 



below V u , internal circuitry will switch to the lithium cell 
for power. The majority of internal circuits will be dis- 
abled and the remaining nonvolatile states will be 
retained. Any devices connected to Vcco wi| l De pow- 
ered by the lithium cell at this time. Vcco will be at the 
lithium battery voltage less a diode drop. This drop will 
vary depending on the load. Low power SRAMs should 
be used for this reason. When using the DS 500 1 FP, the 
user must select the appropriate battery to match the 
RAM data retention current and the desired backup life- 
time. Note that the lithium cell is only loaded when Vcc < 
V L |. The User's Guide has more information on this 
topic. The trip points V C cmin and v pfw are listed in the 
electrical specifications. 
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ABSOLUTE MAXIMUM RATINGS* 

Voltage on Any Pin Relative to Ground 
Operating Temperature 
Storage Temperature 
Soldering Temperature 



-0.3V to 7.0V 
0°C to +70°C 
-40°C to 70"C 
260°C for 1 seconds 



* This is a stress rating only and functional operation of the device at these or any other conditions above 
those indicated in the operation sections of this specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods of time may affect reliability. 



DC CHARACTERISTICS 



(t A =0°C to 70°C; V CC =5V ± 1 0%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Low Voltage 


V|L 


-0.3 




0.8 


V 


1 


Input High Voltage 


V|H1 


2.0 




Vcc+0.3 


V 


1 


Input High Voltage (RST, XTAL1 , 
PROG) 


V|H2 


3.5 




Vcc+0.3 


V 


1 


Output Low Voltage 

@ Iol=1 -6 mA (Ports 1 , 2, 3) 


Vo.1 




0.15 


0.45 


V 




Output Low Voltage 
@ !oL=3.2mA (Port 0, ALE, 
PSEN, PR BA15-0, BD7-0, R/W, 
CE1N, CE1-4, PE1-4) 


VOL2 




0.15 


0.45 


V 


1 


Output High Voltage 

@ Ioh^-80 mA (Ports 1 , 2, 3) 


VoH1 


2.4 


4.8 




V 


1 


Output High Voltage 
@ l OH =-400 uA (Ports 0, ALE, 
PSEN, PR BA15-0, BD7-0, R/W, 
CE1N, CE1-4, Pll-4) 


V OH2 


2.4 


4.8 




V 


1 


Input Low Current 
V| N =0.45V(Ports1,2,3) 


IlL 






-50 


HA 




Transition Current; 1 to 
V| N =2.0V(Ports1,2,3) 


Itl 






-500 


HA 
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DC CHARACTERISTICS (cont'd) (t A =0°C to 70°C; V C c=5V ± 1 0%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Leakage Current 

fi 4<wVin /Port M^FI ^ 


Nt 






±10 


MA 




DOT Pi ilLHruA/n Pocictni - 

no i ruwuown nt?bit>ioi 


tt RE 


40 






K£l 




VR^T Pnlliin RoQicfor 
v no i runup ncoiotui 


Rwn 

n VR 




4.7 




K£2 




PROfi Piilliirt Rocicinr 
rnvu runup nwoicsnji 


"PR 




ACS 








P<-4\A/£ir fail \A/arnin/"i \/o ft can o 
ruwci rail vv<iiiiiiiy vuiiayti 


VpRW 


A 95 




4.50 


y 


1 


ivii nirTiuiTi v_/peraiiny voiiagt? 


VcCMIN 


a no 


A 19 


A 95 


w 

V 


1 


i_nnium ouppiy voiiciyfcf 


v.. 

V IL 


9 5 




a n 


V 


■) 


/*l r-i /%r n/1 i^f Anl 

•w*peiaiing v^urrt?ni 


I 

ice 







OD 


mA 


o 

£ 


Idle Mode Current 


'idle 






7.0 


mA 


3 


Stop Mode Current 


'STOP 






80 


uA 


4 


Pin Capacitance 








10 


PF 


5 


Output Supply Voltage (V CC o) 


Vccoi 






Vcc-0-3 


V 


1.2 


Output Supply Battery-backed 
Mode (V C co. CE1-4, PE1-2) 


V C C02 






V Lt -0.55 


V 


1,8 


Onrmit Snnnh/ f^nrrAnt 

VUUJUl supply VUIIDMI 

@ V C CO=VCC-0.3V 


'ccoi 






75 


mA 


6 


Lithium-backed Quiescent Current 


Ili 




5 


75 


nA 


7 


Reset Trip Point in Stop Mode 

w/BAT=3.0V 

w/BAT=3.3V 




4.0 
4.4 




4.25 
4.65 
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AC CHARACTERISTICS 

EXPANDED BUS MODE TIMING SPECIFICATIONS (t A =0°C to70°C; V CC =5V + 10%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


1 


Oscillator Frequency 


1/tCLK 


1.0 


12 (-12) 
16 (-16) 


MHz 


2 


ALE Pulse Width 


W.PW 


2tcLK-40 




ns 


3 


Address Valid to ALE Low 


Wall 


tcLK "40 




ns 


4 


Address Hold After ALE Low 


*avaav 


tcLK "35 




ns 


5 


ALE Low to Valid Instr. In @12 MHz 
<g>1 6 MHz 


Ullvi 




4tcLK-150 

A* OA 

4tCLK -9° 


ns 


6 


ALL LOW to rocN Low 


1 

'ALLPSL 


♦ OK 




ns 


7 


PSEN Pulse Width 


tpsPW 


StcLK -35 




ns 


8 


PSEN Low to Valid Instr. In @1 2 MHz 
@ 16 MHz 


tpSLVI 




3tcLK-150 
3tcLK "90 


ns 
ns 


9 


input Instr. Hold after rofcN oomg Hign 


tpsrv 







ns 


10 


Input Instr. Float alter PStN Going High 


'psix 




* OA 

tCLK-20 


ns 


11 


Address Hold after PSEN Going High 


tpSAV 


tCLK-8 




ns 


12 


Address Valid to Valid Instr. In @12 MHz 

#16 MHz 


*AWI 




5tcLK-150 
StcLK "90 


ns 
ns 


13 


PSEN Low to Address Float 


IPSLAZ 







ns 


14 


RD Pulse Width 


'rdpw 


6tcLK "I 00 




ns 


15 


WR Pulse Width 


*WRPW 


6tc LK -100 




ns 


16 


RD Low to Valid Data In @1 2 MHz 
@16MHz 


*RDLDV 




5tcLK -165 
5tc LK -105 


ns 
ns 


17 


Data Hold after RD High 


tRDHDV 







ns 


18 


Data Float after RD High 


*RDHDZ 




2tcLK -70 


ns 


19 


ALE Low to Valid Data In @12 MHz 
016 MHz 


Ullvd 




8tcLK"150 
8tcLK -90 


ns 
ns 


20 


Valid Addr. to Valid Data In @1 2 MHz 
@16 MHz 


UVDV 




9tcLK-165 
9tcLK-105 


ns 
ns 


Zi 


Ai r | nn M \A/D I — .... 

ALc LOW to Hu Or Wn LOW 


Wlrdl 


3t CLK -50 


Ot . CA 

3tcLK+50 


ns 


22 


Address valid to RD or Wn Low 


Wrdl 


4tcLK" 1 30 




ns 




uaia vaiia io Wn ooing low 


• 

'DVWRL 


tcLK " 60 




ns 


24 


Data Valid to WR High @1 2 MHz 
@16 MHz 


*DVWRH 


7tcLK-150 
7tcLK-90 




ns 
ns 


25 


Data Valid after WR High 


*WRHDV 


tCLK "50 




ns 


26 


RD Low to Address Float 


'rdlaz 







ns 


27 


RD or WR High to ALE High 


tRDHALH 


tcLK "40 


tcLK+50 


ns 




DS5001FP 




EXPANDED DATA MEMORY READ CYCLE 



ALE 



port?) <^ 



PORT 2 



X 



A7-A0 > 
(Rn OR PPL) / 



f22> 



\ / 



\ / 



P2.7-P2.0 OR A15-AB FROM DPH 



X 



A15-AS FROM PCH 



052893 14/23 



DS5001FP 



EXPANDED DATA MEMORY WRITE CYCLE 



ALE 




DS5001FP 



AC CHARACTERISTICS (cont'd) 



EXTERNAL CLOCK DRIVE (t A = 0°C to70°C; Vcc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


28 


External Clock High Time 
@16MHz 


tCLKHPW 


20 
15 




ns 
ns 


29 


External Clock Low Time 
@16MHz 


tCLKLPW 


20 
15 




ns 
ns 














30 


External Clock Rise Time 
@16MHz 


tCLKR 




20 
15 


ns 
ns 


31 


External Clock Fall Time 
@16MHz 


tCLKF 




20 
15 


ns 
ns 



EXTERNAL CLOCK TIMING 
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AC CHARACTERISTICS (cont'd) 

POWER CYCLING TIMING (t A = 0°C to70°C; V cc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNrrs 


32 


Slew Rate from V C cmin to V LI 


tp 


130 




US 


33 


Crystal Start up Time 






(note 9) 




34 


Power On Reset Delay 


tpOR 




21504 


tCLK 



POWER CYCLE TIMING 
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AC CHARACTERISTICS (cont'd) 
SERIAL PORT TIMING - MODE 



(t A = 0°C to70°C; Vcc = 5V + 10%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


35 


Serial Port Clock Cycle Time 


tsPCLK 


12tcLK 




us 


36 


Output Data Setup to Rising Clock Edge 


tDOCH 


10tcLK-133 




ns 


37 


Output Data Hold after Rising Clock Edge 


tCHDO 


2tcLK-H7 




ns 


38 


Clock Rising Edge to Input Data Valid 


tCHDV 




10tcLK-133 


ns 


39 


Input Data Hold after Rising Clock Edge 


tcHDIV 







ns 



SERIAL PORT TIMING - MODE 




SET Rl 



VALID VALID VALID VALID VALID VALID VALID 
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AC CHARACTERISTICS 

BYTEWIDE ADDRESS/DATA BUS TIMING (t A = 0°C to70°C; Vcc = 5V±10%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNfTS 


40 


Delay to Byte-^wide Address Valid from 
CE1 , CE2 or CE1 N Low During Opcode 
Fetch 


*CE1LPA 




30 


ns 


41 


Pulse Width of CE1-4, PE1-4 or CE1 N 


^CEPW 






42 


Byte-wide Address Hold After CET, CE2 
or CE1 N High During Opcode Fetch 


*CE1HPA 


2tcLK-20 




ns 


43 


Byte-wide Data Setup to CE1, CE2 or 
CE1N High During Opcode Fetch 


*OVCE1H 


1tcLK+40 




ns 


44 


Byte-wide Data Hold After CET, CE2 or 
CE1N High During Opcode Fetch 


*CE1HOV 


10 




ns 


45 


Byte-wide Address Hold After CE1-4, 
PE1-4, or CE1 N High During MOVX 


*CEHDA 


4tc Llc ^0 




ns 


46 


Delay from Bytewide Address Valid 
CE1-4, PE1~4, or CE1 N Low During 
MOVX 


*CELDA 


4tcLK-35 




ns 


47 


Bytewide Data Setup to CE1-4, PE1-4, or 
CE1N High During MOVX (read) 


*DACEH 


1tcLK+40 




ns 


48 


Bytewide Data Hold After CE1-4, PE1-4, 
or CE1 N High During MOVX (read) 


tCEHDV 


10 




ns 


49 


Bytewide Address Valid to R/W Active 
During MOVX (write) 


^AVRWL 






ns 


50 


Delay from R/W Low to Valid Data Out 
During MOVX (write) 


tRWLDV 


20 




ns 


51 


Valid Data Out Hold Time from CE1-4, 
PE1-4,orCE1NHigh 


*CEHDV 


1tcLK-15 




ns 


52 


Valid Data Out Hold Time from R/W High 


tRWHDV 







ns 


53 


Write Pulse Width (R/W Low Time) 


tRWLPW 


6tc Llc -20 




ns 
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BYTEWIDE BUS TIMING 



MACHINE CYCLE 



MACHINE CYCLE 



| , | 2 | 3 | 4 | 5 | 6 | . | 2 | 3 | 4 | 5 | 6 | | 6 | I | 2 | 3 | 4 | 5 | 6 | 

xtal2 JTJULTUlMJlJiriJlJ^^ 

^ — 



ALE 



fl/ w 



BA0- BA14 PC OUT 



®-*\ 



CE1.CE2 
ORCEIN 

cTi. 55. els 
c|i. PEj, PS; 

P63 , PE4 
ORCEIN 



©-»! 

-»IB« - 

BDO- BD7 ^*E> < dataih >- 



XI b < 1 OPlANO|OPHOBP2SfROUTI Xj<[buT_J S< OPt AND (OPM OR P? Sf R QUI) PC OUT 

*j ]iz l»j©U- li — @ — »i k-®-*! t-^®-j-»i k-S>-4 

\ — r~ 



-5S- 



]n_> -<P*W5- 



r*<g> 




RPC AC CHARACTERISTICS - DBB READ 



(t A = 0°C to70°C; Vcc = 5V ± 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


54 


CS, Ao Setup to RD 


»AR 







ns 


55 


CS, Ao Hold After RD 


tRA 







ns 


56 


RD Pulse Width 


*RR 


160 




ns 


57 


CS, Ao to Data Out Delay 


*AD 




130 


ns 


58 


RD to Data Out Delay 


*RD 





130 


ns 


59 


R~D to Data Float Delay 


*RDZ 




85 


ns 
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RPC AC CHARACTERISTICS - DBB WRITE (t A = 0°C to70°C; V cc = 5V ± 1 0%] 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


60 


CS, Ao Setup to WR 


'aw 







ns 


61 A 


CS, Hold After WR 


*WA 







ns 


61 B 


A , Hold After WR 


*WA 


20 




ns 


62 


WR Pulse Width 


*WW 


160 




ns 


63 


Data Setup to WR 


*DW 


130 




ns 


64 


Data Hold After WR 


*WD 


20 




ns 


AC CHARACTERISTICS - DMA 




(t A = 


0°C to70°C; V cc = 5V ± 1 0% 


# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


65 


DACK to WR or RD 


*ACC 







ns 


66 


RD or WR to DACK 


*CAC 







ns 


67 


DACK to Data Valid 


*ACD 





130 


ns 


68 


RD or WR to DRQ Cleared 


tCRQ 




110 


ns 


AC CHARACTERISTICS - FROG 




(t A = 


0°C to70°C; Vcc = 5V ± 1 0% 


# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


69 


PROG Low to Active 


tpRA 


48 




CLKS 


70 


PROG High to Inactive 


*PRI 


48 




CLKS 
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RPC TIMING MODE 



CSORAO 



RD 



DATA 



CSORAO 



WR 



DATA 



DACK 



RD 



WR 



DATA 



DRQ 



X 



READ OPERATION 



<56> 



X 



(58) 



< 



DATA VALID 




X 










H2>- 




\ 


© * 


7 






L (S) ► 






< 


DATA VALID 











» > 

xzz 



DMA 











NOTES: 

1 . All voltages are referenced to ground. 

2. Maximum operating l C c is measured with all output pins disconnected; XTAL1 driven with t C LKR. 
tcLKF=10 ns, V| L = 0.5V; XTAL2 disconnected; RST = PORTO = V CC . MSEL = Vgg. 

3. Idle mode Iidle is measured with all output pins disconnected; XTAL1 driven with tc LKR , tcLKF = 1 ns, 
Vil = 0.5V; XTAL2 disconnected; PORTO = V cc , RST = MSEL = Vss- 

4. Stop mode I S top 's measured with all output pins disconnected; PORTO = V cc ; XTAL2 not connected; 
RST = MSEL = )CTAL1 = Vgg. 

5. Pin Capacitance is measured with a test frequency - 1 MHz, t A = 25°C. 
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6. l C coi is the maximum average operating current that can be drawn from V C co in normal operation. 

7. H.I is the current drawn from V L | input when V C c = OV and V C co is disconnected. 

8. V C co2 is measured with V C c < V|_i. and a maximum load of 10 uA on Vcco- 

9. Crystal start-up time is the time required to get the mass of the crystal into vibrational motion from the time 
that power is first applied to the circuit until the first clock pulse is produced by the on-chip oscillator. The 
user should check with the crystal vendor for a worst case specification on this time. 

DS5001FP CMOS MICROCONTROLLER 




DIM 


MILLIMETERS 


MIN 


NOM 


MAX 


A 




2.91 


3.15 


B 


0.25 


0.35 


0.45 


C 




0.80 




D 


19.85 


20.00 


20.15 


E 


13.85 


14.00 


14.15 


F 


17.40 


17.88 


18.20 


G 


23.40 


23.86 


24.20 


H 


0.40 




1.3 


I 







10° 
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DALLAS 

SEMICONDUCTOR 



DS5002FP 

Secure Micro 



FEATURES 

• 8051 compatible uC for secure/sensitive applications 

- Access 32, 64, or 128K bytes of nonvolatile 
SRAM for program and/or data storage 

- In-system programming via on-chip serial port 

- Capable of modifying its own program or data 
memory in the end system 

• Firmware Security Features: 

- Memory stored in encrypted form 

- Encryption using on-chip 64-b'rt key 

- Automatic true random key generator 

- SDI Self Destruct Input 

- Top coating prevent microprobe 

- Improved security over previous generations 

- Protects memory contents from piracy 

• Crashproof Operation 

- Maintains all nonvolatile resources for over 10 
years in the absence of power 

- Power-fail Reset 

- Early Warning Power-fail Interrupt 

- Watchdog Timer 



PIN 



I I § 3 

u?„_ <S °- i^.,- I? h- LU (p tfi S yf 

< pUJ p < p Hi O IU Q jOOOnQ 

m cl lo_ K. m t o z o m < m z co o. to 



^ 80 7» 78 77 76 75 74 73 72 7 1 70 6« 68 67 66 65 ^ 



P0.4VAD4C= 


1 




64 


I=J P2.6IA14 




2 


o 


63 


^3 £E3 




S 


62 


=ZJCEI 




4 




61 


^3 BD3 


P03/AD3l= 


5 




60 


I=> P2.5/A13 




e 




59 


rr]BD2 


P0.2/AD2C= 


7 




68 


=3P2.47A12 


BA13C= 


8 




S7 


=JBD1 


P0.1/AD1 crz 


a 




56 


P2.3/A11 


po.o/adoc=: 


10 

11 


DS5002FP 


56 
54 


^BDO 
^VLI 


vccocn: 


12 




53 


1 SDI 


vcccz 


13 




52 


=1GND 




14 




SI 


^3 P2.2VA10 


pi.o^: 


16 




SO 


=)P2.1/A0 


BA14t^ 


16 




4)9 


ZD P2.0VA8 


P1.1 <= 


17 




48 


=3XTAL1 


BA12CT: 


18 




47 


^3XTAL2 


P1.2C= 


IS 




46 


^T]P3.7/nt5 


BA7C= 


20 




45 


=Z1P3.6WH 


PI .31^ 


21 




44 


=^P3.5m 


pes 


22 




43 




PHC= 


23 




42 


=1 VR5T 


BA6C= 


24 




41 


=)P3.4VT0 


V 25 


26 27 28 29 30 31 32 33 34 35 36 37 38 30 40 j 



.as 
£ 22'S 



DESCRIPTION 

The DS5002FP Secure Micro Chip is a secure version 
of the DS5001 FP 1 28K Micro Chip. In addition to the 
memory and I/O enhancements of the DS5001 FP, the 
Secure Micro Chip incorporates the most sophisticated 
security features available in any microcontroller. The 
security features of the DS5002FP include an array of 
mechanisms which are designed to resist all levels of 
threat, including observation, analysis, and physical at- 
tack. As a result, a massive effort would be required to 
obtain any information about memory contents. Fur- 
thermore, the "soft" nature of the DS5002FP allows fre- 
quent modification of the secure information, thereby 
minimizing the value of any secure information ob- 
tained by such a massive effort. 



The DS5002FP implements a security system which is 
an improved version of its predecessor, the DS5000. 
Like the DS5000, the DS5002FP loads and executes 
application software in encrypted form. Up to 1 28K x 8 
bytes of standard SRAM can be accessed via its byte- 
wide bus. This RAM is converted by the DS5002FP into 
lithium-backed nonvolatile storage for program and 
data. As a result, the contents of the RAM and the 
execution of the software appear unintelligible to the 
outside observer. The encryption algorithm uses an in- 
ternally stored and protected key. Any attempt to dis- 
cover the key value results in its erasure, rendering the 
encrypted contents of the RAM useless. 
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The Secure Micro Chip offers a number of major en- 
hancements to the software security implemented in 
the previous generation DS5000. First, the DS5002FP 
provides a stronger software encryption algorithm 
which incorporates elements of DES encryption. Se- 
cond, the encryption is based on a 64-bit key word, as 
compared to the DS5000's 40-bit key. Third, the key 
can only be loaded from an on-chip true random num- 
ber generator. As a result, the true key value is never 
known by the user. Fourth, a Self-Destruct input pin 
(SDI) is provided to interface to external tamper detec- 
tion circuitry. With or without the presence of Vcc. ac- 
tivation of the SDI pin has the same effect as resetting 
the Security Lock: immediate erasure of the key word 
and the 48-byte Vector RAM area. Fifth, a special top- 
coating of the die prevents access of information using 
microprobing techniques. Finally, customer-specific 
versions of the DS5002FP are available which incorpo- 
rate a one-of-a-kind encryption algorithm. 

When implemented as a part of a secure system de- 
sign, a system based on the DS5002FP can typically 
provide a level of security which requires more time and 
resources to defeat than it is worth to unauthorized indi- 
viduals who have reason to try. 



ORDERING INFORMATION 

The following versions of the DS5002FP are j 
as standard products from Dallas Semic 



PART# 


CLOCK 


PACKAGE 


DS5002FP-12 


12 MHz 


80-pin QFP 


DS5002FP-16 


16 MHz 


80-pin QFP 


DS5002FPM-12 


12 MHz 


80-pin QFP with 
metal 


DS5002FPM-16 


16 MHz 


80-pin QFP 
with metal 



Please contact Dallas Semiconductor for ordering in- 
formation on customer-specific versions of the 
DS5002FP. 

BLOCK DIAGRAM 

Figure 1 is a block diagram illustrating the internal archi- 
tecture of the DS5002. The DS5002 is a secure imple- 
mentation of the DS5001 128K Micro Chip. As a result, 
It operates in an identical fashion to the DS5001 except 
where indicated. SeetheDS5001 Data Sheet for oper- 
ating details. 
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PIN DESCRIPTION 



PIN NUMBER 


DESCRIPTION 


11,9,7, 5,1,79, 77,75 


P0.0-P0.7 

General purpose I/O Port 0. This port is open-drain and can not drive a logic 
1 . It requires external pull— ups. Port is also the multiplexed Expanded 
Address/Data bus. When used in this mode, it does not require pull-ups. 


15,17,19. 21,25,27,29,31 


P1.0-P1.7 

General purpose I/O Port 1 . 


49, 50,51,56,58,60,64, 66 


P2.0-P2.7 

General purpose I/O Port 2. Also serves as the MSB of the Expanded 
Address bus. 


36 


P3.0 RXD 

General purpose I/O port pin 3.0. Also serves as the receive signal for the on 
board UART. This pin should NOT be connected directly to a PC COM port. 


38 


P3.1 TXD 

General purpose I/O port pin 3.1 . Also serves as the transmit signal for the 
on board UART. This pin should NOT be connected directly to a PC COM 
port. 


39 


P3.2 Into 

rupt 0. 




1 O.O UN 1 1 

General purpose I/O port pin 3.3. Also serves as the active low External Inter- 
rupt 1. 


41 


P3.4 TO 

General purpose I/O port pin 3.4. Also serves as the Timer input. 


44 


P3.5 T1 

fiAnfiral mirno^A I/O nort nin 3 5 Ateo ^firvo^ thfi Timor 1 innirt 


S 


P3.6 WR 

General purpose I/O port pin. Also serves as the write strobe for Expanded 
bus operation. 


46 


P3.7 RD 

General purpose I/O port pin. Also serves as the read strobe for Expanded 
bus operation. 


34 


RST 

Active high reset input. A logic 1 applied to this pin will activate a reset state. 
This pin is pulled down internally so this pin can be left unconnected if not 
used . An RC power-on reset circuit is not needed and is NOT recommended . 


70 


ALE 

Address Latch Enable. Used to de-multiplex the multiplexed Expanded 
Address/Data bus on Port This oin is normally connected to the clock inout 

flMM 1 WOO* 1— > VC4 MUO VI 1 1 VI %w B 1 1 MO k/ll 1 IO 1 IVI 1 1 J CA II T Wl 1 4 lUVlm IV LI ID \si II |UU 1, 

on a '373 type transparent latch. 


47, 48 




XTAL2 XTAL1 

s\ ■ / ii fc, s\ i n i» i 

Used to connect an external crystal to the internal oscillator. XTAL1 is the 
input to an inverting amplifier and XTAL2 is the output. 


52 


GND 

Logic ground. 


13 


Vcc 
+5V 
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PIN NUMBER 


DESCRIPTION 




12 


V C CO 

Vcc Output. This is switched between Vcc and Vli by internal circuits based 
on the level of Vcc- When power is above the lithium input, power will be 
drawn from Vcc- The lithium cell remains isolated from a load. When Vcc 
is below Vli, the Vcco switches to the Vy source. Vcco should be connected 
to the Vcc pi n °* an SRAM. 




54 


Vli 

Lithium Voltage Input. Connect to a lithium cell greater than VLimin and no 
greater than V L | max as shown in the electrical specifications. Nominal value 
is+3V. 


16, 8, 18, 80, 76, 4, 6, 20, 24, 26, 
28, 30, 33, 35, 37 


BA14-0 

Byte-wide Address bus bits 1 4-0. This bus is combined with the non-multi- 
plexed data bus (BD7-0) to access NVSRAM. Decoding is performed using 
CE1 through CE4. Therefore, BA1 5 is not actually needed. Read/write 
access is controlled by R/W. BA1 4-0 connect directly to an 8K, 32K, or 1 28K 
SRAM. If an 8K RAM is used, BA13 and BA1 4 will be unconnected. If a 1 28K 
SRAM is used, the micro converts CE2 and CE3 to serve as A1 6 and A1 5 
respectively. 


71 , 69, 67, 65, 61 , 59, 57, 55 


BD7-0 

Byte-wide Data bus bits 7-0. This 8 bit bi-directional bus is combined with 
the non-multiplexed address bus (BA14-0) to access NVSRAM. Decoding 
is performed on CE1 and CE2. Read/write access is controlled by R/W. 
BD7-0 connect directly to an SRAM, and optionally to a Real-time Clock or 
other peripheral. 


10 


R/W 

Read/Write. This signal provides the write enable to the SRAMs on the Byte- 
wide bus. It is controlled by the memory map and Partition. The blocks 
selected as Program (ROM) will be write protected. 


__ — 

74 


cet 

Chip Enable 1 . This is the primary decoded chip enable for memory access 
on the Byte-wide bus. It connects to the chip enable input of one SRAM. CE1 
is lithium backed. It will remain in a logic high inactive state when Vcc 'alls 
below Vli- 


— 

2 


CE2 

Chip Enable 2. This chip enable is provided to access a second 32K block 
of memory. It connects to the chip enable input of one SRAM. When 
MSEL=0, the micro converts CE2 into A1 6 for a 1 28K x 8 SRAM. CE2 is lith- 
ium backed and will remain at a logic high when V C c falls below Vli- 


63 


CE3 

Chip Enable 3. This chip enable is provided to access a third 32K block of 
memory. It connects to the chip enable input of one SRAM. When MSEL=0, 
the micro converts CE3 into A1 5 for a 1 28K x 8 SRAM. CE3 is lithium backed 
and will remain at a logic high when V C c falls below V L |. 


62 


CE4 

Chip Enable 4. This chip enable is provided to access a fourth 32K block of 
memory. It connects to the chip enable input of one SRAM. When MSEL=0, 
this signal is unused. CE4 is lithium backed and will remain at a logic high 
when Vcc falls below Vli- 


78 


PE1 

Peripheral Enable 1 . Accesses data memory between addresses OOOOh and 
3FFFh when the PES bit is set to a logic 1 . Commonly used to chip enable 
a Byte-wide real-time Clock such as the DS1 283. PE1 is lithium backed and 
will remain at a logic high when V C c 'alls below V u . Connect PE1 to battery 
backed functions only. 
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PIN NUMBER 


DESCRIPTION 


3 


PE2 

Peripheral Enable 2. Accesses data memory between addresses 4000h and 
7FFFh when the PES bit is set to a logic 1 . PE2 is lithium backed and will 
remain at a logic high when Vcc falls below Vy. Connect PE2 to battery 
backed functions only. 


22 


PE3 

Peripheral Enable 3. Accesses data memory between addresses 8000h and 
BFFFh when the PES bit is set to a logic 1 . PE3 is not lithium backed and can 
be connected to any type of peripheral function. If connected to a battery 
backed chip, it will need additional circuitry to maintain the chip enable in an 
inactive state when V cc < V u . 


23 


PE4 

Peripheral Enable 4. Accesses data memory between addresses COOOh 
and FFFFh when the PES bit is set to a logic 1 . PE4 is not lithium backed and 
can be connected to any type of peripheral function. If connected to a battery 
backed chip, it will need additional circuitry to maintain the chip enable in an 
inactive state when Vcc < Vu- 


32 


PROG 

Invokes the Bootstrap loader on a falling edge. This signal should be 
debounced so that only one edge is detected. If connected to ground, the 
micro will enter Bootstrap loading on power up. This signal is pulled up inter- 
nally. 




\/DCT 

This I/O pin indicates that the power supply (Vcc) has fallen below the 
Vccmin level and the micro is in a reset state. When this occurs, the 
DS5002FP will drive this pin to a logic 0. Because the micro is lithium backed, 
this signal is guaranteed even when V cc =0V. Because it is an I/O pin, it will 
also force a reset if pulled low externally. This allows multiple parts to syn- 
chronize their power-down resets. 


43 


PF 

This output goes to a logic to indicate that the micro has switched to lithium 
backup. This corresponds to Vcc < Because the micro is lithium backed, 
this signal is guaranteed even when V C c=0V The normal application of this 
signal is to control lithium powered current to isolate battery backed functions 
form non-battery backed functions. 


14 


MS EL 

Memory select. This signal controls the memory size selection. When 
MSEL= +5V, the DS5002FP expects to use 32K x 8 SRAMs. When MSEL 
= 0V, the DS5002FP expects to use a 1 28K x 8 SRAM. MSEL must be con- 
nected regardless of Partition, Mode, etc. 


53 


SDI 

Self-Destruct Input. An active high on this pin causes an unlock procedure. 
This results in the destruction of Vector RAM, Encryption Keys, and the loss 
of power from Vcco- This pin should be grounded if not used. 


72 


CE1N 

This is a non-battery backed version of CE1 . It is not generally useful since 
the DS5002 can not be used with EPROM due to its encryption. 


73 


NC 

Do not connect. 
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SECURE OPERATION OVERVIEW 

The DS5002FP incorporates encryption of the activity 
on its Byte-wide Address/Data bus to prevent unautho- 
rized access to the program and data information con- 
tained in the nonvolatile RAM. Loading an applica- 
tion program in this manner is performed via the 
Bootstrap Loader using the general sequence de- 
scribed below: 

1 . Clear Security Lock 

2. Set memory map configuration as for DS5001 

3. Load application software 

4. Set Security Lock 

5. Exit Loader 

Loading of application software into the program/data 
RAM is performed while the DS5002 is in its Bootstrap 
Load mode. Loading is only possible when the Security 
Lock is clear. If the Security Lock has previously set, 
then it must be cleared by issuing the "Z" command from 
the Bootstrap Loader. Resetting the security lock 
instantly clears the previous key word and the contents 
of the vector RAM. In addition, the Bootstrap ROM 
writes zeroes into the first 32K of external RAM. 

The user's application software is loaded into external 
CMOS SRAM via the "L" command in "scrambled" form 
through on-chip encryptor circuits. Each external RAM 
address is an encrypted representation of an on-chip 
logical address. Thus, the sequential instructions of an 
ordinary program or data table are stored non-sequen- 
tiallyin RAM memory. The contents of theprogram/data 
RAM are also encrypted. Each byte in RAM is en- 
crypted by a key- and address-dependent encryptor 
circuit such that identical bytes are stored as different 
values in different memory locations. 

The encryption of the program/data RAM is dependent 
on an on-chip 64-bit key word. The key is loaded by 
the ROM firmware just prior to the time that the applica- 



tion software is loaded, and is retained as nonvolatile 
information in the absence of V C c by the lithium backup 
circuits. After loading is complete, the key is protected 
by setting the on-chip Security Lock, which is also re- 
tained as nonvolatile information in the absence of V cc . 
Any attempt to tamper with the key word and thereby 
gain access to the true program/data RAM contents re- 
sults in the erasure of the key word as well as the RAM 
contents. 

During execution of the application software, logical ad- 
dresses on the DS5002 that are generated from the pro- 
gram counter or data pointer registers are encrypted be- 
fore they are presented on the Byte-wide Address 
Bus. Opcodes and data are read back and decrypted 
before they are operated on by the CPU. Similarly, data 
values written to the external nonvolatile RAM storage 
during program execution are encrypted before they are 
presented on the Byte-wide data bus during the write 
operation. This encryption/decryption process is per- 
formed in real time such that no execution time is lost as 
compared to the non-encrypted DS5001 or 8051 run- 
ning at the same clock rate. As a result, operation of the 
encryptor circuitry is transparent to the application soft- 
ware. 

Unlike the DS5000, the DS5002FP chip's security fea- 
ture is always enabled. 

SECURITY CIRCUITRY 

The on-chip functions associated with the DS5002's 
software security feature are depicted in Figure 2. En- 
cryption logic consists of an address encryptor and a 
data encryptor. Although each encryptor uses its own 
algorithm for encrypting data, both depend on the 
64-bit key word which is contained in the encryption key 
registers. Both the encryptors operateduring loading of 
the application software and also during its execution. 
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DS5002 SECURrTY CIRCUITRY Figure 2 
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The address encryptor translates each "logical" ad- 
dress, i.e., the normal sequence of addresses that are 
generated in the logical flow of program execution, into 
an encrypted address (or "physical" address) at which 
the byte is actually stored. Each time a logical ad- 
dress is generated, either during program loading or 
during program execution, the address encryptor cir- 
cuitry uses the value of the 64-bit key word and of the 
address itself to form the physical address which will be 
presented on the address lines of the RAM. The encryp- 
tion algorithm is such that there is one and only one 
physical address for every possible logical address. 
The address encryptor operates over the entire memory 
range which is configured during Bootstrap Loading for 
access on the Byte-wide Bus. 

As Bootstrap Loading of the application software is per- 
formed, the Data Encryptor logic transforms the op- 
code, operand, or data byte at any given memory loca- 
tion into an encrypted representation. As each byte is 
read back to the CPU during program execution, the 
internal Data Encryptor restores it to its original value. 
When a byte is written to the external nonvolatile pro- 
gram/data RAM during program execution, that byte is 
stored in encrypted form as well. The data encryption 
logic uses the value of the 64-bit key, the logical ad- 



(SELF-DESTRUCT 
INPUT) 



dress to which the data is being written, and the value of 
thedata itself to form the encrypted data which is written 
to the nonvolatile program/data RAM. The encryption 
algorithm is repeatable, such that for a given data value, 
encryption key value, and logical address the encrypted 
byte will always be the same. However, there are many 
possible encrypted data values for each possible true 
data value due to the algorithm's dependency on the 
values of the logical address and encryption key. 

When the application software is executed, the internal 
CPU of the DS5002 operates as normal. Logical ad- 
dresses are calculated for opcode fetch cycles and also 
data read and write operations. The DS5002 has the 
ability to perform address encryption on logical ad- 
dresses as they are generated internally during the nor- 
mal course of program execution. In a similar fashion, 
data is manipulated by the CPU in its true representa- 
tion. However, it is also encrypted when it is written to 
the external program/data RAM, and is restored to its 
original value when it is read back. 

When an application program is stored in the format de- 
scribed above, it is virtually impossible to disassemble 
opcodes or to convert data back into its true representa- 
tion. Address encryption has the effect that the op- 
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codes and data are not stored in the contiguous form in 
which they were assembled, but rather in seemingly 
random locations in memory. This in itself makes it virtu- 
ally impossible to determine the normal flow of the pro- 
gram. As an added protection measure, the Address 
Encryptor also generates "dummy" read access cycles 
whenever time is available during program execution. 



DUMMY READ CYCLES 

Like the DS5000, the DS5002FP generates a "dummy" 
read access cycle to non-sequential addresses in ex- 
ternal RAM memory whenever time is available during 
program execution. This action has the effect of further 
complicating the task of determining the normal flow of 
program execution. During these pseudo-random 
dummy cycles, the RAM is read to all appearance, but 
the data is not used internally. Through the use of a re- 
peatable exchange of dummy and true read cycles, it is 
impossible to distinguish a dummy cycle from a real 
one. 

ENCRYPTION ALGORITHM 

The DS5002FP incorporates a proprietary algorithm im- 
plemented in hardware which performs the scrambling 
of address and data on the byte-wide bus to the static 
RAM. This algorithm has been greatly strengthened 
with respect t o its DS5000 predecessor. Improvements 
include: 

1. 64-bit encryption key 

2. Incorporation of DES-like operations to provide a 
greater degree of nonlinearity. 

3. Customizable encryption 

The encryption circuitry uses a 64-bit key value 
(compared to the DS5000's 40-bit key) which is stored 
on the DS5002 die and protected by the Security Lock 
function described below. In addition, the algorithm 
has been strengthened to incorporate certain opera- 
tions used in DES encryption, so that the encryption of 
both the addresses and data is highly nonlinear. Unlike 
the DS5000 , the encryption circuitry in the DS5002 is al- 
ways enabled. 

Dallas Semiconductor can customize the encryption cir- 
cuitry by laser programming the die to insure that a 
unique encryption algorithm is delivered to the custom- 
er. In addition, the customer-specific version can be 
branded as specified by the customer. Please contact 



Dallas Semiconductor for ordering information of cus- 
tomer-specific versions. 

ENCRYPTION KEY 

As described above, the on-chip 64-bit Encryption Key 
is the basis of both the address and data encryptor cir- 
cuits. The DS5002 provides a key management system 
which is greatly improved over the DS5000. The 
DS5002does not give the user the ability to select a key. 
Instead, when the loader is given certain commands, 
the key is set based on the value read from an on-chip 
hardware random number generator. This action is per- 
formed just prior to actually loading the code into the ex- 
ternal RAM. This scheme prevents characterization of 
the encryption algorithm by continuously loading new, 
known keys. It also frees the user from the burden of 
protecting the key selection process. 



The random number generator circuit uses the asynch- 
ronous frequency differences of two internal ring oscil- 
lator and the processor master clock (determined by 
XTAL1 and XTAL2). As a result, a true random number 
is produced. 

VECTOR RAM 

A 48-byte vector RAM area is incorporated on-chip, 
and is used to contain the reset and interrupt vector 
code in the DS5002. It is included in the architecture to 
help insure the security of the application program. 

If reset and interrupt vector locations were accessed 
from the external nonvolatile program/data RAM during 
the execution of the program, then it would be possible 
to determine the encrypted value of known addresses. 
This could be done by forcing an interrupt or reset 
condition and observing the resulting addresses on the 
Byte-wide address/data bus. For example, it is known 
that when a hardware reset is applied the logical pro- 
gram address is forced to location 0000H and code is 
executed starting from this location. It would then be 
possible to determine the encrypted value (or physical 
address) of the logical address value 0000H by observ- 
ing the address presented to the external RAM following 
a hardware reset. Interrupt vector address relationships 
could be determined in a similar fashion. By using the 
on-chip vector RAM to contain the interrupt and reset 
vectors, it is impossible to observe such relationships. 
Although it is very unlikely that an application program 
could be deciphered by observing vector address rela- 
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tionships, the vector RAM eliminates this possibility. 
Note that the dummy accesses mentioned above are 
conducted while fetching from vector RAM. 

The Vector RAM is automatically loaded with the user's 
reset and interrupt vectors during bootstrap loading. 

SECURITY LOCK 

Once the application program has been loaded into the 
DS5002's NVRAM, the Security Lock may be enabled 
by issuing the T command in the Bootstrap Loader. 
While the Security Lock is set, no further access to pro- 
gram/ data information is possible via the on-chip ROM. 
Access is prevented by both the bootstrap loader firm- 
ware and the DS5002FP encryptor circuits. 

Access to the NVRAM may only be regained by clearing 
the Security Lock via the " U" command in the Bootstrap 
Loader. This action triggers several events which de- 
feat tampering. First, the encryption key is instanta- 
neously erased. Without the encryption key, the 
DS5002FP is no longer able to decrypt the contents of 
the RAM. Therefore, the application software can no 
longer be correctly executed, nor can it be read back in 
its true form via the Bootstrap Loader. Second, the Vec- 
tor RAM area is also instantaneously erased, so that the 
reset and vector information is lost. Third, the Bootstrap 
Loader firmware sequentially erases the encrypted 
RAM area. Lastly, the loader creates and loads a new 
random key. 

The Security Lock bit itself is constructed using a multi- 
ple-bit latch which is interlaced for self-destruct in the 
event of tampering. The lock is designed to set-up a 
"domino-effect" such that erasure of the bit will result in 
an unstoppable sequence of events that clears critical 
data including encryption key and vector RAM. In addi- 
tion, this bit is protected from probing by the top-coating 
feature mentioned below. 

SELF-DESTRUCT INPUT 

The Self-Destruct Input (SDI) pin is an active high input 
which is used to reset the Security Lock in response to 
an external event. The SDI input is intended to be used 
with external tamper detection circuitry. It can be acti- 
vated with or without operating power applied to the V C c 



pin. Activation of the SDI pin instantly resets the securi- 
ty lock and causes the same sequence of events de- 
scribed above for this action. In addition, power is mo- 
mentarily removed from the Byte-wide bus interface 
including the V cco pin, resulting in the loss of data in ex- 
ternal RAM. 

TOP LAYER COATING 

The DS5002 is provided with a special top-layer coating 
that is designed to prevent a probe attack. This coating 
is implemented with second-layer metal added through 
special processing of the microcontroller die. This addi- 
tional layer is not a simple sheet of metal, but rather a 
complex layout that is interwoven with power and 
ground which are in turn connected to logic for the 
Encryption Key and the Security Lock. As a result, any 
attempt to remove the layer or probe through it will re- 
sult in the erasure of the security lock and/or the loss of 
encryption key bits. 

BOOTSTRAP LOADING 

Initial loading of application software into the DS5002 
is performed by firmware within the on-chip Bootstrap 
Loader communicating with a PC via the on-chip serial 
port in a manner which is almost identical to that for the 
DS5001. The user should consult the DS5001 data 
sheet as a basis of operational characteristics of this 
firmware. Certain differences in loading procedure exist 
in order to support the security feature. These differ- 
ences are documented below. Table 1 summarizes the 
commands accepted by the bootstrap loader. 

When the Bootstrap Loader is invoked, the 128-byte 
scratchpad RAM area is automatically overwritten with 
zeroes, and then used for variable storage for the boot- 
strap firmware. Also, a set of 8 bytes are generated us- 
ing the random number generator circuitry and are 
saved as a potential word for the 64-bit encryption key. 

Any read or write operation to the DS5002's external 
program/data SRAM can only take place if the Security 
Lock bit is in a cleared state. Therefore, the first step 
which is taken in the loading of a program should be the 
clearing of the Security Lock bit through the "U" com- 
mand. 
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DS5002 SERIAL BOOTSTRAP LOADER COMMANDS Table 1 



COMMAND 


FUNCTION 


C 


Return CRC-16 of the program/data NVRAM 


D 


Dump Intel Hex file 


F 


Fill program/data NVRAM 


G 


Get Data from P1 , P2, and P3 


| 


N/AontheDS5002FP 


L 


Load Intel Hex file 


M 


Toggle modem available bit 


N 


Set Freshness Seal - All program and data will be lost 


P 


Put data into PO, P1 , P2, and P3 


R 


Read status of NVSFRs (MCON. RPCTL, MSL, CALIB) 


T 


Trace (echo) incoming Intel Hex code 


U 


Clear security lock 


V 


Verify program/data NVRAM with incoming Intel Hex data 


w 


Write Special Function Registers - (MCON, RPCTL, MSL, CALIB) 


z 


Set security lock 



Execution of certain bootstrap loader commands will re- 
sult in the loading of the newly generated 64-bit random 
number into the encryption key word. These com- 
mands are as follows: 



a. Fill 

b. Load 

c. Dump 

d. Verify 

e. CRC 



F 
L 
D 

V 
C 



Execution of the Fill and Load commands will result in 
the data loaded into the NVRAM in an encrypted form 
determined by the value of the newly-generated key 
word. The subsequent execution of the Dump com- 
mand within the same bootstrap session will cause the 
contents of the encrypted RAM to be read out and trans- 
mitted back to the host PC in decrypted form. Similarly, 
execution of the Verify command within the same boot- 
strap session will cause the incoming absolute hex data 
to be compared against the true contents of the en- 
crypted RAM, and the CRC command will return the 
CRC value calculated from the true contents of the en- 
crypted RAM. As long as any of the above commands 
are executed within the same bootstrap session , the 



loaded key value will remain the same and contents of 
the encrypted program/data NVRAM may be read or 
written normally and freely until the Security Lock bit is 
set. 

When the Security Lock bit is set using the Z command , 
no further access to the true RAM contents is possible 
using any bootstrap command or by any other means. 

INSTRUCTION SET 

The DS5002FP executes an instruction set that is 
object code compatible with the industry standard 8051 
microcontroller. As a result, software development 
packages such as assemblers and compilers that have 
been written for the 8051 are compatible with the 
DS5002FP. A complete description of the instruction 
set and operation are provided in the User's Guide sec- 
tion of the Soft Microcontroller Data Book. 

Also note that the DS5002FP is embodied in the 
DS2252(T) module. The DS2252(T) combines the 
DS5002FP with between 32K and 1 28K of SRAM, anda 
lithium cell. An optional Real-time Clock is also avail- 
able in the DS2252T. This is packaged in a 40-pin SIMM 
module. 
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nate configuration allows dynamic Partitioning of a 64K 
space as shown in Figure 4. Selecting PES=1 provides 
another 64K of potential data storage or memory 
mapped peripheral space as shown in Figure 5. These 
selections are made using Special Function Registers. 
The memory map and its controls are covered in detail 
in the User's Guide section of the Soft Microcontroller 
Data Book. 



MEMORY MAP OF THE DS5002FP WITH PM=1 Figure 3 




. EXPANDED BUS (PORTS AND 2) 



MEMORY ORGANIZATION 

Figure 3 illustrates the memory map accessed by the 
DS5002FP. The entire 64K of program and 64K of data 
are potentially available to the Byte-wide bus. This pre- 
serves the I/O ports for application use. The user con- 
trols the portion of memory that is actually mapped to 
the Byte-wide bus by selecting the Program Range and 
Data Range. Any area not mapped into the NVRAM is 
reached via the Expanded bus on Ports & 2. An alter- 
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MEMORY MAP OF THE DS5002FP WITH PM=0 Figure 4 
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MEMORY MAP OF THE DS5002FP WITH PES=1 Figure 5 
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Figure 6 illustrates a typical memory connection for a 
system using a 1 28K byte SRAM. Note that in this con- 
figuration, both program and data are stored in a com- 
mon RAM chip Figure 7 shows a similar system with 



using two 32K byte SRAMs. The Byte-wide Address 
bus connects to the SRAM address lines. The bi-direc- 
tional Byte-wide data bus connects the data I/O lines of 
the SRAM. 



DS5002FP CONNECTION TO 128K X 8 SRAM Figure 6 
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DS5002FP CONNECTION TO 64K X 8 SRAM Figure 7 
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POWER MANAGEMENT 

The DS5002FP monitors V C c to provide Power-fail 
Reset, early warning Power-fail Interrupt, and switch 
overto lithium backup. It uses an internal band-gap ref- 
erence in determining the switch points. These are 
called Vppvv. Vccmin. anc! Vli respectively. When Vcc 
drops below Vppvv. tne DS5002FP will perform an inter- 
rupt vector to location 2Bh if the power fail warning was 
enabled. Full processor operation continues regard- 
less. When power falls further to V C cmin. tne 
DS5002FP invokes a reset state. No further code 
execution will be performed unless power rises back 
above Vccmin- All decoded chip enables and the R/W 
signal go to an inactive (logic 1 ) state. V C c is still the 
power source at this time. When V C c drops further to 



below Vy, internal circuitry will switch to the lithium cell 
for power. The majority of internal circuits will be dis- 
abled and the remaining nonvolatile states will be 
retained. Any devices connected to Vcco will De pow- 
ered by the lithium cell at this time. Vcco w '" 06 at the 
lithium battery voltage less a diode drop. This drop will 
vary depending on the load. Low power SRAMs should 
be used for this reason. When using the DS5002FP, the 
user must select the appropriate battery to match the 
RAM data retention current and the desired backup life- 
time. Note that the lithium cell is only loaded when Vcc < 
Vli. The User's Guide has more information on this 
topic. The trip points V CCMiN and V PFW are listed in the 
electrical specifications. 
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ELECTRICAL SPECIFICATIONS 

The DS5002FP adheres to all AC and DC electrical 
specifications published for the DS5001 FP. The abso- 



lute maximum ratings and unique specifications for the 
DS5002FP are listed below. 



ABSOLUTE MAXIMUM RATINGS* 

Voltage on Any Pin Relative to Ground -0.3V to 7.0V 

Operating Temperature 0°C to +70°C 

Storage Temperature -40°C to 70°C 

Soldering Temperature 260°C for 1 seconds 



* This is a stress rating only and functional operation of the device at these or any other conditions above 
those indicated in the operation sections of this specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods of time may affect reliability. 



DC CHARACTERISTICS (t A =0°C to 70°C; V C c=5V ± 1 0%) 



PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


Input Low Voltage 


V|L 


-0.3 




0.8 


V 


1 


Input High Voltage 


V IH 1 


2.0 




Vcc+0.3 


V 


1 


Input High Voltage (RST, XTAL1 , 
PROG) 


V|H2 


3.5 




Vcc+0.3 


V 


1 


Output Low Voltage 

@ Iol=1 -6 mA (Ports 1 , 2, 3) 


VrjL1 




0.15 


0.45 


V 


1 


Output Low Voltage 
@ loL=3.2mA (Port 0, ALE, PF, 
BA15-0, BD7-0, R/W, CE1N, 
CE1-4, PE1-4) 


VOL2 




0.15 


0.45 


V 


1 


Output High Voltage 

@ I O h=-80 mA (Ports 1 , 2, 3) 


V H1 


2.4 


4.8 




V 


1 


Output High Voltage 
@ Ioh=-400 uA (Ports 0, ALE, 
PF, BA15-0, BD7-0, FVW, CE1N, 
CE1-4, PE1-4) 


VOH2 


2.4 


4.8 




V 


1 


Input Low Current 
V| N =0.45V (Ports 1 , 2, 3) 


IlL 






-50 


uA 




Transition Current; 1 to 
V|m=2.0V (Ports 1,2.3) 


Itt. 






-500 


uA 




SDI Input Low Voltage 


V ILS 






0.4 


V 


1 


SDI Input High Voltage 


VlHS 


2.0 




V C co 


V 


1 


SDI Pull-Down Resistor 


Rsdi 


25 




60 


KQ 




Battery-Backup Quiescent Current 


Ibat 




5 


75 


nA 


7 
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DC CHARACTERISTICS (cont'd) (t A =0°C to 70°C; V CC °5V ± 1 0%) 



PARAMETER 


CU1IDAI 

SYMBOL 


MIN 


TYP 


MAX 


i iuTe 
UNITS 


NOTES 












Input Leakage Current 
0.45<V, N ,Vcc (PortO, MSEL) 


l|L 






±10 


uA 




RST Pulldown Resistor 




40 




150 


«n 








VRST Pullup Resistor 






4.7 




KQ 




PROG Pullup Resistor 


Rpr 




40 




KQ 




Power Fail Warning Voltage 


VpRW 


4.25 


4.37 


4.50 


V 


1 




VcCMIN 


4.00 


4.12 


4.25 


V 


1 


Minimum Operating Voltage 


Lithium Supply Voltage 


V|L 


2.5 




4.0 








V 


1 


Operating Current 


Ice 






36 


mA 


2 


Idle Mode Current 


'idle 






7.0 


mA 


3 


Stop Mode Current 


'stop 






80 


uA 


4 


Pin Capacitance 








10 


PF 


5 


Output Supply Voltage (Vcco) 


V CC01 






Vcc-0-3 


V 


1,2 


Output Supply Battery-backed 
Mode (Vcco. CE1-4, PE1-2) 


V CC02 






Vli-0.55 


V 


1,8 






















75 


mA 




Output Supply Current 
@V C co=Vcc-0.3V 


'ccoi 






6 
















Lithium-backed Quiescent Current 


Ili 




5 


75 


nA 

1 


7 


Reset Trip Point in Stop Mode 

w/BAT=3.0V 

w/BAT=3.3V 




4.0 
4.4 




4.25 
4.65 




1 


AC CHARACTERISTICS 


(t A =0°C to70°C; V cc =0V to 5V) 


PARAMETER 


SYMBOL 


MIN 


TYP 


MAX 


UNITS 


NOTES 


SDI Pulse Reject 


tsPR 






2 


us 


10 


SDI Pulse Accept 


tsPA 


10 






us 


10 
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AC CHARACTERISTICS 

EXPANDED BUS MODE TIMING SPECIFICATIONS (t A =0°C to70°C; V CC =5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


1 


Oscillator Frequency 


IrtcLK 


1.0 


12 (-12) 
16 (-16) 


MHz 


2 


ALE Pulse Width 


Ulpw 


2tcLK-40 




ns 


3 


Address Valid to ALE Low 


Wall 


tcLK-40 




ns 


4 


Address Hold After ALE Low 


Waav 






14 


RD Pulse Width 


*rdpw 


6tc LK -100 




ns 


15 


WR Pulse Width 


tWRPW 


6tcLK"100 




ns 


16 


RD Low to Valid Data In @1 2 MHz 
@16MHz 


tRDLDV 




5tc LK -165 
5tcLK-1°5 


ns 
ns 


17 


Data Hold after RD High 


'rdhdv 







ns 


18 


Data Float after RD High 


*RDHDZ 




2tc UK -70 


ns 


19 




ALE Low to Valid Data In @12 MHz 
@16MHz 


*ALLVD 




8tcLK-150 
8tCLK-90 


ns 
ns 


20 


Valid Addr. to Valid Data In @12 MHz 
@16MHz 


*AVDV 




9tcLK-165 
9tcLK-1°5 


ns 
ns 


21 


ALE Low to RD or WR Low 


'allrdl 


3tcLK"50 


3tcLK+50 


ns 


22 


Address Valid to RD or WR Low 


Wrdl 


4tcLK-130 




ns 


23 


Data Valid to WR Going Low 


*DVWRL 


tCLK-60 




ns 


24 


Data Valid to WR High @1 2 MHz 
@16MHz 


*DVWRH 


7tcLK"150 
7tcLK"90 




ns 
ns 


25 


Data Valid after WR High 


*WRHDV 


tcLK-50 




ns 


26 


RD Low to Address Float 


'rdlaz 







ns 


27 


RD or WR High to ALE High 


'rdhalh 


tcLK-40 




ns 
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EXPANDED DATA MEMORY READ CYCLE 



ALE 



PSEN 



RD 



PORTO 



PORT 2 



X 



— ®- 



A7-A0 
(Rn OR DPL) 



f!6> 



f2S) 



0-4 



/ \ / 




y 



DATA IN 



zJ \ < pcl » / \ 



INSTR 
IN 



P2.7-P2.0 OR A15-A8 FROM DPH 



A15-A8 FROM PCH 



EXPANDED DATA MEMORY WRITE CYCLE 



PSEN, 



WR 



P ORTO^ — ^ 



P ORT 2 ^ 



-©— * 



1 



A7-A0 
(Rn OR DPL) 



V 



-@- 



-©- 



DATA OUT 



YV A7-A0 \ / INSTR 

/ A ^ M - 



P2.7-P2.0 OR A15-A8 FROM PDH 



X 



A15-A8FROM PCH 



J 19/27 
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AC CHARACTERISTICS (cont'd) 

EXTERNAL CLOCK DRIVE (t A = 0°C to70°C; Vcc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNrrs 


28 


External Clock High Time @1 2 MHz 
@16MHz 


tcLKHPW 


20 
15 




ns 
ns 


29 


External Clock Low Time @12 MHz 
@16MHz 


tCLKLPW 


20 
15 




ns 
ns 


30 


External Clock Rise Time @12 MHz 
@16MHz 


tcLKR 




20 
15 


ns 
ns 


31 


External Clock Fall Time @1 2 MHz 
@16MHz 


tcLKF 




20 
15 


ns 
ns 



EXTERNAL CLOCK TIMING 
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AC CHARACTERISTICS (cont'd) 
POWER CYCLING TIMING 



(t A = 0°C to70°C; Vcc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


32 


Slew Rate from Vccmin to V u 


tF 


130 




US 


33 


Crystal Start up Time 


tcsu 




(note 9) 




34 


Power On Reset Delay 


tpOR 




21504 


tcLK 



POWER CYCLE TIMING 

Vcc 




0S2883 21/27 
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AC CHARACTERISTICS (cont'd) 
SERIAL PORT TIMING - MODE 



(t A = 0°C to70°C; Vcc = 5V + 1 0%) 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


35 


Serial Port Clock Cycle Time 


*SPCLK 


1 2tcLK 




us 


36 


Output Data Setup to Rising Clock Edge 


*DOCH 


10tcLK-133 




ns 


37 


Output Data Hold after Rising Clock Edge 


tCHDO 


2tct_K-117 




ns 


38 


Clock Rising Edge to Input Data Valid 


*CHDV 




10tcLK-133 


ns 


39 


Input Data Hold after Rising Clock Edge 


tCHDIV 


o 




ns 



SERIAL PORT TIMING - MODE 



a | 3 | 4 | S | , | 7 | 8 | 

H (g>-*t 



CLOCK 



DATA OUT 

T WRITE TO 

SBUF REGISTER 



¥2 



INPUT DATA 
T CLEAR Rl 



7 SETTI 



(3ST) 



)OO0OCXX)OCXXX3OO( 



SET Rl 



VALID 



VALID VALID VALID 
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AC CHARACTERISTICS 

BYTEWIDE ADDRESS/DATA BUS TIMING (t A = 0°C to70°C ; Vcc = 5V±10%) 



# 


PARAMETER 


SYMBOL 


M1N 


MAX 


UNITS 


40 


Delay to Byte-wide Address Valid from 
CE1 , CE2 or CE1 N Low During Opcode 
Fetch 


*CE1LPA 




30 


ns 


41 


Pulse Width of CE1-4, PE1-4orCE1N 


fCEPW 


4t C LK-35 




ns 


42 


Byte-wide Address Hold After CET, CE2 
or CE1 N High During Opcode Fetch 


*CE1HPA 


2t CL lC-20 




ns 


43 


Byte-wide Data Setup to CE1, CE2 or 
CE1N High During Opcode Fetch 


*OVCE1H 


1tcLK+40 




ns 


44 


Byte-wide Data Hold After CET, CE2 or 
CE1N High During Opcode Fetch 


tCEIHOV 


10 




ns 


45 


Byte-wide Address Hold After CE1-4, 
PE1-4, orCEIN High During MOVX 


*CEHDA 


4t C Llo30 




ns 


46 


Delay from Bytewide Address Valid 
CE1^J, PE1^4, or CE1N Low During 
MOVX 


tCELDA 


4t CL lC-35 




ns 


47 


Bytewide Data Setup to CE1-4, PE1-4, or 
CE1N High During MOVX (read) 


*DACEH 


1tcLK+40 




ns 


48 


Bytewide Data Hold After CE1-4, PE1-4, 
or CE1 N High During MOVX (read) 


*CEHDV 


10 




ns 


49 


Bytewide Address Valid to R/W Active 
During MOVX (write) 


^AVRWL 


3ta_K-35 




ns 


50 


Delay from R/W Low to Valid Data Out 
During MOVX (write) 


tRWLDV 


20 




ns 


51 


Valid Data Out Hold Time from CE1-4, 
PE1-4, or CE1 N High 


tCEHDV 


1tcLK-15 




ns 


52 


Valid Data Out Hold Time from R/W High 


*RWHDV 







ns 


53 


Write Pulse Width (WW Low Time) 


tRWLPW 


6t CLK -20 




ns 
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BYTEWIDE BUS TIMING 



K- 



MACHINE CYCLE 



| 1 | J | 3 | . | 5 | 6 | I | 2 | 3 | * | 5 | 6 | | 6 | 1 | 2 | 3 ] . | 5 | 6 | 

xtal2 juinjinjnjinjuij^^ 



ALE 







-ss- 



A. 



BA0 - BA14 PC OUT XI PCOUt 



<s>-*t 



CE1.CE2 
ORCEIN 
CE1. CE2. CE3, 

cB, pet. m: 

PE3.PE4 
ORCEIN 



N< 1 DPIANOH 



®-») 

8D0- BD7 P* 1 *"*) < DATA IN >— 



IOPHOHP2SFROUT) PC OUT ^ OPl AM> (DPHOR P2 SFP. OUT) )<C PC OUT 



4, 



A_ 



A 



— 



<g>*lk; ^ 



iTA* J C DATA OUT >- 



RPC AC CHARACTERISTICS - DBB READ 



(t A = 0°C to70°C; Vcc = 5V ± 1 0%; 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


54 


CS, Ao Setup to RD 


tAR 







ns 


55 


CS, Ao Hold After RD 


tRA 







ns 


56 


RD Pulse Width 


*RR 


160 




ns 


57 


CS, Aq to Data Out Delay 


W> 




130 


ns 


58 


RD to Data Out Delay 


*RD 





130 


ns 


59 


RD to Data Float Delay 


tRDZ 




85 


ns 
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RPC AC CHARACTERISTICS - DBB WRITE (t A = 0°C to70°C; Vcc = 5V ± 1 0%] 



# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


60 


CS, Ao Setup to WR 


tAW 







ns 


61 A 


CS, Hold After WR 


twA 







ns 


61 B 


Ao. Hold After WR 


twA 


20 




ns 


62 


WR Pulse Width 


tww 


160 




ns 


63 


Data Setup to WR 


*DW 


130 




ns 


64 


Data Hold After WR 


twD 


20 




ns 


AC CHARACTERISTICS - DMA 




(t A = 0°C to70°C; Vcc = 5V ± 1 0% 


# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


65 


DACK to WR or RD 


*ACC 







ns 


66 


RD or WR to DACK 


*CAC 







ns 


67 


DACK to Data Valid 


'acd 





130 


ns 


68 


RD or WR to DRQ Cleared 


*CRQ 




110 


ns 


AC CHARACTERISTICS - PROG 




(t A = 0°C to70°C; V cc = 5V ± 1 0% 


# 


PARAMETER 


SYMBOL 


MIN 


MAX 


UNITS 


69 


PROG Low to Active 


tpRA 


48 




CLKS 


70 


PROG High to Inactive 


*PRI 


48 




CLKS 
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RPC TIMING MODE 





CSOR AO 



RD 



X 



DATA 



CSOR AO 



READ OPERATION 



f57T 



< 



DATAVAUD 



WR 



DATA 



DACK 



RD 



WR 



DATA 



DRQ 



X 














k 


- — © — - 


A 












< 


DATAVAUD 


> 











DMA 



/ 



6i) 



\i 



NOTES: 

1 . All voltages are referenced to ground. 

2. Maximum operating Ice is measured with all output pins disconnected; XTAL1 driven with tcLKR> 
tc LKF =10 ns, V| L = 0.5V; XTAL2 disconnected; RST = PORTO = V cc , MSEL = Vss. 

3. Idle mode Iidle is measured with all output pins disconnected; XTAL1 driven with tcu<R, tcLKF = 10 ns, 
V, L = 0.5V; XTAL2 disconnected; PORTO = V C c. RST = MSEL = Vss- 

4. Stop mode Istop is measured with all output pins disconnected; PORTO = V cc ; XTAL2 not connected; 
RST = MSEL = XTAL1 = Vss- 



5. Pin Capacitance is measured with a test f 



-1 MHz,t A = 25°C. 
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6. Iccoi is the maximum average operating current that can be drawn from V C co in normal operation. 

7. I L | is the current drawn from V u input when V C c = °V and V C co is disconnected. Battery-backed mode: 
2.5V s V BAT <; 4.0; V cc £ VbatJ v SDI should be <; V|i_s for max. 

8. Vcc02 is measured with V C c < Vu, and a maximum load of 1 uA on V C co- 

9. Crystal start-up time is the time required to get the mass of the crystal into vibrational motion from the time 
that power is first applied to the circuit until the first clock pulse is produced by the on-chip oscillator. The 
user should check with the crystal vendor for a worst case specification on this time. 

1 0. SDI is degl'rtched to prevent accidental destruction. The pulse must be longer than tspR to pass the deglitch- 
er, but SDI is not guaranteed unless it is longer than t SPA . 

DS5002FP CMOS MICROCONTROLLER 



G 
D 




DIM 


MILLIMETERS 


MIN 


NOM 


MAX 


A 




2.91 


3.15 


B 


0.25 


0.35 


0.45 


C 




0.80 




D 


19.85 


20.00 


20.15 


E 


13.85 


14.00 


14.15 


F 


17.40 


17.86 


18.20 


G 


23.40 


23.86 


24.20 


H 


0.40 




1.3 


I 







10° 
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DEVELOPMENT 



DEVELOPMENT SUPPORT 

Developing a system based on the Soft Microcontroller 
is easy. A range of 8051 tools are available from third 
party suppliers, and these are compatible with all Soft 
Micro products. Selected tools are available that sup- 
port the Soft Micro, though many systems are devel- 
oped using only standard 8051 tools. 

ASSEMBLERS 

The Soft Micro runs 8051 instruction set and is object 
code compatible. This means that standard 8051 
assemblers will generate the correct code. There is no 
need for a special assembler. The Soft Micro does have 
numerous extra features, but no extra instructions. The 
unique features are all accessed via Special Function 
Registers. These should be defined in the user's soft- 
ware via equate statements. In this way, the user identi- 
fies the new registers, allowing the full range of instruc- 
tion operations. Once defined by the user, the new SFR 
will receive the same treatment as any of the standard 
ones. The assembler has no knowledge of the actual 
hardware associated with any SFR. 

An Intel Hex file format is required by the Bootstrap 
Loader built into each Soft Micro. This is a standard out 
put file format for all 8051 compatible assemblers. Note, 
a utility may be required to create the Intel hex file. That 
is, some assemblers generate a binary file as the stan- 
dard output. This file may then pass through a utility that 
converts object to hex. In all cases, the utility will be 
included with the assembler. 

For the convenience of the user, the following is a list of 
the SFRs that are unique to the Soft Micro family and 
their equate locations. Simply include the relevant val- 
ues in the program source file. 

Name Symbol Equate Location 



RPC Status 
RPC Control 
Random Number 
Timed Access 
Memory Control 
CRC High Value 
CRC Low Value 
CRC Control 



STATUS 
RPCTL 
RNR 
TA 

MCON 
CRC.HIGH 
CRC_LOW 
CRC 



ODAh 
0D8h 
OCFh 
0C7h 
0C6h 
0C3h 
0C2h 
0C1h 



HIGH LEVEL LANGUAGE COMPILERS 

There are two languages that are commonly used in 
microcontroller system design. They are BASIC and C. 



Although BASIC interpreters have been created for the 
8051 family, a compiler is normally preferable. A BASIC 
compiler specifically for the Soft Micro is available from 
Systronix. They can be reached at 801 -487-741 2. The 
Systronix package supports Soft Micro memory map- 
ping, Watchdog Timer, Real-time Clock and other fea- 
tures in addition to BASIC language support for the 
8051 family. 

There are no C compilers dedicated to the Soft Micro 
family at the time of this printing. However, like assem- 
bly language, standard 8051 C compilers can be used. 
The compiler must be informed of the existence and 
location of new SFRs that it will be accessing. There is 
one important note. When using C, it is commonly nec- 
essary to identify the starting address for various read/ 
write segments such as XDATA and STACK. This may 
be done using a start-up file. When using a Soft Micro 
with a Partitioned memory map, the default value of 
OOOOhfor such segments is not advisable. The NVRAM 
area will begin at the logical Partition address. There- 
fore, the segments that require RAM beyond the 128 
scratchpad locations should be located in the memory 
map at an address that is above the Partition. For exam- 
ple, if the Partition is located at address 4000, this is also 
a suitable beginning address for the STACK. 



PROGRAMMERS 

The Soft Micro provides its own built-in programming 
support with its Bootstrap Loader. This allows the micro 
to be programmed while installed in system or in a sim- 
ple user fixture. Serial programming is preferred as a 
general technique as the easiest and fastest method. 
The DS5000TK evaluation kit discussed below can also 
be used a programmer. 



EMULATORS 

A Soft Micro emulator is available from Nohau Corp. 
They can be reached at 408-866-1820. The Nohau 
emulator provides development support for the 80-pin 
QFP version of the DS5000FP or DS5001 FP. Using the 
QFP, a breadboard can be constructed of the user's sys- 
tem, even if the end version will use a module. Simply 
follow the guidelines for memory connection in the 
User's Guide section of the Soft Micro data book. 
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noHau 

CORPORATION 



8051 Family 
In-Circuit 
Emulator 




The EMUL51-PC is a high performance in-circuit emulator 
specifically designed to give an optimized environment to develop 
your 8051 family microcontroller hardware and software. The 
EMUL51-PC consists of a board which plugs directly into the IBM 
PC/XT/AT bus. The optional Trace board features an advanced trace function 
with sophisticated trigger capabilities. 

The POD, which plugs into the target system, is connected with a 5 ft. ribbon cable to 
the emulator board to provide a flexible operating range. 
Optionally an RS-232 box can be used. It communic 



User friendly 



The friendly user interface is one of the key 
features of the EMUL51-PC. Pull-down 
menus, mouse support and on-line help 
make the infrequent user feel instantly at 
home. The more experienced user will 
appreciate the fast command line interpreter 
and the comprehensive command set with 
powerful macros. 

The data windows on the screen contain up- 
to date information on symbols and memory 
areas. All commands are supported with 
context sensitive help information. If more 
help is needed the whole manual is on-line, 
available with a key stroke. 
As an alternative, a Borland key press com- 
patible user interface is available from 
ChipTools. 



High level debugging 

Using a high-level language for code genera- 
tion is a way to cut development time. 
EMUL51 -PC gives full support for debugging 
directly in C or PL/M source code. This 
eliminates tedious symbolic debugging in 
assembler. 

With the EMUL51-PC you can mark break- 
points directly in the source code window, 
and it's easy to follow the program execution 
on the screen listing. All C variables, both 
local and global, can easily be displayed or 
altered in one of the dedicated windows. All 
variables are displayed in the form they were 
declared in your software. This way you can 
work directly with floats, arrays, pointers, 
structures, etc. 



PC at up to 115Kbaud. 
Real time Trace 

The EMUL51-PC offers trace features not 
found in other emulators. For instance the 
trace buffer can record up to 256K bus 
cycles with 64 bits of data. The trace can be 
operated "on-the-fly" which means that it 
can be viewed, programmed and retrig- 
gered without disturbing program execution. 
With the trace set-up menu you can define 
exactly what events are to be stored in the 
trace buffer. The real-time trace can be 
stopped (triggered) at a selected event or 
after a combination of multiple events. By 
aligning the trigger point anywhere in the 
trace buffer you have a full choice of pre- 
and post triggering. 



Nohau Corp. 51 E. Campbell Avenue Campbell, CA 95008 (408) 866-1820 FAX: (408) 378-7869 
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CORPORATION 




EMUL51-PC 

Saves time on all 8051 family projects. 

EMUL51-PC is an in-circuit emulator dedicated to the 8051 family. The EMUL51-PC truly 
emulates the microcontrollers from all manufacturers of 8051 derivatives. This means that 
your EMUL51 -PC will work just like your microcontroller when it is plugged into your target. 



System Specification 

Host 

IBM PC/XT/AT, PS/2 or compatible. 
Minimum 640K of RAM. 
Monochrome, CGA, EGA or VGA in 25, 43 
or 50 line mode. 

External Box 

The emulator boards can be installed in an 
external box with serial communication to 
PC. Up to 1 1 5K baud supported. 

Languages supported 

Third party assemblers, PL/M-51 and C-51 
compilers. 

High level debugging 

Window for source level debugging. Single 
Step or Line Step with breakpoints marked 
directly in the code. Full support for local or 
global variables in C-51 . 

In-line Assembler and disassembler 

Full instruction set and symbols supported. 

Symbolic Support 

Full symbolic debugging and type checking. 
Same symbols can be used in different modules. 

File formats Supported 

Intel HEX/OBJ/OMF/SYM. Avocet, Archi- 
medes/IAR Franklin/Keil, BSO/Tasking. 
Intermetrics/Whitesmiths. 

Real time Emulation 

Full speed emulation up to 40 MHz. 

No wait states and no intrusion on memory. 

stack, I/O or Interrupt pins. 

Emulation Memory 

64K XDATA memory and 64K CODE mem- 
ory. Up to 256K with bankswitch option. 

Memory Mapping 

Mappable in 4K pages. 



Macros 

Test session automation and macro com- 
mand definition. IF/ELSE. REPEAT/WHILE 
structures. 

Debug Session Logging 

Record emulation session and all setups to a ffe. 
Breakpoints 

64 K program breakpoints. 

64 K data read and write breakpoints. 

Break on external signal. 

Break on direct access to internal bit or byte 

memory. 

Break on a range of addresses. 

With the trace board option you can break 

on any 48 bit combination of address, data, 

RD. WR, OP code fetch, interrupt level, ports 

of external signals. 

Single Stepping 

Single or multiple instruction stepping. Step 

over calls and interrupts. 

Line stepping in high level languages. 

Execution timer 

Resolution down to half a cycle. 

Real Time Trace (optional) 

256K deep by 64 bits wide with time stamp. 

Trace operation 

At each cycle of execution 48 bits of 
address, data, ports and external signals are 
compared with eight independent "48 bit reg- 
isters" to produce eight "condition signals". 
These eight conditions are then combined 
with six bits from a "64 state state-machine". 
The combination of these 14 signals creates 
a new state (or retains the old state). It also 
produces a TRIG and a FILTER signal that 
are used to control what is saved in the trace 
buffer. If the eight condition signals are 
named A, B, C, D, E, F, G and H an exam- 
ple of how this could be used follows: 
A THEN B THEN C THEN D THEN E THEN 
F THEN G THEN H where A - H could be 
code addresses. 



The trace buffer can be viewed, repro- 
grammed and restarted without affecting 
emulation. 
Trigger Breakpoint 

The 48 bit trace trigger qualifiers can be 
used to define complex breakpoints also on 
program execution. 
Trace Display 

Display trace in disassembled symbolic or 
binary/hex form, or as high level source code. 
Display can be saved to a file. 
Trace can be started, stopped and displayed 
independent of program execution. 
Program Performance Analyzer 
Histogram and statistical information of pro- 
gram execution in real time. 

Supported chips 

DS5000 
DS5000FP 
DS5000T 
DS5O01 FP 
DS5002FP 



Packages supported 

40-pin Dual Inline Package 
80-pin Quad Flat Pack 



Future products 

Call Nohau Corporartion about 
plans for emulation of Dallas 
Semiconductor's DS80C320. 



Nohau Corp. 51 E. Campbell Avenue Campbell, CA 95008 (408)866-1820 FAX: (408) 378-7869 
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POD-5001-16 



The POD-5001-16 supports the DS5000, DS5000FP, DS5000T, DS5001FP and DS5002FP. 

Use it together with a Nohau emulator board, such as the EMUL51 -PC/E1 28-1 6. The emulator 
board is a PC plug-in board and connects to the POD-5001 -1 6 with a five-foot (1.5 m) cable. 
Jumpers on the POD allow selection of special Dallas microcontroller features, such as the clock 
of the DS5000T or the security features of the DS5002FP. Optional standard and advanced trace 
buffer boards and external RS-232 box systems are also available. 

The POD includes an adapter, ADAP5001-DIP40, to plug into a 40-pin user target socket. An 
optional adapter, ET/EPP-080-QF08-LG, is available to solder to the user target board's 80-pin 
quad flat pack (QFP) pattern. 

Jumpers let the user select the clock source on his own board or the on-board quartz crystal. 
The emulator and POD can operate standalone, without being plugged into a user target system. 



ET/ EPP-080-QF08-LG 

Adapter for 80-pin QFP. The bottom of this adapter solders to user target board. The 
POD-5001 -1 6 plugs into the top of the adapter. 



Nohau Corp. 51 E. Campbell Avenue Campbell, CA 95008 (408) 866-1820 FAX: (408) 378-7869 
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HMI-200 SERIES 
IN-C1RCUIT 



HOMM 



OPTWNAL MODULE AVAILABLE 
TO SUPPORT THE DS5000 

8051 Family 

In-Circuit 

Emulator 

(HMI-200-8051) 



FEATURES 



• Real-time emulation up to 16 MHz and single step. 

• Four events for break and trigger operations can be 
individually configured as a bit pattern including 
don't care conditions of address, data I/O Ports, 
status, 16 external trace/trigger lines, and a pass 
counter of 1-65535 counts. 

• The address and data fields of each event can be 
used to generate range break and trigger operations. 

• Event operations can be programmed to occur from 
sequences, e.g. A then B then C then D. 

• 128K bytes of emulation memory standard, 
with a battery back-up option available. 

• Two 4K X 88 bit trace buffers. 

• Trace qualification to allow selective tracing. 

• Freeze trace allows the trace buffer to be viewed 
during emulation and new trigger conditions to be 
set. 

• Macros allow a series of commands to be executed 
under one command name. 

• A printer can be connected to the auxiliary serial 
port for hard copies of the trace buffer. 



APPLICATIONS 



User interface features the option of menu mode or 
command line mode for optimum speed and 
convenience. 

An interval timer measures the elapsed time from 

one event sequence to another. 

Two RS232 ports, supporting baud rates up to 38.4K 

baud. 

Binary file transfer between host computer and 
emulator for optimum speed in file transfer. 
User defined system configurations are stored in 
non-volatile memory. 

Symbolic and source level debuggers are available 
to run on IBM PC family or UNIX systems. 
Optional 256K bytes of symbol storage for stand- 
alone operation i.e. perform symbolic debugging 
while connected to a terminal 
Pass-thru command allows a terminal to commun- 
icate thru the emulator to a host computer (e.g. a 
VAX). After downloading executable code and sym- 
bol tables, the emulator can operate strictly from the 
terminal, completely independent of the host 
computer. 



Supports the Intel 8051/8031, 8052/8032, OKI 
80C154, and AMD 8053. Also supports the CMOS 
versions of these processors. 
Automatic test equipment. 



• Hardware and software development, debugging 
and testing. 

• Field troubleshooting aid. 
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DESCRIPTION 



The HMI-200-8051 emulator is a high performance 
development system which combines the control of an 
in-circuit emulator with the power of a logic analyzer 
to provide a complete debugging environment for 
hardware and software on microprocessor based 
systems. 

The operation of the system is performed from six 
convenient menus. 

CONFIGURATION MENU: 

From this menu, the user can configure the system 
parameters such as selecting target system 
crystal/clock or emulator cyrstal/clock (for stand alone 
operation). Other parameters allow the user to selec- 
tively disable control signals from the target system. 
This menu is also used for configuration of the 
memory map. The emulation memory is partitioned in 
2K byte blocks. Each block of emulator memory can 
be designated as Read Only or Read/Write. Memory 
which is not mapped to the emulator is automatically 
mapped to the target system. 

EVENT MENU: 

There are 4 events (A,B,C and D) that are used for 
break and trigger operations. Each event is set as a 
bit pattern, including don't-care conditions of address, 
data, status (PSEN, INTA, RD, WR, OPFET, INTO, 
INTS, TO, T1, 12, T2EX) and 16 external trace lines. 
Each event has its own pass counter which can be 
programmed for 1-65535 counts. 

Additionally, the address and data fields can be used 
to give range break and trigger conditions. 

SEQUENCE MENU: 

The four events can be logically combined to produce 
four independent actions: 

1 . Break emulation. 

2. Trigger the trace buffer with a variable 0-65535 
cycle delay. 

3. Output an external logic level for triggering 
other instrumentation. 

4. Measure the time interval from one event 
sequence to another. The time interval can be 
from 1 micro-second to 71 minutes. 

The sequence can be from a pre-defined table or user 
defined. For example: 

1. A then B then C then D 

2. A then B without C 

3. A or (B then C) 

Additionally, the pulse output is configured in this 
menu to occur on one of the four events with either 
positive or negative true polarity. This output is 
typically used to trigger other instrumentation. 



COMMAND MENU: 

A powerful command set can be executed from this 
menu or from an alternate command line which some 
users may find faster to use than the descriptive 
menu format. The commands allow the user to begin 
emulation, single step, examine and modify memory 
and registers, in-line assemble and disassemble code, 
move memory, fill memory with a constant, search for 
a string in memory, test memory and read and write 
hex files in Intel, Tektronix or Motorola hex format. 

TRACE MENU: 

Real time trace information can be examined from this 
menu. The 8K X 88 bit trace is divided into 2 buffers 
which are 4K X 88 bits each. One trace buffer always 
provides a 4K X 88 bit trace history that terminates 
with the emulation break. The other trace buffer is 
triggered by the Trigger Point defined in the Se- 
quence Menu with a 0-65535 delay count which can 
occur any time during emulation. The trace buffers 
are displayed as disassembled code and bus activity. 
An alternate display shows address, data, status and 
external trace bits. 

INTERFACE MENU: 

When interfaced with a host computer, the user has 
the capability of configuring commands in a Macro 
format. This allows a series of commands to be ex- 
ecuted with one macro command. 

INTERFACING 

The HMI-200 series emulators can be connected to a 
terminal with an RS232 interface for stand alone 
operation or it can be slaved to any computer with an 
RS232 interface. Slave operation with a computer 
allows convenient transferring of hex files to and from 
the emulator and it also allows the emulator operation 
to be controlled from the computer console. The 
master RS232 port is used for control of the system 
while the auxiliary port can be used to download files 
from a separate source. 

PACKAGING 

The HMI-200 series emulator is packaged in a com- 
pact 12" X 9V2" X 3Vi" case and weighs approx- 
imately 10 lbs. The emulation cable from the emulator 
to the 8051 socket is approximately 20" long with 
adaptors available for the DIP and PLCC packages. 

POWER CONSUMPTION 

Switch selectable power supply accepts 110 VAC or 
220 VAC at 75W. 







l.hMI 



Huntsville Microsystems, Inc. 

P.O. Box 12415 
4040 South Memorial Parkway 
Huntsville, AL 35802 
205-881-6005 TWX 510-600-8258 
FAX 205-882-6701 



©Copyright Huntsville Microsystems. Inc. 1988 



Specifications subject to change without notice. 
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BCI5 1 Dallas Family BASIC Compiler 



8051 FAMILY 
BASIC 

cross comMLe* 

INTEGER MAtet 




'[BCI51] makes a potent development combination with the DS5000TK." 

EDN, January 20, 1992 



"[BCI51] has allowed me to program complex DS5000T projects that would have 
been unthinkable if faced with the burden of writing them in assembly code." 

James Mason 
DS5000T programmer. 



Systronix 
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BCI5 1 Dallas Family BASIC Compiler 



With BCI51, creating professional quality 
8051 programs is easy and efficient. BCI51 
is the only compiler with specific support for 
the unique Dallas features. Control the 
watchdog timer, clock/calendar, and all I/O 
ports, with easy-to-use BASIC keywords. 
Special reset/startup options let you provide 
BASIC subroutines for cold powerup, warm 
reset, watchdog timeout, powerfail, and 
runaway code. 

Your code will be compatible with the 
Dallas DS5000, DS2250, and a wide range 
of 8-bit microcontrollers including 8031, 
8032, 8051, and 8052 devices. DS5001 and 
DS2251 supported early 1993. 

BCI51 contains an Artificial Intelligence 
engine which analyzes your program and 
configuration directives. BCI51's runtime 
libraries and Al engine automatically take 
care of microcontroller reset, initialization, 
serial I/O, interrupt handling, startup code, 
and all interrupt vectors, letting you concen- 
trate on your application. (You can modify 
any startup and interrupt code if you wish.) 

BCI51 supports interrupt-driven, ring 
buffered, full duplex serial I/O, an additional 
serial output, and a Pulse Width Modulation 
output. Arrays may have up to 65535 ele- 
ments. Strings may be up to 255 characters 
long, and each may be a different length. 



Also Available 

• DS5000TK Development Kit 

• BCI51 Assembly Language 
Programmer's Toolkit 

Coming Soon 

• DS2251 CPU Development Board 

• DS2245/2271 Modem/Speech 
Development Board. 



BCI51 includes a string concatenation 
operator to easily combine string variables 
and literal text. BCI51 provides signed and 
unsigned 8 and 16 bit integer math, (floating 
point upgrade coming). All numerical rou- 
tines are fully reentrant. 

With BCI51 you can easily create your 
own custom input and output drivers such as 
input from a keypad and output to a liquid 
crystal display. Your program can even 
redirect I/O during runtime. For example, if 
your program encountered an error, output 
could be directed to the serial port instead of 
an LCD. Custom I/O can be a mixture of 
BASIC and assembly code. 

BCI51 has the power and flexibility to 
grow with your requirements. A variety of 
configuration options, sophisticated error 
handling, and unlimited in-line assembly 
code provide you with a tool that is simple to 
use yet sophisticated enough for all your 
needs. BCI51 runs on any MS-DOS PC with 
51 2K RAM and a hard disk. 

Extensive documentation, phone hotline, 
24 hour FAX, and a 24 hour BBS provide 
you with outstanding support. All products 
have a 30-day money-back guarantee. 



Systronix 

555 South 300 East 
Salt Lake City, UT84111 



TEL: (801) 534-1017 
FAX: (801) 534-1019 
BBS: (801) 487-2778 
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DS5000TK EVALUATION KIT 
Introduction 

The DS5000TK allows immediate evaluation of any 
DS5000 series device in an existing application. The kit 
comes supplied with DS5000T 32K-12 MHz, software 
diskette, and In-System Loader hardware. The kit sup- 
ports in-system serial downloading of DS5000T from an 
IBM PC host. In addition, the DS5000T allows evalua- 
tion of all functions with the added feature of a real-time 
clock. Programs may be downloaded/verified from an 
Intel hex absolute object files residing on IBM PC. Demo 
routines are provided for evaluation of the timekeeping 
function. The software is supplied on a 5-1/4" floppy dis- 
kette. 

Description 

The In-System Loader hardware allows application 
software to be loaded into the DS5000 series device 
while it is connected to the target system , eliminating the 
need for removal of the device when reprogramming is 
required. KIT5K is a user-friendly PC software package 
which controls the loading process to the DS5000 while 
it is installed into the In-System Loader hardware. 
KIT5K provides a high-level user interface to the 
DS5000T via its Serial Load mode. When the program 
command is executed, the user is walked through a se- 
ries of system configuration questions so that the 
DS5000T can be properly initialized before download- 
ing takes place. Parameters such as the device's pro- 
gram/data memory mapping and software encryption 
operation are initialized in the proper order in this fash- 
ion. KIT5K manages all of the communication with the 
DS5000T during the downloading process so that the 



details of the serial download operation can remain 
transparent to the user. 

With the Evaluation Kit, the user can quickly configure 
the DS5000T for operation in the target system. This 
configuration can be performed without details knowl- 
edge of the operation of the DS5000's Serial Load 
mode. The DS5000T Evaluation Kit not only serves as a 
first-time evaluation system for the DS5000 or the 
DS5000T, but also performs the equivalent function of 
an EPROM programming system throughout the proto- 
typing phase of the design cycle. If the user wishes to 
program a DS2250, then an adaptor is available which 
allows the SipStik to plug into the fixture. The adaptor 
part number is DS9075-40V. 

In-System Loader 

The purpose of the In-System Loader hardware is to se- 
rially download the DS5000T on command from the 
KIT5K software in such a manner that it will be transpar- 
ent to the hardware on the target system. The In-System 
Loader hardware illustrated in Figure 1 consists of an 
RS232 cable that connects to the RS232 Fixture which 
houses the appropriate interface circuitry and provides 
a 40-pin Zero-Insertion-Force socket for either the 
DS5000 or DS5000T. The Fixture in turn attaches to the 
40-pin target cable which connects to the microcontrol- 
ler socket in the target system. The hardware provides 
the mechanism for the KIT5K software to take control of 
the DS5000T via the RS232 cable, place the device in 
its Serial Program Load mode, and transmit new soft- 
ware to the device. 



NAME 

RS232 Connector 



RS232 Fixture 



Target Cable 



DESCRIPTION 

Adaptor with cable. Adaptor provides DB25 female connector for connection to an 
RS232C IBM PC COM port on one side and RJ1 1 female on the other side. Cable 
carries RS232 signals required by the kit with two male RJ1 1 jacks on either end. 
(Note that although this cable resembles an ordinary telephone cable, it is not the 
same and a telephone cable will not work properly. 

RS232 serial interface for DS5000. Provides RJ1 1 female for RS232 signal con- 
nection, 40-pin DIP IC socket for DS5000 and 40-pin PC edge connector for con- 
nection to target cable. 

40-pin adaptor cable which connects the 40-pin edge connector on the RS232 Fix- 
ture to the target system microcontroller socket. 
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DS5000T EVALUATION KIT: 1N-SYSTEM LOADER HARDWARE Figure 1 
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KIT5K OPERATION 

KIT5K is the software environment supplied with the 
DS5000T Evaluation Kit. It provides a high-level inter- 
face for loading application software to the DS5000T or 
for setting its configuration parameters via the Program 
command. For more advanced users, KIT5K provides a 
number of commands which allow individual manipula- 
tion of the DS5000's resources. For example, these 
commands allow the direct initialization of the MCON 
register, loading of the 40-bit Encryption Key word, and 
setting and clearing of the Security Lock. I n addition , an 
individual memory location examine and change capa- 
bility is provided to allow patches to be made to the ap- 
plication software. When the loading operation is com- 
pleted, the device can be released on command from 
the PC to run the application software. 

For users interested in serial communication applica- 
tions, versions of KIT5K (after 3.0) include a dumb ter- 



minal emulator. This code allows the user to run applica- 
tion software in the DS5000 which communicates with 
the user via a PC COM port. The serial communication 
uses the target system time base, allowing flexibility in 
baud rates. The terminal emulator simplifies applica- 
tions which use the Dallas serial communication soft- 
ware module. Many of the KIT commands are available 
while in terminal emulation. 



After KIT5K has been invoked and the prompt has been 
displayed (as described above), commands may be en- 
tered by the user. KIT5K operates either in interactive 
mode or in batch mode. The user will not see any of the 
communication between KIT5K and the DS5000T (ex- 
cept when debug is on). The following is a summary of 
commands recognized by the KIT5K software. Note, 
KIT5K will not work properly with DS5001 series parts 
unless used in terminal emulator mode. An upgrade 
software package is available on request. 



KIT MODE 

cd 
els 
com 
dir 

display 
do 
dos 
dtr 

dump 

edit 

exit 

fill 

help 

key 

load 

lock 

logoff 

logto 



out1 

partition 

pgmode 

program 

quit 

range 

reload 

run 



status 



Change to another directory or show the default directory. 
Clear screen. 

Specify the COM port for the In-System Loader hardware. 

List the default directory or specified path. 

List Embedded RAM contents in debug format. 

Execute a list of KIT5K commands from a file. 

Enter DOS mode temporarily. 

Toggles the DTR line to switch between run and load. 

Dump Embedded RAM in Intel Hex to a file. 

Individual examine/change Embedded RAM bytes in DS5000. 

Exit the KIT5K program; return to MS-DOS. 

Fill Embedded RAM with a constant value. 

Describe the function and syntax of KIT5K commands. 

Load the 40-bit Encryption Key word. 

Load Embedded RAM from an Intel Hex object file. 

Set the Security Lock on the DS5000. 

Disable logging of KIT5K commands. 

Log KIT5K commands to the specified file. 

Set the MCON register with a specified value. 

Toggles a PC/AT bus signal for use by PC-based target systems. 

Set the Partition Address with a specified value. 

Place the in its Serial Load mode. 

Program the DS5000 automatically with a configuration file. 
Same as exit; leave the KIT5K program; return to MS-DOS. 
Set the Range Address to 8K or 32K. 

Sets the PC UART reload value for flexible baud rate selection. 
Specify the serial baud rate to be used during loading. 
Specify the serial baud rate to be used during loading. 
Display status. 
Switch to terminal mode; s« 
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type 
unasm 
unlock 
verify 



Type the requested filename to the screen. 
Unassemble the program memory to view code. 
Clear Security Lock. 

Verify Embedded RAM with the specified Intel Hex file. 



TERMINAL MODE 

capture 

cd 

els 

com 

dir 

dos 

dtr 

exit 

help 

kit 

logoff 

logto 

nosnow 

out1 

pgmode 

quit 

reload 

run 

send 

snow 



type 



Capture RAM to memory and allow uploading to a file. 
Change directory. 
Clear screen. 

Set the com port for communication. 
Read directory. 
Enter DOS mode temporarily. 
Toggle the DTR line. 
Exit Kit. 

Describe the functions and syntax of terminal emulator. 

Switch to kit mode. 

Stop logging commands to a file. 

Log commands to a file. 

Enable snow checking for CGA screens. 

Toggles a PC/AT bus signal for use by PC-based target systems. 
Program the DS5000 automatically from a configuration file. 
Leave KIT5K. 

Sets the PC UART reload value for flexible baud rate selection. 

Run a DS5000 program. 

Send a file to the DS5000 via the serial bus. 

Disable snow checking for CGA monitors. 

Select the baud rate. 

List a DOS file. 



System Requirements 

The Evaluation Kit requires an IBM PC or compatible 
with DOS 2.0 or later and at least 1 28K bytes of memory. 
In addition, an RS232 port must be available which is 
configured as COM1 (03F8H, IRQ4) or COM2 (02F8H, 
IRQ3). Displays which are supported include mono- 
chrome, color graphics (CGA), or enhanced graphics 
(EGA mode 3). 

Power (+5V) must be supplied to the RS232 fixture 
from the V cc pin of the target system via the Target 
Cable (see below). A user selected crystal is 
needed to run programs. 

Electrical Specifications 

Operating Temperature Range to +50° C 

System Power Supply Requirements 

from Target System +5V @1 00mA max 

(DS5000) installed in target system; 

no load on port pins, PSEN, ALE 50 mA typical 



Interface 

Connectors: 

25-pin RS232 'D' type to RJ11 jack adaptor 
RJ11 on RS232 Fixture 

40-pin card edge (0.1 "centers) on RS232 Fixture 
40-pin edge connector on Target Cable 
40-pin DIP plug on Target Cable 

Interfacing to an IBM PC COM Port 

The DS5000TK Evaluation Kit is provided with serial in- 
terface cables which are designed to be connected di- 
rectly to a standard male DB25 connector from a COM 
port on an IBM PC. However, in some PC configura- 
tions, the DB25 connector may not be supplied from the 
PC and/orthepin assignments may be different. Conse- 
quently, problems may be experienced by users in try- 
ing to establish communication between the PC and 
these kit products. 

In order to solve this problem, the following documenta- 
tion is provided to define the RS232 pin assignments 
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between the PC and RJ11 jack which is present on the 
DS5000TK hardware module. If necessary, the user 
can then build an adaptor to insure that the appropriate 
signals from the PC are routed to the correct pins on the 
RJ11 jack connector for the DS5000TK. 

Configuration 

The DS5000TK is configured as a DCE RS232 inter- 
face. A total of four signals are routed from the PC's 
COM port connector to the kit hardware as summarized 
below: 



sion which has pin assignments which are reversed 
from the U.S. standard cable. As a result, such a tele- 

I cause the kit 



Looking at the end of the RJ 1 1 cable as a reference, the 
pin assignment for the cable from left to right can be giv- 
en as follows: 



PIN# 1 2 

Wire Color Black Red 
DCE Signal RXD GND 



3 4 

Green Yellow 
DTR TXD 



IBM PC 



TXD 
RXD 
GND 
DTR 



DB25 
PIN# 

Pin 2 

Pin 3 

Pin 7 

Pin 20 



KIT 
HARDWARE 

RXD 

TXD 

GND 

DTR 



The DB25 to RJ1 1 adaptor takes the above four signals 
from the IBM PC's COM port and routes them to its RJ1 1 
jack. 

RJ11 Cable 

The kits are supplied with an interconnecting cable with 
two RJ 1 1 plugs on either end. This cable is used to route 
the above RS232 signals from the DB25/RJ11 adaptor 
to the RJ11 jack located on the kit hardware. Although 
this cable appears to be a standard telephone cable 
commonly used in the United States, it is a special ver- 



Krt Hardware RJ11 Jack 

In the DS5000TK there is an RJ11 jack which is 
mounted on the hardware fixture which accepts the 
cable described above. When the cable is installed in 
the jack, there are leads exposed on the jack which are 
electrically connected to signals from the cable. As a re- 
sult, these lines may be probed if necessary to insure 
that the appropriate RS232 signals from the PC COM 
port are correctly routed to kit hardware. 

DS5000TK Software Diskette 

The software diskette supplied with the DS5000TK in- 
cludes KIT5K as well as a set of programs which word 
together to allow you to read and set the date and time in 
a DS5000T and to compare it with the dock in your IBM 
or IBM-compatible PC. All of these programs are sum- 
marized below: 



1 . KIT5K.EXE 



2. TEST.HEX 



3. DEMO. BAT 



4. DEMOS5T.CMD 



5. DEMODS5T.HEX 



This is the utility program which is used for programming the DS5000T. 
It can be used to read programs to and from the DS5000T, examine the 
contents of program memory, set the range of 8K or 32K, and set or 
clear the program memory encryption key. 

This is a short file of text which can be used to confirm that the KIT5K 
program can load data in to the DS5000T successfully. 

This is a batch file which automatically loads the DS5000T with a pro- 
gram to read the time and then runs a program in the PC to set or dis- 
play the time sent back by the DS5000T. 



This is the command file which directs the KIT5K 
DEMODS6T.HEX program into the DS5000T. 



program to load the 



This DS5000T program responds to commands received over the seri- 
al I/O port to send or receive the date/time information between the em- 
bedded clock/calendar in the DS5000T and the serial I/O port. This al- 
lows an external computer to access to the date/time information. 
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6. DEMODS5T.LST 



This is a listing of the program DEMODS5T.HEX described above. 



7. DEMODS5T.SRC 



8. DEMODS5T.EXE 



This is the source code for the program DEMODS5T.HEX described 
above. 

This is a PC program to test the performance of a DS5000T by relaying 
date/time information between it and the PC and comparing it against 
the PC clock. This program requires that DEMODS5T.H EX be installed 
in the DS5000T, and that the DS5000T be installed in a RS232 Fixture 
with its serial selection switch in the B position and connected to one of 
the COM ports of the PC. The target system must have an 11 .0592 
MHz crystal. 



9. DEMODS5T.PAS 



This is the Pascal source code for the program DEMODS5T.EXE de- 
scribed above. 



1 0. SAMPLE.HEX This program responds to commands received over the serial port to 

set the date and time information in the DS5000T 



11 . SAMPLE.LST 

12. SAMPLE.SRC 



This is the listing of the program SAMPLE.HEX described above. 

This is the source code for the program SAMPLE.HEX described 
above. 



Installation Instructions 

To install the In-System Loader hardware, the user 
should first turn power off to the target system. Next, the 
RS232 Cable with the 25-pin DB25 adaptor should be 
connected to either the COM1 or COM2 port of the IBM 
PC. Note that although this cable resembles an ordinary 
telephone cable, it is not the same and a telephone 
cable will not work properly. The RJ1 1 plug should then 
be inserted into the RJ11 jack on the RS232 Fixture. Fi- 
nally, the 40-pin Target Cable should be connected be- 
tween the edge connector of the RS232 Fixture and the 
40-pin socket of the target system. The user should 
check to insure that the switch on the RS232 Fixture is in 
the "A" position for initial checkout. 



parameters. This procedure also demonstrates the 
command sequence which is likely to be the one most 
often used to serially download new application soft- 
ware. 

After performing the installation procedure described 
above, the initial checkout procedure can be started by 
executing the KIT5K software. Execution of KIT5K can 
be invoked by typing 

>kit5K <CR> 

following the prompt. The software will respond with the 
following: 



The KIT5K software is shipped on a 5-1/4": flexible dis- 
kette. As a precaution, a duplicate copy of the diskette 
should be made before attempting to run the software 
on the PC. The software may be executed directly from 
diskette, or it can be copied over to a hard diskdrive and 
executed from there. 

Initial Checkout 

KIT5K is supplied with a file called "TEST.HEX" that may 
be downloaded to the DS5000T to verify that the Evalu- 
ation Kit has been installed correctly. Below is a check- 
out procedure which downloads the TEST.HEX" file to 
the DS5000T and initializes the device's configuration 



Dallas Semiconductor DS5000 Evaluation Kit Software 
Kit5K - Version x.x 

Copyright (C) 1 987, Dallas Semiconductor Corporation 
kit5K> 

At this point, KIT5K is ready to accept commands. The 
first action which should be taken is to specify the COM 
port to which the In-System Loader hardware is con- 
nected. Assuming that this is COM1 , the user would en- 
ter the following: 

kit5K>com 1 <CR> 
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KIT5K may now communicate with the DS5000's on- 
chip serial loader. In order to download the file 
'TEST.HEX' to the DS5000, the user should type: 

kit5K>program test.hex <CR> 

The user will then be prompted with a series of ques- 
tions regarding the configuration of the OS5000. By en- 
tering a <CR> character for all of these, the displayed 
default values will be assigned as shown below: 

Configuration: Press return for default value 
Range (8000) = <CR> 
Partition Address (1000) = <CR> 
Encryption (No) <CR> 
Locking (No) = <CR> 
Begin (0000) = <CR> 
End (7FFF) = <CR> 
Verify (Yes) = <CR> 

After this sequence has been completed, the software 
will echo back the selected configuration and program 
the DS5000 series device as follows: 



Configuration Contents: 
Range: 8000 
Partition Address: 1000 
Encryption: No 
Locking: No 
Begin: No 
End: 7FFF 
Verify: Yes 

Unlocking... 
Clearing MCON... 
Setting Range... 
Setting Partition 
Loading... 
Verifying... 
kit5K> 

The above response from KIT5K signifies that the con- 
figuration/loading operation was completed successful- 
ly. The user may verify this by executing the command 
"DISP 80" to show the test data in the DS5000T 
memory. This is shown below: 



00 

00 

59 TEXT FOR DISPLAY 



kit5K>disp 80 <CR> 

0000 01 00 00 00 00 00 00 00 - 00 00 00 00 00 00 00 

0010 00 00 00 00 00 00 00 00 - 00 00 00 00 00 00 00 

0020 54 45 58 54 20 46 4F 52 - 20 44 49 53 50 4C 41 

0030 20 50 55 52 50 4F 53 45 - 53 2E 20 41 42 43 44 45 PURPOSES.ABCDE 

0040 46 47 48 49 4A 4B 4C 4D - 4E 4F 50 51 52 53 54 55 FGHUKLMNOPQRSTU 

0050 56 57 58 59 5A 20 61 62 - 63 64 65 66 67 68 69 6A VWXYZ abcdefghij 

0060 66 6C 6D 6E 6F 70 71 72 - 73 74 75 76 77 78 79 7A klmnopqrstuvwxyz 

0070 20 31 32 33 34 35 36 37 - 38 39 30 20 30 98 FD C2 1234567890 0... 

0080 98 



Following the execution of the Program command 
shown above, KIT5K automatically created a configura- 
tion file with the same name as the specified .HEX file, 
but with an extension of .CFG. This file is used to save 
the DS5000 configuration parameters that the user spe- 
cified during the first time that the Program command 
was executed for the specified .HEX file. During future 
Program command operations, the associated configu- 
ration file will be used to initialize the parameters auto- 
matically without any intervention by the user. If modifi- 
cation of the previously selected parameters is desired, 
the user should select the /edit when invoking the Pro- 
gram command as shown below: 

k'rt5K>program test.hex /edit<CR> 



Command Line Syntax 

Single-letter ASCII character strings are recognized as 
commands. Commands will not be processed until an 
entire command line is entered and terminated with a 
<CR>. Since a command line is not processed until a 
<CR> is entered, it may be edited with the delete key 



Only legal characters will be echoed back to the screen. 
The legal characters are: 0123456789<:>, 
<space>, ABCDEFGHUKLMNOPQRSTUVWXYZ, 
abcdefghijklmnopqrstuvwxyz, and <delete>. Back- 
space characters (<BS>) are converted to delete char- 
acters. The horizontal tab character is converted to 
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In most commands, arguments are represented by hex- 
adecimal numbers. A hexadecimal number is any se- 
quence of hexadecimal characters. A hexadecimal 
character may be a digit, through 9, or one of the let- 
ters A through F. A byte will always be the right-most two 
digits of a hexadecimal number. For example, the fol- 
lowing hexadecimal numbers will result in the following 
bytes: 



A 
AB 
ABC 
ABCD 



OAH 
OABH 
OBCH 



OCDH 



An address will always be the right-most four digits of a 
hexadecimal number. For example, the following hexa- 
decimal numbers will result in the following addresses: 



A 
AB 
ABC 
ABCD 
ABCDE 



— > 



OOOAH 
OOABH 
OABCH 
OABCDH 
OBCDEH 



In the other cases, arguments are represented by deci- 
mal numbers. In commands which normally accept hex- 
adecimal numbers as their arguments, decimal opera- 
tion may be invoked by typing a period (.) after the 
entered value. 



KIT5K Detailed Command Summary (KK Mode) 
Cd directory name 

The default directory is set to the argument. 



Example: 

kit5K> cd \ws 
CAWS 



kit5K> 



CIs 

Clear the monitor screen 
Com (1) (2) 

Selects which PC communication port to use. DOS puts the port base numbers into a vector area in memory. This 
program will attempt to use either of these two addresses (there may be zero or one value here) after the base has 
been checked against the hexadecimal base values of 3F8 and 2F8. 

Example: 

kK5K>com1 



kit5K> 



Dir (filename | wildcards) 

A list of the file names in the directory are displayed. 

Example: 

kit5K> dir 

RUNME.EXE READ.ME KIT5K.EXE TEST.HEX DEMO.BAT DEMODS5T.CMD DEMODS5T.EXE DEMODS5T.HEX 

DEMOS5T.LST DEMODS5T.PAS DEMODS5T.SRC SAMPLE.HEX SAMPLE.LST SAMPLE.SRC 

kit5K> 
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Display beg-addr, end-addr (>f ilename) 

Data is displayed as in MS-DOS debug. The optional arguments are interpreted as hexadecimal numbers as a de- 
fault. The beginning and ending are positional and will default to zero and the current range value, if not specif ied. The 
"greater than" sign signifies that output is to go to the specified file instead of to the screen. 

k'rt5K>dispO 80 <CR> 



0000 01 


00 


00 00 


00 


00 


00 


00 


- 00 


00 


00 


00 


00 


00 


00 


00 




0010 00 


00 


00 00 


00 


00 


00 


00 


- 00 


00 


00 


00 


00 


00 


00 


00 




0020 54 


45 


58 54 


20 


46 


4F 


52 


- 20 


44 


49 


53 


50 


4C 


41 


59 


TEST FOR DISPLAY 


0030 20 


50 


55 52 


50 


4F 


53 


45 


- 53 


2E 


20 


41 


42 


43 


44 


45 


PURPOSES. ABCDE 


0040 46 


47 


48 49 


4A 


4B 


4C 4D 


- 4E 


4F 


50 


51 


52 


53 


54 


55 


FGH IJKLMNOPQRSTU 


0050 56 


57 


58 59 


5A 


20 


61 


62 


- 63 


64 


65 


66 


67 


68 


69 


6A 


VWXYZ abcedfghij 


0060 6B 6C 6D 6E 


6F 


70 


71 


72 


- 73 


74 


76 


77 


78 


79 


7A 




klmnopqrstuvwxyz 


0070 20 


31 


32 33 


34 


35 


36 


37 


- 38 


39 


30 


20 


30 


98 


FD C2 


1234567890 



0080 98 



kit5K> 

Do filename 

The commands in the filename are executed as a script until the end of file is encountered or until an error occurs. 

Example: 

kit5K>type script 
fill ff 2f 
display 2f 

kit5K> do script 

fill ff 2f 

display 2f 

0000 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

0010 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

0020 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 



kit5K> 
Dos 

Takes the user to the DOS prompt to execute commands without actually leaving KIT5K. When DOS commands are 
complete, return to KIT by typing "exit". 

Example 

krt5k>dos 

Type Exit to return to K'rtSK 
DOS Message 

c:\kit>copy \test.hex \kit\prog.hex 
c:\kit>exit 

Welcome back to KIT 
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Dtr 

Toggles the status of the DTR line. This will toggle between run and program load. 
Example: 



kit5k>dtr 

dtr dropped on COM 1 
kit5k>dtr 

dtr asserted on COM 1 

Dump beg-addr, end-addr (> filename) 

Data is displayed as Intel Hex data. The optional arguments are interpreted as hexadecimal numbers as a default. 
The beginning and ending addresses are positional and will default to zero and the current range value if not specified. 
The "greater than" sign signifies that output is to go to the specified file instead of to the screen. 

Example: 

The following command dumps the specified range of data to the screen in Intel Hex formal: 
kit5K> du 2f 

200000000001 0203FF05FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF0 

10002000FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFE0 

00000001 FF 

kit5K> 

Alternatively, the command sequence shown below will dump the same data to a file called TEMRHEX 

kit5K> du 2f > temp.hex 

kit5K> 

Edit address 

Data beginning with this address is available for examination and change. The argument is interpreted as a hexadeci- 
mal number as a default. In this example, user typed values are in italics. 

Example: 

k'rt5K>editO 

X to exit edit; CR to leave unchanged; NUMBER to change. 

0000 FF:00 

0001 FF:07 

0002 FF:02 

0003 FF:<o/> 

0004 FF:04 

0005 FF:x 



kit5K> display f 

0000 00 01 02 FF 04 FF FF FF - FF FF FF FF FF FF FF FF 

kit5K> 
Exit 

Buffers and files are closed, the communication ports are cleared and the program is exited. 
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Example: 
kit5K>exit 

A:\> 



Fill value (beg-addr, end-addr) 

The specified range of locations is filled with the specified constant value. The optional arguments are interpreted as 
hexadecimal numbers as a default. 

Example: 

kit5K>fillff0 2f 

kit5K>display 2f 

0000 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

0010 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

0020 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

kit5K> 

Help (command-name) 

A list of available commands is listed or hep on the requested command is given. 
Example: 

kit5K?help load 

name: load 

function: Load the DS5000 memory from a file containing Intel Hex data. 

kK5K> 

Key (ASCII String | 5 pairs of hex digits | RANDOM) 

This command sets the Encryption Key Word within the DS5000. The key may be set in three different ways. Five 
ASCII characters enclosed in single or double quotes may be used to specify the key. The user may request the com- 
puter to specify five random numbers or the user may enter five hexadecimal numbers; e.g. KEY 'Stuff', or KEY 
AABBCCDDEE, or KEY RANDOM. 

Example: 

kit5K>key 001223344 
kit5K> 

Load filename 

The data from the filename is used to program the chip. Arguments are interpreted as hexadecimal numbers as a 
default. Several errors can be detected, such as multiple programming of the same memory location and attempts to 
program nonexistent memory. All error messages will be reported. No configuration data files are used with this load. 
See the description of the Program command. 

Example: 

kit5K>load test.hex 
kit5K>display 7f 
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0000 01 


00 


00 00 


00 


00 


00 00 


- 00 


00 


00 


00 


00 


00 


00 


00 


0010 00 


00 


00 00 


00 


00 


00 00 


- 00 


00 


00 


00 


00 


00 


00 


00 


0020 54 


45 


58 54 


20 


46 


4F 52 


- 20 


44 


49 


53 


50 


4C 41 


59 


0030 20 


50 


55 52 


50 


4F 


53 45 


- 53 


2E 


20 


41 


42 


43 


44 


45 


0040 46 


47 


48 49 


4A 


4B 


4C 4D 


- 4E 


4F 


50 


51 


52 


53 


54 


55 


0050 56 


57 


58 59 


5A 


20 


61 62 


- 63 


64 


65 


66 


67 


68 


69 


6A 


0060 6B 6C 6D 6E 6F 


70 


71 72 


- 73 


74 


75 


76 


77 


78 


79 


7A 


0070 20 


31 


32 33 


34 


35 


36 37 


- 38 




30 


20 


59 


F6 


41 


11 





TEST FOR DISPLAY 
PURPOSES. ABODE 
FGHIJKLMNOPQRSTU 



kit5k> 
Lock 

Set the Security Lock on the DS5000. 



Example: 

kit5K>lock 

kit5K>status 

Part is locked. 

kit5K> 
Logoff 

The data logging buffers are flushed and the log file is closed. 



Example: 



(see the example given below for the Logto command) 
Logto filename 

Data logging is enabled to the specified file. Logging is turned off with the Logoff command or by exiting. All user input 
and data echoed to the screen is logged. 

Example: 

kit5K>logto script 

kit5K>fill ff 2f 

kit5K>display 2f 

0000 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

0010 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

0020 FF FF FF FF FF FF FF FF - FF FF FF FF FF FF FF FF 

kit5K>logoff 
k»5K> 

MCON number 

The MCON register is changed to the requested number. The argument is interpreted as a hexadecimal number as a 



Example: 
kit5K>mcon 28 
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krt5K> status 

Partition: 1000 Range: 8000 (32K) Chip Enable 2: 

kit5K> 

Partition (0 | 800 | 1000 | 1800 | 2000 | 2800 | 3000 | 3800 | 4000 | 4800 | 5000 | 5800 | 6000 | 6800 | 7000 | 8000) 
The Partition Address is set to the selected hexadecimal value and thedisplay is updated. The argument is interpreted 
as a decimal number as a default. 

Example: 

kit5K>par2000 

kit5K>status 

Partition: 2000 Range: 8000 (32K) Chip Enable 2: 

kit5K 
Out1 

Toggles the status of the out1 signal on the PC/AT bus. This is useful for PC-based target system. It may serve in a 
similar manner to DTR. 

Partition 

Directly sets the partition as above. 
Pgmode 

Signals the In-System Loader hardware to place the DS5000 in Program mode by raising the DTR line to its active 
level. Communication is then attempted to the DS5000 at the selected baud rate. The default value of the baud rate is 
9600 bps if no other baud rate frequency has been selected. 

Example: 

krt5K> pgmode 

DTR asserted on COM 1 

kit5K> 

Program filename [/edit] 

The data from the filename (default extension = .HEX) and its associated configuration file (.CFG) is used to program 
the chip. If the configuration file do ws not exist, the necessary information will be prompted for and a new configuration 
file will be created. If the file doesn't exist during batch operation, defaults will be used. The configuration file is dis- 
played before the part is programmed. The /Edit switch allows the current configuration to be edited one line at a time. 

Example: 

(see Initial Checkout section) 
Range (2000 | 8000) 

The range bit is set and the display is updated. 

Example: 

kit5K> range 8000 

kit5K> status 

Partition: 2000 Range: 8000 (32K) Chip Enable 2: 

kit5K 
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Reload 

Sets the reload value of the PC 8250 UART. This is available for more flexible selection of baud rates. The baud rate is 
selected by the formula 115200/n where n is the reload number. 

Example: 
kit5K>reload 6 

baud rate 19200 

Run 

The DTR line is dropped to its inactive level. This action signals the In-System Loader hardware to release the 
DS5000 from its Program mode and allows it to run the application program. A crystal must be connected to the target 
system. 

Example: 

krt5K>run 

DTR dropped from COM 1 

krt5K> 



Speed (150 | 300 | 600 1 1200 | 2400 | 4800 1 19200) 

This command is used to select the baud rate for communication between the PC and the DS5000. Decimal numbers 
are used in entering the arguments. 

Example: 

kK5K>sp1200 

kit5K> 

Status 

Display the current status of the DS5000. 

Example: 

kit5K>status 

Partition: 2000 Range: 8000 (32K) Chip Enable 2: 

krt5K> 
Term 

Switch to terminal emulation mode. This allows testing of software which expects serial commands from a PC or simi- 
lar station. Many of the kit commands are available from this mode. Online help is also available as with normal KIT 
mode. 

Example: 

krt5K> term 

Dumb Terminal Press Escape for Commands 

00> 



dt> kit 
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Type filename 

Type the requested file to the screen. 

Example: 

kit5K> type script 
fill ff 2f 
display 2f 

kit5K> 

Unasm 

Unassemble the program RAM of the DS5000. Optional specify start and stop addresses for disassembly. 
Example: 

kit5k> usasm 100 10C 



0100 


EB 


MOV 


A,R3 


0101 


F7 


MOV 


@R1,A 


0102 


5191 


ACALL 


00291 H 


0104 


B40A07 


CJNE 


A,#00AH,0010EH 


0107 


311F 


ACALL 


001 1BH 


0109 


20050F 


JB 


005H.0011BH 


01 OC 


01 DB 


AJMP 


000DBH 


KIT5K> 








Unlock 








Clear the Security Lock bit on the DS5000. 





Example: 
kit5K> unlock 
kit5K> 



aginning and ending addresses will deter- 
^scomparedagainstthe current contents 



Verify Filename (beg-addr, end-addr) 

The data from the filename is used to verify data in the chip. The option 
mine what parts of the input file will be used for verification. Data from the file is compared agair 
of memory. Anytime they are different, the discrepancy will be reported. Arguments are entered as hexadecimal num- 
bers. The beginning and ending addresses are positional and will default to zero and to the current range value if not 
specified. No configuration data files are used with this load. 

ExamDle- 
p 

kit5K>loadtest.hex 

kft5K>verify test.hex 

No Verification errors 

kit5K> 

Terminal Emulator Mode Commands 

This section discusses the commands which are unique or different in the terminal mode. A complete list of com- 
mands for this mode is given above. 
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Capture 

When toggled on, the capture command receives data from the DS5000 and holds the contents into memory. When 
toggled off, the program prompts for a filename to store to. 

Example: 

dt> capture 

"an operation which sends data to the COM port" 
"escape" 



dt> capture 

Enter filename to save capture buffer, CR to discard. 
Filename: 

Help 

Displays the commands available in terminal mode 
Example: 



dt> help 

Available commands: 

CApture CD CLs COm DIR DOS 

DTr EXit Help Kit LOGOff LOGTo 

NosnowOutl PGmode Quit REIoad RUn 

SEnd SNow SPeed TYpe 
Use "Help" command-name" or HELP*" for more information. 



Kit 

Switch out of terminal emulator into KIT. 
Nosnow 

Enable snow checking for CGA monitors. Screen output is slower. 
Send 

Sends a file through a COM port. Useful for serial download to an application program. 
Snow 

Disable snow checking on CGA tubes. Output is faster. 

In-System Loader Operational Details 

The DTR signal on the COM port interface is activated 
by the KIT5K software to signal the hardware in the 
RS232 Fixture that serial downloading is in effect. In 
addition, RTS is activated for the duration of the time 
that KIT5K is in execution. 

When DTR is activated, the hardware isolates signals 
on the DS5000 which are used to accomplish the serial 
download task from the target system circuitry. This in- 
cludes RST, TXD(P3.1), RXD (P3.0), and XTAL1 . RST 
is then driven high to initiate a reset within the DS5000. 
Following this action, XTAL1 is then driven with the 
RS2 32 Fixtu re's 1 1 .0592 MHz dock oscillator circuit. Fi- 
nally, PSEN is then driven low. This sequence of actions 



causes the DS5000 to begin operation in its Serial Pro- 
gram Load mode at a clock frequency from which stan- 
dard baud rate frequencies may be derived . None of the 
activity on the RST, TXD, RXD, and XTAL1 pins isdriven 
out to the target system lines while the DTR signal is ac- 
tive. DTR will remain active until either the "Run" or the 
"Exit" command is executed from KIT5K. 

When DTR is released, the In-System Loader causes 
the DS5000 to be reset and begin execution of the ap- 
plication code. When this occurs and the In-System 
Loader's switch is in the "A" position, all communication 
performed on the TXD and RXD pins on the target sys- 
tem is isolated from the PC. If the switch is placed into 
the "B" position, then the TXD and RXD pins are con- 
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nected to the PC and not to the target system during the 
execution of the application program. This capability is 
provided for applications which require that the target 
system have the ability to communicate to the PC 
through the COM port used by KIT5K. In general, how- 
ever, the "Run" command cannot be used to initiate the 
execution of DS5000 application software which com- 
municates to the IBM PC since KIT5K will still be in 
execution and will have control of the COM port. 

When operating the serial loader, the user should insure 
that the port pins P2.7 and P2.6 are not externally pulled 
to a low state. If this condition were to occur, the Parallel 
Loader mode's verify cycle would be invoked. As a re- 
sult, serial communications between the KIT5K pro- 
gram on the PC and the serial loader on the DS5000 
would not function. This is due to the fact that since RST 
and PSEN are being pulled high and low respectively to 
invoke the DS5000's Serial Load mode operation, the 
addition of P2.7 and P2.6 being pulled low would satisfy 
the condition for a Verify cycle on the device. The easi- 
est way to insure that this does not occur is to assign ei- 
ther P2.7 or P2.6 as an output in the target system. This 
will insure that at least one of these pins will be pulled 
high by its internal pullup while the Serial Load mode is 
in effect, as all port pins are set at a 1 (reset) state during 
this time. 

KIT5K OPERATIONAL DETAILS 

When KIT5K is invoked from MS-DOS, communication 
is automatically established with the DS5000 via its on- 
chip Serial Loader. KIT5K always configures the COM 
port with eight data bits, one stop bit and no parity, and 
activates RTS. Communication with the DS5000 is then 
attempted by asserting DTR and sending a carriage re- 
turn (CR>) at the currently selected baud rate (default 
value is 9600 bps). If no response is detected, then an 
error message to this effect is displayed to the user. 

After the baud rate is determined, KIT5K holds both the 
DTR line and the RTS line at their active levels until ei- 
ther a "Run" or and "Exit" command is executed. When 
the "Run" command is executed, DTR is taken inactive. 
When the "Exit" command is issued, both DTR and RTS 
are de-asserted and control is returned to the MS-DOS 
operating system. 



DS5000T Demonstration Software 

The DS5000TK diskette contains a set of programs 
which word together to allow you to read and set the 
date and time in a DS5000T and to compare it with the 
clock in your IBM or IBM-compatible PC. The program 
DEMODS5T.HEX runs in the DS5000T, and is used to 
pass date and time information back and forth between 
the DS5000T and the PC over the serial port. The pro- 
gram DEMODS5T.EXE runs in the PC and allows you to 
read or set the time in the DS5000T and compare it with 
the PC clock. 

Running DEMO. BAT 

DEMO.BAT automatically loads the DS5000T with a 
program (DEMODS5THEX) to read the time and then 
runs a program in the PC (DEMODS5T.EXE) to set or 
display the time sent back by the DS5000. The following 
steps are required to run this demo: 

a) Place your DS5000T in the zero insertion force socket 
of an RS232 Fixture and turn the socket lock screw 
with a small screwdriver to the "C" position. 

b) Place the switch on the fixture in the position labeled 
B, then connect the fixture using the ribbon cable to 
a socket providing Vcc and Ground. The socket must 
also supply an 11 .0592 MHz crystal con nected across 
pins 18 and 19, with pins 18 and 19 also each con- 
nected through a 33 pF capacitor to pin 20 (Vgs)- Fi- 
nally, the socket should insure that pin 31 (EA) is tied 
to pin 40 (V cc ). 

c) Connect the Fixture to the COM1 serial port of your 
PC using the modular cable provided. (Note that al- 
though this cable resembles an ordinary telephone 
cable, it is not the same, and a telephone cable will not 
work properly.) 

d) If your PC does not have a built-in clock, use the 
DATE and TIME commands in DOS to set the correct 
date and time in your computer. 

e) Type DEMO on the keyboard to begin execution of 
the batch file. This batch file first uses the KIT5K utility 
program to load a program into the DS5000T which 
relays the date and time information back to the PC, 
then it runs a program in the PC which compares the 
time provided by the PC clock with the time provided 
by the DS5000T. 
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f ) Within a few seconds, the program should report that 
it has found the DS5000T and it will ask you if you 
want to set the time. If you answer N , the program will 
begin reading the date and time information from the 
DS5000T and comparing it with the date and time 
from the PC clock. If you answer Y, the program will 
set the date and time in the DS5000T to agree with the 
PC clock, then it will begin comparing the two times. 
The program will continue running until any key is 



DEMODST.HEX Operation 

DEMODS5T.HEX is the program that response to com- 
mands received over the serial I/O port to send or re- 
ceive the date/time information between the dock/cal- 
endar in the DS5000T and the serial I/O port. This 
allows an external program access to the date/time in- 
formation. DEMODS5T.LST is a assembly language 
listing of this program. 

The program first sets up the serial port for transmission 
at 9600 baud with eight data bits, no parity, and one stop 
bit. Next, the program begins execution of a loop waiting 
for an instruction from the serial port. Two valid instruc- 



tions, R and W, are recognized. Receipt of the R charac- 
ter causes the DEMODS5T program to read eight bytes 
of date/time information from the embedded clock/cal- 
endar and send them out over the serial port. Receipt of 
the W character causes the DEMODS5T program to 
wait for eight bytes of date/time information from the se- 
rial port and write them to the embedded dock/calendar. 
Any other byte received from the serial port is increm- 
ented and then set back out to the serial port. 

SAMPLE. HEX Operation 

SAMPLE.HEX is a program which responds to com- 
mands received over the serial port to set the date and 
time information in the DS5000T. The program first ini- 
tializes the serial port for communication at 9600 baud 
with eight data bit, no parity, and one stop bit. After set- 
ting the date and time, the program begins execution of 
an infinite loop which sends back the date and time each 
time a character is received. SAMPLE.SRC is the 
source code for the program SAMPLE.HEX. 
SAMPLE.LST is the assembly language listing of the 
program SAMPLE.HEX. 
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